3GPP TSG GERAN #6  

           
Tdoc GP-011612

Naantali, Finland

               Agenda item 7.1.5.10
27th – 31st August, 2001
[image: image1.wmf]DRAFT ONLY



Source: Philips / Siemens



Work Item:  Definition of AMR-NB Reference Performance

1. Status of Work

This section is intended in order to provide a certain update information on the AMR-NB  (GMSK) simulation activities. 

Exchange of Software for the ETSI AMR Simulator 

At GERAN #5 plenary meeting we presented simulation results obtained by Siemens and Philips Semiconductors. We did not start any detailed discussion, due to the fact, that we had not available the 1% FER figures based on the original ETSI AMR simulator, developed during the AMR selection phase in 1998. This was caused by problems to get a NDA (Non Disclosure Agreement) from Nortel and Ericsson. 

In the aftermath of the plenary meeting, it turned out that Ericsson wants a PLA (Program Loan Agreement). Ericsson then suggested reusing the originally used form of the PLA from 1998 during the AMR selection phase. With regard to this previously agreed form of the PLA, Nortel now claimed some far going changes. Ericsson legal office did not feel able to treat with these changes upfront to their summer holidays at end of June. I.e. the activities in the legal domain were suspended until Ericsson employees returned to work mid of August. At mid of August after nearly 4 month of negotiation we finally achieved a PLA contract with Ericsson and Nortel on delivering the simulator executables from the 1998 AMR selection phase. 

This means, that on the technical side no progress was possible with regard to obtaining simulation results for the ETSI AMR simulator, because we did not get the required simulator modules and therefore could not produce the necessary error patterns for our work. 

Consequently, we are only able to come up with simulation results for the ETSI AMR simulator for the next GERAN #7 plenary meeting in late November. 

Beside our concerns about the current AMR performance figures, we recall a wide consensus in the GERAN #4 plenary meeting to introduce for the AMR-NB also a table dealing with 1% FER performance, as quite more useful table for performance testing. Siemens is still willing to continue the work, we have planned CPU and human resources to execute this work. But by legal discussions, the activity drifts away. Moreover we now request simulation support for generating the error patterns from other companies in order to have the results right in time.

As a general comment to this, it is very puzzling for us, that it is obviously not possible to run software at any time which is essential for the verification of the figures in the standard.

Weaknesses of the ETSI AMR Simulator 

We have some serious doubts and indications that the AMR performance figures used today can not be fulfilled for the adjacent channel test. In particular we have the impression that the adjacent channel test was never performed for the ETSI AMR simulator, at least we were unable to find any documentation about such verification. The channel receiver filter used in the simulator may be too wide, which delivers as consequence good performance in the presence of co-channel interference (CCI) but in case of adjacent channel interference (ACI) the system will not work properly. We have the suspicion, that the same is going to happen within the WB-AMR discussion as well as within the AMR-NB (8-PSK) discussion.

In order to compare modules from ETSI AMR radio simulator with proprietary modules, we put a request for the source code of the ETSI AMR radio simulator onto Ericsson, which was refused, whilst during the AMR selection phase in 1998 this source code was distributed to various companies.

Simulation progress for Siemens and Philips proprietary AMR-NB (GMSK) models

This is an ongoing work between Philips and Siemens.

Philips has simulated based on long simulation runs (100 000 speech frames) and has provided all required figures.

Siemens has simulated based on the same simulation run length as Philips. 

Siemens has still to complete or provide, respectively, receiver sensitivity figures and co-channel interference figures for GSM 900 and DCS 1800/GSM 1900 and has to provide adjacent channel interference figures for both GSM900 and DCS1800 / GSM1900.

Any third party joining this work item is welcomed by us.

2. Definition of Performance Tests

The reference performance for the AMR-NB will be defined as for GPRS. In this document a proposal is given for a reference frame error ratio FER=1%. 

The reference performance shall be based on three tests:

a) test of the receiver sensitivity

b) test of the receiver co-channel interference 

c) test of the receiver 1st adjacent channel interference

The receiver shall match all requirements listed in Annex A.

3.  Simulation Assumptions

Assumptions for Philips simulations:

	Parameter
	Description

	Link Type
	Downlink

	Radio channel
	GSM05.05 profiles simulated with 8-times oversampling

	Co-channel
	Statistically independent with respect to the wanted signal, no frequency offset

	1st Adjacent channel
	Statistically independent with respect to the wanted signal, 200kHz frequency offset

	Frequency hopping
	Ideal or none (depending on profile)

	Transmitter
	Ideal GMSK modulator

	Receiver
	Linear receiver modelled as FIR filter with custom design. No DC-Offset. No frequency offset. Noise figure = 8dB. 

No I&Q imbalances and no non-linearity’s were included.

	Training sequence
	No. 0 according to GSM05.02

	Implementation
	Floating-point

	Simulation length
	2000 sec real time corresponding to 100000 frames

	Implementation margin 
	2 dB


Assumptions for Siemens simulations:

	Parameter
	Description

	Link Type
	Uplink

	Radio channel
	GSM05.05 profiles 

	Co-channel
	Statistically independent with respect to the wanted signal, no frequency offset

	1st Adjacent channel
	Statistically independent with respect to the wanted signal, 200kHz frequency offset

	Frequency hopping
	Ideal or none (depending on profile)

	Transmitter
	Ideal GMSK modulator

	Receiver
	Linear receiver modelled as FIR filter with custom design. No DC-Offset. No frequency offset. Noise figure = 8dB. 

No I&Q imbalances and no non-linearity’s were included.

A/D dynamic range, limited output word length below 32 bit for I and Q samples

	Training sequence
	No. 0 according to GSM05.02

	Implementation
	bit exact for equaliser and channel decoder

	Simulation length
	2000 sec real time corresponding to 100000 frames

	Implementation margin 
	2 dB


The proposed performance figures for AMR-NB are given in the Annex A.

4. Reasoning for New Performance Figures

The new approach for definition of the reference performance of the AMR-NB is required due to following reasons:

· For definition of the receiver performance for AMR-NB also the 1st adjacent channel interference performance has to be tested for all AMR modes. Similar to GPRS an Adjacent Channel Interference Protection  Ratio of 18 dB is required to guarantee proper frequency planning by the network operator. 

· The current AMR performance requirements especially w.r.t. receiver cochannel interference performance are too tough for legacy transceivers. Validation report [1] for the AMR radio simulator shows for TCH/FS a residual BER class 2 for TU 50 noFH of 7.2 % and for RA250 noFH of 6.85 % compared against a residual BER class 2 threshold of 8 % in the standard. 

· As depicted in [1], the previously defined hard performance requirement figures for FER with lower FER boundary: 10-4 (0,01%) lead to unrealistic testing time requirements of about 22 hours for one test only.

· Validation report [2] for the AMR radio simulator based on TCH/FS shows only cochannel interference performance, no adjacent channel interference performance.

5. Issues for Discussion 

For co-channel and adjacent channel interference the minimum interference level should be defined as for GPRS such, that receiver noise is negligible, e.g. 

                                                    C/I    for  I  >  I_min  >>  receiver noise .

6. Measures for Ensuring Overall Progress of Work Item

For this plenary meeting we would like to ensure

( 
that the work on creating the 1% FER table for the AMR-NB is continued until November 2001 and 
that further companies share the work;

(  that the issue of adjacent channel performance get discussed;

(  that the general proceeding for exchanging software during an agreed work item between 

companies within GERAN standardisation get discussed (can ETSI provide some template for this 
procedure?);

(  that furtheron no restrictions exist to send source code of the AMR radio simulator from 1998 to 
other parties sharing the standardisation process for verification purposes only; 
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Annex A:  Performance Figures for AMR-NB (GMSK)

	GSM 900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)
	HT100
(no FH)

	TCH/AFS12.2
	  dBm 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 1f-1: 
Input signal level (for normal BTS) at reference performance (FER = 1%) for GMSK 
modulated signals for AMR-NB (ETSI-AMR Simulator)

	GSM 900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)
	HT100
(no FH)

	TCH/AFS12.2
	  dBm 
	-104,0
	-100,7
	-102,7
	-102,8
	-99,9

	
	Class Ib (RBER) 
	<0,1 % 
	0,4 %
	0,9 %
	1,0 %
	0,7 %

	TCH/AFS10.2
	dBm   
	-104,0
	-101,7
	-103,7
	-103,9
	-101,0

	
	Class Ib (RBER) 
	<0,1 %
	0,1 %
	0,17 %
	0,2 %
	0,2 %

	TCH/AFS7.95
	dBm   
	-
	-103,4
	-104,0
	-104,0
	-103,5

	
	Class Ib (RBER) 
	
	0,2 %
	0,1 %
	0,1 %
	0,3 %

	TCH/AFS7.4
	dBm   
	-
	-103,3
	-104,0
	-104,0
	-103,2

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,15 %

	TCH/AFS6.7
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,26 %
	0,1 %
	0,1 %
	0,4 %

	TCH/AFS5.9
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	TCH/AFS5.15
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,12 %
	0,1 %
	0,1 %
	0,1 %

	TCH/AFS4.75
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	TCH/AHS7.95
	dBm   
	-104,0
	-97,9
	-98,3
	-95,5
	-94,6

	
	Class Ib (RBER) 
	<0,1 %
	0,3 %
	0,3 %
	0,3 %
	0,3 %

	
	Class II (RBER)
	1,0 %
	1,5 %
	1,6 %
	1,4 %
	1,8 %

	TCH/AHS7.4
	dBm   
	-104,0
	-98,5
	-98,8
	-97,0
	-95,5

	
	Class Ib (RBER) 
	<0,1 %
	0,15 %
	0,15 %
	0,15 %
	0,15 %

	
	Class II (RBER)
	1,0 %
	1,8 %
	2,0 %
	2 %
	2,1 %

	TCH/AHS6.7
	dBm   
	-104,0
	-99,6
	-100,0
	-98,9
	-97,3

	
	Class Ib (RBER) 
	<0,1 %
	0,2 %
	0,2 %
	0,2 %
	0,2 %

	
	Class II (RBER)
	1,0 %
	2,4 %
	2,7 %
	2,8 %
	2,8 %

	TCH/AHS5.9
	dBm   
	-
	-100,4
	-100,9
	-100,1
	-98,4

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	
	Class II (RBER)
	
	3,0 %
	3,5 %
	3,5 %
	3,5 %

	TCH/AHS5.15
	dBm   
	-
	-101,5
	-102,2
	-101,4
	-100,0

	
	Class Ib (RBER) 
	
	0,2 %
	0,2 %
	0,2 %
	0,25 %

	
	Class II (RBER)
	
	4,0 %
	5,0 %
	4,5 %
	5 %

	TCH/AHS4.75
	dBm   
	-
	-102,4
	-103,1
	-102,5
	-101,2

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,15 %

	
	Class II (RBER)
	
	5,0 %
	6,0 %
	6 %
	6 %


Table 1f-2: 
Input signal level (for normal BTS) at reference performance (FER = 1%) for GMSK 
modulated signals for AMR-NB (Philips)

	GSM 900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)
	HT100
(no FH)

	TCH/AFS12.2
	  dBm 
	-104,0
	-103,0
	-104,0
	-104,0
	-101,5

	
	Class Ib (RBER) 
	1,1 %
	    0,6 %  
	1,0 % 
	   1,0 % 
	   0,9 % 

	TCH/AFS10.2
	dBm   
	-104,0
	-104,0
	-104,0
	-104,0
	-103,0

	
	Class Ib (RBER) 
	0,2 %
	    0,1 %  
	 0,2 % 
	    0,2 % 
	    0,2 % 

	TCH/AFS7.95
	dBm   
	-
	
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	    %  
	0,4 % 
	    0,4 % 
	    0,4 % 

	TCH/AFS7.4
	dBm   
	-
	
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	    %  
	0,2 % 
	    0,1 % 
	    0,1 % 

	TCH/AFS6.7
	dBm   
	-
	
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	    %  
	0,5 % 
	    0,6 % 
	    0,5 % 

	TCH/AFS5.9
	dBm   
	-
	
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	    %  
	0,2 % 
	    0,2 % 
	    0,2 % 

	TCH/AFS5.15
	dBm   
	-
	
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	    %  
	0,2 % 
	    0,2 % 
	    0,2 % 

	TCH/AFS4.75
	dBm   
	-
	
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	    %  
	0,1 % 
	    0,1 % 
	    0,1 % 

	TCH/AHS7.95
	dBm   
	
	-98,8
	
	
	

	
	Class Ib (RBER) 
	%
	    0,3 %  
	% 
	    %  
	    %  

	
	Class II (RBER)
	% 
	    1,0 %  
	% 
	    %  
	    %  

	TCH/AHS7.4
	dBm   
	-104,0
	-99,4
	
	-96,6
	-94,9

	
	Class Ib (RBER) 
	0,3 %
	    0,1 %  
	% 
	    0,1 %  
	    0,1 %  

	
	Class II (RBER)
	3,6 % 
	    1,2 %  
	% 
	    1,2 %  
	    1,5 %  

	TCH/AHS6.7
	dBm   
	-104,0
	-100,6
	
	-99,2
	-97,4

	
	Class Ib (RBER) 
	0,3 %
	    0,2 %  
	% 
	    0,2 %  
	    0,2 %  

	
	Class II (RBER)
	4,6 % 
	    1,8 %  
	% 
	    2,0 %  
	    2,3 %  

	TCH/AHS5.9
	dBm   
	-
	-101,4
	
	-101,1
	-98,9

	
	Class Ib (RBER) 
	
	    0,1 %  
	% 
	    0,1 %  
	    0,1 %  

	
	Class II (RBER)
	
	    2,3 %  
	% 
	    2,6 %  
	    2,8 %  

	TCH/AHS5.15
	dBm   
	-
	-102,5
	-103,5
	-103,2
	-101,0

	
	Class Ib (RBER) 
	
	    0,2 %  
	0,2 %
	    0,2 %  
	    0,2 %  

	
	Class II (RBER)
	
	    3,1 %  
	4,1 % 
	    4,0 %  
	    4,1 %  

	TCH/AHS4.75
	dBm   
	-
	-103,2
	-104,0
	-104,0
	-102,0

	
	Class Ib (RBER) 
	
	    0,1 %  
	0,1 %
	    0,1 %  
	    0,1 %  

	
	Class II (RBER)
	
	    3,7 %  
	5,0 % 
	    4,7 %  
	    5,0 %  


Table 1f-3: 
Input signal level (for normal BTS) at reference performance (FER = 1%) for GMSK 
modulated signals for AMR-NB (Siemens)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)
	HT100
(no FH)

	TCH/AFS12.2
	  dBm 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 1g-1: 
Input signal level (for normal BTS) at reference performance (FER = 1%) for GMSK 
modulated signals for AMR-NB (ETSI-AMR Simulator)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)
	HT100
(no FH)

	TCH/AFS12.2
	  dBm 
	-104,0
	-101,8
	-102,7
	-102,8
	-99,9

	
	Class Ib (RBER) 
	1,1 %
	0,6 %
	0,9 %
	1,0 %
	0,8 %

	TCH/AFS10.2
	dBm   
	-104,0
	-102,7
	-103,7
	-103,9
	-101,2

	
	Class Ib (RBER) 
	0,2 %
	0,15 %
	0,2 %
	0,2 %
	0,15 %

	TCH/AFS7.95
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-103,7

	
	Class Ib (RBER) 
	
	0,2 %
	0,1 %
	0,1 %
	0,4 %

	TCH/AFS7.4
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-103,5

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,15 %

	TCH/AFS6.7
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,3 %

	TCH/AFS5.9
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	TCH/AFS5.15
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	TCH/AFS4.75
	dBm   
	-
	-104,0
	-104,0
	-104,0
	-104,0

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	TCH/AHS7.95
	dBm   
	-104,0
	-97,9
	-98,2
	-95,5
	-93,2

	
	Class Ib (RBER) 
	<0,1%
	0,3 %
	0,3 %
	0,3 %
	0,3 %

	
	Class II (RBER)
	1,0%
	1,5 %
	1,6 %
	1,4 %
	1,8 %

	TCH/AHS7.4
	dBm   
	-104,0
	98,5
	-98,7
	-97,0
	-94,8

	
	Class Ib (RBER) 
	<0,1%
	0,15 %
	0,15 %
	0,15 %
	0,2 %

	
	Class II (RBER)
	1,0%
	1,8 %
	2,0 %
	2 %
	2,3 %

	TCH/AHS6.7
	dBm   
	-104,0
	-99,7
	-100,0
	-98,9
	-96,8

	
	Class Ib (RBER) 
	<0,1%
	0,2 %
	0,2 %
	0,2 %
	0,2 %

	
	Class II (RBER)
	1,0%
	2,5 %
	2,8 %
	2,8 %
	3,0 %

	TCH/AHS5.9
	dBm   
	-
	-100,5
	-100,9
	-100,1
	-98,3

	
	Class Ib (RBER) 
	
	0,1 %
	0,1 %
	0,1 %
	0,2 %

	
	Class II (RBER)
	
	3,2 %
	3,5 %
	3,5 %
	3,7 %

	TCH/AHS5.15
	dBm   
	-
	-101,6
	-102,2
	-101,4
	-100,0

	
	Class Ib (RBER) 
	
	0,2 %
	0,3 %
	0,2 %
	0,3 %

	
	Class II (RBER)
	
	4,2 %
	4,8 %
	4,5 %
	5,0 %

	TCH/AHS4.75
	dBm   
	-
	-102,4
	-103,0
	-102,5
	-101,3

	
	Class Ib (RBER) 
	
	0,1 %
	0,15 %
	0,1 %
	0,2 %

	
	Class II (RBER)
	
	5,2 %
	6,0 %
	6 %
	6,0 %


Table 1g-2: 
Input signal level (for normal BTS) at reference performance (FER = 1%) for GMSK 
modulated signals for AMR-NB (Philips)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	static
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)
	HT100
(no FH)

	TCH/AFS12.2
	  dBm 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dBm   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 1g-3: 
Input signal level (for normal BTS) at reference performance (FER = 1%) for GMSK 
modulated signals for AMR-NB (Siemens)

	GSM 900

	Type of
	Propagation conditions

	channel
	TU3
(no FH)
	TU3
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2j-1: 
Interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (ETSI-AMR Simulator)

	GSM 900

	Type of
	Propagation conditions

	channel
	TU3
(no FH)
	TU3
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)

	TCH/AFS12.2
	  dB 
	18,7
	10,5
	13,3
	10,5
	10,8

	
	Class Ib (RBER) 
	0,1 %
	1,0 %
	0,4 %
	1,0 %
	1,0 %

	TCH/AFS10.2
	dB   
	17,7
	9,4
	12,2
	9,4
	9,7

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,1 %
	0,2 %
	0,2 %

	TCH/AFS7.95
	dB   
	16,3
	7,2
	10,3
	7,2
	7,3

	
	Class Ib (RBER) 
	0,1 %
	0,4 %
	0,2 %
	0,4 %
	0,4 %

	TCH/AFS7.4
	dB   
	16,4
	7,4
	10,3
	7,4
	7,5

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,1 %
	0,15 %
	0,15 %

	TCH/AFS6.7
	dB   
	15,7
	6,4
	9,4
	6,4
	6,5

	
	Class Ib (RBER) 
	0,1 %
	0,5 %
	0,3 %
	0,5 %
	0,6 %

	TCH/AFS5.9
	dB   
	15,3
	5,9
	9,0
	5,9
	5,9

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,1 %
	0,2 %
	0,2 %

	TCH/AFS5.15
	dB   
	15,0
	5,4
	8,5
	5,4
	5,5

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,15 %
	0,2 %
	0,2 %

	TCH/AFS4.75
	dB   
	14,5
	4,8
	7,9
	4,8
	4,9

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,1 %
	0,15 %
	0,15 %

	TCH/AHS7.95
	dB   
	20,5
	15,8
	16,5
	15,8
	18,6

	
	Class Ib (RBER) 
	0,1 %
	0,3 %
	0,3 %
	0,3 %
	0,3 %

	
	Class II (RBER)
	0,3 %
	1,5 %
	1,2 %
	1,5 %
	1,5 %

	TCH/AHS7.4
	dB   
	20,2
	15,1
	15,8
	15,1
	17,2

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,15 %
	0,15 %
	0,15 %

	
	Class II (RBER)
	0,3 %
	2,0 %
	1,5 %
	2,0 %
	2,0 %

	TCH/AHS6.7
	dB   
	19,4
	13,8
	14,7
	13,8
	15,2

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,2 %
	0,2 %
	0,2 %

	
	Class II (RBER)
	0,4 %
	2,8 %
	2,2 %
	2,8 %
	2,8 %

	TCH/AHS5.9
	dB   
	18,9
	12,7
	13,8
	12,7
	13,6

	
	Class Ib (RBER) 
	0,1 %
	0,1 %
	0,1 %
	0,1 %
	0,1 %

	
	Class II (RBER)
	0,5 %
	4,0 %
	2,7 %
	4,0 %
	4,0 %

	TCH/AHS5.15
	dB   
	18,2
	11,2
	12,4
	11,2
	11,9

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,2 %
	0,2 %
	0,2 %

	
	Class II (RBER)
	0,7 %
	5,0 %
	4,0 %
	5,0 %
	5,0 %

	TCH/AHS4.75
	dB   
	17,4
	10,5
	11,7
	10,5
	10,8

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,1 %
	0,15 %
	0,15 %

	
	Class II (RBER)
	0,8 %
	6,0 %
	5,0 %
	6,0 %
	6,0 %


Table 2j-2: 
Interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Philips)

	GSM 900

	Type of
	Propagation conditions

	channel
	TU3
(no FH)
	TU3
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)

	TCH/AFS12.2
	  dB 
	
	12,0
	
	11,9
	12,2

	
	Class Ib (RBER) 
	% 
	   0,8 %  
	% 
	    0,8 % 
	    0,8 % 

	TCH/AFS10.2
	dB   
	
	10,9
	
	10,8
	10,8

	
	Class Ib (RBER) 
	% 
	    0,2 %  
	% 
	    0,2 % 
	    0,2 % 

	TCH/AFS7.95
	dB   
	
	8,9
	
	8,8
	8,7

	
	Class Ib (RBER) 
	% 
	    0,3 %  
	% 
	    0,3 % 
	    0,3 % 

	TCH/AFS7.4
	dB   
	
	8,8
	
	8,8
	8,6

	
	Class Ib (RBER) 
	% 
	    0,2 %  
	% 
	    0,2 % 
	    0,2 % 

	TCH/AFS6.7
	dB   
	
	7,9
	
	7,9
	7,6

	
	Class Ib (RBER) 
	% 
	    0,4 %  
	% 
	    0,4 % 
	    0,5 % 

	TCH/AFS5.9
	dB   
	
	7,5
	
	7,5
	7,2

	
	Class Ib (RBER) 
	% 
	    0,2 %  
	% 
	    0,1 % 
	    0,2 % 

	TCH/AFS5.15
	dB   
	
	7
	
	7,0
	6,7

	
	Class Ib (RBER) 
	% 
	    0,2 %  
	% 
	    0,2 % 
	    0,2 % 

	TCH/AFS4.75
	dB   
	
	6,6
	
	6,6
	6,2

	
	Class Ib (RBER) 
	% 
	    0,1 %  
	% 
	    0,1 % 
	    0,1 % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    %  
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    %  
	    % 

	TCH/AHS7.4
	dB   
	
	16,6
	
	16,7
	

	
	Class Ib (RBER) 
	% 
	0,1 %  
	% 
	0,1 %  
	    % 

	
	Class II (RBER)
	% 
	  1,1 %  
	% 
	  1,1 %  
	    % 

	TCH/AHS6.7
	dB   
	
	15,2
	
	15,2
	

	
	Class Ib (RBER) 
	% 
	  0,2 %  
	% 
	  0,2 %  
	    % 

	
	Class II (RBER)
	% 
	    1,6 %  
	% 
	    1,6 %  
	    % 

	TCH/AHS5.9
	dB   
	
	14,1
	
	14,2
	

	
	Class Ib (RBER) 
	% 
	    0,1 %  
	% 
	    0,1 %  
	    % 

	
	Class II (RBER)
	% 
	    2,3 %  
	% 
	    2,2 %  
	    % 

	TCH/AHS5.15
	dB   
	
	12,8
	
	12,8
	

	
	Class Ib (RBER) 
	% 
	    0,2 %  
	% 
	    0,2 %  
	    % 

	
	Class II (RBER)
	% 
	    3,4 %  
	% 
	    3,4 %  
	    % 

	TCH/AHS4.75
	dB   
	
	12,0
	
	12,1
	12,5

	
	Class Ib (RBER) 
	% 
	    0,1 %  
	% 
	    0,1 %  
	     0,1 % 

	
	Class II (RBER)
	% 
	    4,1 %  
	% 
	    4,0 %  
	    3,9 % 


Table 2j-3: 
Interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Siemens)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	TU1,5
(no FH)
	TU1,5
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2k-1: 
Interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (ETSI-AMR Simulator)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	TU1,5
(no FH)
	TU1,5
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)

	TCH/AFS12.2
	  dB 
	18,7
	10,5
	11,9
	10,5
	10,8

	
	Class Ib (RBER) 
	0,1 %
	1,0 %
	0,6 %
	1,0 %
	1,0 %

	TCH/AFS10.2
	dB   
	17,7
	9,4
	10,8
	9,4
	9,7

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,15 %
	0,2 %
	0,2 %

	TCH/AFS7.95
	dB   
	16,3
	7,2
	8,8
	7,2
	7,3

	
	Class Ib (RBER) 
	0,1 %
	0,4 %
	0,3 %
	0,4 %
	0,4 %

	TCH/AFS7.4
	dB   
	16,4
	7,4
	9,0
	7,4
	7,5

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,15 %
	0,15 %
	0,15 %

	TCH/AFS6.7
	dB   
	15,7
	6,4
	7,9
	6,4
	6,5

	
	Class Ib (RBER) 
	0,1 %
	0,5 %
	0,4 %
	0,5 %
	0,6 %

	TCH/AFS5.9
	dB   
	15,3
	5,9
	7,4
	5,9
	5,9

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,15 %
	0,2 %
	0,2 %

	TCH/AFS5.15
	dB   
	15,0
	5,4
	7,0
	5,4
	5,5

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,15 %
	0,2 %
	0,2 %

	TCH/AFS4.75
	dB   
	14,5
	4,8
	6,5
	4,8
	4,9

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,1 %
	0,15 %
	0,15 %

	TCH/AHS7.95
	dB   
	20,5
	15,8
	16,5
	15,9
	18,6

	
	Class Ib (RBER) 
	0,1 %
	0,3 %
	0,3 %
	0,3 %
	0,3 %

	
	Class II (RBER)
	0,3 %
	1,5 %
	1,5 %
	1,6 %
	1,5 %

	TCH/AHS7.4
	dB   
	20,2
	15,1
	15,7
	15,2
	17,2

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,15 %
	0,15 %
	0,15 %

	
	Class II (RBER)
	0,3 %
	2,0 %
	1,7 %
	2,0 %
	2,0 %

	TCH/AHS6.7
	dB   
	19,4
	13,8
	14,4
	13,8
	15,2

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,2 %
	0,2 %
	0,2 %

	
	Class II (RBER)
	0,4 %
	2,8 %
	2,5 %
	3,0 %
	2,8 %

	TCH/AHS5.9
	dB   
	18,9
	12,7
	13,6
	12,8
	13,6

	
	Class Ib (RBER) 
	0,1 %
	0,1 %
	1,0 %
	0,1 %
	0,1 %

	
	Class II (RBER)
	0,5 %
	4,0 %
	3,0 %
	4,0 %
	4,0 %

	TCH/AHS5.15
	dB   
	18,2
	11,2
	12,2
	11,3
	11,9

	
	Class Ib (RBER) 
	0,1 %
	0,2 %
	0,2 %
	0,2 %
	0,2 %

	
	Class II (RBER)
	0,7 %
	5,0 %
	4,0 %
	5,0 %
	5,0 %

	TCH/AHS4.75
	dB   
	17,4
	10,5
	11,3
	10,4
	10,8

	
	Class Ib (RBER) 
	0,1 %
	0,15 %
	0,1 %
	0,1 %
	0,15 %

	
	Class II (RBER)
	0,8 %
	6,0 %
	5,0 %
	5,0 %
	6,0 %


Table 2k-2: 
Interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Philips)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	TU1,5
(no FH)
	TU1,5
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2k-3: 
Interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Siemens)

	GSM 900

	Type of
	Propagation conditions

	channel
	TU3
(no FH)
	TU3
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2l-1: 
Adjacent channel interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (ETSI-AMR Simulator)

	GSM 900

	Type of
	Propagation conditions

	channel
	TU3
(no FH)
	TU3
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)

	TCH/AFS12.2
	  dB 
	+0,4
	-7,9
	-5,5
	-7,9
	-7,9

	
	Class Ib (RBER) 
	<0,1%
	1,0%
	0,4%
	1,0%
	1,0%

	TCH/AFS10.2
	dB   
	–0,5
	-8,9
	-6,5
	-8,9
	-8,9

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	<0,1%
	0,2%
	0,2%

	TCH/AFS7.95
	dB   
	–1,7
	-10,9
	-8,3
	-10,9
	-11,0

	
	Class Ib (RBER) 
	<0,1%
	0,3%
	0,2%
	0,3%
	0,4%

	TCH/AFS7.4
	dB   
	–1,6
	-10,9
	-8,3
	-10,9
	-11,0

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	<0,1%
	0,15%
	0,15%

	TCH/AFS6.7
	dB   
	–2,2
	-11,8
	-9,0
	-11,8
	-11,8

	
	Class Ib (RBER) 
	<0,1%
	0,5%
	0,3%
	0,5%
	0,5%

	TCH/AFS5.9
	dB   
	–2,6
	-12,3
	-9,4
	-12,3
	-12,4

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	<0,1%
	0,15%
	0,2%

	TCH/AFS5.15
	dB   
	–2,8
	-12,7
	-9,9
	-12,7
	-12,7

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,1%
	0,2%
	0,2%

	TCH/AFS4.75
	dB   
	–3,3
	-13,2
	-10,4
	-13,2
	-13,3

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	<0,1%
	0,15%
	0,15%

	TCH/AHS7.95
	dB   
	+2,2
	-2,6
	-2,1
	-2,6
	-0,9

	
	Class Ib (RBER) 
	<0,1%
	0,3%
	0,3%
	0,3%
	0,4%

	
	Class II (RBER)
	0,2%
	1,5%
	1,3%
	1,5%
	1,4%

	TCH/AHS7.4
	dB   
	+1,8
	-3,2
	-2,7
	-3,2
	-1,9

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,15%
	0,15%
	0,15%

	
	Class II (RBER)
	0,3%
	1,7%
	1,5%
	1,7%
	1,7%

	TCH/AHS6.7
	dB   
	+1,1
	-4,6
	-3,9
	-4,6
	-3,7

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,2%
	0,2%
	0,2%

	
	Class II (RBER)
	0,3%
	2,5%
	2,0%
	2,5%
	2,5%

	TCH/AHS5.9
	dB   
	+0,5
	-5,6
	-4,8
	-5,6
	-5,1

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,1%
	0,15%
	0,1%

	
	Class II (RBER)
	0,4%
	3,0%
	2,5%
	3,0%
	3,0%

	TCH/AHS5.15
	dB   
	–0,1
	-7,0
	-6,2
	-7,0
	-6,8

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,2%
	0,2%
	0,2%

	
	Class II (RBER)
	0,5%
	4,0%
	3,5%
	4,0%
	4,5%

	TCH/AHS4.75
	dB   
	–0,7
	-7,8
	-6,9
	-7,8
	-7,6

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,1%
	0,15%
	0,1%

	
	Class II (RBER)
	0,6 %
	5,0%
	4,0%
	5,0%
	5,0%


Table 2l-2: 
Adjacent channel interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Philips)

	GSM 900

	Type of
	Propagation conditions

	channel
	TU3
(no FH)
	TU3
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA250
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2l-3: 
Adjacent channel interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Siemens)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	TU1,5
(no FH)
	TU1,5
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2m-1: 
Adjacent channel interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (ETSI-AMR Simulator)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	TU1,5
(no FH)
	TU1,5
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)

	TCH/AFS12.2
	  dB 
	+0,4
	-7,9
	-6,7
	-7,9
	-7,9

	
	Class Ib (RBER) 
	<0,1%
	1,0%
	0,6%
	1,0%
	1,0%

	TCH/AFS10.2
	dB   
	–0,5
	-8,9
	-7,7
	-8,9
	-8,9

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,15%
	0,2%
	0,2%

	TCH/AFS7.95
	dB   
	–1,7
	-10,9
	-9,6
	-11,0
	-11,0

	
	Class Ib (RBER) 
	<0,1%
	0,3%
	0,3%
	0,4%
	0,4%

	TCH/AFS7.4
	dB   
	–1,6
	-10,9
	-9,6
	-10,9
	-11,0

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,1%
	0,15%
	0,15%

	TCH/AFS6.7
	dB   
	–2,2
	-11,8
	-10,4
	-11,8
	-11,8

	
	Class Ib (RBER) 
	<0,1%
	0,5%
	0,4%
	0,5%
	0,5%

	TCH/AFS5.9
	dB   
	–2,6
	-12,3
	-10,8
	-12,3
	-12,4

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,15%
	0,15%
	0,2%

	TCH/AFS5.15
	dB   
	–2,8
	-12,7
	-11,3
	-12,7
	-12,7

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,15%
	0,2%
	0,2%

	TCH/AFS4.75
	dB   
	–3,3
	-13,2
	-11,8
	-13,2
	-13,3

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	<0,1%
	0,15%
	0,15%

	TCH/AHS7.95
	dB   
	+2,2
	-2,6
	-2,1
	-2,5
	-0,9

	
	Class Ib (RBER) 
	<0,1%
	0,3%
	0,3%
	0,3%
	0,4%

	
	Class II (RBER)
	0,2%
	1,5%
	1,2%
	1,3%
	1,4%

	TCH/AHS7.4
	dB   
	+1,8
	-3,2
	-2,7
	-3,1
	-1,9

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,15%
	0,15%
	0,15%

	
	Class II (RBER)
	0,3%
	1,7%
	1,5%
	1,6%
	1,7%

	TCH/AHS6.7
	dB   
	+1,1
	-4,6
	-4,0
	-4,4
	-3,7

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,2%
	0,2%
	0,2%

	
	Class II (RBER)
	0,3%
	2,5%
	2,0%
	2,3%
	2,5%

	TCH/AHS5.9
	dB   
	+0,5
	-5,6
	-5,0
	-5,5
	-5,1

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,1%
	0,15%
	0,1%

	
	Class II (RBER)
	0,4%
	3,0%
	2,5%
	3,0%
	3,0%

	TCH/AHS5.15
	dB   
	–0,1
	-7,0
	-6,2
	-6,9
	-6,8

	
	Class Ib (RBER) 
	<0,1%
	0,2%
	0,2%
	0,2%
	0,2%

	
	Class II (RBER)
	0,5%
	4,0%
	3,5%
	4,0%
	4,5%

	TCH/AHS4.75
	dB   
	–0,7
	-7,8
	-7,0
	-7,7
	-7,6

	
	Class Ib (RBER) 
	<0,1%
	0,15%
	0,1%
	0,15%
	0,1%

	
	Class II (RBER)
	0,6%
	5,0%
	4,5%
	5,0%
	5,0%


Table 2m-2: 
Adjacent channel interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Philips)

	DCS 1800 / GSM 1900

	Type of
	Propagation conditions

	channel
	TU1,5
(no FH)
	TU1,5
(ideal FH)
	TU50
(no FH)
	TU50
(ideal FH)
	RA130
(no FH)

	TCH/AFS12.2
	  dB 
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS10.2
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AFS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.95
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS7.4
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS6.7
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.9
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS5.15
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 

	TCH/AHS4.75
	dB   
	
	
	
	
	

	
	Class Ib (RBER) 
	% 
	    %  
	% 
	    % 
	    % 

	
	Class II (RBER)
	% 
	    %  
	% 
	    % 
	    % 


Table 2m-3: 
Adjacent channel interference ratio at reference performance (FER = 1%) for GMSK modulated signals for AMR-NB (Siemens)
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