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Reason for change:

In the last GERAN meeting, we defined the predefined configurations to be valid within all equivalent PLMNs. This is however in contradiction to 25.331 where predefined configurations are defined to be valid only within one PLMN. 




Summary of change:

It is proposed to keep the definition from 25.331. However, in order to work when GSM and UTRAN uses different PLMN codes, the MS in GSM shall build a list of predefined configurations, read from the UTRAN cells the equivalent PLMNs. This works if a GSM cell only broadcast UTRAN neighbours from one PLMN or PLMNs with co-ordinated predefined configurations. 

In practice this is almost equivalent to the current specification but without contradicting 25.331. 

A correction to the requirement for identifying a new cell for GPRS measurement reporting is also included. 




Consequences if 

not approved:
05.08 and 25.331 are not consistent.




Clauses affected:

6.6.4, 10.1.1.3, 10.1.4.1.
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 Test specifications




 O&M Specifications





Other comments:



6.6.4
Measurements on cells of other radio access technologies

For a multi-RAT MS, cells or frequencies with other radio access technologies may be included in 3G Cell Reselection list (see 3GPP TS 44.018). The network controls the measurements for reselection of these cells by the parameter Qsearch_I broadcast on BCCH. Qsearch_I defines a threshold and also indicates whether these measurements shall be performed when RLA_C (see subclause 6.6.1) of the serving cell is below or above the threshold. These measurements may be performed less frequently than measurements of GSM cells as described in subclause 6.6.1, in order to conserve MS power. 

The MS shall be able to identify and select a new best UTRAN cell on a frequency, which is part of the 3G Cell Reselection list, within 30 seconds after it has been activated under the condition that there is only one UTRAN frequency in the list and under good radio conditions. For test purposes the following radio conditions can be used: Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm. Then an UTRAN FDD neighbour cell is switched on. The radio conditions for the UTRAN FDD cell are as follows (see TS 25.101 for definitions):

Parameter
Unit
UTRAN FDD Cell 

CPICH_Ec/Ior
dB
-10

PCCPCH_Ec/Ior
dB
-12

SCH_Ec/Ior
dB
-12

PICH_Ec/Ior
dB
-15

DPCH_Ec/Ior
dB
-(

OCNS_Ec/Ior
dB
-0.94
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or

I

I

ˆ


dB
10
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I


dBm/3.84 MHz
-70

CPICH_Ec/Io
dB
-10.4

CPICH RSCP
dBm
-70

FDD_Qoffset
integer
5 (-12dB)

FDD_Qmin
integer
3 (-17 dB)

Qsearch_I 
integer
7 (search always)

Propagation Condition 
AWGN

The allowed time is increased by 30 seconds for each additional UTRAN frequency in the 3G Cell Reselection list. However, multiple UTRAN cells on the same frequency in the list does not increase the allowed time.

The MS shall attempt to read and store UTRAN predefined configurations using the rules defined in 3GPP TS 25.331 with the following exceptions: 
-
The MS shall build a list of at most 16 predefined configurations, read from the BCCH of the identified UTRAN cells of all equivalent PLMNs.

-
After PLMN selection (see 3GPP TS 23.122), the MS shall delete any old list of predefined configurations and as soon as possible attempt to read the predefined configurations from one identified UTRAN cell. 

-
Then, if a new UTRAN cell from another equivalent PLMN is identified, the MS shall attempt to read the predefined configurations from that cell and add it to the list, replacing any old predefined configurations with the same identity. 

-
The MS shall attempt to update the list of predefined configurations every 60 minutes. 

. In case of a conflict with GSM tasks, the GSM tasks take precedence. 
NOTE:
Instead of reading new predefined configurations from a PLMN, the MS may use previously received predefined configurations for that PLMN according to the rules in 3GPP TS 25.331. 
The MS shall report the list of predefined configurations in the UTRAN CLASSMARK CHANGE message (see 3GPP TS 44.018). 

***   Next modified section   ***

10.1.1.3
Monitoring cells of other radio access technologies

For a multi-RAT MS, cells or frequencies with other radio access technologies may also be included in the GPRS 3G Cell Reselection list to be monitored (see 3GPP TS 44.060). This list may be modified by Packet Measurement Order or Packet Cell Change Order messages (see 3GPP TS 44.060). The network controls the measurements for reselection of those cells by the parameter Qsearch_P broadcast on PBCCH. Qsearch_P defines a threshold and also indicates whether these measurements shall be performed when RLA_P of the serving cell is below or above the threshold.

For this monitoring, the MS may use search frames that are not required for BSIC decoding. If indicated by the parameter 3G_SEARCH_PRIO, the MS may use up to 25 search frames per 13 seconds without considering the need for BSIC decoding in these frames.

Both valid cells as defined in subclause 8.4.7, and any identified cell on a frequency for which not full identification is included in the GPRS 3G Cell Reselection list, shall be considered for re-selection.

In packet transfer mode, the MS shall be able to send the first access at the latest 5+x seconds after a new best UTRAN cell, which is part of the GPRS 3G Cell Reselection list, has been activated under the condition that there is only one UTRAN frequency in the list and that no new GSM cells are activated at the same time and under good radio conditions. x is the longest time it may take to receive the necessary system information in the new cell. For test purposes the following radio conditions can be used: Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm. Then an UTRAN FDD neighbour cell is switched on. The radio conditions for the UTRAN FDD cell are as follows (see TS 25.101 for definitions):

Parameter
Unit
UTRAN FDD Cell 

CPICH_Ec/Ior
dB
-10

PCCPCH_Ec/Ior
dB
-12

SCH_Ec/Ior
dB
-12

PICH_Ec/Ior
dB
-15

DPCH_Ec/Ior
dB
-(

OCNS

-0.94
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or

I

I

ˆ


dB
10
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dBm/3.84 MHz
-70

CPICH_Ec/Io
dB
-10.4

CPICH RSCP
dBm
-70

FDD_GPRS_Qoffset
integer
5 (-12dB)

FDD_Qmin
integer
3 (-17 dB)

Qsearch_P 
integer
7 (search always)

3G_SEARCH_PRIO
integer
1

Propagation Condition 
AWGN

The allowed access time is increased by 5 seconds for each additional UTRAN frequency in the GPRS 3G Cell Reselection list and by the time required for BSIC decoding of new activated GSM cells. However, multiple UTRAN cells on the same frequency in the list does not increase the allowed access time.

In packet idle mode, the MS shall be able to identify and select a new best UTRAN cell on a frequency, which is part of the GPRS 3G Cell Reselection list, within 30 seconds after it has been activated under the condition that there is only one UTRAN frequency in the list and under good radio conditions. For test purposes the same radio conditions as for packet transfer can be used. The allowed time is increased by 30 seconds for each additional UTRAN frequency in the GPRS 3G Cell Reselection list. However, multiple UTRAN cells on the same frequency in the list does not increase the allowed time.

In packet idle mode, the MS shall attempt to read and store UTRAN predefined configurations as specified for idle mode in subclause 6.6.4. 

***   Next modified section   ***

10.1.4.1
Measurement reporting

When ordered to send measurement reports, the MS shall continuously monitor all carriers in BA(GPRS) or as indicated by the parameter NC_FREQUENCY_LIST and the BCCH carrier of the serving cell. The measurement requirements are defined in subclause 10.1.1 for the actual packet mode.

For each carrier, the measured received signal level (RXLEV) shall be the average of the received signal level measurement samples in dBm taken on that carrier within the reporting period. The reporting period is defined as follows:

-
in packet idle mode, the reporting period is NC_REPORTING_PERIOD_I rounded off to the nearest smaller integer multiple of DRX period if NC_REPORTING PERIOD_I is greater than DRX period, else, the reporting period is DRX period;

-
in packet transfer mode, the reporting period is indicated in NC_REPORTING_PERIOD_T.

In averaging, measurements made during previous reporting periods shall always be discarded. The start of the first reporting period may be random.

After each reporting period, the MS shall send a measurement report to BSS (see GSM 04.60). The MS shall then discard any previous measurement report, which it has not been able to send. Provided that the MS has received BSIC for all GSM neighbour cells, the parameter REPORT_TYPE indicates if the MS shall use Packet Measurement Report (normal reporting) or Packet Enhanced Measurement Report (enhanced reporting) (see GSM 04.60). The measurement report shall contain:

-
RXLEV for the serving cell;

-
in packet idle mode, the average interference level (ch (see subclause 10.2.3.2.2) for the serving cell measured on the monitored PCCCH if a valid value is available. The mapping of (ch to the reported I_LEVEL value is defined in subclause 10.3;

· received signal level for the non-serving cells.


For normal measurement reporting, carriers shall be reported if they are among the 6 strongest carriers and BSIC is successfully decoded and allowed (see subclause 10.1.1), i.e. either equal to the BSIC of the list or with allowed NCC part of BSIC. In the latter case, which applies for BA(BCCH) where no BSIC is given, the decoded BSIC shall be included in the report. In the case of a multiband MS, the MS shall report the number of strongest BCCH carriers in each band as indicated by the parameter MULTIBAND_REPORTING (see subclause 8.4.3), broadcast on PBCCH, or if PBCCH does not exist, on BCCH. For multi-RAT MS, the MS shall report the number of best valid cells in each other radio access technology/mode as indicated by the parameters XXX_MULTIRAT_REPORTING, see subclause 8.4.7. In this case, the received signal level is replaced by the relevant measurement quantity (see subclause 8.1.5). Valid cells are defined in subclause 8.4.7;


For Enhanced Measurement Reporting, cells shall be reported if they are among the at least 6 strongest carriers, and BSIC is successfully decoded and valid (see subclause 10.1.1) or, if indicated by the parameter INVALID_BSIC_REPORTING, with known and allowed NCC part.

For a multiband or multi-RAT MS, the neighbour cells shall be reported according to the priority defined in subclause 8.4.8.1. For other radio access technology/mode, RXLEV is replaced by the relevant measurement quantity (see subclause 8.1.5).

-
BSIC_SEEN (only for Enhanced Measurement Reporting). 
Indicates if a GSM cell with invalid BSIC and allowed NCC part of the BSIC is one of the at least six strongest cells. 

In the case of Packet Transfer mode with the NC_REPORTING_PERIOD_T = 0.48 s the MS shall report a new strongest GSM cell in the measurement report at the latest 5 s after a new strongest cell (which is part of the BA(GPRS)) has been activated under the following network conditions: Initial serving cell at RXLEV= -70 dBm, with 6 neighbours at RXLEV= -75 dBm. Then the new BCCH carrier is switched on at RXLEV= -60 dBm.

Note: Because of test equipment limitations it is acceptable to activate the new carrier to replace one of the 6 neighbours.

A UTRAN capable MS shall report a new best UTRAN cell, which is part of the neighbour cell list, at the latest 5 seconds after it has been activated under the condition that there is only one UTRAN frequency in the neighbour cell list and that no new GSM cells are activated at the same time and under good radio conditions. For test purposes the following radio conditions can be used: and under good radio conditions. For test purposes the following radio conditions can be used: 

Serving GSM cell at RXLEV= -70 dBm, with 6 GSM neighbours at RXLEV= -75 dBm. Then an UTRAN FDD neighbour cell is switched on. The radio conditions for the UTRAN FDD cells are as follows (see TS 25.101 for definitions):

Parameter
Unit
UTRAN FDD Cell 

CPICH_Ec/Ior
dB
-10

PCCPCH_Ec/Ior
dB
-12

SCH_Ec/Ior
dB
-12

PICH_Ec/Ior
dB
-15

DPCH_Ec/Ior
dB
-(

OCNS

-0.94
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or

I

I

ˆ


dB
10
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dBm/3.84 MHz
-70

CPICH_Ec/Io
dB
-10.4

CPICH RSCP
dBm
-70

FDD_MULTIRAT_
REPORTING
integer
1

Qsearch_P 
integer
7 (search always)

3G_SEARCH_PRIO
integer
1

Propagation Condition 
AWGN

The allowed reporting time is increased by 5 seconds for each additional UTRAN frequency in the neighbour cell list and by the time required for BSIC decoding of new activated GSM cells. However, multiple UTRAN cells on the same frequency in the neighbour cell list does not increase the allowed reporting time.
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