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Reason for change:

In the current specification, the  number of paging block that is allocated to one PCCCH can be equal to zero. The MS behaviour in such situation is not defined.

The CR states that this case is considered as an error case.




Summary of change:

The BS_PAG_BLKS_RES value shall be defined according to the rule that is defined in 45.002




Consequences if 

not approved:
MS behaviour undefined in case where no paging blocks are allocated in the current cell 
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 12.25
PCCCH Organization Parameters

The PCCCH Organization Parameters information element is used to control the organization of PCCCHs present in the cell. This information element contains general PCCCH organization parameters.

Table 166: PCCCH Organization Parameters information element

< PCCCH Organization Parameters IE > ::=


< BS_PCC_REL : bit >


< BS_PBCCH_BLKS : bit (2) >


< BS_PAG_BLKS_RES : bit (4) >


< BS_PRACH_BLKS : bit (4) > ;

Table 167: PCCCH Organization Parameters information element details

BS_PCC_REL (1 bit field)
The BS_PCC_REL field indicates if set = 1 that the last PDCH carrying PCCCH and PBCCH will be released shortly. All mobile stations on PCCCH shall then as soon as this information has been received return to CCCH and there obey the information sent on BCCH as specified in 3GPP TS 44.018. If the field is set = 0, no channel release is pending.

BS_PBCCH_BLKS (2 bit field)
The BS_PBCCH_BLKS field indicates the number of blocks allocated to the PBCCH in the multiframe. The field is coded as the binary representation of BS_PBCCH_BLKS as defined in 3GPP TS 45.002 minus 1.

BS_PAG_BLKS_RES (4 bit field)
The BS_PAG_BLKS_RES field indicates the number of blocks on each PDCH carrying the PCCCH per multiframe where neither PPCH nor PBCCH should appear. The field is coded as the binary representation of BS_PAG_BLKS_RES as defined in 3GPP TS 45.002.  The BS_PAG_BLKS_RES value shall fulfil the condition that is defined in 3GPP TS 45.002.

BS_PRACH_BLKS (4 bit field)
The BS_PRACH_BLKS field indicates the number of blocks reserved in a fixed way to the PRACH channel on any PDCH carrying PCCCH (see 3GPP TS 45.002). The field is coded as the binary representation of BS_PRACH_BLKS as defined in 3GPP TS 45.002. Range: 0-12. All other values are reserved and shall be interpreted as no Block reserved for PRACH.
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