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	TOA positioning method has been removed from LCS Stage 2 (3GPP TS 23.271) since Rel-4. Few sentences in 3GPP TS 44.018, related to TOA positioning method, shall be clean up too.
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3.4.4
Handover procedure

In dedicated mode, dual transfer mode or group transmit mode, an intercell or intracell change of channel(s) can be requested by the network RR sublayer. This change may be performed through the handover procedure

NOTE:
The decision to do a handover and the choice of the new cell is out of the scope of this technical specification.

The purpose of the handover procedure is to completely modify the channels allocated to the mobile station e.g. when the cell is changed. A change in the channel configuration nature is possible. This procedure is used only while in dedicated mode, dual transfer mode or group transmit mode.

The handover procedure shall not be used for changing between dependent configurations (see clause 3.4.3).
The handover procedure includes:

-
The suspension of normal operation except for RR management (layer 3).

-
The disconnection of the main signalling link, and of the other links via local end release (layer 2), and the disconnection of the TCH(s) if any.

-
The abortion of the packet resources (see 3GPP TS 44.060), if in class A mode of operation.

-
The disconnection and the deactivation of previously assigned channels and their release (layer 1).

-
The activation of the new channels, and their connection if applicable.

-
The triggering of the establishment of data link connection for SAPI = 0 on the new channels.

The handover procedure is always initiated by the network.
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