Page 1



3GPP TSG-GERAN #7 
Tdoc GP-012201

Cancun, Mexico, 26th – 30th November 2001










Agenda 7.4.5.3.2
	CR-Form-v4

	CHANGE REQUEST

	

	(

	51.010-2
	CR
	031
	(

rev
	-
	(

Current version:
	4.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	CR to TS51.010-2 on Annex B – renameing of test case 51.2.4.1 

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	EDGE
	
	Date: (

	2001-11-13

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)
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	Test case 51.2.4.1 has been renamed in TS51.010-1.
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	Test case 51.2.4.1 are renamed in Annex B.
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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of this specification.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or GSM 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or GSM 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable (”A”) or not (”N/A”) depending on the support of other optional or conditional items. ”i” is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax ”IF ... THEN (IF ... THEN ... ELSE...) ELSE ...” is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	C36
	

	……….
	………….
	……..
	………….
	……..
	…………

	51.2.4.1
	Multiblock packet access / Packet Resource Request
	R99
	All EGPRS MS
	C216
	

	……….
	………….
	……..
	………….
	……..
	…………
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