Page 1



3GPP TSG GERAN Meeting no 7
TSGG#07(01)2242

Cancun, Mexico

26 – 30 November 2001

3GPP TSG-GERAN WG4 Meeting #6 
TDoc G4-010629

Sophia Antipolis, France, 8 - 10 October 2001

	CR-Form-v3

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	398
	(

rev
	-
	(

Current version:
	4.5.0 
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	x
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Test case 41.2.1.1 completely re-worked

	
	

	Source:
(

	Setcom

	
	

	Work item code:
(

	GPRS
	
	Date: (

	2001-08-10

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Since we are testing RLC layer we should not be dependant to SM layer 

	
	

	Summary of change:
(

	PRIORITY_ACCESS_THR and Radio Priority are considerd as parameters.

	
	

	Consequences if 
(

not approved:
	A good mobile may not pass the test

	
	

	Clauses affected:
(

	41.2.1.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	Affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to all R97, R98, R99 and REL-4 mobiles


41.2.1.1
Permission to access the network / priority classes
41.2.1.1.1
Conformance requirements

Access to the network is allowed:

-
if packet access is allowed in the cell for the priority class associated with the packet transfer, as indicated by the PRIORITY_ACCESS_THR parameter broadcast in SI 13 message.
References

GSM 04.08 subclause 3.5.2.1.1

41.2.1.1.2
Test purpose

To verify that the MS accesses the network only if packet access is allowed in the cell for the priority class associated with the packet transfer.

41.2.1.1.3
Method of test

Initial conditions

System Simulator:  

Mobile Station: .
For PRIORITY_ACCESS_THR >2 MS is GPRS attached, a PDP context has been established (with priority level as specified below)

For PRIORITY_ACCESS_THR <=2 MS is Idle Updated
Related PICS/PIXIT statement

Support of PDP context. 

Test procedure


Specific test parameters: 

PRIORITY_ACCESS_THR is chosen from {0, 1, 2, 3, 4, 5, 6, 7}.
priority level  is chosen from { 1, 2,3 }

Expected sequence
For  PRIORITY_ACCESS_THR >2
	Step
	Direction
	Message
	Comments

	1
	
	
	The MS is triggered to transfer data 

	2
	SS
	
	See verification

	
	
	
	


Verification:

The SS verifies for 10 s that MS access (or not) to the network according to the PRIORITY_ACCESS_THR values below.

0 1 1

packet access is allowed for priority level 1;
1 0 0

packet access is allowed for priority level 1 to 2;
1 0 1

packet access is allowed for priority level 1 to 3;
1 1 0

packet access is allowed for priority level 1 to 4;
1 1 1

spare, shall be interpreted as  (packet access allowed).
For  PRIORITY_ACCESS_THR <=2

	Step
	Direction
	Message
	Comments

	1
	
	
	The MS is triggered to do Attach procedure 

	2
	SS
	
	The SS verifies for 10 s that MS does not try to access 

to the network.
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