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14.16.2
Co-channel rejection

14.16.2.1
Co-channel rejection for packet channels

14.16.2.1.1
Definition and applicability

The co-channel rejection is a measure of the capability of the receiver to receive a wanted modulated signal without exceeding a given degradation due to the presence of an unwanted modulated signal, both signals being at the nominal frequency of the receiver.

The requirements and this test apply to MS supporting packet channels.

14.16.2.1.2
Conformance requirement

1.
The block error rate (BLER) performance shall not exceed 10 % at co-channel interference ratios (C/Ic) exceeding those according to the Table below. 

	Type of
	Propagation conditions

	channel
	TUlow

(no FH)
	TUhigh

(no FH)
	TUhigh

(ideal FH)
	RA

(no FH)

	GSM 400, GSM 700, GSM 850 and GSM 900

	PDTCH/CS-1
	dB
	13
	10
	9
	9

	PDTCH/CS-2
	dB
	15
	14
	13
	13

	PDTCH/CS-3
	dB
	16
	16
	15
	16

	PDTCH/CS-4
	dB
	21
	24
	23
	-

	DCS 1 800 and PCS 1900

	PDTCH/CS-1
	dB
	13
	9
	9
	9

	PDTCH/CS-2
	dB
	15
	13
	13
	13

	PDTCH/CS-3
	dB
	16
	16
	16
	16

	PDTCH/CS-4
	dB
	21
	27
	25
	-


GSM 05.05, Table 2a; GSM 05.05, 6.2.

2
The block error rate (BLER) performance shall not exceed 1 % at co-channel interference ratios (C/Ic) exceeding those according to the Table below. 

	Type of
	Propagation conditions

	channel
	TUlow

(no FH)
	TUhigh

(no FH)
	TUhigh

(ideal FH)
	RA

(no FH)

	GSM 400, GSM 700, GSM 850 and GSM 900

	USF/CS-1
	dB
	19
	12
	10
	10

	USF/CS-2 to 4
	dB
	18
	10
	9
	8

	DCS 1 800 and PCS 1900

	USF/CS-1
	dB
	19
	10
	10
	10

	USF/CS-2 to 4
	dB
	18
	9
	9
	7



	
	

	
	

	

	

	


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


14.16.2.1.3
Test purpose

1.
To verify that the MS does not exceed conformance requirement 1 under propagation condition TUlow/no FH, TUhigh/noFH, TUhigh/FH and RA/no FH with an allowance for the statistical significance of the test.

2.
To verify that the MS does not exceed conformance requirement 2 under propagation condition  TUhigh/noFH, with an allowance for the statistical significance of the test.

14.16.2.1.4
Method of test

14.16.2.1.4.1
Initial conditions

A call is set up according to the generic call set up procedure with an ARFCN in the mid ARFCN range, power control level set to maximum power.

The SS transmits Standard Test Signal C1.

In addition to this wanted signal (C), the SS produces an independent, uncorrelated interfering signal (I).

This unwanted signal is random, continuous and GSM-modulated, and has no fixed relationship with the bit transitions of the wanted signal.

For the ACK/NACK BLER and the BCS BLER parts of the test case, a downlink TBF will be established.


For the USF BLER parts of the test case the Test Mode defined in GSM Rec. 4.14 (para 5.4) will be used for uplink TBF. If the MS is capable of both:

Mode (a) 
transmitting pseudo-random data sequence in RLC data blocks 

Mode (b)
transmitting looped-back RLC data blocks

then Mode (a) will be used. 

If Mode (b) is used then the SS sends the psuedo-random data sequence specified for Mode (a) on the downlink for loopback on the uplink.

14.16.2.1.4.2
Procedure

a)
The SS transmits packets using CS-1 coding to the MS on all allocated timeslots. 

b)
The fading characteristic of the wanted and the interfering signal is TUlow, no FH applies.

c)
The co-channel interference level is set to 1 dB above the level given in the table in conformance requirement 1. The interferer shall have the same frequency hopping sequence as the wanted signal, as well as be subject to the same fading profile. 

d)
The SS counts the number of blocks transmitted with current coding scheme and the number of these blocks not acknowledged based on the content of the Ack/Nack Description information element (see 04.60, 12.3) in the Packet Downlink Ack/Nack as sent from the MS to the SS on the PACCH.

Note:
Due to the error rates related to the USF, the MS is likely to occasionaly miss its USF for transmitting the Packet Downlink Ack/Nack. As this requirement is not verified in this part of the test, the SS then again assigns uplink resources so the MS can sent this message.

e)
Once the number of blocks transmitted with the current coding scheme as counted in step d) reaches or exceeds the minimum number of blocks as given in Table 14-x, the SS calculates the Block error ratio. The SS resets both counters.

f)
In the case of CS-1 the SS repeats step c) to e) with the following three fading conditions and hopping modes: TUhigh/noFH, TUhigh/FH, and RA/noFH.
In the case of CS-2 the SS repeats step c) to e) with the fading condition and hopping mode RA/no FH only. 

In the case of CS-3 the SS repeats step c) to e) with the fading condition and hopping mode TUhigh/FH only. 
In the case of CS-4 the SS repeats step c) to e) with the fading condition and hopping modes: TUhigh/noFH,.

g) The SS repeats the steps b) to f) for each of the coding schemes CS-2, CS-3 and CS-4.

h) h)
The SS establishes the normal test conditions, and sets the fading function to TUhigh/noFH.

i)
The SS sets the value of the USF/CS-1 such as to allocate the uplink to the MS, using a co-channel interference level of 1 dB above the level given in the table in conformance requirement 2.

j)
The SS counts the number of times the USF is allocated to the MS, and the number of times the MS does not transmit while being allocated the uplink.

k)
Once the number of USF/CS-1 allocating the uplink for the MS as counted in step j) reaches or exceeds the minimum number of blocks as given in Table 14-x, the SS calculates the Block error ratio. The SS resets both counters.

l)
The SS repeats steps i) to k) using USF/CS2 coding.

14.16.2.1.5
Test requirements

The block error ratio, as calculated by the SS for different channels and under the different propagation conditions, under any combination of normal and extreme test voltages and ambient temperatures, shall not exceed the conformance requirement.

ANNEX A:

The wanted signal levels derived from calculations using 3GPP TS 45.005 clause 6.3 together with clause 14.16.2.1.4.2 c) shall be set according to the table below. 

	Type of
	Propagation conditions

	channel
	TUlow

(no FH)
	TUhigh

(no FH)
	TUhigh

(ideal FH)
	RA

(no FH)

	GSM 400, GSM 700, GSM 850 and GSM 900 Small Ms (see note (1))

	PDTCH/CS-1
	dBm
	-77
	-80
	-81
	-81

	PDTCH/CS-2
	dBm
	-75
	-76
	-77
	-77

	PDTCH/CS-3
	dBm
	-74
	-74
	-75
	-74

	PDTCH/CS-4
	dBm
	-69
	-66
	-67
	-

	DCS 1 800 and PCS 1900 (class 1 and 2) (see note (2)) 

	PDTCH/CS-1
	dBm
	-77
	-81
	-81
	-81

	PDTCH/CS-2
	dBm
	-75
	-77
	-77
	-77

	PDTCH/CS-3
	dBm
	-74
	-74
	-74
	-74

	PDTCH/CS-4
	dBm
	-69
	-63
	-65
	-


Notes: 

(1) For other GSM 400, GSM 900, GSM 850 and GSM 700ms the values in the table above should be decreased by 2dBm.

(2) For other classes of PCS1900ms the values in the above table should be decreased by 2dBm. For DCS1800 MS under extreme conditions the values in the above table should be increased by 2dBm.
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