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Reason for change:
(

Due to a missing carriage return, an actual ASN.1 line is shown as a comment. This is corrected with this CR.




Summary of change:
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The missing carriage return is inserted. An editorial mistake where some text in ASN.1 is shown in purple color and text is underlined is also corrected.
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A large portion of the ASN.1 in section 5.1 is not shown in this CR, only the changed part is included.

Also note that this error only exist in the R98 and R99 versions of the specification, not in the R4 and R5 versions.

How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
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Elements of Components

5.1
ASN.1 Description

The following ASN.1 code defines the elements of components. See the Annex A for further description of the contents of components and their elements.

-- Extension Elements

-- Release 98 Extensions here

Rel98-MsrPosition-Req-Extension ::= SEQUENCE {


rel98-Ext-ExpOTD


Rel98-Ext-ExpOTD

OPTIONAL,
-- ExpectedOTD extension


...

-- Further R98 extensions here

}

Rel98-AssistanceData-Extension ::= SEQUENCE {


rel98-Ext-ExpOTD


Rel98-Ext-ExpOTD

OPTIONAL,
-- ExpectedOTD extension


...

-- Further R98 extensions here

}



-- Release 98 ExpOTD extension 

Rel98-Ext-ExpOTD ::= SEQUENCE {

-- If  MsrAssistBTS is included in message, msrAssistData-R98-ExpOTD shall be included.
msrAssistData-R98-ExpOTD


MsrAssistData-R98-ExpOTD


OPTIONAL,




-- If SystemInfoAssistaData is included in message, systemInfoAssistData-R98-ExpOTD shall be
-- included.


systemInfoAssistData-R98-ExpOTD
SystemInfoAssistData-R98-ExpOTD
OPTIONAL

}



-- MsrAssistData R98 extension

MsrAssistData-R98-ExpOTD ::= SEQUENCE {


 msrAssistList-R98-ExpOTD


 SeqOfMsrAssistBTS-R98-ExpOTD

}



-- Indexes in SeqOfMsrAssistBTS-R98-ExpOTD refer to SeqOfMsrAssistBTS

-- If the index exceeds the SegOfMsrAssistBTS range or if there is other

-- inconsistencies between the BTS indices, the MS shall apply protocol 

-- error cause incorrectData   

SeqOfMsrAssistBTS-R98-ExpOTD ::= SEQUENCE (SIZE(1..15)) OF MsrAssistBTS-R98-ExpOTD



-- This element completes MsrAssistBTS IE

MsrAssistBTS-R98-ExpOTD ::= SEQUENCE {


expectedOTD



ExpectedOTD,


expOTDUncertainty

ExpOTDUncertainty

}



-- SystemInfoAssistData R98 extension

SystemInfoAssistData-R98-ExpOTD ::= SEQUENCE {


systemInfoAssistListR98-ExpOTD 
SeqOfSystemInfoAssistBTS-R98-ExpOTD

}

-- SeqOfSystemInfoAssistBTS-R98-ExpOTD index refer to SeqOfSystemInfoAssistBTS

-- If the index exceeds the SegOfSystemInfoAssistBTS range or if there is other

-- inconsistencies between the BTS indices, the MS shall apply protocol 

-- error cause incorrectData 

SeqOfSystemInfoAssistBTS-R98-ExpOTD ::= SEQUENCE (SIZE(1..32)) OF SystemInfoAssistBTS-R98-ExpOTD



-- whether n.th is present or not ?

SystemInfoAssistBTS-R98-ExpOTD ::= CHOICE {


notPresent

NULL,


present


AssistBTSData-R98-ExpOTD

}



-- This element completes AssistBTSData IE

AssistBTSData-R98-ExpOTD ::= SEQUENCE {

    expectedOTD     

ExpectedOTD,

    expOTDuncertainty

ExpOTDUncertainty  -- Uncertainty of expected OTD

}



-- Expected OTD value between nbor base station and reference BTS

-- at MS's current estimated location.

ExpectedOTD ::= INTEGER (0..1250)

-- 
The ExpectedOTD value 1250 shall not be encoded by the transmitting entity and

-- shall be treated by the receiving entity as 0.

-- Uncertainty of Exptected OTD in bits

ExpOTDUncertainty ::= INTEGER(0..7)
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