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Reason for change:
(

GERAN#7 approved CR A338 on 3GPP 05.08. The CR clarifies how many UTRAN frequencies the mobile station is required to monitor while in idle and dedicated mode.

No behaviour is defined for the case when the mobile station receives more frequencies than it is required to monitor.




Summary of change:
(

If more frequencies are received than the MS is required to monitor, the mobile station may make its own choice in the received set of frequencies.




Consequences if 
(

not approved:
Unclear requirement for the mobile station.




Clauses affected:
(

3.4.1.2.1.1, 3.4.1.2.1.7




Other specs
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(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



3.4.1.2.1.1
Deriving the 3G Neighbour Cell list from the 3G Neighbour Cell Description:

This applies only to a multi-RAT MS. One or more instances of the Measurement Information message or SI2quater message may provide 3G Neighbour Cell Description information. This is used to build the 3G Neighbour Cell list. The 3G Neighbour Cell list may contain up to 96 3G Neighbour Cells.

Building of the 3G Neighbour Cell list:

Each 3G Neighbour Cell Description received is added to the 3G Neighbour Cell list, starting with the index equal to the parameter Index_Start_3G. If this parameter is not present then the value 0 shall be used.

For each 3G Neighbour Cell Description, the cells are indexed in the following order:

1)
UTRAN FDD cells: FDD ARFCNs are indexed in the order of occurrence in the 3G Neighbour Cell description. Then for each FDD ARFCN, the cells are indexed in the order of increasing values of the decoded FDD_CELL_INFORMATION parameters.

2)
UTRAN TDD cells: TDD ARFCNs are indexed in the order of occurrence in the 3G Neighbour Cell description. Then for each TDD ARFCN, the cells are indexed in the order of increasing values of the decoded TDD_CELL_INFORMATION parameters.

3)
CDMA 2000 cells: The cells are indexed in the order of occurrence in the 3G Neighbour Cell description.

If a 3G Neighbour Cell Description includes non-supported frequencies or Radio Access Technologies, this shall not be considered as an error; indices in the 3G Neighbour Cell list shall be incremented accordingly. If the mobile station receives more frequencies than it is required to monitor (see 3GPP 05.08), the mobile station may choose which frequencies to monitor; for not monitored frequencies the indices in the 3G Neighbour Cell list shall be incremented accordingly. If more than one cell with the same index in the 3G Neighbour Cell list are provided by different instances of 3G Neighbour Cell Descriptions, the cell from the message instance with the highest index shall be used. In case the same 3G Cell occurs more than once in the resulting 3G Neighbour Cell list, each occurrence shall be assigned an index but only the cell with the highest index in the 3G Neighbour Cell list shall be referred to in measurement reports.  If a cell is provided for an index higher than 95 in the 3G Neighbour Cell list, this shall not be considered as an error; the cell shall not be included in the 3G Neighbour Cell list.

3.4.1.2.1.7
The 3G Cell Reselection list

This applies only to a multi-RAT MS. One or more instances of the SI2quater and/or SI2ter messages may provide 3G Cells. If 3G Cells are provided in both of these messages, the union of the cells shall be included in the 3G Cell Reselection list. The 3G Cell Reselection list may contain up to 96 3G Cells. 3G Cells not provided explicitly in the SI2ter message or in the SI2quater message (frequencies on their own or frequencies with SC_P_SCG bitmap) are not included in these 96 cells. Up to 8 frequencies on their own, together with up to 4 frequencies with SC_P_SCG, can be added to these 96 cells. If the mobile station receives more frequencies than it is required to monitor (see 3GPP 05.08), the mobile station may choose which frequencies to monitor.
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