Page 5



3GPP TSG-GERAN Meeting #09 
Tdoc GP-020784

Seattle, USA, 15th – 19th April 2002












Agenda 7.5.5.2
CR-Form-v5.1

CHANGE REQUEST



(

51.010-2
CR
057
(

rev
-
(

Current version:
4.4.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE
x
Radio Access Network

Core Network




Title:
(

CR 51.010-2; Annex B – Removal of testcase 20.22.27 of 51.010-1




Source:
(

Anite Telecoms Ltd




Work item code:
(

GPRS

Date: (

2002-04-08







Category:
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Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
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Reason for change:
(

The test requirement (value C32) could not be tested with the specified test environment and there are no means to change the test case to take this into account.




Summary of change:
(

Applicability of test case has been removed from Table B1, Annex B.




Consequences if 
(

not approved:
The test case does not reflect the core specifications.




Clauses affected:
(

Annex B (Table B1) of 51.010-2 (and 20.22.27 of 51.010-1)




Other specs
(


 Other core specifications
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affected:

 Test specifications




 O&M Specifications





Other comments:
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Affects testing of mobiles of Release 97 and later.

How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of this specification.

The columns in Table B.1 have the following meaning:

Clause column

The clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Status column

The following notations, are used for the status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applibable.

Ci
conditional – the test is applicable (”A”) or not (”N/A”) depending on the support of other optional or conditional items. ”i” is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax ”IF ... THEN (IF ... THEN ... ELSE...) ELSE ...” is used to avoid ambiguities.

Supported column

The following common notations, are used for the support column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

20.22.27
void
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