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Reason for change:
(

i)

There is one righthand bracket to many in the EGPRS part of the PACKET UPLINK ACK/NACK message.

ii) 

The fixed allocation struct is ended by ;}. It should be };.




Summary of change:
(

i)

One righthand bracket has been removed from the Packet Extended Timing Advance field.

ii)

The fixed allocation struct is changed to now end with };.




Consequences if 
(

not approved:
The CSN-1 decoding can not be properly done.
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11.2.28
Packet Uplink Ack/Nack

This message is sent on the PACCH by the network to the mobile station indicate the status of the received RLC data blocks. This message may also update the timing advance and power control parameters. A fixed allocation mobile station may also be assigned uplink resources.

Message type:
PACKET UPLINK ACK/NACK

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.28.1: Packet UPlink Ack/Nack information elements

< Packet Uplink Ack/Nack message content > ::=


< PAGE MODE : bit (2) >


{
00 < UPLINK_TFI : bit (5) >



{ 0

-- Message escape



{
< CHANNEL_CODING_COMMAND : bit (2) >





< Ack/Nack Description : < Ack/Nack Description IE > >





{ 0 | 1
< CONTENTION_RESOLUTION_TLLI : bit (32) > }





{ 0 | 1
< Packet Timing Advance : < Packet Timing Advance IE > > }





{ 0 | 1
< Power Control Parameters : < Power Control Parameters IE > > }





{ 0 | 1
< Extension Bits : Extension Bits IE > }



-- clause 12.26




{ 0 | 1
< Fixed Allocation Parameters : < Fixed Allocation struct > > }





{ null | 0 bit** = < no string >
-- Receiver backward compatible with earlier version



| 1





-- Additions for R99





{ 0 | 1 <Packet Extended Timing Advance : bit (2)>}






<TBF_EST : bit (1)>






< padding bits > }





 ! < Non-distribution part error : bit (*) = < no string > > }



| 1










-- Message escape bit used to define EGPRS message contents





{ 00 {
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE >>







< RESEGMENT : bit (1) >







<PRE_EMPTIVE_TRANSMISSION : bit (1) >







< PRR RETRANSMISSION REQUEST : bit (1) >







< ARAC RETRANSMISSION REQUEST : bit (1) >







{ 0 | 1
< CONTENTION_RESOLUTION_TLLI : bit (32) > }







<TBF_EST : bit (1)>






{ 0 | 1
< Packet Timing Advance : < Packet Timing Advance IE > > }






{ 0 | 1
<Packet Extended Timing Advance : bit (2)> }





{ 0 | 1
< Power Control Parameters : < Power Control Parameters IE > > }






{ 0 | 1
< Extension Bits : Extension Bits IE > }



-- clause 12.26





{
< EGPRS Ack/Nack Description : < EGPRS Ack/Nack Description IE > >






{ 0 | 1
< Fixed Allocation Parameters : < Fixed Allocation struct > > } } //







< padding bits >







! < Non-distribution part error : bit (*) = < no string > > }




 ! < Message escape : {01| 10 | 11} bit (*) = <no string> > } } – Extended for future changes


 ! < Address information part error : bit (*) = < no string > > }


 ! < Distribution part error : bit (*) = < no string > > ;



< Fixed Allocation struct > ::=


< FINAL_ALLOCATION : bit (1) >


{ 0

-- Repeat Allocation


< TS_OVERRIDE : bit (8) >


| 1

-- Allocation with Allocation bitmap


< TBF Starting Time : < Starting Frame Number Description IE > >



{ 0 | 1
<TIMESLOT_ALLOCATION : bit (8) > }



{ 0 { 0


-- with length of Allocation Bitmap




< BLOCKS_OR_BLOCK_PERIODS : bit (1) >





< ALLOCATION_BITMAP_LENGTH : bit (7) >





< ALLOCATION_BITMAP : bit (val(ALLOCATION_BITMAP_LENGTH)) >




| 1 

-- without length of Allocation Bitmap (fills remainder of the message)





< ALLOCATION_BITMAP : bit ** > } 




 ! < Message escape : 1 bit (*) = <no string> >};
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