3GPP TSG-GERAN #9
 Tdoc GP-021160
Seattle, USA, 15– 19 April 2002

	CR-Form-v4

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	733
	(

rev
	1
	(

Current version:
	4.7.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	NI LCS test case correction for Emergency Call on an SDCCH, Idle, no IMSI for MS-Assisted A-GPS

	
	

	Source:
(

	Qualcomm, Inc.

	
	

	Work item code:
(

	LCS
	
	Date: (

	15.04.2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-4

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	Correction to NI LCS test case for Emergency Call on an SDCCH, Idle, no IMSI for MS-Assisted A-GPS (TS 51.010-1, Clause 70.7.1.2)

	
	

	Summary of change:
(

	Conformance requirement correction to comply with core spec, reference correction, and initial condition clarification


	
	

	Consequences if 
(

not approved:
	Test will remain in basic form, which cannot be used for complete protocol testing. 

	
	

	Clauses affected:
(

	70.7.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to R98, R99 and REL-4 mobiles.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3) With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

************************Next Modified Section******************************

70.7.1.2.1 Conformance requirements

2. The network allocates a dedicated channel to the mobile station by sending an IMMEDIATE ASSIGNMENT message. When a user requests an emergency call establishment the mobile station will send a CM SERVICE REQUEST message to the network with a CM service type information element indicating emergency call establishment and the correct CKSN and TMSI.A mobile station which implements the “LCS” option shall also implement the “Controlled Early Classmark Sending” option. A mobile station which implements the “Controlled Early Classmark Sending” option shall indicate it in the classmark (ES IND bit).
5. On receiving the RRLP MEASURE POSITION REQUEST message the MS tries to perform the requested location measurements.  It sends the results in the RRLP Measure Position Response message.

6. 
References


3GPP TS 04.08/44.018, clauses 3.3.1.1, 3.4.10 
3GPP TS 04.08/24.008, clauses 5.2.1,  5.2.1.1, 5.2.1.6
3GPP TS 04.08/24.008, clauses 4.5.1.5, 4.5.1.1
3GPP TS 02.30, clause 4
3GPP TS 04.31, clause 2.2









70.7.1.2.3 Method of Test

Initial Conditions

System Simulator (SS) 

Serving Cell: default parameters.

Satellites: at least 3 GPS satellite signals are used.

Expected Test Sequence

Specific Message Contents
RRLP Measure Position Request

	Information element
	Type
	Value/remark

	ASN.1 encoded
	-
	 (20,00,1e)

	referenceNumber
	Integer,0 to 7
	1

	component
	msrPositionReq
	

	    methodType
	CHOICE
	msAssisted

	    positionMethod
	Enumerated
	gps

	    MeasureResponseTime
	Integer 0 to 7
	5

	    
	
	

	    useMultipleSets
	Enumerated
	oneSet

	    GPS-AssistData
	SEQUENCE
	Value of elements tbd
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