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It is not specified which Access Technology Types shall be included by the MS in the RLC/MAC messages. As the RLC messages must fit in one radio block, the MS couldn't include all types it support. Because of this it needs to be defined how the MS RAC IE shall be encoded by the MS for the RLC messages.
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7.1.2.2.1a
Acquisition of MS Radio Access Capability information within EGPRS TBF establishment procedure

When assigning an EGPRS TBF, the network may request information about radio access capabilities of the mobile station on one or several frequency bands within the PACKET UPLINK ASSIGNMENT message ; the list of frequency bands is ordered by the network starting with the most important and ending with the least important one . The mobile station shall provide the network with its radio access capabilities for the frequency bands it supports, in the same priority order as the one specified by the network, by sending a PACKET RESOURCE REQUEST message, and an ADDITIONAL MS RADIO ACCESS CAPABILITIES if all the requested informations do not fit in the PACKET RESOURCE REQUEST. If the mobile station does not support any frequency band requested by the network, it shall report its radio access capabilities for the BCCH frequency band. The mobile station shall indicate in the PACKET RESOURCE REQUEST if it will send more information about its radio access capabilities in the ADDITIONAL MS RADIO ACCESS CAPABILITIES message. The PACKET RESOURCE REQUEST and the ADDITIONAL MS RADIO ACCESS CAPABILITIES shall be sent within the one or two first radio blocks allocated for the mobile station on the assigned PDCH. The mobile station shall include the TLLI in these two messages until contention resolution. After that, the mobile station shall use the uplink TFI whenever these messages are repeated.

When constructing the PACKET RESOURCE REQUEST and ADDITIONAL MS RADIO ACCESS CAPABILITIES messages the mobile station shall take care that these messages fit in one UL radio block each. 
The network may request a retransmission of the PACKET RESOURCE REQUEST and the ADDITIONAL MS RADIO ACCESS CAPABILITIES messages. A request for retransmission of one or both of these messages shall be indicated in the PACKET UPLINK ACK/NACK message. The mobile station has to indicate within the PACKET RESOURCE REQUEST if the message is a retransmitted one.

7.1.3.2
Packet resource assignment for uplink procedure

When assigning a Multi Block Allocation, the network may request information about radio access capabilities of the mobile station on one or several frequency bands within the PACKET UPLINK ASSIGNMENT message and allocate one or two radio blocks for uplink control messages accordingly; the list of frequency bands is ordered by the network starting with the most important and ending with the least important one. The mobile station shall provide the network with its radio access capabilities for the frequency bands it supports, in the same order of priority as specified by the network, by sending a PACKET RESOURCE REQUEST message in the first radio block on the assigned PDCH, and an ADDITIONAL MS RADIO ACCESS CAPABILITIES message in the next radio block on the assigned PDCH, if the requested information does not fit in the PACKET RESOURCE REQUEST and two radio blocks have been allocated by the network. If the network does not provide an Access Technologies Request in the PACKET UPLINK ASSIGNMENT message or, the mobile station does not support any frequency band requested by the network, it shall report its radio access capabilities for the frequency band of the BCCH carrier in the PACKET RESOURCE REQUEST message. The mobile station shall indicate in the PACKET RESOURCE REQUEST if it will send more information about its radio access capabilities in the ADDITIONAL MS RADIO ACCESS CAPABILITIES message. If the mobile station has been allocated two radio blocks and the requested information fit in the PACKET RESOURCE REQUEST message, no ADDITIONAL MS RADIO ACCESS CAPABILITIES message shall be sent. Instead, some uplink control block (e.g. packet measurement report, packet uplink dummy control block) may be sent by the mobile station.

The network may indicate in the next PACKET UPLINK ASSIGNMENT message a request for retransmission of the ADDITIONAL MS RADIO ACCESS CAPABILITIES message, see clause 7.1.3.2.1.

When constructing the PACKET RESOURCE REQUEST and ADDITIONAL MS RADIO ACCESS CAPABILITIES messages the mobile station shall take care that these messages fit in one UL radio block each. 
If the network indicates that it supports packet flow procedures, via the PFC_FEATURE_MODE in the system information, and a PFC exists for the LLC data to be transferred then the mobile station shall indicate the initial PFI to be associated with the TBF in the PACKET RESOURCE REQUEST message.

11.2.16
Packet Resource Request

This message is sent on the PACCH by the mobile station to the network to request a change in the uplink resources assigned.

Message type:
PACKET RESOURCE REQUEST

Direction:
mobile station to network

Table 11.2.16.1: Packet RESOURCE REQUEST information elements

	< Packet Resource Request message content > ::=


{ 0 | 1 < ACCESS_TYPE : bit (2) > }


{ 0 < Global TFI : < Global TFI IE > >


| 1 < TLLI : < TLLI IE > > }


{ 0 | 1 < MS Radio Access Capability 2 : < MS Radio Access Capability 2 IE > > }


< Channel Request Description : < Channel Request Description IE > >


{ 0 | 1 < CHANGE_MARK : bit (2) > }


< C_VALUE : bit (6) >


{ 0 | 1 < SIGN_VAR : bit (6) >}


{ 0 | 1 < I_LEVEL_TN0 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN1 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN2 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN3 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN4 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN5 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN6 : bit (4) > }


{ 0 | 1 < I_LEVEL_TN7 : bit (4) > }


{ null | 0 bit** = <no string> 




-- Receiver backward compatible with earlier version



| 1











-- Additional contents for Release 1999


{ 0 | 1 < EGPRS BEP Link Quality Measurements : 






< EGPRS BEP Link Quality Measurements IE >> }



{ 0 | 1 < EGPRS Timeslot Link Quality Measurements : 






< EGPRS Timeslot Link Quality Measurements IE >>}



{ 0 | 1 < PFI: bit(7) > }



< ADDITIONAL MS RAC INFORMATION AVAILABLE : bit (1) >



< RETRANSMISSION OF PRR : bit (1) >



< padding bits > } ;


Table 11.2.16.2: Packet RESOURCE REQUEST information element details

	Global TFI
This information element contains the TFI of the mobile station's uplink TBF, if available, or the TFI of the mobile station's downlink TBF. If no TFI is available, this field is omitted. This field is defined in clause 12.10.

	ACCESS_TYPE (2 bit field)
This field indicates the reason for requesting the access. It shall be included only in response to a single block or Multi block assignment.

bit
2 1
0 0

Two Phase Access Request
0 1

Page Response
1 0

Cell Update
1 1

Mobility Management procedure

	TLLI 
This information element is defined in clause 12.16.

	MS Radio Access Capability 2
This information element is defined in clause 12.30. This information element is sent only during two phase access.

	Channel Request Description
This information element is defined in clause 12.7.

	CHANGE_MARK (2 bit field)
This field contains the PSI2_CHANGE_MARK value stored by the mobile station's if PBCCH is present in the current cell. If PBCCH is not present in the current cell, this field contains the SI13_CHANGE_MARK value stored by the mobile station. If the mobile station does not have a valid PSI2 or SI13 change mark for the current cell, the mobile station shall omit this field. The coding of this field is network dependent.

	C_VALUE (6 bit field)
This field is encoded as the binary representation of the C value as specified in 3GPP TS 45.008.
Range 0 to 63

	SIGN_VAR (6 bits)
This field contains the signal variance parameter SIGN_VAR calculated by the mobile station (see 3GPP TS 45.008). This field is not present for TBF establishment using two phase access or for a TBF in EGPRS mode.

  bit
6 5 4 3 2 1
0 0 0 0 0 0

0dB2 to 0.25 dB2
0 0 0 0 0 1

>0.25 dB2 to 0.50 dB2
0 0 0 0 1 0

>0.50 dB2 to 0.75 dB2
 : : : 
1 1 1 1 1 0

>15.50 dB2 to 15.75 dB2
1 1 1 1 1 1

>15.75 dB2

	I_LEVEL_TN0 (4 bit field)
I_LEVEL_TN1 (4 bit field)
I_LEVEL_TN2 (4 bit field)
I_LEVEL_TN3 (4 bit field)
I_LEVEL_TN4 (4 bit field)
I_LEVEL_TN5 (4 bit field)
I_LEVEL_TN6 (4 bit field)
I_LEVEL_TN7 (4 bit field)
For element definition see clause 11.2.6 – Packet Downlink Ack/Nack. These fields shall not be present if they are included in the EGPRS Timeslot Link Quality Measurements IE.

	EGPRS BEP Link Quality Measurements IE
This information element is defined in clause 12.5.3. These fields are transferred if the data is available and if the fields would not cause the message to expand beyond one RLC/MAC control block. block and if the PACKET RESOURCE REQUEST is sent during on-going EGPRS concurrent TBF.

	EGPRS Timeslot Link Quality Measurements
This information element is defined in clause 12.5.4. These fields are transferred if the data is available and if the fields would not cause the message to expand beyond one RLC/MAC control block and if the PACKET RESOURCE REQUEST is sent during on-going EGPRS TBF.

	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018. This field may be included if the network supports packet flow context procedures.

	ADDITIONAL MS RAC INFORMATION AVAILABLE (1 bit field)
0
 indicates that MS will not send more information about its radio access capabilities than included in this message
1
 indicates that MS will send more information about its radio access capabilities in the next control message

	RETRANSMISSION OF PRR (1 bit field)
This field indicates whether the corresponding Packet Resource Request message is a retransmission. In case the PRR message is a retransmission, the message content (except this field) shall be identical to the one of the PRR which was sent immediately after the uplink TBF was established (and preceding any eventual request for resource reassignment).

0
indicates that this message is an initial Packet Resource Request
1
indicates that this message is a retransmitted Packet Resource Request: in this case the corresponding PRR message shall not be interpreted as a request for resource reassignment. 


11.2.32
Additional MS Radio Access Capabilities

This message is sent on the PACCH by the mobile station to the network to inform about radio access capabilities of the mobile station.

Message type:
Additional MS Radio Access Capabilities 

Direction:
mobile station to network 

Table 11.2.32.1: ADDITIONAL MS RADIO ACCESS CAPABILITIES information elements

	< Additional MS Radio Access Capabilities message content > ::=


{ 0 < Global TFI : < Global TFI IE > >


| 1 < TLLI : < TLLI IE > > }


< MS Radio Access Capability 2 : < MS Radio Access Capability 2 IE > >


< spare padding > ;


Table 11.2.32.2: ADDITIONAL MS RADIO ACCESS CAPABILITIES information element details

	Global TFI
This information element contains the TFI of the mobile station's uplink TBF, if available, or the TFI of the mobile station's downlink TBF. If no TFI is available, this field is omitted. This field is defined in clause 12.10.

TLLI IE (32 bit field)
This information element is defined in clause 12.16. 

MS Radio Access Capability 2
This information element is defined in clause 12.30. This information element is sent during one phase and two phase access procedures.


*************************** addition of new section ****************************

12.30
MS Radio Access Capability 2
The MS Radio Access Capability 2 information element is used to provide the radio part of the network with information concerning radio aspects of the mobile station. The contents may affect the manner in which the network handles the operation of the mobile station.
For the indication of the Access Technology Types the following conditions shall apply (see 3GPP TS 24.008 for the definition of the parameters):
-
Among the three Access Technology Types GSM 900-P, GSM 900-E and GSM 900-R only one shall be present. 

-
Due to shared radio frequency channel numbers between GSM 1800 and GSM 1900, the mobile station should provide the relevant radio access capability for either GSM 1800 band OR GSM 1900 band, not both. 

-
If the alternative coding by using the Additional access technologies struct is chosen by the mobile station, the mobile station shall indicate its radio access capability for the serving BCCH frequency band in the first included Radio Access Capabilities struct.

-
If this information element is sent during a GPRS TBF establishment, the mobile station should indicate as many as possible of its supported Access Technology Types. The maximum number of indicated Access Technology Types depends on the remaining bits left in the RLC/MAC message containing the MS Radio Access Capability 2 IE. The radio access capability for the serving BCCH frequency band shall be part of the indicated technologies, the inclusion of any other radio access capability is a mobile station implementation option.
-
If this information element is sent during an EGPRS TBF establishment, the mobile station shall indicate its supported Access Technology Types within the ones that are requested by the network or the access technology of the serving BCCH frequency band, as specified by the relevant procedures.

Table 12.30.1/3GPP TS 04.60: MS Radio Access Capability 2 information element

	< MS Radio Access Capability 2 IE > ::=


< MS RA capability : < MS RA capability value part struct > > ;


Table 12.30.2/3GPP TS 04.60: MS Radio Access Capability 2 information element details

	MS RA capability
This information element is coded as defined by the MS RA capability value part defined in the MS Radio Access Capability IE defined in 3GPP TS 24.008. When this information element is sent, all spare bits shall be suppressed by the transmitter.
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