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42.2.2.8
Fixed Allocation / Uplink Transfer / MS requests new resources/ Failure

42.2.2.8.1
Fixed Allocation / Uplink Transfer / MS requests new resources/ Failure/Packet Access Reject

42.2.2.8.1.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.8.1.2
Conformance requirements

On receipt of a PACKET ACCESS REJECT message , the mobile station shall stop timer T3168 if running and indicate a packet access failure to upper layer.

References

3GPP TS 04.60, subclause 8.1.1.3.2.

42.2.2.8.1.3
Test purpose

Verify that the MS returns to packet idle mode when PACKET ACCESS REJECT is received.

42.2.2.8.1.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH not present.

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 2 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

-
The way to initiate an uplink transfer.

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
After the current allocation expires, MS receives a PACKET ACCESS REJECT message.

4.
MS returns to packet idle mode.

Maximum Duration of Test

5 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Trigger the MS to initiate an uplink packet transfer containing 1000 octets.

	2
	
	
	Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1b.

	3
	MS -> SS
	RLC DATA BLOCKS
	MS transmits RLC blocks only when TBF starting time occurs

	4
	MS -> SS
	PACKET RESOURCE REQUEST
	MS requests additional resources

	5
	SS -> MS
	PACKET ACCESS REJECT
	

	6
	MS -> SS
	RLC DATA BLOCKS
	MS sends not later than 6 radio blocks

 after step 5.

	7
	SS 
	
	Verify that MS is not transmitting on the previous PDCH.


Specific Message Contents

INMEDIATE ASSIGNMENT message in step 2:

	Fixed allocation
	

	- TIMESLOT ALLOCATION
	One timeslot assigned

	- ALLOCATION_BITMAP_LENGTH
	30

	- ALLOCATION_BITMAP
	Exactly 30 bits are set to 1.


42.2.2.8.2
Fixed Allocation / Uplink Transfer / MS requests new resources/ Failure/Packet Access Reject with WAIT_INDICATION during allocation in progress

42.2.2.8.2.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.2.8.2.2
Conformance requirements

If the PACKET ACCESS REJECT message contains a WAIT_INDICATION field in a Reject structure addressed to the mobile station, the mobile station shall

-
start timer T3172 and if the mobile station has additional RLC data blocks to transmit, it shall initiate a new TBF establishment procedure on the RACH or PRACH, but the mobile station is not allowed to make a new attempt for packet access in the same cell until timer T3172 expires, it may, however, attempt packet access in an other cell after successful cell reselection. A mobile station in GPRS MS class A or B mode of operation may attempt to enter the dedicated mode in the same cell before timer T3172 has expired. During the time T3172 is running, the mobile station shall ignore all received PACKET PAGING REQUEST messages except paging request to trigger RR connection establishment.

The value of the WAIT_INDICATION field (i.e. timer T3172) relates to the cell from which it was received.

References

3GPP TS 04.60, subclause 8.1.1.3.2.

42.2.2.8.2.3
Test purpose

Verify that the MS waits T3172 before sending additional PACKET RESOURCE REQUEST messages, when PACKET ACCESS REJECT is received with a WAIT_INDICATION.

42.2.2.8.2.4
Method of test

Initial Conditions

System Simulator:


1 cell, GPRS supported, PCCCH present.

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 2 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

-
The way to initiate an uplink transfer.

Test Procedure

1.
MS is triggered to begin an uplink data transfer and enters a open-ended TBF.

2.
Before current allocation expires, MS sends PACKET RESOURCE REQUEST.

3.
Before the current allocation expires, MS receives a PACKET ACCESS REJECT message.

4.
MS waits T3172 before sending additional PACKET RESOURCE REQUEST messages.

Maximum Duration of Test

5 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Trigger the MS to initiate an uplink packet transfer containing 2500 octets.

	2
	
	
	Bring the MS into packet uplink transfer mode by the generic procedure defined in the table 42.2.1.1/1a.

	3
	MS -> SS
	RLC DATA BLOCKS
	MS transmits RLC blocks only when TBF starting time occurs

	4
	MS -> SS
	PACKET RESOURCE REQUEST
	MS requests additional resources

	5
	MS -> SS
	RLC DATA BLOCK
	MS continues to transmit RLC data blocks according to allocation from step 2.

	6
	SS -> MS
	PACKET ACCESS REJECT
	Sent (.5*T3168) after step 4.

- MS starts T3172

	7
	MS -> SS
	RLC DATA BLOCK
	MS sends not later than 6 radio blocks after step 6.

	8
	MS -> SS 
	PACKET CHANNEL REQUEST
	Sent more than 2 seconds after step 6.


Specific Message Contents

PACKET UPLINK ASSIGNMENT message in step 2:

	Fixed allocation
	

	- TIMESLOT ALLOCATION
	One timeslot assigned

	- BLOCKS_OR_BLOCK_PERIODS
	0 – blocks

	- ALLOCATION_BITMAP_LENGTH
	120

	- ALLOCATION_BITMAP
	Exactly 100 bits are set to 1.


PACKET ACCESS REJECT message in step 6:

	WAIT_INDICATION
	2

	WAIT_INDICATION_SIZE
	0 – WAIT_INDICATION in units of seconds
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