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Reason for change:
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Table A.2, item 45 is marked as Mandatory. However the support of SMS is optional (refer to the mail discussions on the WG4 mail reflector in December 2000 when TS51.010-2 where drafted).

For SMS tests various stati are wrong in the Applicability Table. This was probably due to typo errors.




Summary of change:
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Correction to Table A.2 item 45

Correction to the Applicability Table
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not approved:
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Other comments:
(

This CR applies for Phase 2, R96, R97, R98, R99 and Rel-4

Table A.2: Mobile Station Features

Item
Mobile Station Feature
Ref.
Release
Status
Support
Mnemonic

1
Display of Called Number.
3GPP TS 02.07 B.1.1
 Phase 2
C202

TSPC_Feat_DCN

2
Indication of Call Progress Signals.
3GPP TS 02.07 B.1.2
 Phase 2
C204

TSPC_Feat_CPSind

3
Country/PLMN Indication.
3GPP TS 02.07 B.1.3
 Phase 2
C202

TSPC_Feat_PLMNind

4
Country/PLMN Selection.
3GPP TS 02.07 B.1.4
 Phase 2
M

TSPC_Feat_PLMNsel

5
Keypad.
3GPP TS 02.07 B.1.5
 Phase 2
O

TSPC_Feat_Keypad

[…]







43
Support of GPRS Encryption
3GPP TS 02.60

3GPP TS 22.060
R98
C207

TSPC_GPRS_Encryp

44
Control of Supplementary Services
3GPP TS 02.07, 2
Phase 2
O

TSPC_Control_SS

45
Short message
3GPP TS 02.07, 2
Phase 2
O

TSPC_Supp_SM

46
Emergency calls capabilities
3GPP TS 02.07, B.1.14
Phase 2
C211

TSPC_Emergency_call_cap

47
GPRS operation mode class A
3GPP TS 02.60, 5.4.5

3GPP TS 22.060, 5.4.5
R97
C209

TSPC_operation_mode_A

[…]







------------------------------------------------------ Next modified section ------------------------------------------------------

Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

[…]






34.2.1
SMS mobile terminated
Phase 2
MS supporting SMS MT/PP and supporting CC protocol for at least one Bearer Capability
C72


34.2.2
SMS mobile originated
Phase 2
MS supporting SMS MO/PP and supporting CC protocol for at least one Bearer Capability
C73


34.2.3
Test of memory full condition and memory available notification:
Phase 2
MS supporting SMS MT/PP and storing of short messages in the SIM
C74


34.2.4
Test of the status report capabilities and of SMS-COMMAND:
Phase 2
MS supporting SMS MT/PP and SMS MO/PP and supporting SMS status report capabilities
C141


34.2.5.1
Short message class 0
Phase 2
MS supporting SMS MT/PP and display of received short messages
C143


34.2.5.2
Test of class 1 short messages
Phase 2
MS supporting storing of received Class I Short Messages and display of stored Short Messages
C143


34.2.5.3
Test of class 2 short messages
Phase 2
MS supporting storing of received Class II Short Messages in the SIM
C74


34.2.6
Test of short message type 0
Phase 2
MS supporting SMS MT/PP
C285


34.2.7
Test of the replace mechanism for SM type 1‑7
Phase 2
MS supporting Replace Short Messages and display of received Short Messages
C144


34.2.8
Test of the reply path scheme
Phase 2
MS supporting reply procedures, display of received Short Messages and submitting Short Messages
C145


34.2.9.1
Multiple SMS mobile originated / MS in idle mode
Phase 2
MS supporting the ability of sending multiple short messages on the same RR connection
C272


34.2.9.2
Multiple SMS mobile originated / MS in active mode
Phase 2
MS supporting the ability of sending multiple short messages when there is a call in progress
C220


34.3
Short message service cell broadcast
Phase 2
All MS supporting SMS CB
C300


[…]






[…]



C70
IF A.5/14 AND A.5/10 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_HOLD

C71
IF A.5/14 AND A.5/11 THEN A ELSE N/A
-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_MPTY

C72
IF A.3/3 AND A.25/26 THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_ AddInfo_CC

C73
IF A.3/4 AND A.25/26 THEN A ELSE N/A
-- TSPC_Serv_TS22 AND TSPC_ AddInfo_CC

C74
IF A.3/3 AND (A.25/36) THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_ Addinfo_StoreRcvSMSSIM

C76 
IF A.1/6 THEN A ELSE N/A
-- Type_MB_Simul

C78 
IF A.1/6 AND A.25/26 THEN A ELSE N/A
-- Type_MB_Simul AND TSPC_ AddInfo_CC

[…]



C140
IF A.5/20 AND A.25/26 THEN A ELSE N/A
-- TSPC_Serv_SS_unstruct AND TSPC_ AddInfo_CC

C141
IF A.3/3 AND A.3/4 AND A.25/35 THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_ Addinfo_SMSStatusRepCap

C142
IF A.3/3 AND A.25/34 THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_Addinfo_DispRcvSMS

C143
IF A.3/3 AND A.25/34 AND (A.25/36 OR A.25/37)
-- TSPC_Serv_TS21 AND TSPC_ Addinfo_DispRcvSMS AND (TSPC_ Addinfo_StoreRcvSMSSIM OR TSPC_ Addinfo_StoreRcvSMSME)

C144
IF A 3/3 AND A.25/33 AND A.25/34 THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_ Addinfo_ReplaceSMS AND TSPC_ Addinfo_DispRcvSMS

C145
IF A.3/3 AND A.3/4 AND A.25/32 AND A.25/34 THEN A ELSE N/A
-- TSPC_Serv_TS21 AND TSPC_Serv_TS22 AND TSPC_ Addinfo_ReplyProc AND TSPC_ Addinfo_DispRcvSMS

[…]



C290
IF A.3/3 THEN A ELSE N/A
-- TSPC_Serv_TS21

C300
IF A.3/5 THEN A ELSE N/A
-- TSPC_Serv_TS23

C301
Void


[…]
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