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Table 1f: Reference sensitivity performance for GMSK modulated signals

	GSM 850 and GSM 900

	Type of
	Propagation conditions

	Channel
	Static
	TU50
(no FH)
	RA250
(no FH)
	HT100
(no FH)

	TCH/WFS12.65
	(dBm)
	[-104]
	[-99,5]
	[-101]
	[-99]

	
	Class Ib (RBER)
	[0,50]
	[0,35]
	[0,72]
	[0,62]

	TCH/ WFS8.85
	(dBm)
	[-104]
	[-102]
	[-104]
	[-102]

	
	Class Ib (RBER)
	[0,50]
	[0,38]
	[0,72]
	[0,62]

	TCH/ WFS6.60
	(dBm)
	[-104]
	[-103]
	[-104]
	[-103,5]

	
	Class Ib (RBER)
	[0,24]
	[0,15]
	[0,19]
	[0,24]

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


	DCS 1 800 & PCS 1 900

	Type of
	Propagation conditions

	Channel
	TU50

(no FH)
	HT100

(no FH)

	TCH/WFS12.65
	(dBm)
	[-100,5]
	[-99]

	
	Class Ib (RBER)
	[0,62]
	[0,66]

	TCH/ WFS8.85
	(dBm)
	[-103,5]
	[-102]

	
	Class Ib (RBER)
	[0,59]
	[0,58]

	TCH/ WFS6.60
	(dBm)
	[-104]
	[-103,5]

	
	Class Ib (RBER)
	[0,17]
	[0,25]

	
	
	
	

	
	
	
	

	
	
	
	


	NOTE 1:
Definitions:


FER:

Frame erasure rate (frames marked with BFI=1)


UFR:

Unreliable frame rate (frames marked with (BFI or UFI)=1)


EVSIDR:
Erased Valid SID frame rate (frames marked with (SID=0) or (SID=1) or ((BFI or UFI)=1) if a valid SID frame was transmitted)


EVSIDUR:
Erased Valid SID_UPDATE frame rate associated to an adaptive speech traffic channel


ESIDR:
Erased SID frame rate (frames marked with SID=0 if a valid SID frame was transmitted)


EVRFR: 
Erased Valid RATSCCH frame rate associated to an adaptive speech traffic channel This relates to the erasure of the RATSCCH message due to the failure to detect the RATSCCH identifier or due to a CRC failure.


BER:

Bit error rate


RBER, BFI=0:
Residual bit error rate (defined as the ratio of the number of errors detected over the frames defined as "good" to the number of transmitted bits in the "good" frames).


RBER, (BFI or UFI)=0:
Residual bit error rate (defined as the ratio of the number of errors detected over the frames defined as "reliable" to the number of transmitted bits in the "reliable" frames).


RBER, SID=2 and (BFI or UFI)=0:
Residual bit error rate of those bits in class I which do not belong to the SID codeword (defined as the ratio of the number of errors detected over the frames that are defined as "valid SID frames" to the number of transmitted bits in these frames, under the condition that a valid SID frame was sent).


RBER, SID=1 or SID=2:
Residual bit error rate of those bits in class I which do not belong to the SID codeword (defined as the ratio of the number of errors detected over the frames that are defined as "valid SID frames" or as "invalid SID frames" to the number of transmitted bits in these frames, under the condition that a valid SID frame was sent).


TCH/WxS-INB FER: The frame error rate for the in-band channel. Valid for both Mode Indication and Mode Command/Mode Request. When testing all four code words shall be used an equal amount of time and the mode of both in-band channels (Mode Indication and Mode Command/Mode Request) shall be changed to a neighbouring mode not more often than every 22 speech frames (440 ms).

NOTE 2:
The requirements for the DCS 1800 & PCS 1900 Static propagation condition are the same as for the GSM 850 & GSM 900 Static propagation condition, the requirements for the GSM 850 & GSM 900 TU50 (ideal FH) and DCS 1800 & PCS 1900 TU50 (ideal FH) propagation conditions are the same as for the DCS 1800 & PCS 1900 TU50 (no FH) propagation condition, and the requirements for the DCS 1800 & PCS 1900 RA130 (no FH) propagation condition are the same as for the GSM 850 & GSM 900 RA250 (no FH) propagation condition.

NOTE 3:
Ideal FH performance is already tested for the TCH/FS channel, therefore, these requirements are given for information purposes and need not be tested. 

NOTE 4:
As a minimum the test of performance shall include all propagation conditions for maximum implemented codec rate and the remaining implemented codec rates for one propagation condition only, e.g. TU50 (no FH).
NOTE 5:
The performance requirements for inband signalling, SID_UPDATE and RATSCCH are the same as those given for TCH/AFS in Table 1. It is sufficient to test inband signalling, SID_UPDATE and RATSCCH requirements for only one of the channel types TCH/AFS and TCH/WFS.


 Table 2j: Reference interference performance for GMSK modulated channels

	GSM 850 and GSM 900

	Type of
	Propagation conditions

	Channel
	TU3

(no FH)
	TU50

(no FH)
	RA250

(no FH)

	TCH/ WFS12.65
	(dB)
	[21,5]
	[14,5]
	[12,5]

	
	Class Ib (RBER)
	[0,08]
	[0,40]
	[0,63]

	TCH/ WFS8.85
	(dB)
	[20]
	[11,5]
	[9]

	
	Class Ib (RBER)
	[0,11]
	[0,42]
	[0,73]

	TCH/ WFS6.60
	(dB)
	[19]
	[10,5]
	[8]

	
	Class Ib (RBER) 
	[0,09]
	[0,16]
	[0,24]

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	DCS 1 800 & PCS 1 900

	Type of
	Propagation condition

	Channel
	TU50

(no FH)

	TCH/ WFS12.65
	(dB)
	[13]

	
	Class Ib (RBER)
	[0,63]

	TCH/ WFS8.85
	(dB)
	[10]

	
	Class Ib (RBER)
	[0,64]

	TCH/ WFS6.60
	(dB)
	[9]

	
	Class Ib (RBER) 
	[0,27]

	
	
	

	
	
	

	
	
	


	NOTE 1:
Definitions:


FER:

Frame erasure rate (frames marked with BFI=1)


UFR:

Unreliable frame rate (frames marked with (BFI or UFI)=1)


EVSIDR:
Erased Valid SID frame rate (frames marked with (SID=0) or (SID=1) or ((BFI or UFI)=1) if a valid SID frame was transmitted)


EVSIDUR:
Erased Valid SID_UPDATE frame rate associated to an adaptive speech traffic channel


ESIDR:
Erased SID frame rate (frames marked with SID=0 if a valid SID frame was transmitted)


EVRFR: 
Erased Valid RATSCCH frame rate associated to an adaptive speech traffic channel This relates to the erasure of the RATSCCH message due to the failure to detect the RATSCCH identifier or due to a CRC failure.


BER:

Bit error rate


RBER, BFI=0:
Residual bit error rate (defined as the ratio of the number of errors detected over the frames defined as "good" to the number of transmitted bits in the "good" frames).


RBER, (BFI or UFI)=0:
Residual bit error rate (defined as the ratio of the number of errors detected over the frames defined as "reliable" to the number of transmitted bits in the "reliable" frames).


RBER, SID=2 and (BFI or UFI)=0:
Residual bit error rate of those bits in class I which do not belong to the SID codeword (defined as the ratio of the number of errors detected over the frames that are defined as "valid SID frames" to the number of transmitted bits in these frames, under the condition that a valid SID frame was sent).


RBER, SID=1 or SID=2:
Residual bit error rate of those bits in class I which do not belong to the SID codeword (defined as the ratio of the number of errors detected over the frames that are defined as "valid SID frames" or as "invalid SID frames" to the number of transmitted bits in these frames, under the condition that a valid SID frame was sent).


TCH/WxS-INB FER: The frame error rate for the in-band channel. Valid for both Mode Indication and Mode Command/Mode Request. When testing all four code words shall be used an equal amount of time and the mode of both in-band channels (Mode Indication and Mode Command/Mode Request) shall be changed to a neighbouring mode not more often than every 22 speech frames (440 ms).

NOTE 2:
The requirements for the DCS 1800 & PCS 1900 TU1.5 (no FH) propagation condition are the same as for the GSM 850 & GSM 900 TU3 (no FH) propagation condition, the requirements for the GSM 850 & GSM 900 TU3 (ideal FH), DCS 1800 & PCS 1900 TU1.5 (ideal FH), GSM 850 & GSM 900 TU50 (ideal FH) and DCS 1800 & PCS 1900 TU50 (ideal FH) propagation conditions are the same as for the DCS 1800 & PCS 1900 TU50 (no FH) propagation condition, and the requirements for the DCS 1800 & PCS 1900 RA130 (no FH) propagation condition are the same as for the GSM 850 & GSM 900 RA250 (no FH) propagation condition.

NOTE 3: 
Ideal FH performance is already tested for the TCH/FS channel, therefore these requirements are given for information purposes and need not be tested.

NOTE 4:
As a minimum the test of performance shall include all propagation conditions for maximum implemented codec rate and the remaining implemented codec rates for one propagation condition only, e.g. TU50 (no FH).
NOTE 5:
The performance requirements for inband signalling, SID_UPDATE and RATSCCH are the same as those given for TCH/AFS in Table 2. It is sufficient to test inband signalling, SID_UPDATE and RATSCCH requirements for only one of the channel types TCH/AFS and TCH/WFS.


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

