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41.5.1.1.1.7
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Channel Release

41.5.1.1.1.7.1
Conformance requirements

If the MS receives a CHANNEL RELEASE message during the packet access procedure, the MS shall abort the packet access procedure, stop timer T3148 and proceed with the RR connection release procedure. The MS shall then attempt an establishment of the uplink TBF.

References

3GPP TS 04.18/44.018 sub-clauses 3.4.13 & 3.4.22.1.1.3.2

41.5.1.1.1.7.2
Test purpose

To verify that the MS aborts the packet access procedure when the MS receives a CHANNEL RELEASE message before the expiry of T3148, completing the release before re-attempting the establishment of the uplink TBF.

41.5.1.1.1.7.3
Method of test

Initial Conditions

System Simulator:

1 cell, DTM supported

Mobile Station:

The MS is in the active state (U10) of a call.
The MS is in the state "idle, updated, GMM-registered" with a TMSI and P-TMSI allocated, SPLIT PG CYCLE negotiated and the PDP context 1 activated.

Related PICS/PIXIT Statement(s)

-
Support of DTM.

Test Procedure

The MS, whilst in dedicated mode, is triggered to initiate packet uplink data transfer in RLC acknowledged mode and sends a DTM REQUEST message. On receiving the DTM REQUEST message, requesting uplink resources, the SS orders the MS to release the CS connection.  The MS releases lower layer resources and then requests uplink packet transfer using the normal dynamic allocation two phase access.

Maximum Duration of Test

5 minutes

Expected Sequence

Step
Direction
Message
Comments

1
MS

MS in state U10, utilising Timeslot N for CS connection (Timeslot chosen arbitrarily by test house)

2
MS

Trigger the MS to initiate an uplink packet transfer containing 1000 octets.

3
MS->SS
DTM REQUEST


4
SS->MS
CHANNEL RELEASE
This message is received before expiry of timer T3148.

5

{Uplink dynamic allocation two phase access}
Macro

6
MS<->SS
{ Uplink data transfer }
Macro - Completion of the 1000 octets of Data.
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