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41.5.1.1.1.3
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / DTM reject

41.5.1.1.1.3.1
Conformance requirements

On receipt of the DTM REJECT message within T3148, the upper layers of the MS are notified of a packet resource establishment failure and starts timer T3142 with the value allocated in the DTM REJECT message.

The MS shall not request packet access in the same cell until T3142 expires. 

References

3GPP TS 04.18/44.018 sub-clause 3.4.22.1.1.3.3

41.5.1.1.1.3.2
Test purpose

To verify that when the MS receives a DTM REJECT message, the MS does not attempt to re-acquire uplink packet resources for a period specified by a wait indication (T3142), contained in the DTM REJECT message.

41.5.1.1.1.3.3
Method of test

Initial Conditions

System Simulator:

1 cell, DTM supported

Mobile Station:

The MS is in the active state (U10) of a call on cell A.
The MS is GPRS idle with a P-TMSI allocated and the PDP context 1 activated.

Related PICS/PIXIT Statement(s)

-
DTM Multislot Class 1;

-
DTM Multislot Class 5; 

-
DTM Multislot Class 9.

Test Procedure

The MS, whilst in dedicated mode, is triggered to initiate packet uplink transfer data in RLC acknowledged mode and sends a DTM REQUEST message. On receiving the DTM REQUEST message, the SS returns a DTM REJECT message, simulating the inability to allocate the requested packet resource. The DTM REJECT message includes a wait indication (T3142) specifying that the MS is to wait 100 seconds before being allowed to re-request resources. The MS is again prompted to initiate an uplink TBF before the wait indication has expired, it is then tested that the MS does not try to access the network until the Wait Indication has expired.

MS of type DTM Multislot class 1 shall follow only complete test for k=1, whereas MSs of types DTM Multislot class 5 or 9 shall complete testing for k=1 and k=2.

Maximum Duration of Test

5 minutes

Expected Sequence

The test sequence is repeated for k = 1,2.

Step
Direction
Message
Comments

1
SS

MS in state U10, utilising Timeslot N for CS connection (Timeslot chosen arbitrarily). When:

k=1, Channel Type=TCH/H;

k=2, Channel Type=TCH/F.

2
MS

Trigger the MS to initiate an uplink packet transfer containing 1000 octets.

3
MS->SS
DTM REQUEST


4
SS->MS
DTM REJECT
SS sends message before Timer T3148 expiry, with “Wait Indication” set to 100 seconds.

5
SS

Waits 30 seconds

6
MS

Trigger the MS to initiate an uplink packet transfer containing 1000 octets.

7
SS

Monitors the MS, checking that the MS does not try and establish an uplink TBF until at least 100 seconds after the DTM REJECT message was passed to the MS.
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