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7.5.1.
Opening of the meeting

The meeting was held on 27-29 August 2002 in Los Angeles (USA) hosted by the North American Friends of 3GPP. The chairman Mr. Rönbeck opened the meeting at 09.00.

7.5.2. Approval of the Agenda

The agenda is included in GP-022124 and it was agreed.

Traditional GSM issues will be done on Tuesday. GPRS issues will be treated on Wednesday. The chairman announced that there will be a joint meeting with WG4 on Wednesday morning at 8.30. Tdocs allocated to both groups will be treated in the joint meeting. The report from the joint session is included in an annex of this report.

It was noted that Tdocs GP-022144 and GP-022450 were allocated to WG4 but they shall be treated in WG5. In the same way, Tdoc GP-022198, allocated to WG5 shall be treated by WG4.

7.5.3. Approval of the Report of the Previous Meeting

The report from the last meeting was included in GP-021855, comments received were included in the report from GERAN. The report was agreed.

7.5.3.1
Review of action items from the previous meeting

	Responsible
	AP description
	Status

	Ericsson
	AP8.2: To clarify steps 18 and 19 in the expected sequence of 70.2.4 and clarify the timing difference between several cells in the default conditions.
	To be treated at this meeting. GP-022204

	Ericsson and Qualcomm
	AP8.3: To check all the references and conformance requirements in the LCS test cases.
	To be treated at this meeting. GP-022470, 423.

	Qualcomm and Ericsson
	AP9.3: Qualcomm and Ericsson will review if optional elements in message contents shall be included in the specific message contents.
	Open.

	Qualcomm
	AP9.4: Qualcomm to check all section 70 for these errors.
	To be treated at this meeting. GP-022423

	Racal
	AP10.1: Racal to check the release from which the AMR tests are applicable.
	The answer is R98. Closed.

	Panasonic
	AP10.2: Panasonic to clarify the auto-attach condition.
	Closed.

	Ericsson
	AP10.3: Ericsson to produce a CR to 51.010-1 to indicate if the sections are relevant to E-OTD or AGPS.
	Open


7.5.4
Letters / Reports from other groups

7.5.4.1 TSG-CN, TSG-RAN, TSG-SA, TSG-T and PCG/OP

None.

7.5.4.2 From Partners and their bodies

None.

7.5.4.3 Others

None.

7.5.5
Technical work

7.5.5.1 GSM

GP-022125: CR 51.010-1-916 Addition of test of short message type 0 REL-5

Vodafone proposed a new test for short message type 0 Rel-5. This test already exists for previous releases but due to a change in the Rel-5 core specifications new conformance requirement is added to the test for Rel-5 (the MS shall discard the content of the SMS) and therefore is proposed as a separate test case. It was noted that the same test was approved at the last T1 meeting.

Comments:

· The current version in the cover page shall be 4.9.0 and not 5.0.0.

· The term 'MS' shall be used instead of 'UE'. 

· 3GPP TS 03.40 does not exits for Rel-5 and shall be removed from the reference clause.

· The PICS shall be changed to 'MS supporting SMS'.

The CR was revised in GP-022624 and agreed as CR916 rev1.

GP-022126: CR 51.010-2-066 Applicability Table B.1: Addition of test of short message type 0 REL-5

Vodafone proposed the corresponding change to the applicability table.

Comments:

· The term 'MS' shall be used instead of 'UE'. 

· This test case shall also be applicable to MSs not being able to display the messages or storing the message (i.e. "black boxes"). The applicability shall be the same as for the test case for previous releases.

· This applicability shall also be aligned in the T1 specs. Mr Schulze took the action.

AP11.1: Vodafone to change the applicability of the test for short message type 0 in the T1 specifications.

The CR was revised in GP-022625 and agreed as CR066 rev1.

GP-022281: CR 51.010-1-778 rev 1 AMR layer 3 tests, handover failure

Cingular Wireless / Racal Instruments proposed some changes already presented at the last meeting and including the comments already received at that time. The CR is proposing a new test to check the handover failure due to layer 1 failure for AMR codec types.

Comments:

· For new test cases, the test sequence shall specify everything that the MS shall do and everything the SS shall check. This issue will be discussed later in the meeting.

· It was clarified that it is valid to have MS that is half rate only or full rate only although it is not very likely that anyone will implement mobiles only half rate or only full rate. 

· It was clarified that for the MS, both AMR half rate and AMR full rate are optional. 

· It was clarified that 'multirate version 1' means support of at least AMR full rate or AMR half rate.

· Full rate version 1 shall be deleted and half rate version 3 shall be included in the PICS

· Each of the steps M shall indicate what type of coded is used.

· It was clarified that 'Multirate Configuration unspecified' means that you use the configuration that you had last time.

· Vodafone suggested to create another loop (M=7) for HO to half rate version 1 for completeness.

· The test purpose shall include the checking to the old channels.

· Although this was already discussed at the last meeting, it was agreed to move this test case to the AMR section 26.16.

· The PICS referring to the GSM bands shall be removed.

· The numbering of the expected sequence shall start with '1' instead of '0'.

· Default message contents shall be added in 26.16.10. The specific message contents section will contain only what is different from the default message contents.

AP11.2: Racal to include new default message contents for AMR in 26.16.

· The PICS 'Support for state U10 of the Call Control protocol' will be supported for all the MS for which this test case is applicable, therefore, it shall be removed.

· The test case shall introduce the variable K to be used as: K=1 for AMR full rate and K=2 for AMR half rate.

· For M=1 we have to specify the types of channels.

The CR will be revised in GP-022626.

GP-022626: CR 51.010-1-778 rev 2 AMR layer 3 tests, handover failure

Comments:

- 'AMR signalling' can be removed from the title

- The test procedure is making reference to checking the power level but this is not included in the conformance requirement or expected sequence. It was agreed to remove it from the test procedure.

The CR was revised in GP-022748 and agreed as CR778 rev3.

GP-022266: CR 51.010-1-969  Section 26.6.5.1 Handover / successful / active call / non-synchronized

Rohde & Schwarz proposed to correct the specific message contents for mobile phones supporting GSM 700 to use Frequency List after time field to allocate frequency-hopping frequencies. 

The CR was agreed.

GP-022267: CR 51.010-1-970  Section 26.11.2.1 Multiband signalling / RR / Immediate assignment Procedure

Rohde & Schwarz proposed the change the setting of Early Sending Classmark Control bit. 

Comments:

· Motorola commented that the value shall be changed to 'high' instead of '1'.

· In the cover page, the releases affected shall say Ph2 and later.

· It was noted that the consequences if not approved are not completely right, since the procedures are not affected by the changes. There is a mismatch between the conformance requirement and the test procedure.

The CR was revised in GP-022627 but the document number was not updated therefore the CR was revised again in GP-022628 and agreed as CR970 rev2.

GP-022268: CR 51.010-1-971  Section 26.11.2.2.1 Multiband signalling / RR / Handover / successful / active call / non-synchronized

Rohde & Schwarz proposed to change test cases for multiband mobile phones supporting 700/1900 and 850/1900 to use Frequency List after time field to allocate frequency-hopping frequencies.

The CR was agreed.

GP-022144: CR.51.010-1-923  Sec. 26.16.1  Inband Signalling, Downlink Codec Adaptation

Siemens, Racal Instruments proposed to change the threshold values for TCH/AFS codec modes. The actual values make diffucult for the MS to decide which codec to use and there is a codec that it is never used.

The CR was agreed.

GP-022282: CR 51.010-1-779 rev 1 AMR layer 3 tests, MT early assignment specified ICM

Cingular Wireless / Racal Instruments proposed a new test that was already presented at the last meeting. Comments received have been included in this revision.

Comments:

- It was noted that the applicability in 51.010-2 is wrong, as it is stated R99 but it shall be R98.

- The differences between this test case and the one without the specified initial codec mode (26.16.3) shall be clearly identified in the test purpose.

- In the step B13 of the Expected Sequence,  the sentence "SS allocates..." shall be deleted.

- In step 18, 'default' shall be removed from the sentence 'using the default codec mode specified'.

- In the PICS, 'full rate version 1' shall not be included since it is mandatory.

- The cover page shall specify that 51.010-2 is affected by the change.

The CR was revised in GP-022629 and agreed as CR779 rev2.

GP-022280: CR 51.010-1-777 rev 1 AMR layer 3 tests, MO late assignment no ICM

Cingular Wireless / Racal Instruments proposed a new test that was already presented at the last meeting. Comments received have been included in this revision.

Comments:

- After step 16, the test case shall verify that the correct initial codec is used. This checking shall be done in step 18.

- The conformance requirement from 05.09 shall be included. Mr Ronbeck explained that the conformance requirement and test purpose shall only include the part of the core specifications relevant to the test.

- Half rate version 3 is not mentioned in the test case.

- Test case 26.16.4 shall also be modified in the same way. This will be included in the revision of the document.

The CR was revised in GP-022630 and agreed as CR777 rev2.

GP-022141: CR 51.010-1-920 AMR RATSCCH tests applicability of half rate

Cingular Wireless, Racal Instruments proposed to extend the test case to test RATSCCH half rate messaging.

Comments:

- Many messages are specified in the wrong direction (e.g. SETUP, CALL PROCEEDING, DISCONNECT)

- Under the Specific Message Contents for the ASSIGNMENT COMMAND, the value specified does not exist.

- PICS for half rate is missing.

- Instead of the sentence 'The test is run for both Full Rate and Half Rate channel assignment' the variable K shall be used for repetitions of the Expected sequence.

The CR was revised in GP-022631.

GP-022631: CR 51.010-1-920 rev 1 AMR RATSCCH tests applicability of half rate

Nokia made the following comments:

- In test case 26.16.9.2, the second conformance requirement is not completely reflecting the core specifications in 05.09, 3.2.2.3.2.

- In test case 26.16.9.4, the same comment as before, plus there is no need for step 7 of the test procedure.

- In test cases 26.16.9.6, the same comment for the conformance requirement
- In test cases 26.16.9.7, step 5 is not correct since the AMR_CONFIG_REQ will not trigger an ACK_UNKNOWN response.

The CR was revised in GP-022749 and later in GP-022750 and agreed.

GP-022142: CR 51.010-1-921 AMR RATSCCH expiry of REQ_Activation counter

Cingular Wireless, Racal Instruments proposed to add new tests to verify correct behaviour of MS when presented with REQ prior to expiry of REQ_Activation counter and to verify correct behaviour of MS when a transaction is initiated in an invalid manner.

Comments:

- After step 18 it shall be verified that the MS uses the correct parameters.

- Reference shall refer to 05.09.

- The same comments as before for PICS and use of K counter.

- Values in SETUP message shall be identified for different values of K counter.

- After each of step 15, 16 and 17, some waiting time is needed for the SS to checked that nothing incorrect if received.

- It was clarified that the test is needed for half and full rate because the structure of the messages is different.

The CR was revised in GP-022632 and agreed as CR921 rev1.

GP-022143: CR 51.010-1-922 AMR RATSCCH expiry of REQ_Activation counter

Cingular Wireless, Racal Instruments proposed a new test to verify correct behaviour of MS when requested to change in-band phase.

Comments:

- Everything that has to be checked shall be included in the expected sequence.

- Remove internal comments.

- In the Specific Message Contents, the first column shall be called 'Information Element' instead of 'Field'.

The CR was revised in GP-022633 and agreed as CR922 rev1.

GP-022283: CR 51.010-1-780 rev 1 AMR layer 3 tests, channel mode modify

Cingular Wireless / Racal Instruments proposed a revision of a test case already presented at the last meeting. This CR is adding a new test for AMR channel mode modify combinations.

Comments:

- The number given to the test case is wrong. The comment at the last meeting was that clause 26.16.0 shall be used for the default message contents and new test cases can be added at the end of clause 26.16.

- A verification step after CHANNEL MODE MODIFY ACK is needed.

- In the Specific Message Content of CHANNEL MODE MODIFY ACKNOWLEDGE, 'Channel mode' shall be changed to 'Codec mode'.

- It was noted that the second test purpose is not tested in the test procedure. It was agreed that this test purpose will not be included in the test. The corresponding conformance requirement will be also deleted from the test.

- In the PICS/ PIXIT, the different frequency bands, bearer capabilities and channel mode supported by the MS shall be removed.

- In the Specific Message Content for CHANNEL MODE MODIFY, the values for Multi-Rate configuration shall refer to 'no initial codec mode'.

- Uplink messages shall not be included in the Expected Sequence. Information elements to be checked shall be included as comments in the expected sequence.

- To specify in the Specific Message Content for CHANNEL MODE MODIFY, that the channel description is not changed from steps 3 (for TCH/F) and 20 (for TCH/H).

The CR was revised in GP-022634 and agreed as CR780 rev2.

GP-022450: CR 51.010-2-080 Addition of new layer 3 tests to matrix

Cingular Wireless / Racal Instruments proposed to add the new test cases in the applicability table. 

Comments:

- All the AMR test cases shall be R98 instead of R99.

- The test cases proposed as 26.16.0 shall be renumber to 26.16.10 and included in the applicability table. At the same time, the default message content clause (26.16.10) shall be renumber as 26.16.0.

- Test case 26.16.9.7 is duplicated in the table.

The CR was revised in GP-022635 and agreed as CR080 rev1 but it was noted that some PICS introduced in the new tests were missing. These will be included at the next meeting.

AP11.3: Racal to include in the PICS tables missing support of speech versions for AMR 

GP-022343: CR 51.010-1-1026  Correction of Test Purpose, Test Procedure and Expected Sequence for clause 26.7.5.7.2 - MM connection / abortion by the network / cause not equal to #6 - Rel-4

Nokia proposed to remove the DISCONNECT procedure from the test case and to add the check for valid TMSI in MS in order to be in line with the core specifications. It was noted that this error have not been discovered before because the test was never implemented.
The CR was agreed.

GP-022188: CR 51.010-1-959 26.16.4 Add support for speech half rate version 3

Anite Telecoms proposed to change the speech versions specified as full rate version 1, 2 and 3 or half rate version 1 to full rate version 3 and if supported, half rate version 3 also.

Comments:

- PICS/PIXIT is missing for half rate since it is optional.

- The PICS 'full rate version 1' is not needed since it is mandatory, the PICS for half rate shall be added.

- The use of M has to be explained in the test case. It is recommended to use K=1 for full rate and K=2 for half rate. This shall be done in the same way is proposed for the CRs from Racal.

The CR was revised in GP-022695 and withdrawn.

GP-022189: CR 51.010-1-960 26.16.5.1 Splitting the combined 1800/1900 band test cases into separate 1800 and 1900 band test cases

Anite Telecoms proposed to solve an ambiguity in the test case specification regarding Handover between 1800 and 1900 bands.

The CR was agreed.
GP-022190: CR 51.010-1-961 26.16.5.2 Removing the test cases with handover between 900 and 1900 bands

Anite Telecoms proposed to remove test cases with handover between 900 and 1900 bands since there is no requirement for them.

The CR was agreed.
GP-022191: CR 51.010-1-962 26.16.5.3 Replacing the cell parameter "900 or 1800 or 1900" and "700 or 850 or 1900" with  "Frequency Band"

Anite Telecoms proposed to replace cell parameters “900 or 1800 or 1900” and “700 or 850 or 1900” with “Frequency Band” to add clarification.
The CR was agreed.
GP-022192: CR 51.010-1-963 26.16.6.1 Handling of non-supported AMR versions

Anite Telecoms proposed that the test procedure should be repeated only for speech full rate version 3 and if supported, speech half rate version 3 also.

Comments:

- Nokia noted that the repetition of the test for all channel rates (=codec rates) has also been deleted but this seems to be OK since this is an emergency call test and there is no need to test all the channel rates.

- Sequence counter to specify how many times we repeat the expected sequence and what parameters are used.

-  Mr Ronbeck noted that the test purpose seems to be too long since basically, the test purpose is to verify that we can set up and emergency call in a AMR channel

The CR was revised in GP-022696 and withdrawn.

7.5.5.2 GPRS

GP-022165: CR 51.010-1-936 40 Current Cell ARFCN missing from BA list in SI2

Anite Telecoms proposed to add the missing ARFCN of BCCH of current cell to BA lists in SI2 / SI2ter.
The CR was agreed.

GP-022166: CR 51.010-1-937 40 Inconsistent use of BSIC in PSI3

Anite Telecoms proposed to correct a wrong value of BSIC.

The CR was agreed.

GP-022529: CR 51.010-1 Section 40 GPRS default conditions, message contents and macros

Rohde & Schwarz proposed to correct of definitions in Packet System Information messages for cell B and to add the cell ID definitions in PSIs for cells C, D, E, F.

The CR was agreed.

GP-022168: CR 51.010-1-939 44.2.3.1.5 Allow GPRS Suspension Request during IMSI Detach Procedure

Anite Telecoms proposed to modify the expected sequence to include a GPRS Suspension Procedure (and subsequent Resumption) for an MS in operation mode B when performing an IMSI Detach before the GPRS Detach.

Comments:

- It was clarified that for a class B MS, it is mandatory to make a GPRS suspension procedure, what is in line with the test case making now mandatory that the MS does a GPRS suspension procedure. The test spec does not cover class A MS.

The CR was agreed.

GP-022344: CR 51.010-1-1027  Correction of Step 36 of the Expected Sequence for clause 44.2.3.2.3 - Combined routing area updating / RA only accepted - Rel-4

Nokia proposed the same change approved at a previous meeting but that was forgotten in another step of the expected sequence. It was clarified that in this test case we have no timing requirements.

The CR was agreed.

GP-022135: CR 51.010-1-919 Section 44 - Corrections to GMM test cases to take into account the different implementations of a "non-auto attaching" MS

Matsushita proposed this CR as a result of an action point from the last meeting. The result of the action is that there are several possible interpretation of how a non auto attaching MS should behave. To cover all the interpretarions, it is proposed to modify 8 test cases. The different behaviour are catch by the use of two new PICS.

Comments:

- For test case 44.2.1.2.2, Siemens did not see the use of introducing the new PICS that just covers one specific situation. The meeting agreed to keep it optional.

- For test case 44.2.1.2.6, Siemens said the problem here was due to an ambiguity in the core spec. It seems that this ambiguity will be fixed by a CR in the core specifications, therefore they propose to reject the introduction of the PICS and to present a CR to the test once the core specifications have been clarified at the next meeting. The meeting agreed not to change the test case at this meeting.

- For test case 44.2.1.2.7, Siemens agreed with the inclusion of the PICS 'GPRS attach attempted automatically due to outstanding request from handset operator' but did not fully agree with the wording of the PICS because it seems ambiguous.  

At this point of the review if was concluded that the PICS 'GPRS bearer preferred under GPRS error conditions' is not needed.

The CR was revised in GP-022688 and agreed as CR919 rev1.

GP-022136: CR 51.010-2-069 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour

Matsushita proposed the corresponding changes to 51.010-2. Based on the discussion on the above document, the CR was revised in GP-022689 before its presentation.

GP-022689: CR 51.010-2-069 rev 1 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour

It was noted that the PICS for the specification of the release were not correctly specified. They shall be included in a separate table where a value for the release can be included. 

The CR was revised in GP-022747 and agreed as CR069 rev2.
GP-022416: CR 51.010-1-1043  Correction to section 44.2.3.2.7 – Combined routing area updating / abnormal cases / attempt counter check / procedure timeout

Setcom proposed to correct the value of the 'Update type' IE depending on the execution or not of the Location Update Procedure.

Comments:

- It was noted that the correct value is not clear as there is an ambiguity in the core specifications. The meeting decided to remove the checking of the value of 'Update type' as it does not have any impact in the test.

The CR was revised in GP-022690 and agreed.

GP-022161: CR 51.010-1-932 44.2.5.1.2  Attach after Location Update

Anite Telecoms proposed to create a new test step to implement the LAU after the Attach procedure.

Comments:

- It was noted that this change makes clearer the test procedure.

The CR was agreed.

GP-022345: CR 51.010-2-075 Correction of editorial errors in TS 51.010-2

Cetecom proposed correction to the PICS tables related to GPRS and EGPRS to correct the pre-requisites for SAT, and to change the selection expression for one GPRS test.

Comment:

- It was noted that for the GPRS test, the explanatory text does not match the new Boolean condition.

The CR was revised in GP-022693 and agreed as CR075 rev1.

GP-022687: CR 51.010-1-926 rev 1 Sec. 45.5.1 Error cases

Siemens proposed to add the conformance requirement for R99 onwards and to adapt the rest of the test accordingly. To distinguish between releases, the PICS "MS GPRS release" is used.

Comments:

- It was noted that the PICS "MS GPRS release" is not included in 51.010-2.  Panasonic volunteered to include the PICS in their CR GP-022689. The PICS for AMR and EGPRS release will also be included.

- The reference to 04.07 for the R99 conformance requirement is wrong, it should refer to 24.007 instead.

- It was felt that the actual steps applicable for each release were not clearly specified. It was recommended to split the step in 'A' (for R98 and earlier) and 'B' (for R99 and later) sequences.

The CR was revised in GP-022694. It the revision it was noted that the split of the sequence was wrong and the comments to split the sequences was wrong. The CR was revised again in GP-022697. It was noted that this new revision had 'MS GPRS Release yes/no' what is not correct, since this PIXIT will contain the value of the release supported. It was also suggested that the sequence can be improved by adding a new step 19B where the MS check for a time of period that nothing is return from the MS. The CR was revised again in GP-022746 and agreed as CR926 rev4.

7.5.5.3 DTM

GP-022492: DTM Work Plan

Vodafone presented an update of the DTM work plan. The document was noted.

GP-022285: CR 51.010-1-975 Intra frequency reallocation of CS resources / Assignment Cmd

Vodafone proposed a new test for DTM.

Comments:

- Initial conditions: the frequency shall refer to first and second default frequency, instead of specifying specific ARFCN values.

- DTM multi-slot class is a new concept different from multislot class. In R99 there are 3 classes.

- It has to be specified that the ASSIGMENT COMMAND is sent before the completion of the macro.

The CR was revised in GP-022637 and agreed as CR975 rev1.

GP-022622: CR 51.010-1-976 rev 1 Intra frequency reallocation of CS resources / Handover

Vodafone proposed a new test for DTM.

Comments:

- In step 1, the reference to ARFCN shall not be mentioned.

- Handover command shall be sent during the macro.

The CR was revised in GP-022638 and agreed as CR976 rev 2.

GP-022287: CR 51.010-1-977 Handover to same routeing area whilst in dedicated mode & MM Ready / Completed on the main DCCH

Vodafone proposed a new test for DTM. 

The CR was agreed.

GP-022288: CR 51.010-1-978 Handover to same routeing area whilst in DTM with DL TBF only

Vodafone proposed a new test for DTM.

Comments:

- Handover command shall be sent during the macro.

The CR was revised in GP-022639 and agreed as CR978 rev1.

GP-022289: CR 51.010-1-979 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case

Vodafone proposed a new test for DTM.

Comments:

- The uplink and downlink macro shall be in parallel. This is not reflected with the actual macros, therefore a new macro may have to be created.

The CR was revised in GP-022640. In this revision, one of the macro was replaced by several messages sending blocks of data and an ACK. Mr Rönbeck said that it is enough to send just one data block and ask for ACK. It was checked that in the default message contents the PACKET DOWNLINK ASSIGNMENT is set for acknowledge. The CR was revised in GP-022698 and agreed as CR979 rev2.

GP-022290: CR 51.010-1-980 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Abnormal case / Handover Failure

Vodafone proposed a new test for DTM.

Comments:

- Same comment as previous document.

The CR was revised in GP-022681 but the revision had the same problem as the previous document. The CR was revised again in GP-022699 but the sequence number in the expected sequence were not updated, therefore it was revised again in GP-022700 and agreed as CR980 rev3.

GP-022291: CR 51.010-1-981 Handover to different routeing area whilst in DTM / Performed on TBFs / RAU complete before CS release

Vodafone proposed a new test for DTM.

Comments:

- Handover command shall be sent during the macro.

The CR was revised in GP-022682 and agreed as CR981 rev1.

GP-022292: CR 51.010-1-982  Handover to different routeing area whilst in DTM / Performed on TBFs / CS release before RAU complete

Vodafone proposed a new test for DTM.

Comments:

- Same comment as before.

- In step 12, include a comment to indicate which channel is released.

- It was noted that when testing layer 3, we try not to include messages from lower layers. Instead, this can be indicated as a comment.

The CR was revised in GP-022683 and agreed as CR982 rev1.

GP-022621: CR 51.010-2-071 rev 1 DTM additons to the PICS proforma tables for GSM mobile stations.

Vodafone proposed the corresponding changes to the PICS tables for the DTM test cases.

Comments:

- It was clarified that if the MS is DTM multislot class 9, it must also be 5 and 1; and if the MS is DTM multislot class 5, it must also be 1. It was questioned if this is clearly indicated in the PICS tables. For the test cases that we have seen at the moment it seems to be no problem. It is expected that there will be no problem until Rel-4 test cases.

- It was noted that the release shall be Rel-4 instead of R99.

The CR was agreed as CR071 rev1.

GP-022294: CR 51.010-2-072 DTM additions to the test applicability tables for GSM mobile stations (WG5).

Vodafone proposed the applicability table for the test cases presented at this meeting and some other test cases to be proposed later. 

Comments:

- It was noted that the definition of the conditional conditions is included in a document to be presented at WG4 (GP-022320).

The CR was agreed.

GP-022284: CR 51.010-1-974 Addition of new default messages, for DTM, to section 40

Vodafone proposed the corresponding default messages for DTM.

- It was clarified that PACKET SYSTEM INFORMATION TYPE 14 is only to be broadcasted if DTM is supported in the cell. This clarification shall be included in section 40.

- It has to be checked if we have to specify PSI message scheduling. 

- It has to be checked if we are using the higher layer defaults for the setting up of cells. At the moment, the default messages for higher layer in clause 40.3 are not applicable to the DTM test cases.

The CR was revised in GP-022684.

GP-022684: CR 51.010-1-974 rev 1 Addition of new default messages, for DTM, to section 40
It was clarified that PSI14 is sent in the PACCH while in DTM and not in the PBCCH, therefore there is not need to update the PSI scheduling

The CR was agreed but more changes are needed to section 40 since we are including R99 changes in the GPRS default section. Nokia noted that the entire section 40 is not updated to R99 yet.

It has to be decided if we are going to update section 40 directly to R99 or if we are going to distinguish between default messages for R97 or R99. In principle, a R97 MS will ignore any R99 updated made to section 40 but it is not clear if according to the procedures we are allowed to test a R97 MS using R99 messages.

AP11.4: All to evaluate whether it is better to update section 40 to R99 or whether to duplicate section 40 to R97.

What default are we going to use? As it is at the moment, section 47 will be run with the normal default and not with the higher layer default. The advantages of the higher layer defaults if that we get simpler configurations. It was decided to leave it as it is at the moment.

The CR was agreed as CR974 rev1.

7.5.5.4 GSM-3G handovers and multimode operation

GP-022623: CR 51.010-1-1063 rev 1 Corrections to Section 60 2G to 3G handover test cases

Motorola proposed some changes in order to update to the June 02 version of the core specification as it has been done for the corresponding T1 test cases. Therefore, all the 2G<>3G handover test cases are updated to June 02 core specifications.

The CR was agreed as CR1063 rev1. 

7.5.5.5 Location Services (LCS)

GP-022422: CR 51.010-1-1044 Basic Self Location Test case for Assisted GPS

Qualcomm proposed a new test case for A-GPS LCS.

Comments:

- It was questioned if the reference to TS 22.071 is correct, since this is an stage 1 specifications and normally we only refer to Stage 3 specification. The first two references shall be removed since they are not used in the conformance requirement. The reference to 04.31 shall be included in clause 2 of 51.010-1.

AP11.5: Qualcomm to check that all the references to LCS test cases are included in clause 2 of 51.010-1 (reference clause)

- The test purpose is not clearly specified. The 'when' shall be deleted from it. 

- Qualcomm noted that the conformance requirement is wrong since it shall refer to FACILITY message and that a sixth requirement shall be added.

- One FACILITY message is missing between steps 12 and 13.

- Motorola noted that some clean up is needed. The emphasis shall be in what the test case wants to test.

- The conformance requirement shall include that the MS shall send a RELEASE COMPLETE. 

The CR was revised in GP-022685 and agreed as CR1044 rev1.

GP-022472: CR 51.010-1.1062  Clause 70.3 - EOTD MOLR

Motorola proposed a new test for Mobile Originated Location Request.

Comments:

- This is a R98 test case and there are references that are not valid for R98.

- Uplink messages shall not be specified in the Specific Message Contents. If anything in these messages have to be checked if must be indicated as a comment.

- It was clarified that the conformance requirement should not specify anything related to the SS.

- PICS/PIXIT statements shall be included after the Initial conditions.

- It was agreed to change 'shall' to 'may' in the test procedure for the display of the LCS-MOLR Return Result.

The CR was revised in GP-022686 and agreed as CR1062 rev1.

GP-022423: CR 51.010-1-1045 Corrections to NI-LR and MT-LR Assisted GPS test cases

Qualcomm proposed some editorial corrections to NI-LR and MT-LR Assisted GPS test cases.

The CR was agreed.

GP-022424: CR 51.010-2-077 Applicability Table Update

Qualcomm proposed to add a new test case for Basic Self Location to the applicability table.

The CR was agreed.

GP-022470: CR 51.010-1-1061  Revision of  references and conformance for E-OTD MT-LR test case

Ericsson proposed a reorganization of the references.

Comments:

- It was question is there is a need of keeping the display of the LCS client name by the MS. Qualcomm confirmed that this is a requirement in the core specifications (03.71, subclause 7.6.1).

- Some more update is needed in all the LCS test cases from Ericsson.

AP11.6: Ericsson to make further changes to all LCS test cases. The conformance requirement has to be taken from core specs; test purpose and test procedures will have to be modified accordingly; in the expected sequence, several comments have to be deleted and step have to be checked; in specific message contents, classmark change has to be deleted in several cases and RRLP is not complete yet.

The CR was agreed.

GP-022204: CR 51.010-1-965  Revision of E-OTD Emergency Call NI-LR test case

Ericsson proposed to correct the references to the conformance requirements; adjust the timing difference for the RRLP Measure Position Request in test sequence steps 18, 19 and to delete the specific message contents for CLASSMARK CHANGE since this is an uplink message.

The CR was agreed.

GP-022473: CR 51.010-2-081  Applicability table for EOTD MOLR test cases

Motorola proposes the applicability table for the new LCS test cases.

The CR was agreed.

7.5.5.6 New Areas

None.

7.5.6 Letters to other groups

None.

7.5.7
Work plan and future meetings

The next meeting will be in Sophia Antipolis from 19th to 21st November 2002.

7.5.8
Any other business

GP-022636: Information about LS to OMA IOT on application level testing

Vodafone presented this LS that have been sent to OMA by a group of companies asking OMA for guidance on the applicability level testing and asking for possible collaboration in the future. 

Some background on the issue was given: There have been discussions in GERAN and T on what to do what the testing of application level testing. This is seen as wanted by customer. OMA is the Open Mobile Alliance and their aim is to ensure compatibility of applications. It was founded in May or June. One of its subgroup is the Interoperability Group.

Mr Schulze explained that this LS will be treated this week at the OMA meeting. He will forward to GERAN WG5 their answer.

The document was noted.

7.5.9.
End of the meeting

The meeting was closed at 10.15 on Thursday. 
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	Vodafone
	7.5.5.3
	 
	agreed

	GP-022684
	CR 51.010-1-974 rev 1 Addition of new default messages, for DTM, to section 40
	Vodafone
	7.5.5.3
	 
	agreed

	GP-022685
	CR 51.010-1-1044 rev 1 Basic Self Location Test case for Assisted GPS
	Qualcomm
	7.5.5.5
	 
	agreed

	GP-022686
	CR 51.010-1-1062 rev 1 Clause 70.3 - EOTD MOLR
	Motorola
	7.5.5.5
	 
	agreed

	GP-022687
	CR 51.010-1-926 rev 1 Sec. 45.5.1 Error cases
	Siemens
	7.5.5.2
	2694
	revised

	GP-022688
	CR 51.010-1-919 rev 1 Section 44 - Corrections to GMM test cases to take into account the different implementations of a "non-auto attaching" MS
	Matsushita
	7.5.5.2
	 
	agreed

	GP-022689
	CR 51.010-2-069 rev 1 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour
	Matsushita
	7.5.5.2
	2747
	revised

	GP-022690
	CR 51.010-1-1043 rev 1 Correction to section 44.2.3.2.7 – Combined routing area updating / abnormal cases / attempt counter check / procedure timeout
	Setcom
	7.5.5.2
	 
	agreed

	GP-022693
	CR 51.010-2-075 rev 1 Correction of editorial errors in TS 51.010-2
	Cetecom
	7.5.5.2
	 
	agreed

	GP-022694
	CR 51.010-1-926 rev 2 Sec. 45.5.1 Error cases
	Siemens
	7.5.5.2
	2697
	revised

	GP-022695
	CR 51.010-1-959 rev 1 26.16.4 Add support for speech half rate version 3
	Anite Telecoms
	7.5.5.1
	 
	withdrawn

	GP-022696
	CR 51.010-1-963 rev 1 26.16.6.1 Handling of non-supported AMR versions
	Anite Telecoms
	7.5.5.1
	 
	withdrawn

	GP-022697
	CR 51.010-1-926 rev 3 Sec. 45.5.1 Error cases
	Siemens
	7.5.5.2
	2746
	revised

	GP-022698
	CR 51.010-1-979 rev 2 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case
	Vodafone
	7.5.5.3
	 
	agreed

	GP-022699
	CR 51.010-1-980 rev 2 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Abnormal case / Handover Failure
	Vodafone
	7.5.5.3
	2700
	revised

	GP-022700
	CR 51.010-1-980 rev 3 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Abnormal case / Handover Failure
	Vodafone
	7.5.5.3
	 
	agreed

	GP-022746
	CR 51.010-1-926 rev 4 Sec. 45.5.1 Error cases
	Siemens
	7.5.5.2
	 
	agreed

	GP-022747
	CR 51.010-2-069 rev 2 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour
	Matsushita
	7.5.5.2
	 
	agreed

	GP-022748
	CR 51.010-1-778 rev 3 AMR layer 3 tests, handover failure
	Cingular Wireless / Racal Instruments
	7.5.5.1
	 
	agreed

	GP-022749
	CR 51.010-1-920 rev 2 AMR RATSCCH tests applicability of half rate
	Cingular Wireless, Racal Instruments
	7.5.5.1
	2750
	revised

	GP-022750
	CR 51.010-1-920 rev 3 AMR RATSCCH tests applicability of half rate
	Cingular Wireless, Racal Instruments
	7.5.5.1
	 
	agreed


Annex C: List of approved CRs

51.010-1

	TDoc
	Title
	Source
	Agenda Item

	GP-022127
	CR 51.010-1-917 Creation of TS 51.010-1 REL-5: Merging of REL-5, REL-4 and R99 and Ph2 protocol test specifications
	Vodafone
	7.5.5.1

	GP-022129
	CR 51.010-1-918 REL-4, Inclusion of pointer to maintained specification
	Vodafone
	7.5.5.1

	GP-022144
	CR.51.010-1-923  Sec. 26.16.1  Inband Signalling, Downlink Codec Adaptation
	Siemens, Racal Instruments
	7.4.5.1.1

	GP-022161
	CR 51.010-1-932 44.2.5.1.2  Attach after Location Update
	Anite Telecoms
	7.5.5.2

	GP-022165
	CR 51.010-1-936 40 Current Cell ARFCN missing from BA list in SI2
	Anite Telecoms
	7.5.5.2

	GP-022166
	CR 51.010-1-937 40 Inconsistent use of BSIC in PSI3
	Anite Telecoms
	7.5.5.2

	GP-022168
	CR 51.010-1-939 44.2.3.1.5 Allow GPRS Suspension Request during IMSI Detach Procedure
	Anite Telecoms
	7.5.5.2

	GP-022189
	CR 51.010-1-960 26.16.5.1 Splitting the combined 1800/1900 band test cases into separate 1800 and 1900 band test cases
	Anite Telecoms
	7.5.5.1

	GP-022190
	CR 51.010-1-961 26.16.5.2 Removing the test cases with handover between 900 and 1900 bands
	Anite Telecoms
	7.5.5.1

	GP-022191
	CR 51.010-1-962 26.16.5.3 Replacing the cell parameter "900 or 1800 or 1900" and "700 or 850 or 1900" with  "Frequency Band"
	Anite Telecoms
	7.5.5.1

	GP-022204
	CR 51.010-1-965  Revision of E-OTD Emergency Call NI-LR test case
	Ericsson
	7.5.5.5

	GP-022266
	CR 51.010-1-969  Section 26.6.5.1 Handover / successful / active call / non-synchronized
	Rohde & Schwarz
	7.5.5.1

	GP-022268
	CR 51.010-1-971  Section 26.11.2.2.1 Multiband signalling / RR / Handover / successful / active call / non-synchronized
	Rohde & Schwarz
	7.5.5.1

	GP-022287
	CR 51.010-1-977 Handover to same routeing area whilst in dedicated mode & MM Ready / Completed on the main DCCH
	Vodafone
	7.5.5.3

	GP-022343
	CR 51.010-1-1026  Correction of Test Purpose, Test Procedure and Expected Sequence for clause 26.7.5.7.2 - MM connection / abortion by the network / cause not equal to #6 - Rel-4
	Nokia
	7.5.5.1

	GP-022344
	CR 51.010-1-1027  Correction of Step 36 of the Expected Sequence for clause 44.2.3.2.3 - Combined routing area updating / RA only accepted - Rel-4
	Nokia
	7.5.5.2

	GP-022423
	CR 51.010-1-1045 Corrections to NI-LR and MT-LR Assisted GPS test cases
	Qualcomm
	7.5.5.5

	GP-022470
	CR 51.010-1-1061  Revision of  references and conformance for E-OTD MT-LR test case
	Ericsson
	7.5.5.5

	GP-022529
	CR 51.010-1-1066 Section 40 GPRS default conditions, message contents and macros
	Rohde & Schwarz
	7.5.5.2

	GP-022623
	CR 51.010-1-1063 rev 1 Corrections to Section 60 2G to 3G handover test cases
	Motorola
	7.5.5.4

	GP-022624
	CR 51.010-1-916 rev 1 Addition of test of short message type 0 REL-5
	Vodafone
	7.5.5.1

	GP-022628
	CR 51.010-1-970 rev 2 Section 26.11.2.1 Multiband signalling / RR / Immediate assignment Procedure
	Rohde & Schwarz
	7.5.5.1

	GP-022629
	CR 51.010-1-779 rev 2 AMR layer 3 tests, MT early assignment specified ICM
	Cingular Wireless / Racal Instruments
	7.5.5.1

	GP-022630
	CR 51.010-1-777 rev 2 AMR layer 3 tests, MO late assignment no ICM
	Cingular Wireless / Racal Instruments
	7.5.5.1

	GP-022632
	CR 51.010-1-921 rev 1 AMR RATSCCH expiry of REQ_Activation counter
	Cingular Wireless, Racal Instruments
	7.5.5.1

	GP-022633
	CR 51.010-1-922 rev 1 AMR RATSCCH expiry of REQ_Activation counter
	Cingular Wireless, Racal Instruments
	7.5.5.1

	GP-022634
	CR 51.010-1-780 rev 2 AMR layer 3 tests, channel mode modify
	Cingular Wireless / Racal Instruments
	7.5.5.1

	GP-022637
	CR 51.010-1-975 rev 1 Intra frequency reallocation of CS resources / Assignment Cmd
	Vodafone
	7.5.5.3

	GP-022638
	CR 51.010-1-976 rev 2 Intra frequency reallocation of CS resources / Handover
	Vodafone
	7.5.5.3

	GP-022639
	CR 51.010-1-978 rev 1 Handover to same routeing area whilst in DTM with DL TBF only
	Vodafone
	7.5.5.3

	GP-022682
	CR 51.010-1-981 rev 1 Handover to different routeing area whilst in DTM / Performed on TBFs / RAU complete before CS release
	Vodafone
	7.5.5.3

	GP-022683
	CR 51.010-1-982 rev 1 Handover to different routeing area whilst in DTM / Performed on TBFs / CS release before RAU complete
	Vodafone
	7.5.5.3

	GP-022684
	CR 51.010-1-974 rev 1 Addition of new default messages, for DTM, to section 40
	Vodafone
	7.5.5.3

	GP-022685
	CR 51.010-1-1044 rev 1 Basic Self Location Test case for Assisted GPS
	Qualcomm
	7.5.5.5

	GP-022686
	CR 51.010-1-1062 rev 1 Clause 70.3 - EOTD MOLR
	Motorola
	7.5.5.5

	GP-022688
	CR 51.010-1-919 rev 1 Section 44 - Corrections to GMM test cases to take into account the different implementations of a "non-auto attaching" MS
	Matsushita
	7.5.5.2

	GP-022690
	CR 51.010-1-1043 rev 1 Correction to section 44.2.3.2.7 – Combined routing area updating / abnormal cases / attempt counter check / procedure timeout
	Setcom
	7.5.5.2

	GP-022698
	CR 51.010-1-979 rev 2 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case
	Vodafone
	7.5.5.3

	GP-022700
	CR 51.010-1-980 rev 3 Handover to same routeing area whilst in DTM with both DL & UL TBFs / Abnormal case / Handover Failure
	Vodafone
	7.5.5.3

	GP-022746
	CR 51.010-1-926 rev 4 Sec. 45.5.1 Error cases
	Siemens
	7.5.5.2

	GP-022748
	CR 51.010-1-778 rev 3 AMR layer 3 tests, handover failure
	Cingular Wireless / Racal Instruments
	7.5.5.1

	GP-022750
	CR 51.010-1-920 rev 3 AMR RATSCCH tests applicability of half rate
	Cingular Wireless, Racal Instruments
	7.5.5.1


51.010-2

	GP-022128
	CR 51.010-2-067 Creation of TS 51.010-2 REL-5: Merging of REL-5, REL-4 and R99 and ... Ph2 protocol test specifications
	Vodafone
	7.5.5.1

	GP-022130
	CR TS 51.010-2-068 REL-4, Inclusion of pointer to maintained specification
	Vodafone
	7.5.5.1

	GP-022294
	CR 51.010-2-072 DTM additons to the test applicability tables for GSM mobile stations (WG5).
	Vodafone
	7.5.5.3

	GP-022424
	CR 51.010-2-077 Applicability Table Update
	Qualcomm
	7.5.5.5

	GP-022473
	CR 51.010-2-081  Applicability table for EOTD MOLR test cases
	Motorola
	7.5.5.5

	GP-022621
	CR 51.010-2-071 rev 1 DTM additons to the PICS proforma tables for GSM mobile stations.
	Vodafone
	7.5.5.3

	GP-022625
	CR 51.010-2-066 rev 1Applicability Table B.1: Addition of test of short message type 0 REL-5
	Vodafone
	7.5.5.1

	GP-022635
	CR 51.010-2-080 rev 1 Addition of new layer 3 tests to matrix
	Cingular Wireless / Racal Instruments
	7.4.5.1.1

	GP-022693
	CR 51.010-2-075 rev 1 Correction of editorial errors in TS 51.010-2
	Cetecom
	7.5.5.2

	GP-022747
	CR 51.010-2-069 rev 2 PICS additions to section A.4.8 to better characterise non auto GPRS attach behaviour
	Matsushita
	7.5.5.2


Annex D: Report from joint session WG4 and WG5

The joint session on Wednesday morning was chaired by Mr Rönbeck and notes were taken by Mrs. Salmerón.

The session was open at 8.30.

GP-022134: PRD G4-03: How to prepare CRs for G4 and G5

Mrs Salmeron presented a revision of the presentation made at the last meeting. 

As some CRs for the creation of Rel-5 are presented at this meeting, the presentation will have to be updated to Rel-5. Mrs Salmeron will do this and create the PRD without further presentation to the meeting.

Mr Clayton pointed out that delegates revising CRs before the meeting shall provide Mr Niels Andersen with the title of the CR including the number of the revision.

Some discussion took place on the utility of the Wednesday deadline for issue of documents, since some delegated sent their contributions at the very last minute, what makes impossible the internal review in some companies. It was agreed that in order to have the same deadline as the rest of the groups, we will go on with the Wednesday deadline, but it is strongly recommended that complicated CRs shall be sent to the reflector at least one week before the meeting.

The PRD was agreed.

GP-022127: CR 51.010-1-917 Creation of TS 51.010-1 REL-5: Merging of REL-5, REL-4 and R99 and Ph2 protocol test specifications

Vodafone proposed to create the merged version of all the releases into Rel-5 since at this meeting there are some test cases for Rel-5 presented for approval.

The meeting agreed that following what we have been doing for the moment, we should close Rel-4 and have only one specification to maintain in order to avoid big maintenance problems. This method has been working for a big period and it has worked correctly. It was pointed out that T1 is also having one test specification containing all the releases. No delegate in the meeting seems to have problems with maintaining only one release containing all the changes. With this method is much easier to find out what are the differences between the releases.

Nokia noted that the test specifications are really behind schedule for the creation of test cases. If we create Rel-5, we will not have any content for it (apart of the SMS tests), we still have to update all the GPRS test cases to R99. We should not give the impression to the outside world that we are working in Rel-5 because we still have not finish with R99. 

The meeting recognised this problem but agreed to open Rel-5 to give opportunity for the inclusion of new test cases. 

This problem will be forwarded to the plenary to make clear our situation. The fact that we have created the Rel-5 version, does not mean that we are at the Rel-5 level.

It was noted that the Release field of the CR cover page should say 'Rel-5'.

The CR was agreed.

GP-022128: CR 51.010-2-067 Creation of TS 51.010-2 REL-5: Merging of REL-5, REL-4 and R99 and ... Ph2 protocol test specifications

Vodafone proposed the corresponding CR for creating Rel-5 of 51.010-2. 

The CR was agreed.

GP-022129: CR 51.010-1-918 REL-4, Inclusion of pointer to maintained specification

Vodafone proposed to close the Rel-4 document and to include a reference to the Rel-5 specification.

The CR was agreed.

GP-022130: CR TS 51.010-2-068 REL-4, Inclusion of pointer to maintained specification

Vodafone proposed to close the Rel-4 document and to include a reference to the Rel-5 specification.

The CR was agreed.

GP-022232: 51.010 Test Cases numbering for GERAN Iu mode on Paging and TBF establishment/release.
Mr Gonorovsky proposed some possible sections of 51.010-1 to be used for new test cases in GERAN Iu mode on Paging and TBF establishment / release.

Mr Ronbeck noted that clause 80 shall be called "Iu mode default conditions....".

Vodafone questioned the need for test cases for Iu mode, since it was not very clear at the plenary if they will be needed. Nevertheless, it was felt that this was not a questions for this WG.

It was agreed that the use of these sections is just a plan but we will not change anything in 51.010 for the moment.

The document was noted and in principle accepted.

GP-022231: Draft Work-Plan on the GERAN Iu mode, Paging and TBF establishment/release test cases developing
Mr Gonorovsky presented this first draft of the work plan for GERAN Iu mode, Paging and TBF establishment/release test cases developing. The work plan will be updated at each WG4 meeting and all delegates are welcome to contribute to it.

The document was noted.

The joint session was closed at 9.30.

History

	Date
	Revision
	Comments

	29/08/02
	0
	First draft
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