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· for sending a PACKET PAUSE message.
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7.1
TBF establishment initiated by the mobile station on PCCCH

The purpose of the packet access procedure is to establish a TBF to support the transfer of upper-layer PDUs in the direction from the mobile station to the network. Packet access shall be done on PCCCH, as defined in this clause, if a PCCCH exists. Otherwise, packet access shall be done on CCCH, as defined in 3GPP TS 44.018. The packet access can be done in either one phase (clause 7.1.2) or in two phases (clauses 7.1.2 and 7.1.3).

TBF establishment can also be done on PACCH if a TBF for transfer of upper-layer PDUs in the direction from the network to the mobile station is already established (see clause 8.1.1.1.3 and clause 8.1.1.3.5). TBF establishment can also be done on PACCH if the mobile station is releasing a TBF for transfer of upper-layer PDUs in the direction from the mobile station to the network and TBF for transfer of upper-layer PDUs in the direction from the network to the mobile station is not established (see clause 9.3.2.4 and clause 9.3.3.3).

If the mobile station is in dedicated mode and both the network and the mobile station support DTM, the establishment of a TBF shall be performed by the DTM assignment procedures on the main DCCH, as defined in 3GPP TS 44.018.

The packet access procedure is initiated by the mobile station. Initiation is triggered by a request from upper layers to transfer an upper-layer PDU. The request from upper layers specifies throughput, RLC mode, an optional PFI, and a Radio Priority to be associated with the packet transfer or indicates that the packet to be transferred contains signalling.

Upon such a request:

-
if access to the network is allowed (clause 7.1.1), the mobile station shall initiate the packet access procedure as defined in clause 7.1.2.1;

-
otherwise, the RR sublayer in the mobile station shall reject the request.

If the request from upper layers indicates signalling, the highest Radio Priority shall be used at determination if access to the network is allowed, and the acknowledged RLC mode shall be used .

7.1.1
Permission to access the network

The network broadcasts on PBCCH and PCCCH the list of authorised access classes and authorised special access classes in the ACC_CONTR_CLASS parameter.

Access to the network is allowed if the mobile station is a member of at least one authorised access class or special access class as defined in 3GPP TS 22.011.

7.1.2
Initiation of a TBF establishment

7.1.2.1
Initiation of the packet access procedure

The mobile station shall initiate the packet access procedure by scheduling the sending of PACKET CHANNEL REQUEST messages on the PRACH corresponding to its PCCCH_GROUP and simultaneously leaving the packet idle mode. The mobile station shall use the last access parameters received on PBCCH. At sending of the first PACKET CHANNEL REQUEST message, the mobile station shall store the value for the Retry (R) bit to be transmitted in all the subsequent MAC headers as 'MS sent channel request message once'. If a second PACKET CHANNEL REQUEST message is sent, the mobile station shall change the value for the Retry (R) bit to 'MS sent channel request message once or more'. 

While waiting for a response to the PACKET CHANNEL REQUEST message, the mobile station shall monitor the full PCCCH corresponding to its PCCCH_GROUP. The mobile station shall perform signal strength measurements as they are defined for packet idle mode, see 3GPP TS 45.008.

While monitoring the full PCCCH, the mobile station shall decode any occurrence of the PERSISTENCE_LEVEL parameter included in a message received on PCCCH. When the mobile station receives the PERSISTENCE_LEVEL parameter, the value of the PERSISTENCE_LEVEL parameter shall be taken into account at the next PACKET CHANNEL REQUEST attempt that follows.

A mobile station that is IMSI attached (GPRS class A or B mode of operation) shall respond to a PACKET PAGING REQUEST message indicating an RR connection establishment. For that purpose, the mobile station may abort the packet access procedure, according to the conditions stated in clause 6.1.4. The mobile station shall not respond to a PACKET PAGING REQUEST message indicating TBF establishment.

A mobile station that is not IMSI attached (GPRS class C mode of operation) shall not respond to any type of PACKET PAGING REQUEST messages during the packet access procedure, it shall only decode the PERSISTENCE_LEVEL parameter, if that is included in the message.

The PACKET CHANNEL REQUEST messages are sent on PRACH and contain an indication of the type of access and parameters required to indicate the mobile station's demand of radio resource.

There are two formats of the PACKET CHANNEL REQUEST message containing either 8 bits or 11 bits of information. The format to be applied on PRACH is controlled by the parameter ACC_BURST_TYPE which is broadcast on PBCCH. The access type to be used in the PACKET CHANNEL REQUEST message for a non-EGPRS TBF mode capable MS or an EGPRS TBF mode capable MS in a non-EGPRS capable cell depends on the purpose of the packet access procedure as follows:
-
If the mobile station intends to use the TBF to send user data, it shall request two phase access if the requested RLC mode is unacknowledged mode. If the requested RLC mode is acknowledged mode and the amount of data can fit in 8 or less than 8 RLC/MAC blocks, the mobile station shall indicate Short Access as access type. The number of blocks shall be calculated assuming channel coding scheme CS-1. If the requested RLC mode is acknowledged mode and the amount of data to send takes more than 8 RLC/MAC blocks, the mobile station shall request either one phase access or two phase access.

-
If the purpose of the packet access procedure is to send a Page Response, the mobile station shall indicate 'Page Response' in the PACKET CHANNEL REQUEST message.

-
If the purpose of the packet access procedure is to send a Cell update (the mobile station was in GMM READY state before the cell reselection) the mobile station shall indicate 'Cell Update' in the PACKET CHANNEL REQUEST message.

-
If the purpose of the packet access procedure is for any other Mobility Management procedure, the mobile station shall indicate 'MM Procedure' in the PACKET CHANNEL REQUEST message.

-
If the purpose of the packet access procedure is to send a Measurement Report, the mobile station shall indicate 'Single block without TBF establishment' in the PACKET CHANNEL REQUEST message.

-
If the purpose of the packet access procedure is to send a PACKET PAUSE message, the mobile station shall indicate 'Single block without TBF establishment' in the PACKET CHANNEL REQUEST message. Upon the first attempt to send a PACKET CHANNEL REQUEST message the mobile station shall start timer T3204. If the mobile station receives a PACKET DOWNLINK ASSIGNMENT message before expiry of timer T3204, the mobile station shall ignore the message.

EGPRS TBF mode capable MSs shall monitor the GPRS Cell Options IE on the PBCCH (PSI1/PSI13) for the cell's EGPRS capability. In the GPRS Cell Options IE it is also indicated if the EGPRS PACKET CHANNEL REQUEST is supported in the cell. The following table specifies which message and which access type shall be used by an EGPRS mobile station when accessing an EGPRS capable cell depending on the purpose of the packet access procedure; this table covers the case where PBCCH is present in the cell (see 3GPP TS 44.018 for the case where PBCCH is not present in the cell):
Purpose of the packet access procedure
EGPRS PACKET CHANNEL REQUEST supported in the cell
EGPRS PACKET CHANNEL REQUEST not supported in the cell

User data transfer – requested RLC mode = unacknowledged
EGPRS PACKET CHANNEL REQUEST with access type = 'Two-phase access'
PACKET CHANNEL REQUEST with access type = 'Two-phase access' (note 2)

User data transfer – requested RLC mode = acknowledged and number of RLC data blocks ≤ 8 (note 1)
EGPRS PACKET CHANNEL REQUEST with access type = 'Short Access'
PACKET CHANNEL REQUEST with access type = 'Two-phase access' (note 2)

User data transfer – requested RLC mode = acknowledged and number of RLC data blocks > 8 (note 1)
EGPRS PACKET CHANNEL REQUEST with access type = 'One-phase access' or 'Two-phase access'
PACKET CHANNEL REQUEST with access type = 'Two-phase access' (note 2)

Upper layer signalling transfer (e.g. page response, cell update, MM signalling, etc)
EGPRS PACKET CHANNEL REQUEST with access type = 'signalling'
PACKET CHANNEL REQUEST with access type = 'Two-phase access'

Sending of a measurement report or of a PACKET CELL CHANGE FAILURE
PACKET CHANNEL REQUEST with access type = 'Single block without TBF establishment' (note 2)

Sending of a PACKET PAUSE message
PACKET CHANNEL REQUEST with access type = 'Single block without TBF establishment' (note 2) (note 3)

NOTE 1:
The number of blocks shall be calculated assuming channel coding scheme MCS-1.

NOTE 2:
The format to be used for the PACKET CHANNEL REQUEST message is defined by the parameter ACC_BURST_TYPE.

NOTE 3:
Upon the first attempt to send a PACKET CHANNEL REQUEST message the mobile station shall start timer T3204. If the mobile station receives a PACKET DOWNLINK ASSIGNMENT message before expiry of timer T3204, the mobile station shall ignore the message.


8.1.1
Uplink RLC data block transfer

Prior to the initiation of RLC data block transfer on the uplink, the network assigns the following parameters to characterise the uplink TBF in the uplink assignment (e.g. PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE) message:

-
a Temporary Flow Identity (TFI). The mobile station shall set the TFI field of each uplink RLC data block to the TFI value assigned to the mobile station for the uplink TBF;

-
a set of PDCHs to be used for the uplink transfer;

-
a TBF Starting Time indication (optional in case of a dynamic or extended dynamic allocation).

All the RLC data blocks of an uplink TBF initiated by one phase access shall each contain a TLLI (in A/Gb mode) or a G-RNTI (in Iu mode) field in the RLC data block header until the contention resolution is completed on the mobile station side (see subclause 7.1.2.3, 3GPP TS 44.160 subclause 7.2.3.3). After the reaction time specified in 3GPP TS 45.010 no other RLC data blocks shall contain a TLLI field (in A/Gb mode) or a G-RNTI (in Iu mode), except for those retransmitted RLC data blocks that originally contained a TLLI (in A/Gb mode) or a G-RNTI (in Iu mode), which will be repeated including the same TLLI (in A/Gb mode) or G-RNTI (in Iu mode) (see subclause 7.1.2.3a, 3GPP TS 44.160 subclause 7.2.3.4). The TLLI_BLOCK_CHANNEL_CODING parameter in the PACKET UPLINK ASSIGNMENT message indicates whether a RLC data block containing a TLLI (in A/Gb mode) or a G-RNTI (in Iu mode) field in the RLC data block header shall be encoded using CS‑1, or correspondingly MCS-1 in EGPRS TBF mode, or using the commanded modulation and channel coding scheme (see 3GPP TS 45.003). In GPRS TBF mode, the mobile station shall send all other RLC data blocks using the commanded channel coding scheme.

In EGPRS TBF mode, RLC data blocks that are transmitted for the first time shall be transmitted with the commanded MCS, except if the commanded mode is MCS-5-7, in which case the data block shall be transmitted with MCS‑5, or if the commanded mode is MCS-6-9, in which case the data block shall be transmitted with MCS-6. In EGPRS TBF mode, a MS may choose an alternate MCS than the one commanded, for the initial transmission of the last RLC data blocks of the TBF under the following conditions:

-
the alternate MCS is more robust than the commanded MCS;

-
the alternate MCS has already been commanded by the network during the TBF or was available for selection by the MS during the TBF according to the MCS selection rules for retransmissions; and

-
the TBF requires no more radio blocks for initial transmission of the RLC data blocks using the alternate MCS than would be required when using the commanded MCS.

A RESEGMENT bit is included within each PACKET UPLINK ACK/NACK, PACKET UPLINK ASSIGNMENT and PACKET TIMESLOT RECONFIGURE messages. For initial transmissions of new RLC blocks the channel coding commanded is applied. The RESEGMENT bit is used to set the ARQ mode to type I or type II (incremental redundancy) for uplink TBFs. For retransmissions, setting the RESEGMENT bit to '1' (type I ARQ) requires the mobile station to use an MCS within the same family as the initial transmission and the payload may be split (refer to table 5.5.2.1.4.1). For retransmissions, setting the RESEGMENT bit to '0' (type II ARQ) requires the mobile station to use an MCS within the same family as the initial transmission without splitting the payload even if the network has commanded it to use MCS‑1, MCS‑2 or MCS‑3 for subsequent RLC blocks (refer to table 8.1.1.1), see note.

NOTE:
This bit is particularly useful for networks with uplink IR capability since it allows combining on retransmissions.

Table 8.1.1.1: Choice of MCS for retransmissions with re-segmentation 

Scheme used for initial transmission
Scheme to use for retransmissions after switching to a different MCS


MCS-9 Commanded
MCS-8 Commanded
MCS-7 Commanded
MCS-6-9 Commanded
MCS-6 Commanded
MCS-5-7 Commanded
MCS-5 Commanded
MCS-4 Commanded
MCS-3 Commanded
MCS-2 Commanded
MCS-1 Commanded

MCS-9
MCS-9
MCS-6
MCS-6
MCS-6
MCS-6
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3

MCS-8
MCS-8
MCS-8
MCS-6
(pad)
MCS-6
(pad)
MCS-6
(pad)
MCS-3
(pad)
MCS-3
(pad)
MCS-3
(pad)
MCS-3
(pad)
MCS-3
pad)
MCS-3
(pad)

MCS-7
MCS-7
MCS-7
MCS-7
MCS-5
MCS-5
MCS-5
MCS-5
MCS-2
MCS-2
MCS-2
MCS-2

MCS-6
MCS-9
MCS-6
MCS-6
MCS-9
MCS-6
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3

MCS-5
MCS-7
MCS-7
MCS-7
MCS-5
MCS-5
MCS-7
MCS-5
MCS-2
MCS-2
MCS-2
MCS-2

MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-1
MCS-1
MCS-1

MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3

MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2

MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1

NOTE:
MCS to use for retransmissions when re-segmentation (RESEGMENT bit set to ‘1') is carried out (specified as a function of the scheme used for the initial transmission).

Table 8.1.1.2: Choice of MCS for retransmissions without re-segmentation

Scheme used for

Initial transmission
Scheme to use for retransmissions after switching to a different MCS


MCS-9

Commanded
MCS-8

Commanded
MCS-7

Commanded
MCS-6-9 Commanded
MCS-6

Commanded
MCS-5-7 Commanded
MCS-5

Commanded
MCS-4

Commanded
MCS-3

Commanded
MCS-2

Commanded
MCS-1

Commanded

MCS-9
MCS-9
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6

MCS-8
MCS-8
MCS-8
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)
MCS-6

(pad)

MCS-7
MCS-7
MCS-7
MCS-7
MCS-5
MCS-5
MCS-5
MCS-5
MCS-5
MCS-5
MCS-5
MCS-5

MCS-6
MCS-9
MCS-6
MCS-6
MCS-9
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6
MCS-6

MCS-5
MCS-7
MCS-7
MCS-7
MCS-5
MCS-5
MCS-7
MCS-5
MCS-5
MCS-5
MCS-5
MCS-5

MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4
MCS-4

MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3
MCS-3

MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2
MCS-2

MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1
MCS-1

NOTE:
MCS to use for retransmissions when re-segmentation is not (RESEGMENT bit set to ‘0') allowed (specified as a function of the scheme used for the initial transmission).

If these rules require a transmission (either original transmission or retransmission) in a) MCS-7 or b) MCS-8 or MCS‑9, but there is only one RLC block that can be transmitted in that MCS, the MS shall send that block in either MCS-5 for case a) or MCS-6 for case b).

Upon receipt of a command from the network to change channel coding scheme, the mobile station shall react in accordance with the time specified in 3GPP TS 45.010.

Upon receipt of any message containing an uplink assignment (e.g. PACKET UPLINK ASSIGNMENT, TIMESLOT RECONFIGURE or PACKET UPLINK ACK/NACK message), the mobile station shall be ready to transmit in accordance with the requirements given in 3GPP TS 45.010.

The mobile station shall transmit RLC/MAC blocks with the following priority:

-
RLC/MAC control blocks containing a Packet Cell Change Notification message;

-
Other RLC/MAC control blocks, except Packet Uplink Dummy Control Blocks;

-
RLC data blocks;

-
RLC/MAC control blocks containing Packet Uplink Dummy Control Blocks.

During the TBF, if the countdown procedure has not started or the TBF is operated in the extended uplink TBF mode (see subclause 9.3.1b), the mobile station shall ask for new or different radio resources, by sending a PACKET RESOURCE REQUEST message (subclauses 8.1.1.1.2 and 8.1.1.3.2, 3GPP TS 44.160 8.2.1.1.2 and 8.2.1.3), in the following cases;

-
When the mobile station has more blocks to send than indicated in the PACKET CHANNEL REQUEST message with access type short access.

-
When the mobile station has indicated Page Response, Cell update or Mobility Management procedure as access type in the PACKET CHANNEL REQUEST and it has data to send.

· When the mobile station has data to send with a lower priority than indicated in the PACKET CHANNEL REQUEST message.
· When the mobile station has indicated 'Signalling' as access type in the EGPRS PACKET CHANNEL REQUEST and it has data to send.
11.2.5a
EGPRS Packet Channel Request

This message may be sent by an EGPRS capable mobile station in a cell supporting EGPRS and where the EGPRS_PACKET_CHANNEL_REQUEST parameter indicates that this message shall be used.
This message is sent in random mode on the PRACH or RACH (see 3GPP TS 44.018) using the PRACH uplink block format defined in 3GPP TS 44.004. The order of bit transmission is defined in 3GPP TS 44.004. The numbering, assembling and field mapping conventions defined for RLC/MAC control blocks in clause 10.0b shall apply. The message is coded in 11‑bit format.

The EGPRS capability is indicated using alternative training sequences (see 3GPP TS 45.002).

Table 11.2.5a.1: EGPRS PACKET CHANNEL REQUEST message content

Training sequence 
(see 3GPP TS 45.002)
bits
11…...1

Packet Channel Access

TS1
< EGPRS Packet channel request message content >
EGPRS with 8PSK capability in uplink

TS2
< EGPRS Packet channel request message content >
EGPRS without 8PSK capability in uplink

Table 11.2.5a.2: EGPRS PACKET CHANNEL REQUEST message content

< EGPRS Packet channel request message content > ::=


< One Phase Access Request :
0
< MultislotClass : bit (5) >




< Priority : bit (2) >




< RandomBits : bit (3) > >


| < Short Access Request :
100
< NumberOfBlocks : bit (3) >




< Priority : bit (2) >




< RandomBits : bit (3) > >


| < Two Phase Access Request :
110000
< Priority : bit (2) > 




< RandomBits : bit (3) > > 

| < Signalling :
110011
< RandomBits : bit (5) > >

| < One phase Access Request in RLC unack mode :
110101
< RandomBits : bit (5) > >


| < Dedicated Channel Request :
110110
< RandomBits : bit (5) > >


| < Emergency call :
110111
< RandomBits : bit (5) > > ;



Table 11.2.5a.3: EGPRS PACKET CHANNEL REQUEST details

MultislotClass (5 bit field)

Priority (2 bit field)

NumberOfBlocks (3 bit field)

RandomBits (3 bit field)
For the definition of these information fields see Packet Channel Request in sec. 11.2.5.
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