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9.4
Location updating

This procedure is used to register the UE in the network. If it is not performed correctly, no call can be established.

9.4.1
Location updating / accepted

9.4.1.1
Definition

9.4.1.2
Conformance requirement

1.


1.1
if the network accepts a location updating from the UE and reallocates a TMSI in the LOCATION UPDATING ACCEPT message the UE shall acknowledge the reception of the new TMSI;

1.2
the UE shall answer to paging with this TMSI and include it in a PAGING RESPONSE message.

2
If the network accepts a location updating from the UE and the LOCATION UPDATING ACCEPT message contains neither TMSI nor IMSI, the UE shall answer to paging when addressed with the last allocated TMSI and include it in the PAGING RESPONSE message.

3.


3.1
if the network accepts a location updating from the UE by use of a LOCATION UPDATING ACCEPT message containing the IMSI of the UE, the UE shall not answer paging with the last allocated TMSI;

3.2
the UE shall still answer paging with IMSI.

Reference(s)

TS 24.008 clause 4.4.4.6.

9.4.1.3
Test purpose

1)
To test the behaviour of the UE if the network accepts the location updating of the UE.

For the network response three different cases are identified:

1.1)
TMSI is allocated;

1.2)
location updating accept contains neither TMSI nor IMSI;

1.3)
location updating accept contains IMSI.

9.4.1.4
Method of test

Initial conditions:

-
System Simulator:

-
two cells, A and B, belonging to different location areas with location area identification a and b of the same PLMN;

-
IMSI attach/detach is allowed in both cells;

-
the T3212 time-out value is 1/10 hour in both cells.

-
User Equipment:

-
the UE has a valid TMSI (=TMSI1) and CKSN (=CKSN1). It is "idle updated" on cell A.

Related ICS/IXIT statement(s)

None.

Test Procedure

The UE is made to select cell B. A normal location updating with TMSI reallocation is performed in cell B. The RRC CONNECTION is released. The SS checks, by paging, that the UE has stored the newly allocated TMSI. The RRC CONNECTION is released. The UE is made to select cell A. A normal location updating is performed in cell A. The LOCATION UPDATING ACCEPT message contains neither IMSI nor TMSI. The SS checks, by paging, that the UE has kept the old TMSI. The RRC CONNECTION is released. The UE is made to select cell B. A normal location updating is performed in cell B. The LOCATION UPDATING ACCEPT message contains an IMSI. The SS checks, by paging, that the UE has deleted its TMSI and responds to paging with IMSI.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	SS
	
	Set the cell type of cell B to the “Serving cell”.

Set the cell type of cell A to the “non-suitable cell”.

(see note)

	2
	(
	RRC CONNECTION REQUEST
	"Establishment cause": Registration. "Initial UE identity" IE contains the TMSI (=TMSI1) and LAI (=a)

	3
	(
	RRC CONNECTION SETUP
	

	4
	(
	RRC CONNECTION SETUP

COMPLETE 
	

	5
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "CKSN" = CKSN1, "location area identification" = a, "mobile station classmark 1" as given by the ICS and "mobile identity" = TMSI1. The MM message is included in the RRC message INITIAL DIRECT TRANSFER with the CN domain identity set to CS domain.

	5a
	(
	SECURITY MODE COMMAND
	

	5b
	(
	SECURITY MODE COMPLETE
	

	6
	(
	LOCATION UPDATING ACCEPT
	"Mobile identity" = new TMSI (=TMSI2), LAI = b.

	7
	(
	TMSI REALLOCATION COMPLETE
	

	8
	(
	RRC CONNECTION RELEASE
	

	9
	(
	RRC CONNECTION RELEASE

COMPLETE 
	

	9a
	
	
	SS waits 5 seconds to guarantee that the UE is in service.

	10
	(
	Mobile terminated establishment of Radio Resource Connection
	See TS 34.108 clause 7.1.2 

"Initial UE identity" IE contains the new TMSI (= TMSI2) and the new LAI (=b).

Establishment Cause: Terminating Conversational Call.

	11
	(
	PAGING RESPONSE
	"Mobile identity" IE contains the new TMSI (= TMSI2).

	12
	(
	RRC CONNECTION RELEASE
	

	13
	(
	RRC CONNECTION RELEASE

COMPLETE 
	

	14
	SS
	
	Set the cell type of cell A to the “Serving cell”.

Set the cell type of cell B to the “non-suitable cell”.

(see note)

	15
	(
	RRC CONNECTION REQUEST
	"Establishment cause": Registration . "Initial UE identity" IE contains the TMSI (=TMSI2) and LAI (=b)

	16
	(
	RRC CONNECTION SETUP
	

	17
	(
	RRC CONNECTION SETUP

COMPLETE 
	

	18a
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "CKSN" = CKSN1, "location area identification" = b, "mobile station classmark 1" as given by the ICS and "mobile identity" = TMSI2.

	18b
	(
	SECURITY MODE COMMAND
	

	18c
	(
	SECURITY MODE COMPLETE
	

	19
	(
	LOCATION UPDATING ACCEPT
	"Mobile identity" IE not included. LAI = a

	20
	(
	RRC CONNECTION RELEASE
	

	21
	(
	RRC CONNECTION RELEASE

COMPLETE 
	The SS waits an amount of time which is enough to guarantee that the UE is in service.

	22
	(
	Mobile terminated establishment of Radio Resource Connection
	See TS 34.108 clause 7.12.2

"Initial UE identity" IE contains the TMSI (= TMSI2) and LAI (=a).
Establishment Cause: Terminating Conversational Call.

	23
	(
	PAGING RESPONSE
	"Mobile identity" IE contains the TMSI (=TMSI2).

	24
	(
	RRC CONNECTION RELEASE
	

	25
	(
	RRC CONNECTION RELEASE

COMPLETE 
	

	26
	SS
	
	Set the cell type of cell B to the “Serving cell”.

Set the cell type of cell A to the “non-suitable cell”.

(see note)

	27
	(
	RRC CONNECTION REQUEST
	"Establishment cause": Registration. "Initial UE identity" IE contains the TMSI (=TMSI2) and LAI (=a)

	28
	(
	RRC CONNECTION SETUP
	

	29
	(
	RRC CONNECTION SETUP

COMPLETE 
	

	30a
	(
	LOCATION UPDATING REQUEST
	"location updating type" = normal, "CKSN" = CKSN1, "location area identification" = a, "mobile station classmark 1" as given by the ICS and "mobile identity" = TMSI2.

	30b
	(
	SECURITY MODE COMMAND
	

	30c
	(
	SECURITY MODE COMPLETE
	

	31
	(
	LOCATION UPDATING ACCEPT
	"Mobile identity" IE contains IMSI and LAI (=b).

	32
	(
	RRC CONNECTION RELEASE
	

	33
	(
	RRC CONNECTION RELEASE

COMPLETE 
	The SS waits an amount of time which is enough to guarantee that the UE is in service.

	34
	(
	PAGING TYPE 1
	"UE identity" IE contains the old TMSI (= TMSI2).
 Paging Cause: Terminating Conversational Call.

	35
	UE
	
	The UE shall ignore this message. This is checked during 5 s.

	36
	(
	Mobile terminated establishment of Radio Resource Connection
	See TS 34.108 clause 7.1.2

"Initial UE identity" IE contains the IMSI.
Establishment Cause: Terminating Conversational Call.

	37
	(
	PAGING RESPONSE
	"Mobile identity" IE contains the IMSI. 

	38
	(
	RRC CONNECTION RELEASE
	

	39
	(
	RRC CONNECTION RELEASE

COMPLETE 
	

	NOTE:
The definitions for “Serving cell” and “non-suitable cell” are specified in TS 34.108 clause 6.1 “Reference Radio Conditions for signalling test cases only”.


Specific message contents

None. 

9.4.1.5
Test requirement

At steps 2, 10, 15, 22, 27 and 36 the UE shall transmit an RRC CONNECTION REQUEST message with the IE “Establishment cause” and the IE “Initial UE identity” set as specified in the above Expected Sequence.
At step 7 the UE shall acknowledge the reception of the new TMSI (TMSI2).

At step 11 the UE shall answer to paging with this TMSI (TMSI2).

At step 23 the UE shall answer to paging with the last allocated TMSI (TMSI2).

At step 35 the UE shall not answer paging with the last allocated TMSI, but at step 37 the UE shall still answer paging with IMSI.
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