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The following changes have been made to version (R2-020591) presented in RAN2#32:

· Deletion of text from Scope section 1.

· Addition of "Notifications" and "Service announcements" definitions. The former was endorsed during the RAN2#32 meeting while the latter is copy paste from TR 23.846-120 (section 6.13).

· "Joining" definition was updated according to TR 23.846-120 version.

· "MBMS broadcast activation" definition was added (also copy/paste from TR 23.846-120) with addition of the text "Thereby the user enables the reception locally on the UE".

· "MBMS session" definition was updated to reflect both Broadcast and Multicast modes.

· Sub-section 6.1: since admission control is part of RRM, bullet point 1.1 "Admission control for MBMS services (see sub-clause [6.2.2])." was moved under bullet point 2.

· Sub-section 5.1 has been added on "MBMS Notification requirements" and it includes requirements 1-6 from R2-022577 (with some small editorial modifications).

· Various editorial changes in sub-sections 6.1 and 6.2.

The following issue needs to be addressed in RAN2#33:

Based on the notification discussions from RAN2#32 some changes need to be done in section 6.1 and 6.2 which currently do not include any reference to notifications.

The two bullet points on "Identification on MBMS parameters to UEs" and "Altering UEs that MBMS data is to be transmitted"  needs to be clarified; does one, both or none fall under the notifications functionality. 

It is proposed that once the above is clarified, a new sub-section should be created in 6.1 and 6.2 that will address the Notifications functionality.







