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Addition of to the Test Applicability Tables for GSM mobiles stations.
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Addition of WG5 test cases into the test applicability table.
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Testing not completed on appropriate MS.
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Table B.1: Applicability of tests

Clause
Title
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46.2.2.4.3
Response from MS on receiving an XID response from the SS with unrecognised type field
R97
All GPRS MS
C215


46.2.2.5
LLC link release on receiving "Invalid XID response" from the network during link establishment procedure
R97
All GPRS MS
C215


47.1.1
Intra frequency reallocation of CS resources / Assignment Cmd
R99
All R99 DTM Multislot Class capable MS
C312


47.1.2
Intra frequency reallocation of CS resources / Handover
R99
All R99 DTM Multislot Class capable MS
C312


47.1.3
Reallocation of CS resources / DTM Assignment Command / Intra frequency
R99
All DTM capable MS
C305


47.1.4
Inter frequency reallocation of CS resources / DTM Assignment
R99
All DTM capable MS
C305


47.3.1.1
Handover to same routeing area whilst in dedicated mode & MM Ready / Completed on the main DCCH
R99
All DTM capable MS
C305


47.3.1.2
Handover to same routeing area whilst in DTM with DL TBF only
R99
All R99 DTM Multislot Class capable MS
C312


47.3.1.3.1
Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case
R99
All R99 DTM Multislot Class capable MS
C312


47.3.1.3.2
Handover to same routeing area whilst in DTM with both DL & UL TBFs / Abnormal case / Handover Failure
R99
All R99 DTM Multislot Class capable MS
C312


47.3.2.1
Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release
R99
All DTM capable MS
C305


47.3.2.2
Handover to different routeing area whilst in DM / Performed on main DCCH / CS release before RAU complete
R99
All DTM capable MS
C305


47.3.3.1.1
Handover to different routeing area whilst in DTM / Performed on TBFs / RAU complete before CS release
R99
All R99 DTM Multislot Class capable MS
C312


47.3.3.1.2
Handover to different routeing area whilst in DTM / Performed on TBFs / CS release before RAU complete
R99
All R99 DTM Multislot Class capable MS
C312


47.3.4.1
Handover to UTRAN while in DTM / Downlink TBF
R99
MS supporting both UTRAN and DTM
C315


47.3.4.2
Handover to UTRAN while in DTM / Uplink TBF
R99
MS supporting both UTRAN and DTM
C315


47.4.1
PDP Context Activation / Performed on main DCCH and TBFs
R99
All DTM capable MS
C305


51.1.1.1
RR/Paging/on PCCCH for EGPRS service/normal paging with P-TMSI successful
R99
All EGPRS MS
C216


51.1.1.2
RR/Paging/on PCCCH for EGPRS service/normal paging with IMSI successful
R99
All EGPRS MS
C216


[…]
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