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Table 20.1: Default values of the system information fields

Parameter
3GPP TS 04.08 / 3GPP TS 44.018 reference
Abbr.
Normal Setting

Cell channel description
10.5.2.1
 -
Any values

MAX retrans
10.5.2.29
 -
1

TX-integer
10.5.2.29
 -
Any value

CELL_BAR_QUALIFY
10.5.2.35
CBQ
0

CELL_BAR_ACCESS
10.5.2.29
CBA
0 (not barred)

AC CN
10.5.2.29
AC
All 0

RE
10.5.2.29
RE
0 (re-establishment allowed)

NCC
10.5.2.2
NCC
Any value

Cell Identity
10.5.1.1
 -
Any value

MCC, MNC
10.5.1.3
PLMN
MS Home PLMN

LAC
10.5.1.3
LAC
1111 (Hex)

ATT
10.5.2.11
 -
0 (Attach/Detach not allowed)

BS_AG_BLKS_RES
10.5.2.11
 -
Any values

CCCH_CONF
10.5.2.11
-
1 basic physical channel used for CCCH, non-combined with SDCCHs.

T3212
10.5.2.11
 -
Any values

BS_PA_MFRMS
10.5.2.11
BPM
5 frames

Cell Options
10.5.2.3
 -
Any values

CELL_RESELECT_HYSTERESIS
10.5.2.4
CRH
4 dB

MS_TXPWR_MAX_CCH
10.5.2.4
MTMC
Max. output power of MS

RXLEV_ACCESS_MIN
10.5.2.4
RAM
‑90 dBm

CELL_RESELECT_OFFSET
10.5.2.35
CRO
0

TEMPORARY_OFFSET
10.5.2.35
TO
0

PENALTY_TIME
10.5.2.35
PT
0

Power Offset
10.5.2.35
PO
0

BA ARFCN
10.5.2.22
BA
All 0 except:




GSM 450 ARFCNs 259, 263, 269, 275, 279, 283, 287, 292, broadcast in SYSTEM INFORMATION type 2




GSM 480 ARFCNs 306, 310, 316, 322, 326, 330, 334, 339, broadcast in SYSTEM INFORMATION type 2




For GSM 750 ARFCNs 441, 446, 452, 455, 461, 462, 466, 470, 477, 485, 493, 511, 207,219, 251, broadcast in SYSTEM INFORMATION type 2




For GSM 850 ARFCNs 130, 136, 145, 152, 168, 170, 176, 177, 181, 185, 189, 193, 197, 207,219, 251, broadcast in SYSTEM INFORMATION type 2




For GSM900, both P-GSM and E-GSM ARFCNs are broadcast:




GSM ARFCNs 3, 9, 18, 25, 41, 43, 49, 50, 54, 58, 62, 66, 70, 80, 92, 124, broadcast in SYSTEM INFORMATION type 2




E-GSM ARFCNs 985, 989, 995, 1010, 1014 broadcast in SYSTEM INFORMATION type 2bis




For DCS1800 ARFCNs 512, 543, 568, 589, 602, 641, 662, 683, 696, 711, 732, 754, 794, 851, 870, 871, 872, 884 broadcast in SYSTEM INFORMATION TYPE 2.




For GSM1900 ARFCNs 512, 543, 568, 589, 602, 629, 641, 653, 662, 683, 696, 711, 727, 732, 754, 777, 794, 809 broadcast in SYSTEM INFORMATION TYPE 2




For multiband tests, ARFCNs 3, 18, 41, 49, 62, 70, 92, 124 broadcast in SYSTEM INFORMATION TYPE 2 (GSM 900 cell) and TYPE 2ter (other band cell), ARFCNs 259, 263, 269, 275, 279, 283, 287, 292 broadcast in SYSTEM INFORMATION TYPE 2 (GSM 450 cell) and SYSTEM INFORMATION TYPE 2ter (other band cell), ARFCNs 306, 310, 316, 322, 326, 330, 334, 339 broadcast in SYSTEM INFORMATION TYPE 2 (GSM 480 cell) and SYSTEM INFORMATION TYPE 2ter (other band cell), and ARFCNs 512, 568, 602, 662, 696, 732, 794, 870 broadcast in SYSTEM INFORMATION TYPE 2 (DCS cell) and TYPE 2ter (other band cell) ARFCNs 441, 452, 461, 477, 493, 511 broadcast in SYSTEM INFORMATION TYPE 2 (GSM 750 cell) and SYSTEM INFORMATION TYPE 2ter (other band cell) ARFCNs 136, 152, 170, 177, 185, 193, 207, 251, broadcast in SYSTEM INFORMATION TYPE 2 (GSM 850 cell) and SYSTEM INFORMATION TYPE 2ter (other band cell) ARFCNs 512, 568, 602, 641, 662, 696, 727, 754 broadcast in SYSTEM INFORMATION TYPE 2 (PCS cell) and TYPE 2ter (other band cell).
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