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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

Item
Mobile Station Feature
Ref.
Release
Status
Support
Mnemonic

63
Support MS Assisted EOTD Performance for GMSK
3GPP TS  05.05 Annex I
R98
O

TSPC_EOTD_ASSIST AND TSPC_PERF_GMSK

64
Support MS Assisted EOTD Performance for 8PSK
3GPP TS 05.05 Annex I
R99
O

TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

65
Support of GERAN Feature Package 1
3GPP TS 44.060
R4
O

TSPC_GERAN_FEATURE_PACKAGE_1

C201
IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

C202
IF A.2/27 THEN M ELSE N/A
-- TSPC_Feat_Alphanum_Display 

Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

42.4.4.1
Cell Change Order Procedures without PBCCH /Network Controlled Cell Reselection – Packet Measurement Order Procedure
R97
All GPRS MS
C215


42.4.4.2
Cell Change Order Procedures without PBCCH /Network Controlled Cell Reselection/validity of reselection parameters/MS enters standby state
R97
All GPRS MS
C215


42.4.5.1.1
Network Assisted Cell Change / CCN procedure / Expiry of T3206
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.1.2
Network Assisted Cell Change / CCN procedure / No Packet Neighbour Cell Data and Packet Cell Change Continue
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.1.3
Network Assisted Cell Change / CCN procedure / Packet Neighbour Cell Data and Packet Cell Change Continue
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.1.4
Network Assisted Cell Change / CCN procedure / Packet Neighbour Cell Data and Packet Cell Change Order
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.1.5
Network Assisted Cell Change / CCN procedure / Packet Measurement Order indicating NC2
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.1.6
Network Assisted Cell Change / CCN procedure / Expiry of T3208 and T3110
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.1.7
Network Assisted Cell Change / CCN procedure / Entering Packet Idle Mode
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.2.1
Network Assisted Cell Change / CCN support description / Packet Cell Change Order
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.2.2
Network Assisted Cell Change / CCN support description / Packet Measurement Order
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.4.5.2.3
Network Assisted Cell Change / CCN support description / CCN not supported towards target cell
R4
GPRS MS supporting GERAN Feature Package  1
C315


42.5.1.1
Downlink Transfer/ Normal Operation/Relative Encoding TBF starting time
R97
All GPRS MS
C215


42.5.1.2
Downlink Transfer/ Normal Operation/Without TBF starting time
R97
All GPRS MS
C215


C312
IF (A.1/59 OR A.1/60 OR A.1/61) THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_1 OR TSPC_DTM_Multislot_Class_5 OR TSPC_DTM_Multislot_Class_9

C313
IF A.2/63 THEN A ELSE N/A
TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

C314
IF A.2/64 THEN A ELSE N/A
TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

C315
IF A.2/65 THEN A ELSE N/A
-- TSPC_GPRS AND TSPC_GERAN_FEATURE_PACKAGE_1
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