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7.5.1.10
Reception of an RRC CONNECTION REJECT message by the MS

When the MS receives an RRC CONNECTION REJECT message on the downlink SRB2 the MS shall stop timer T300 and:

1>
if the IE " Redirection Info" is present and:

2>
if V300 is equal to or smaller than N300:

3>
perform cell selection in the  system indicated by the IE “Inter-RAT Info “;

3>
if cell selection in the new system fails:

4>
set the IEs in the RRC CONNECTION REQUEST message according to 7.5.1.3;

4>
then submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink SRB2 .

4>
increment counter V300;

4>
restart timer T300 when the RLC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter RRC-Idle mode;

3>
perform the actions specified in sub-clause 6 and 7.18 when entering RRC-Idle mode from RRC-Connected mode;

3>
consider the procedure to be successful;

3>
the procedure ends.

1>
If "Redirection Info" IE is not present and:

2>
if V300 is equal to or smaller than N300:

3>
set the IEs in the RRC CONNECTION REQUEST message according to sub-clause 7.5.1.3;

3>
submit a new RRC CONNECTION REQUEST message to the lower layers for transmission on the uplink SRB2;

3>
increment counter V300;

3>
restart timer T300 when the RLC layer indicates success or failure to transmit the message;

2>
if V300 is greater than N300:

3>
enter RRC-Idle mode;

3>
perform the actions specified in sub-clause 7.18 and sub-clause 6 when entering RRC-Idle mode from RRC-Connected mode;

3>
consider the procedure to be successful;

3>
the procedure ends.

9.2.37
RRC CONNECTION REJECT 

The network transmits this message when the requested RRC connection cannot be accepted.

Radio Bearer :
SRB2

Direction :
GERAN ( MS

Table 9.2.37.1: RRC CONNECTION REJECT information elements
	< RRC CONNECTION REJECT message content > ::=


{ 0

-- critical extension escape available


{




< RRC Transaction Identifier : < RRC Transaction Identifier IE > >



< RRC Rejection Cause : < RRC Rejection Cause IE > >




< Wait time : < Wait Time IE > >




{ 0 | 1 < Redirection Info : < Redirection Info IE > > }



!
< Content part error : bit (*) = < no string > > }


!
< Message escape critical extensions : 1 bit (*) = < no string > > } ;


Table 9.2.37.2: RRC CONNECTION REJECT information element details
	RRC Transaction Identifier 
This IE is defined in sub-clause 9.3.98.

	RRC Rejection Cause 
This IE is defined in sub-clause 9.3.80.

	Wait Time 
This IE is defined in sub-clause 9.3.112.

	Redirection Info 
This IE is defined in sub-clause 9.3.87.


9.3.40
Inter-RAT Info

NOTE:
This IE depends on MS capability

The Inter-RAT Info IE defines the target system for redirected cell selection.

Table 9.3.40.1: Inter-RAT Info information elements
	< Inter-RAT Info IE > ::=


< Inter-RAT Info : bit (3) >;


Table 9.3.40.2: Inter-RAT Info information element details
	Inter-RAT Info (3 bits field) 

bit
3.2 1
0 0 0
UTRAN TDD
0 0 1
UTRAN FDD
0 1 0
CDMA 2000 

All other values are reserved.


9.3.87
Redirection Info

NOTE :
The redirection to another system depends on the MS capability.

The Redirection Info IE is used to redirect the MS to other system.
Table 9.3.87.1: Redirection Info information elements
	< Redirection Info IE > ::= 

{ 0


| 1
< Inter-RAT Info : bit (3) > } ;


Table 9.3.87.2: Redirection Info information element details
	Inter-RAT Info (3bit field) 
This field is defined in sub-clause 9.3.40.
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