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Table B.1: Applicability of tests

Clause
Title
Release
Applicability
Status
Supported

[…]






15.6
GPRS Timing advance and absolute delay
R97
All GPRS MS
C215


15.7
ECSD Timing advance and absolute delay
R99
All ECSD MS
C214


15.8
EGPRS Timing advance and absolute delay
R99
All EGPRS MS
C216


15.9
Timing advance whilst in DTM
R99
All R99 DTM Multislot Class capable MS
C312


16
Reception time tracking speed
Phase 2
All MS
A


17.1
Intra cell channel change
Phase 2
All MS
A


17.2
Inter cell handover
Phase 2
All MS
A


[…]






Clause
Title
Release
Applicability
Status
Supported

[…]






22.7
ECSD Fast Power Control timing and interworking with normal power control
R99
All MS capable of class B ECSD operation
C214


22.8
EGPRS Uplink Power Control – Use of ( and (CH parameters
R99
All EGPRS MS
C216


22.9
EGPRS Uplink Power Control – Independence of TS Power Control
R99
All EGPRS MS
C216


22.10
Reserved for future use





22.11
Power control in exclusive allocation mode.
R99
MS not supporting dynamic allocation in DTM
C311


23
Single frequency reference
Phase 2
All MS
A


25.2.1.1.1
Initialization when contention resolution required, Normal initialization
Phase 2
All MS 
A


25.2.1.1.2.1
Initialization failure, Loss of UA frame
Phase 2
All MS
A


[…]






Clause
Title
Release
Applicability
Status
Supported

[…]






41.2.7.1
Single block packet downlink assignment/TBF Starting Time
R97
All GPRS MS
C215


41.2.7.2
Single block packet downlink assignment/MS returns to packet idle mode
R97
All GPRS MS
C215


41.3.1.1
TBF Release/Uplink/Normal/MS initiated/Acknowledged mode
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.1.2
TBF Release/Uplink/Normal/MS initiated/Unacknowledged mode
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.1.3
TBF Release/Uplink/Normal/MS initiated/Channel coding change during countdown
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.1.4
TBF release / Uplink / Normal / MS initiated / Whilst in DTM
R99
All DTM capable MS
C305


41.3.2.1
TBF Release/Uplink/Normal/Network initiated/Acknowledged mode
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.2.2
TBF Release/Uplink/Normal/Network initiated/Unacknowledged mode
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.2.3
TBF release / Uplink / Normal / Network initiated / Whilst in DTM
R99
All DTM capable MS
C305


41.3.3
TBF Release/Uplink/Network initiated/Abnormal release
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.4.1
TBF Release/Downlink/Normal/Network initiated/Acknowledged mode
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.4.2
TBF Release/Downlink/Normal/Network initiated/Unacknowledged mode
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.4.3
TBF release / Downlink / Normal / Network initiated / Whilst in DTM
R99
All DTM capable MS
C305


41.3.5.1
PDCH Release/Without TIMESLOTS_AVAILABLE
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.3.5.2
PDCH Release/With TIMESLOTS_AVAILABLE
R97
All GPRS MS supporting activation of at least one PDP context
C222


41.5.1.1.1.1
Uplink TBF establishment with no reallocation of CS resources / Successful case / Uplink resources assigned
R99
All R99 DTM Multislot Class capable MS
C312


41.5.1.1.1.2
Uplink TBF establishment with no reallocation of CS resources / Successful case / Downlink resources assigned
R99
All R99 DTM Multislot Class capable MS
C312


41.5.1.1.1.3
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / DTM reject
R99
All R99 DTM Multislot Class capable MS
C312


41.5.1.1.1.4
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Inter System to UTRAN Handover Command
R99
MS supporting both UTRAN and DTM

C315


VOID
VOID





VOID
VOID





41.5.1.1.1.5
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Assignment Command
R99
All R99 DTM Multislot Class capable MS
C312


41.5.1.1.1.6
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Handover Command
R99
All R99 DTM Multislot Class capable MS
C312


41.5.1.1.1.7
Uplink TBF establishment with no reallocation of CS resources / Abnormal cases / Channel Release
R99
All DTM capable MS
C305


41.5.2.1
MT CS establishment whilst in packet transfer mode with a downlink TBF established
R99
All R99 DTM Multislot Class capable MS
C312


41.5.2.2
MT CS establishment whilst in packet transfer mode with a uplink TBF established
R99
All R99 DTM Multislot Class capable MS
C312


41.5.2.3
MO CS establishment whilst in packet transfer mode with uplink and downlink TBFs established
R99
All R99 DTM Multislot Class capable MS
C312


41.5.2.4
MO CS establishment whilst in packet transfer mode and DTM is not supported in current cell
R99
All DTM capable MS
C305


41.5.3.1.1
Uplink TBF establishment with a downlink TBF established and no PS downlink reallocation
R99
All DTM capable MS
C305


41.5.3.1.2
Uplink TBF establishment with a downlink TBF established and PS downlink reallocation
R99
All DTM capable MS
C305


41.5.3.2.1
Downlink TBF establishment with a uplink TBF established and no PS uplink reallocation
R99
All DTM capable MS
C305


41.5.3.2.2
Downlink TBF establishment with a uplink TBF established and PS uplink reallocation
R99
All DTM capable MS
C305


42.1.1.1
Packet Channel Request/Message format
R97
All GPRS MS
C215


42.1.1.2
Packet Channel Request/Response to Packet Paging
R97
All GPRS MS
C215


42.1.1.3
Packet Channel Request/Access type
R97
All GPRS MS
C215


42.1.1.4.1
Packet Channel Request/Access persistence control on PRACH/M+1 attempts
R97
All GPRS MS
C215


42.1.1.4.2
Packet Channel Request/Access persistence control on PRACH/Persistence level
R97
All GPRS MS
C215


[…]






C307
IF A.1/60 THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_5

C308
IF A.1/61 THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_9

C309
IF NOT A.2/62 THEN A ELSE N/A
-- NOT TSPC_DTM

C310
IF A.1/62 THEN A ELSE N/A
-- TSPC_DTM_Dynamic_Allocation

C311
IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
-- TSPC_DTM AND NOT TSPC_DTM_Dynamic_Allocation

C312
IF (A.1/59 OR A.1/60 OR A.1/61) THEN A ELSE N/A
-- TSPC_DTM_Multislot_Class_1 OR TSPC_DTM_Multislot_Class_5 OR TSPC_DTM_Multislot_Class_9

C313
IF A.2/63 THEN A ELSE N/A
TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

C314
IF A.2/64 THEN A ELSE N/A
TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

C315
IF A.2/62 AND A.1/56 THEN A ELSE N/A
-- TSPC_Type_UTRAN AND TSPC_DTM
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