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List of CRs postponed by GERAN WG2.

This table lists those CRs which at the end of earlier GERAN WG2 meetings had no final status. In case the CRs are no longer relevant, they should be withdrawn, which is done by representatives of the source company to inform the withdrawal to the secretary. Those CRs which are still relevant should at earliest convenience be dealt with by Working Group 2.

	Doc
	Subject
	Source
	Meeting

	GP-010736
	CR 04.08-A746 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (R97)
	Alcatel
	G2-04

	GP-010737
	CR 04.08-A748 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (R98)
	Alcatel
	G2-04

	GP-010738
	CR 04.18-A197 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (R99)
	Alcatel
	G2-04

	GP-010789
	CR 04.18-A198 Clarification on SI 2 quater content  (R99)
	Alcatel
	G2-04

	GP-010739
	CR 44.018-037 MAC Mode parameter in MAC Mode and Channel Coding Request IE  (Rel-4)
	Alcatel
	G2-04

	GP-010790
	CR 44.018-038 Clarification on SI 2 quater content  (Rel-4)
	Alcatel
	G2-04

	GP-010631
	CR 44.060-018 New MS behaviour in case of un-successful cell re-selection  (Rel-4)
	Alcatel
	G2-04

	GP-022106
	CR 44.060-249 rev 1 Removal of relaxation during contention resolution (Rel-5)
	Alcatel
	G2-10

	GP-023256
	CR 44.060-283 rev 1 Clarification to GPRS cell reselection use in Packet Measurement Order message (Rel-6)
	Alcatel
	G2-12

	G2-030033
	CR 44.031-070 RRLP Response Time Correction (Rel-4)
	CPS, Nortel, Siemens
	G2-12bis

	G2-030034
	CR 44.031-071 RRLP Response Time Correction (Rel-5)
	CPS, Nortel, Siemens
	G2-12bis

	GP-021267
	CR 04.31-A078 rev 2 Correction on Navigation Model Update Mechanism (R98)
	Ericsson
	G2-09

	GP-021268
	CR 04.31-A079 rev 2 Correction on Navigation Model Update Mechanism (R99)
	Ericsson
	G2-09

	GP-021269
	CR 44.031-058 rev 2 Correction on Navigation Model Update Mechanism (Rel-4)
	Ericsson
	G2-09

	GP-021270
	CR 44.031-059 rev 2 Correction on Navigation Model Update Mechanism (Rel-5)
	Ericsson
	G2-09

	GP-010409
	CR 04.60-A969 rev 2 RLC protocol: SNS and modulo operation  (Rel-4)
	Lucent
	G2-03

	GP-010666
	CR 04.60-A994 Correction of definition of GPRS receive window  (R97)
	Lucent
	G2-04

	GP-010667
	CR 04.60-A995 Correction of definition of GPRS receive window  (R98)
	Lucent
	G2-04

	GP-010668
	CR 04.60-A996 Correction of definition of GPRS receive window  (R99)
	Lucent
	G2-04

	GP-010670
	CR 04.60-A997 Reallocation of uplink resource during down link TBF release  (R97)
	Lucent
	G2-04

	GP-010671
	CR 04.60-A998 Reallocation of uplink resource during down link TBF release  (R98)
	Lucent
	G2-04

	GP-010672
	CR 04.60-A999 Reallocation of uplink resource during down link TBF release  (R99)
	Lucent
	G2-04

	GP-010674
	CR 04.60-B000 Clarification of Ack/Nack Description  (R99)
	Lucent
	G2-04

	GP-010669
	CR 44.060-020 Correction of definition of GPRS receive window  (Rel-4)
	Lucent
	G2-04

	GP-010673
	CR 44.060-021 Reallocation of uplink resource during down link TBF release  (Rel-4)
	Lucent
	G2-04

	GP-010675
	CR 44.060-022 Clarification of Ack/Nack Description  (Rel-4)
	Lucent
	G2-04

	GP-010680
	CR 44.060-023 Paging Procedures for Iu Mode  (Rel-5)
	Lucent
	G2-04

	GP-020121
	CR 04.14-A012 New test loops for AMR-NB (R98)
	Motorola
	G2-08

	GP-020122
	CR 04.14-A013 New test loops for AMR-NB (R99)
	Motorola
	G2-08

	GP-020440
	CR 04.31-A068 Editorial Correction of the Expected OTD Description (R98)
	Motorola
	G2-08

	GP-020441
	CR 04.31-A069 Editorial Correction of the Expected OTD Description (R99)
	Motorola
	G2-08

	GP-020482
	CR 04.31-A070 Clarification and correction of DGPS Data Fields (R98)
	Motorola
	G2-08

	GP-020123
	CR 44.014-002 New test loops for AMR-NB (Rel-4)
	Motorola
	G2-08

	GP-020442
	CR 44.031-048 Editorial Correction of the Expected OTD Description (Rel-4)
	Motorola
	G2-08

	GP-020443
	CR 44.031-049 Editorial Correction of the Expected OTD Description (Rel-5)
	Motorola
	G2-08

	G2-020380
	CR 44.031-053 rev 1 Clarification of DGPS Data Fields (Rel-5)
	Motorola
	G2-08bis

	GP-020446
	CR 49.031-018 rev 1 Correction of Requested Data in Message Format (Rel-5)
	Motorola
	G2-08

	GP-000817
	CR 08.18-A109  rev 1 Blocking procedures  (Rel-4)
	Nokia
	G2-02

	GP-000818
	CR 08.18-A110  rev 1 Flow control procedures  (R99)
	Nokia
	G2-02

	GP-000819
	CR 08.18-A111  Flow control procedures  (R97)
	Nokia
	G2-02

	GP-000820
	CR 08.18-A112  Flow control procedures  (R98)
	Nokia
	G2-02

	G2-020726
	CR 44.060-280 Inclusion of DBPSCH/S (Rel-5)
	Nokia
	G2-11bis

	G2-030079
	CR 44.160-037 Correction to Mapping of SRBs onto logical channels (Rel-5)
	Nokia
	G2-12bis

	G2-020650
	CR 48.008-046 rev 1 Introduction of CS data within GERAN Classmark and GERAN BSC Container (Rel-5)
	Nokia
	G2-09bis

	G2-030090
	CR 44.014-002 rev 5 New test loops for AMR-NB (Rel-5)
	Philips Semiconductors;Motorola;Cingular Wireless
	G2-12bis

	G2-010425
	CR 04.08-A744 Support of Early Classmark Sending by an PBCCH capable cell (R97) (R97)
	Siemens
	G2-06bis

	G2-010427
	CR 04.18-A190 Support of Early Classmark Sending by an PBCCH capable cell (R90) (R99)
	Siemens
	G2-06bis

	G2-020714
	CR 08.18-A141 Usage of Allocation/Retention Priority (R99)
	Siemens
	G2-11bis

	G2-010428
	CR 44.018-026 Support of Early Classmark Sending by an PBCCH capable cell (Rel-4) (Rel-4)
	Siemens
	G2-06bis

	G2-010429
	CR 44.018-027 Support of Early Classmark Sending by an PBCCH capable cell (Rel-5) (Rel-5)
	Siemens
	G2-06bis

	GP-010033
	CR 44.018-067  BF establishment via CCCH  (Rel-5)
	Siemens
	G2-03

	GP-021578
	CR 44.060-204 EGPRS ACK/NACK uncompressed bitmap encoding (Rel-5)
	Siemens
	G2-10

	GP-022219
	CR 44.060-260 Removal of Control Ack from Multiple TBF assignment messages (Rel-5)
	Siemens
	G2-11

	G2-020696
	CR 44.060-265 rev 1 Introduction of Multiple TBFs into section 7 for A/Gb mode. (Rel-5)
	Siemens
	G2-11bis

	GP-022447
	CR 44.160-021 Condition when to transmit PACKET CONTROL ACKNOWLEDGEMENT during contention resolution (Rel-5)
	Siemens
	G2-11

	G2-020715
	CR 48.018-076 Usage of Allocation/Retention Priority (Rel-4)
	Siemens
	G2-11bis

	G2-020716
	CR 48.018-077 Usage of Allocation/Retention Priority (Rel-5)
	Siemens
	G2-11bis

	G2-030022
	CR 48.071-009 Proposed modification of SMLC-BSS signalling (Rel-6)
	TruePosition
	G2-12bis

	G2-030023
	CR 49.031-022 Proposed modification of BSSAP-LE signalling (Rel-6)
	TruePosition
	G2-12bis

	GP-011954
	CR 04.18-A217 rev 2 Correction of information in the UTRAN Classmark Change message (R99) (R99)
	Vodafone
	G2-06

	GP-011955
	CR 44.018-088 rev 2 Correction of information in the UTRAN Classmark Change message (Rel-4) (Rel-4)
	Vodafone
	G2-06

	GP-011956
	CR 44.018-089 rev 2 Correction of information in the UTRAN Classmark Change message (Rel-5) (Rel-5)
	Vodafone
	G2-06


