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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	2
	full rate speech mode.
	3GPP TS 02.06 3.2.2, 

3GPP TS 22.101, 3.2.2

3GPP TS 02.01 D.2,

3GPP TS 22.001, D.2
	Phase 2
	C2501
	
	TSPC_AddInfo_FullRateSpeech

	3
	half rate speech mode.
	3GPP TS 02.06 3.2.2,

3GPP TS 22.101, 3.2.2

3GPP TS 02.01 D.2

3GPP TS 22.001, D.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRateSpeech

	4
	at least one data service.
	3GPP TS 07.01 annex D, 3GPP TS 09.07, 3
	Phase 2
	O
	
	TSPC_ AddInfo_DataSvc

	5
	at least one full rate data service.
	3GPP TS 07.01 annex D, 

3GPP TS 27.001, D

3GPP TS 09.07, 10

3GPP TS 29.007, 10
	Phase 2
	O
	
	TSPC_AddInfo_FullRateData

	6
	at least one half rate data service.
	3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_HalfRateData

	7
	at least one non transparent data service.
	3GPP TS 02.02 3,

3GPP TS 22.002, D.2

3GPP TS 02.03 6

3GPP TS 22.001, D.2
	Phase 2
	O
	
	TSPC_AddInfo_NonTransData

	8
	at least one transparent data service.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3,

3GPP TS 02.03 6

3GPP TS 22.003, 6
	Phase 2
	O
	
	TSPC_AddInfo_TransData

	9
	only transparent data service 
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 02.03 6

3GPP TS 22.003, 6
	Phase 2
	O
	
	TSPC_AddInfo_TranspDataOnly

	10
	at least one asynchronous data service.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_AsyncData

	11
	at least one asynchronous non transparent data service.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_AsyncNonTransData

	12
	2.4 k full rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_24DataF

	13
	2.4 k half rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_24DataH

	14
	4.8 k full rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_48DataF

	15
	4.8 k half rate data mode.
	3GPP TS 02.02 3,

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_48DataH

	16
	9.6 k full rate data mode.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_96Data

	17
	non transparent service with full rate channel at a user rate of 4.8 kbit/s.
	3GPP TS 02.02 3, 

3GPP TS 22.002, 3

3GPP TS 07.01 annex B,

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_AddInfo_fullRate4.8

	18
	at least one bearer capability.
	3GPP TS 07.01 annex B

3GPP TS 27.001, annex B
	Phase 2
	O
	
	TSPC_ AddInfo_BC

	19
	at least one MT circuit switched basic service.
	3GPP TS 04.08 5.3.4.2.2

3GPP TS 24.008, 5.3.4.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_MTsvc

	20
	at least one MO circuit switched basic service.
	3GPP TS 04.08 5.3.4.2.1

3GPP TS 24.008, 5.3.4.2.1
	Phase 2
	O
	
	TSPC_ AddInfo_MOsvc

	21
	only SDCCH.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_SDCCHOnly

	22
	at least one service on traffic channel supported
	3GPP TS 02.02 3,

3GPP TS 22.002, 3

3GPP TS 02.03 annex A

3GPP TS 22.003, annex A
	Phase 2
	O
	
	TSPC_ AddInfo_SvcOnTCH

	23
	dual rate channel types.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_DualRate

	24
	only full rate channel type.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_ AddInfo_FullRateOnly

	25
	at least one teleservice.
	3GPP TS 02.03 6

3GPP TS 22.003, 6
	Phase 2
	O
	
	TSPC_ AddInfo_TeleSvc

	26
	CC protocol for at least one BC.
	3GPP TS 04.08 5

3GPP TS 24.008, 5
	Phase 2
	O
	
	TSPC_Addinfo_CCprotocol_oneBC

	27
	only circuit switched basic service supported by the mobile is emergency call.
	3GPP TS 02.03 6, A.1.2

3GPP TS 22.003, 6, A.1.2
	Phase 2
	C2505
	
	TSPC_ AddInfo_EmgOnly

	28
	Fax Error Correction Mode.
	3GPP TS 03.45,4.2.2

3GPP TS 23.045, 4.2.2

3GPP TS 03.46,2.6


	Phase 2
	O
	
	TSPC_AddInfo_FaxErrCorr

	29
	at least one supplementary service.
	3GPP TS 02.04 4, 

3GPP TS 22.004, 4

3GPP TS 02.07 B.2.1
	Phase 2
	O
	
	TSPC_ AddInfo_SS

	30
	non call related supplementary service.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_ AddInfo_NonCallSS

	31
	at least one short message service.
	3GPP TS 02.03 B.1.7, A.1.3

3GPP TS 22.003, B.1.3, A.1.3
	Phase 2
	O
	
	TSPC_ AddInfo_SMS

	32
	(SMS) reply procedure.
	3GPP TS 03.40 3

3GPP TS 23.040, 3
	Phase 2
	O
	
	TSPC_ AddInfo_ReplyProc

	33
	replace SMS.
	3GPP TS 03.40 3

3GPP TS 23.040, 3
	Phase 2
	O
	
	TSPC_ AddInfo_ReplaceSMS

	34
	display of received SMS.
	3GPP TS 03.40 9,

3GPP TS 23.040, 9

3GPP TS 03.41 8

3GPP TS 23.041, 8
	Phase 2
	O
	
	TSPC_ AddInfo_DispRcvSMS

	35
	SMS status report capabilities.
	3GPP TS 03.40 3.2.9

3GPP TS 23.040, 3.2.9
	Phase 2
	O
	
	TSPC_AddInfo_SMSStatusRepCap

	36
	Storing of short messages in the SIM.
	3GPP TS 03.38 4

3GPP TS 23.038, 4
	Phase 2
	O
	
	TSPC_AddInfo_StoreRcvSMSSIM

	37
	Storing of short messages in the ME.
	3GPP TS 03.38 4

3GPP TS 23.038, 4

3GPP TS 03.40, 10

3GPP TS 23.040, 10
	Phase 2
	O
	
	TSPC_AddInfo_StoreRcvSMSME

	38
	detach on power down.
	3GPP TS 04.08 4.3.4

3GPP TS 24.008, 4.3.4
	Phase 2
	O
	
	TSPC_AddInfo_DetachOnPwrDn

	39
	detach on SIM remove.
	3GPP TS 04.08 4.3.4

3GPP TS 24.008, 4.3.4
	Phase 2
	O
	
	TSPC_AddInfo_DetachOnSIMRmv

	40
	SIM removable without power down.
	3GPP TS 02.17 5.7
	
	O
	
	TSPC_ AddInfo_SIMRmv

	41
	ID‑1 SIM.
	3GPP TS 02.17 4.1.1
	Phase 2
	O.2502
	
	TSPC_AddInfo_ID1

	42
	Plug-In SIM.
	3GPP TS 02.17 4.1.2
	Phase 2
	O.2502
	
	TSPC_AddInfo_PlugIn

	43
	Disable PIN feature.
	3GPP TS 02.17 5.6
	Phase 2
	O
	
	TSPC_AddInfo_DisablePin

	44
	PIN2 feature.
	3GPP TS 02.17 5.6
	Phase 2
	O
	
	TSPC_AddInfo_Pin2

	45
	Feature requiring entry of PIN2.
	3GPP TS 02.17 5.6
	Phase 2
	O
	
	TSPC_AddInfo_Pin2Feature

	46
	Chars 0‑9, *, # supported
	3GPP TS 02.30 2.3,

3GPP TS 22.030, 2.3

3GPP TS 02.07 B.1.5
	Phase 2
	O
	Phase 2
	TSPC_ AddInfo_BasCharSet

	47
	A, B, C, D chars. supported
	3GPP TS 02.30 2.3

3GPP TS 22.030, 2.3
	Phase 2
	O
	Phase 2
	TSPC_AddInfo_AddCharSet

	48
	automatically enter automatic selection of PLMN mode.
	3GPP TS 02.11 3.2

3GPP TS 22.011, 3.2
	Phase 2
	O
	Phase 2
	TSPC_AddInfo_AutoAutoMode

	49
	alerting indication to the user.
	3GPP TS 04.08 5.2.1.5

3GPP TS 24.008, 5.2.1.5 
	Phase 2
	O
	Phase 2
	TSPC_AddInfo_AlertInd

	50
	Appl. Layer is always running.
	3GPP TS 11.10‑1 18.1

3GPP TS 51.010-1, 18.1
	R98
	O
	
	TSPC_AddInfo_ApplAlwaysRun

	51
	Immediate connect supported for all circuit switched basic services.
	3GPP TS 04.08 5.2.1.6

3GPP TS 24.008, 5.2.1.6
	Phase 2
	O
	
	TSPC_AddInfo_ImmConn

	52
	In-Call modification.
	3GPP TS 04.08 5.3.4.3

3GPP TS 24.008, 5.3.4.3
	Phase 2
	O
	
	TSPC_AddInfo_InCallMod

	53
	follow-on request procedure.
	3GPP TS 04.08 4.4.4.6

3GPP TS 24.008, 4.4.4.6
	Phase 2
	O
	
	TSPC_AddInfo_followOnReq

	54
	refusal of call.
	3GPP TS 04.08 5.2.2.3.1

3GPP TS 24.008, 5.2.2.3.1
	Phase 2
	O
	
	TSPC_AddInfo_RefusalCall

	55
	RF amplification.
	3GPP TS 04.08 3.4.10

3GPP TS 44.018, 3.4.10
	Phase 2
	O
	
	TSPC_AddInfo_RFAmp

	56
	Number of B-party number for autocalling is greater than the number of entries in the blacklist.
	3GPP TS 02.07 annex A
	Phase 2
	O
	
	TSPC_AddInfo_AutocallBnoGreaterM

	57
	Handset MS supporting speech.
	3GPP TS 03.50 3.1.1
	Phase 2
	O
	
	TSPC_AddInfo_SpeechHandset

	58
	MT2 Configuration.
	3GPP TS 04.02 3

3GPP TS 24.002, 3
	Phase 2
	O
	
	TSPC_AddInfo_MT2

	59
	MT2 Configuration or any other possibility to send data over Um interface.
	3GPP TS 04.02 3

3GPP TS 24.002, 3
	Phase 2
	O
	
	TSPC_AddInfo_MT2orOther

	60
	Permanent Antenna Connector.
	3GPP TS 51.010‑1 12.1.1, 12.1.2
	Release 4
	O.2504
	
	TSPC_AddInfo_PermAntenna

	61
	Pseudo-synchronized handover supported.
	3GPP TS 05.10 2, annex A
	Phase 2
	O
	
	TSPC_AddInfo_PseudoSynch

	62
	5V only SIM/ME interface.
	3GPP TS 11.11
	R96
	O.2503
	
	TSPC_AddInfo_5V

	63
	3V only SIM/ME interface.
	3GPP TS 11.12
	R96
	O.2503
	
	TSPC_AddInfo_3V

	64
	3V/5V SIM/ME interface.
	3GPP TS 11.12
	R96
	O.2503
	
	TSPC_AddInfo_3V5V

	65
	Enhanced full rate speech supported
	3GPP TS 06.51
	Phase 2
	C2502
	
	TSPC_Addinfo_EFR

	66a
	RLP supports non default parameters
	3GPP TS 04.22 5.2.2.6

3GPP TS 24.022, 3
	Phase 2
	O
	
	TSPC_AddInfo_NonDefaultRlpParam

	66b
	Support of listening to voice broadcast calls (VBS listening)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 1.7.1
	R 96
	O
	
	TSPC_AddInfo_VBS_Listening

	67
	Support of originating voice broadcast call (VBS originating)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 1.7.1
	R 96
	O
	
	TSPC_AddInfo_VBS_Originating

	68
	Support of listening to voice group calls (VGCS listening)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 1.7.1
	R96
	C2503
	
	TSPC_AddInfo_VGCS_Listening

	69
	Support of talking in voice group calls (VGCS talking)
	3GPP TS 04.08, 0.7.1

3GPP TS 24.008, 1.7.1
	R96
	C2504
	
	TSPC_AddInfo_VGCS_Talking

	70
	Support of originating voice group call (VGCS originating)
	3GPP TS 04.08, 0.7

3GPP TS 24.008, 0.7
	R96
	O
	
	TSPC_AddInfo_VGCS_Originating

	71
	Support reduced NCH monitoring
	3GPP TS 04.08, 3.3.3.3

3GPP TS 44.018, 3.3.3.3
	R96
	O
	
	TSPC_AddInfo_NCH_ReducedMonitor

	72
	14.4 k data mode
	3GPP TS 02.02 3,

3GPP TS 22.002, 3

3GPP TS 07.01 Annex B,

3GPP TS 27.001, Annex B
	R 96
	O
	
	TSPC_ AddInfo_144Data

	73
	Implementation of cause number 27 of busy autocalling in category 2
	3GPP TS 02.07, Annex A
	Phase 2
	O
	
	TSPC_AddInfo_Impl_CNr27_Cat2

	74
	Implementation of cause number 27 of busy autocalling in category 3
	3GPP TS 02.07, Annex A
	Phase 2
	O
	
	TSPC_AddInfo_Impl_CNr27_Cat3

	75
	Support of immediate connect
	3GPP TS 04.08, 5.2.1.6

3GPP TS 24.008, 5.2.1.6
	Phase 2
	O
	
	TSPC_AddInfo_imm_Con

	76
	Artificial ear type 1
	3GPP TS 03.50
	Phase 2 up to and including release 4 
	O
	
	TSPC_AddInfo_Ear_type1

	77
	Artificial ear type 3.2, Low leak option
	3GPP TS 03.50
	Phase 2
	O
	
	TSPC_AddInfo_Ear_type32_LL

	78
	Artificial ear type 3.4
	3GPP TS 03.50
	R96
	O
	
	TSPC_AddInfo_Ear_type34

	79
	Speech supported for Multi Rate version 1
	3GPP TS 05.09 3.4
	R98
	C2502
	
	TSPC_AddInfo_AMR

	80
	NCH monitoring in group receive mode
	3GPP TS 03.68 11.3.1.3.a

3GPP TS 43.068, 11.3.1.3
	R 96
	O
	
	TSPC_AddInfo_NCH_Monit_Rev

	81
	NCH monitoring in group transmit mode
	3GPP TS 03.68 11.3.1.3.a

3GPP TS 43.068, 11.3.1.3
	R 96
	O
	
	TSPC_AddInfo_NCH_Monit_Tra

	82
	NCH monitoring in dedicated mode
	3GPP TS 03.68 11.3.1.3.a

3GPP TS 43.068, 11.3.1.3
	R 96
	O
	
	TSPC_AddInfo_NCH_Monit_Ded

	83
	Support of one PDP context activation
	3GPP TS 04.08, 6.1.3.1

3GPP TS 24.008, 6.1.3.1
	R 97
	O
	
	TSPC_AddInfo_1PDP_CA

	84
	Support of more than one PDP context activation
	3GPP TS 04.08

3GPP TS 24.008
	R 97
	O
	
	TSPC_AddInfo_mor1PDP CA

	85
	Support of more than one PDP context activation simultaneously on the same SAPI
	3GPP TS 04.08

3GPP TS 24.008
	R 97
	O
	
	TSPC_AddInfo_mor1PDP CA_SAPI

	86
	Support of GPRS data compression
	3GPP TS 04.65, 6.6

3GPP TS 24.065, 6.6
	R 97
	O
	
	TSPC_AddInfo_GPRS_Data_Compr

	87
	Support of GPRS header compression
	3GPP TS 04.65 

3GPP TS 24.065
	R 98
	O
	
	TSPC_AddInfo_GPRS_Header_Compr

	88
	Support of Network requested PDP context activation
	3GPP TS 04.08, 6.1.3.1.2

3GPP TS 24.008, 6.1.3.1.2
	R 97
	O
	
	TSPC_AddInfo_N_req_PDP_CA

	89
	Support for user settings of minimum QoS
	3GPP TS 02.60

3GPP TS 22.060
	R 97
	O
	
	TSPC_ AddInfo_min_QoS

	90
	Automatic GPRS attach procedure at switch-on/power-on
	3GPP TS 04.08, 4.7.3

3GPP TS 24.008, 4.7.3
	R 97
	O
	
	TSPC_AddInfo_on_auto_GPRS_AP

	91
	MMI controlled attach/detach procedures for non-GPRS services
	3GPP TS 04.08, 4.7.3.1.4

3GPP TS 24.008, 4.7.3.1.4
	R 97
	O
	
	TSPC_AddInfo_MMI_contr_A/DProc_Non GPRS

	92
	Automatic attach procedure when MS identity cannot derived by the network
	3GPP TS 04.08, 4.7.5.1.4

3GPP TS 24.008, 4.7.5.1.4
	R 97
	O
	
	TSPC_AddInfo_auto_AP_no_MS ID

	93
	Automatic MM IMSI attach procedure at switch-on/power-on
	3GPP TS 04.08, 4.7.3.2.4

3GPP TS 24.008, 4.7.3.2.4
	R98
	O
	
	TSPC_AddInfo_auto_MM_IMSI_AP_on/off

	94
	Support of SIM Application Toolkit
	3GPP TS 11.11, 11.6
	R96
	O
	
	TSPC_AddInfo_SIM_Appl_Toolkit

	95
	1,8V only SIM/ME interface.
	3GPP TS 11.18
	R98
	O.2503
	
	TSPC_AddInfo_1,8V

	96
	1,8V/3V SIM/ME interface.
	3GPP TS 11.18
	R98
	O.2503
	
	TSPC_AddInfo_1,8V3V

	97
	Multiple SM MO/PP on same RR link
	3GPP TS 03.40 3.7

3GPP TS 23.040, 3.7
	Phase 2
	O
	
	TSPC_AddInfo_MultSMsameRR

	98
	Support of stored list cell selection
	3GPP TS 05.08

3GPP TS 45.008
	Phase 2
	O
	
	TSPC_AddInfo_StoredListCellSel

	99
	at least one service not support immediate connection
	3GPP TS 04.08

3GPP TS 24.008
	Phase 2
	O
	
	TSPC_ AddInfo_NoimmConn

	100
	Enhanced full rate speech version 2 supported
	3GPP TS 06.51
	Phase 2
	O
	
	TSPC_AddInfo_EFR_Speech_v2

	101
	Enhanced full rate speech version 3 supported
	3GPP TS 06.51
	Phase 2
	O
	
	TSPC_AddInfo_EFR_Speech_v3

	102
	EFR_EmgCallSetup message contains the bearer capability
	3GPP TS 06.51
	Phase 2
	O
	
	TSPC_AddInfo_EFR_EmgCallBcap

	103
	Support of MonitorPCH_GroupTransmitMode
	3GPP TS 11.10-1

3GPP TS 51.010-1
	Phase 2
	O
	
	TSPC_AddInfo_MonitorPCH_GroupTransmitMode

	104
	Integral_Antenna Connector
	3GPP TS 51.010‑1 12
	Release 4
	O.2504
	
	TSPC_AddInfo_IntegrAntenna

	105
	User requested combined GPRS and non-GPRS detached without powering off
	3GPP TS 04.08, 4.7.4

3GPP TS 24.008, 4.7.4
	R97
	O
	
	TSPC_AddInfo_Comb_DP_no_pwr_off

	106
	User requested non-GPRS detached
	3GPP TS 04.08, 4.7.4

3GPP TS 24.008, 4.7.4
	R97
	O
	
	TSPC_AddInfo_Usr_non_GPRS_DP

	107
	Artificial ear type 3.2, High leak option
	3GPP TS 43.050
	Phase 2
	O
	
	TSPC_AddInfo_Ear_type32_HL

	108
	Artificial ear type 3.3
	3GPP TS 43.050
	R96
	O
	
	TSPC_AddInfo_Ear_type33

	109
	Support of Multiple SMS
	3GPP TS 03.40 3.7

3GPP TS 23.040, 3.7
	Phase2
	O
	
	TSPC_Addinfo_MultSMS

	110
	Cell Reselection after T3184 Expiry
	3GPP TS 04.60


	R97
	O
	
	TSPC_Cell_Resel

	111
	GPRS attach attempted automatically due to outstanding request
	3GPP TS 04.08, 4.7.3

3GPP TS 24.008, 4.7.3
	R97
	O
	
	TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding

	112
	Speech supported for Half rate version 3
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	R98
	O
	
	TSPC_AddInfo_Half_rate_version_3

	113
	AMR LoopBack I
	3GPP TS 44.014
	Release 5
	C2502
	
	TSPC_AMR_LoopBack_I

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_Addinfo_HalfRateSpeech

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_Addinfo_FullRateSpeech

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	Comments:


	
	


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	C31
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	C36
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	C31
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which do not support AOCC
	C32
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and do not support the Call Hold supplementary service
	C33
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC, but do not support the Multi-Party supplementary service
	C34
	

	11.6
	Verification of non-support of feature (Fixed Dialling Number (FDN))
	Phase 2
	MS which do not support FDN
	C35
	

	11.7
	IMEI Security
	Phase 2
	All MS
	A
	

	12.1.1
	Conducted spurious emissions, MS allocated a channel
	Phase 2
	All MS with a permanent antenna connector
	C99
	

	12.1.2
	Conducted spurious emissions, MS in idle mode
	Phase 2
	All MS with a permanent antenna connector
	C99
	

	12.2.1
	Radiated spurious emissions, MS allocated a channel
	Phase 2
	All MS not supporting R-GSM. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	C102
	

	12.2.2
	Radiated spurious emissions, MS in idle mode
	Phase 2
	All MS not supporting R-GSM. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	C102
	

	12.3.1
	Conducted spurious emissions, MS allocated a channel for MS supporting the R-GSM band
	R96
	R-GSM MS with a permanent antenna connector
	C115
	

	12.3.2
	Conducted spurious emissions, MS in idle mode for MS supporting the R-GSM band
	R96
	R-GSM MS with a permanent antenna connector
	C115
	

	12.4.1
	Radiated spurious emissions, MS allocated a channel for MS supporting the R-GSM band
	R96
	R-GSM MS. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	C103
	

	12.4.2
	Radiated spurious emissions, MS in idle mode for MS supporting the R-GSM band
	R96
	R-GSM MS. The test at extreme voltages does not apply to MS where a practical connection to an external power supply is not possible
	C103
	

	13.1
	Frequency error and phase error
	Phase 2
	All MS
	A
	

	13.2
	Frequency error under multipath and interference conditions
	Phase 2
	All MS
	A
	

	13.3-1
	Transmitter output power and burst timing - MS with permanent antenna connector
	Phase 2
	All MS with a permanent antenna connector
	C20
	

	13.3-2
	Transmitter output power and burst timing - MS with integral antenna
	Phase 2
	All MS with integral antenna connector
	C92
	

	13.4
	Output RF spectrum
	Phase 2
	All MS not supporting R-GSM
	C102
	

	13.6
	Frequency error and phase error in HSCSD multislot configuration
	R96
	HSCSD Multislot MS
	C86
	

	13.7-1
	Transmitter output power and burst timing in HSCSD configurations - MS with permanent antenna connector
	R96
	HSCSD Multislot MS with permanent antenna connector
	C93
	

	13.7-2
	Transmitter output power and burst timing in HSCSD configurations - MS with integral antenna
	R96
	HSCSD Multislot MS with integral antenna
	C94
	

	13.8
	Output RF spectrum in HSCSD multislot configuration
	R96
	HSCSD Multislot MS
	C86
	

	13.9
	Output RF spectrum for MS supporting the R-GSM band
	R96
	R-GSM MS
	C103
	

	13.10
	Reserved for future use
	
	
	
	

	13.11
	Reserved for future use
	
	
	
	

	13.12
	Reserved for future use
	
	
	
	

	13.13
	Reserved for future use
	
	
	
	

	13.14
	Reserved for future use
	
	
	
	

	13.15
	Reserved for future use
	
	
	
	

	13.16.1
	Frequency error and phase error in GPRS multislot configuration
	R97
	GPRS MS supporting multislot operation on the uplink
	C204
	

	13.16.2-1
	Transmitter output power in GPRS multislot configuration - MS with permanent antenna connector
	R97
	GPRS MS supporting multislot operation on the uplink - MS with permanent antenna connector
	C95
	

	13.16.2-2
	Transmitter output power in GPRS multislot configuration - MS with integral antenna connector
	R97
	GPRS MS supporting multislot operation on the uplink - MS with integral antenna connector
	C96
	

	13.16.3
	Output RF spectrum in GPRS multislot configuration 
	R97
	GPRS MS supporting multislot operation on the uplink 
	C204
	

	13.17.1
	Frequency error and Modulation accuracy 
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes
	C238
	

	13.17.2
	Frequency error under multipath and interference conditions
	R99
	All EGPRS MS
	C216
	

	13.17.3-1
	EGPRS Transmitter output power- MS with permanent antenna connector
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes with permanent antenna connector
	C97
	

	13.17.3-2
	EGPRS Transmitter output power- MS with integral antenna connector
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes with integral antenna connector
	C98
	

	13.17.4
	Output RF spectrum
	R99
	EGPRS MS capable of 8PSK in Uplink, of all Multislot classes
	C238
	

	14.1.1.1
	Bad frame indication - TCH/FS - Random RF input
	Phase 2
	MS supporting full rate speech
	C24
	

	14.1.1.2
	Bad frame indication - TCH/FS - Frequency hopping and downlink DTX
	Phase 2
	MS supporting full rate speech
	C24
	

	14.1.2.1
	Bad frame indication - TCH/HS - Random RF input
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.1.2.2
	Bad frame indication - TCH/HS - Frequency hopping and downlink DTX
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.1.3
	Bad frame indication - TCH/FS - Frequency hopping and downlink DTX - Phase 2 MS in a phase 1 network
	Phase 2
	MS supporting full rate speech
	C24
	

	14.1.4
	Bad frame indication - TCH/HS - Frequency hopping and downlink DTX - Phase 2 MS in a phase 1 network
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.1.5.1
	Bad frame indication - TCH/AFS - Random RF input
	R98
	MS supporting AMR
	C203
	

	14.1.6.1
	Bad frame indication - TCH/AHS - Random RF input
	R98
	MS supporting AMR Half Rate
	C319
	

	14.2.1
	Reference sensitivity - TCH/FS
	Phase 2
	MS supporting full rate speech
	C24
	

	14.2.2
	Reference sensitivity - TCH/HS (Speech frames)
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.2.3
	Reference sensitivity - FACCH/F
	Phase 2
	All MS
	A
	

	14.2.4
	Reference sensitivity - FACCH/H
	Phase 2
	MS supporting half rate speech
	C13
	

	14.2.5
	Reference sensitivity - full rate data channels
	Phase 2
	MS supporting data
	C11
	

	14.2.6
	Reference sensitivity - half rate data channels
	Phase 2
	MS supporting half-rate data
	C12
	

	14.2.7
	Reference sensitivity - TCH/EFS
	Phase 2
	MS supporting EFR speech
	C83
	

	14.2.8
	Reference sensitivity - full rate data channels in multislot configuration
	R98
	HSCSD Multislot MS
	C86
	

	14.2.9
	Reference sensitivity - TCH/FS for MS supporting the R-GSM band
	R98
	R-GSM MS supporting full rate speech
	C116
	

	14.2.10
	Reference Sensitivity – TCH/AFS
	R98
	MS supporting AMR
	C203
	

	14.2.18
	Reference Sensitivity – TCH/AHS
	R98
	MS supporting AMR
	C203
	

	14.2.19
	Reference Sensitivity – TCH/AFS-INB
	R98
	MS supporting AMR and Loop I
	C320
	

	14.2.20
	Reference Sensitivity – TCH/AHS-INB
	R98
	MS supporting AMR and Loop I
	C320
	

	14.3
	Usable receiver input level range
	Phase 2
	MS supporting full rate speech
	C24
	

	14.4.1
	Co-channel rejection - TCH/FS
	Phase 2
	MS supporting full rate speech
	C24
	

	14.4.2
	Co-channel rejection - TCH/HS
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.4.3
	Co-channel rejection - TCH/HS (SID frames)
	Phase 2
	MS supporting half-rate speech
	C13
	

	14.4.4
	Co-channel rejection - FACCH/F
	Phase 2
	All MS
	A
	

	14.4.5
	Co-channel rejection - FACCH/H
	Phase 2
	MS supporting half rate service
	C2
	

	14.4.6
	Co-channel rejection - TCH/EFS
	Phase 2
	MS supporting EFR speech
	C83
	

	14.4.7
	Receiver performance in the case of frequency hopping and co-channel interference on one carrier

	R97
	MS supporting speech
	C52
	

	14.4.8
	Co-channel rejection – TCH/AFS
	R98
	MS supporting AMR
	C203
	

	14.4.16
	Co-channel rejection – TCH/AHS
	R98
	MS supporting AMR
	C203
	

	14.4.17
	Co-channel rejection – TCH/AFS-INB
	R98
	MS supporting AMR and Loop I
	C320
	

	14.4.18
	Co-channel rejection – TCH/AHS-INB
	R98
	MS supporting AMR and Loop I
	C320
	

	14.5.1.1
	Adjacent channel rejection - speech channels – TCH/FS
	Phase 2
	MS supporting speech
	C52
	

	14.5.1.2
	Adjacent channel rejection - speech channels – TCH/AFS
	R98
	MS supporting AMR
	C203
	

	14.5.1.3
	Adjacent channel rejection - speech channels – TCH/AHS
	R98
	MS supporting AMR Half Rate
	C319
	


.
	14.8.1
	AM suppression - speech channels
	Phase 2
	MS supporting speech
	C52
	

	14.8.2
	AM suppression - control channels
	Phase 2
	MS not supporting speech
	C53
	

	14.9
	Paging performance at high input levels
	Phase 2
	All MS
	A
	

	14.10.1
	Performance of the Codec Mode Request Generation – TCH/AFS
	R98
	MS supporting AMR
	C203
	

	14.10.2
	Performance of the Codec Mode Request Generation – TCH/AHS
	R98
	MS supporting AMR
	C203
	

	14.11
	Reserved for future use
	
	
	
	

	14.12
	Reserved for future use
	
	
	
	

	14.13
	Reserved for future use
	
	
	
	

	14.14
	Reserved for future use
	
	
	
	

	14.15
	Reserved for future use
	
	
	
	


.

.
	C306
	IF A.1/59 THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_1

	C307
	IF A.1/60 THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_5

	C308
	IF A.1/61 THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_9

	C309
	IF NOT A.2/62 THEN A ELSE N/A
	-- NOT TSPC_DTM

	C310
	IF A.1/62 THEN A ELSE N/A
	-- TSPC_DTM_Dynamic_Allocation

	C311
	IF A.2/62 AND NOT A.1/62 THEN A ELSE N/A
	-- TSPC_DTM AND NOT TSPC_DTM_Dynamic_Allocation

	C312
	IF (A.1/59 OR A.1/60 OR A.1/61) THEN A ELSE N/A
	-- TSPC_DTM_Multislot_Class_1 OR TSPC_DTM_Multislot_Class_5 OR TSPC_DTM_Multislot_Class_9

	C313
	IF A.2/63 THEN A ELSE N/A
	TSPC_EOTD_ASSIST_AND TSPC_PERF_GMSK

	C314
	IF A.2/64 THEN A ELSE N/A
	TSPC_EOTD_ASSIST AND TSPC_PERF_8PSK

	C315
	IF A.2/62 AND A.1/56 THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_DTM

	C316
	IF A.2/42 AND A.2/65 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EGPRS_ENHANC

	C317
	IF A.2/41 AND A.2/15 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Feat_OnOff

	C318
	IF (A.2/57 AND NOT A.2/60) THEN A ELSE N/A
	-- TSPC_EOTD_ASSIST  AND NOT -- TSPC_A-GPS_Assist

	C319
	IF A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3

	C320
	IF A.25/79 AND A.25/113 THEN A ELSE N/A
	-- TSPC_AddInfo_AMR AND TSPC_LoopBack_I
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