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42.1.2.2.6 
Packet Downlink Assignment  Timing Advance / TA value field not provided

42.1.2.2.6.1
Conformance requirements

For the case where a TIMING_ADVANCE_VALUE field is not provided in the assignment message, the mobile station is not allowed to send normal bursts on the uplink until it receives a valid timing advance either through the continuous timing advance procedure or in a PACKET TIMING ADVANCE/POWER CONTROL message.

Reference

3GPP TS 04.60 subclause 7.1.2.5.

42.1.2.2.6.2
Test purpose

To verify that the mobile station does not send normal bursts on the uplink until it receives a valid timing advance in a PACKET POWER CONTROL/TIMING ADVANCE message if Timing Advance Value field is not provided in the PACKET DOWNLINK ASSIGNMENT message. 

42.1.2.2.6.3
Method of test

Initial conditions

System Simulator:


1 cell supporting GPRS.

Mobile Station:


The MS is GPRS attached and in packet idle mode. PDP context 2 has been established. 

Related PICS/PIXIT statement

-
Support GPRS service. 

-
Support PDP context.

-
 

Test procedure

The SS initiates downlink data transfer The SS does not include Timing Advance in the PACKET DOWNLINK ASSIGNMENT. The SS poll MS by sending an RLC DATA BLOCK. SS verifies for 2 seconds that MS did not answer to poll and then send a PACKET POWER CONTROL/TIMING ADVANCE message with a valid timing advance information. The SS verifies that the MS does not send any normal burst on the uplink until the SS sends a valid timing advance.

Maximum duration of the test

2 minutes.

Expected sequence

Step
Direction
Message
Comments

1
MS

The SS initiate a downlink transfer of 200 octets data.

2
SS->MS
PACKET DOWNLINK  ASSIGNMENT
Send on PPCH. No Timing Advance Value 

3
SS -> MS
DOWNLINK RLC DATA BLOCK
Sent on assigned PDTCHs with a valid RRBP field



4
SS

SS verifies that the MS does not send any normal burst on the uplink.

5
SS -> MS
PACKET POWER CONTROL/TIMING ADVANCE
Include a valid Timing Advance information. Sent on PACCH.

6
SS->MS
DOWNLINK RLC DATA BLOCK


Sent on assigned PDTCHs with a valid RRBP field



7
MS->SS
PACKET DOWNLINK ACK/NACK
The SS verifies that the MS indicating correct reception of downlink data blocks. Received on PACCH.

Specific message contents

None.
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