Page 1



3GPP TSG-GERAN Meeting #14 
Tdoc (
GP-030589

Münich, Germany, 7th – 11th April 2003




Agenda 7.4.5.3.3
	CR-Form-v7

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	1418
	(

rev
	-
	(

Current version:
	5.2.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Sec 52.4.4.2 - Attach procedure need to be completed before sending Packet Measurement order.

	
	

	Source:
(

	Setcom

	
	

	Work item code:
(

	EDGE
	
	Date: (

	31/03/2003

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	SS is not waiting for ATTACH COMPLETE before sending Packet Measurement Order message. Attach procedure has to be completed before sending a  Packet Measurement Order.

	
	

	Summary of change:
(

	SS is made to wait for ATTACH COMPLETE message in Step 4 before sending a Packet Measurement Order message in Step 5

	
	

	Consequences if 
(

not approved:
	A correctly implemented MS may fail the test

	
	

	Clauses affected:
(

	52.4.4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to R99 and later MS.

The corresponding GPRS testcase has been already modified. 


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

52.4.4.2
Network Controlled Cell Reselection/validity of reselection parameters/MS enters standby state

52.4.4.2.1
Conformance requirement

A set of measurement reporting parameters (NETWORK_CONTROL_ORDER and NC_REPORTING_PERIOD(s)) is broadcast on PBCCH. The parameters may also be sent individually to an MS on PCCCH or PACCH, in which case it overrides the broadcast parameters. The individual parameters are valid until the RESET command is sent to MS., there is a downlink signaling fail​ure or the MS enters Standby State.

Reference: 

3GPP TS 05.08 subclause 10.1.4.

52.4.4.2.2
Test purpose

To verify that the measurement reporting parameters are valid till the MS enters the standby state.

52.4.4.2.3 
Method of test

Initial conditions

	Parameter
	Carrier1
	Carrier2

	RF Signal Level (dBm)
	-80 
	-70

	GPRS_RXLEV_ACCE SS_MIN
	-100
	-100

	NETWORK_CONTRO L_ORDER
	NC0 
	NC2

	C1
	20 
	30

	C32
	20 
	30


System simulator:

2 cells, EGPRS supported, PBCCH not present (Carrier 1 is active. Carrier 2 is off).

Mobile Station:

MS is off.

Related PICS/PIXIT statement

Support of EGPRS.

Test Procedure

The SS establishes single block down link TBF and then initiates the Packet Measurement Order Procedure on carrier 1 with the Packet Measurement Order (PMO) changing NC0 to NC2. The SS activates carrier 2 with higher RF signal strength than carrier 1. After the Ready Timer expires in the mobile, the MS shall reselect carrier 2 as NC2 is not applicable in standby mode.
Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is powered up or switched on and initiates an attach (see PICS).

	2
	MS -> SS
	ATTACH REQUEST
	

	3
	SS -> MS
	ATTACH ACCEPT
	Ready timer set to 60 seconds.

	4
	MS -> SS
	ATTACH COMPLETE
	

	5
	SS->MS
	IMMEDIATE ASSIGNMENT 
	SS establishes a single block down link TBF on carrier 1.

	6
	SS->MS
	PACKET MEASUREMENT ORDER 
	Sent on single block assigned in Step 4
PMO message contains

Network Control Order 2

	7
	SS
	
	Activate carrier 2

	8
	SS
	
	Wait for 30 seconds

	9
	SS->MS
	PAGING REQUEST TYPE 1
	MS paged continuously on carrier 2 

	10
	SS
	
	Verify no response from MS on carrier 2 for 25 seconds.

	11
	SS
	
	Wait for 10 secs

	12
	SS->MS
	PAGING REQUEST TYPE 1
	MS paged on carrier 2

	13
	MS -> SS
	CHANNEL REQUEST
	Verify MS has camped on carrier 2. Sent within 80 seconds of step 3.
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