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9.1
Messages for Radio Resources management

Table 9.1.1/3GPP TS 44.018 summarizes the messages for Radio Resources management.

Table 9.1.1/3GPP TS 44.018: Messages for Radio Resources management

	Channel establishment messages:
	Reference

	ADDITIONAL ASSIGNMENT
	9.1.1

	IMMEDIATE ASSIGNMENT
	9.1.18

	IMMEDIATE ASSIGNMENT EXTENDED
	9.1.19

	IMMEDIATE ASSIGNMENT REJECT
	9.1.20

	DTM ASSIGMENT FAILURE
	9.1.12f

	DTM REJECT
	9.1.12g

	DTM REQUEST
	9.1.12h

	PACKET ASSIGNMENT 
	9.1.21f

	Ciphering messages:
	Reference

	CIPHERING MODE COMMAND
	9.1.9

	CIPHERING MODE COMPLETE
	9.1.10

	Handover messages:
	Reference

	ASSIGNMENT COMMAND
	9.1.2

	ASSIGNMENT COMPLETE
	9.1.3

	ASSIGNMENT FAILURE
	9.1.4

	DTM ASSIGMENT COMMAND
	9.1.12e

	INTER SYSTEM TO UTRAN HANDOVER COMMAND
	9.1.15a

	HANDOVER ACCESS
	9.1.14

	HANDOVER COMMAND
	9.1.15

	HANDOVER COMPLETE
	9.1.16

	HANDOVER FAILURE
	9.1.17

	PHYSICAL INFORMATION
	9.1.28

	INTER SYSTEM TO CDMA2000 HANDOVER COMMAND
	9.1.15b

	Channel release messages:
	Reference

	CHANNEL RELEASE
	9.1.7

	PARTIAL RELEASE
	9.1.26

	PARTIAL RELEASE COMPLETE
	9.1.27

	Paging messages:
	Reference

	PACKET NOTIFICATION
	9.1.21g

	PAGING REQUEST TYPE 1
	9.1.22

	PAGING REQUEST TYPE 2
	9.1.23

	PAGING REQUEST TYPE 3
	9.1.24

	PAGING RESPONSE
	9.1.25

	System information messages:
	Reference

	SYSTEM INFORMATION TYPE 1
	9.1.31

	SYSTEM INFORMATION TYPE 2
	9.1.32

	SYSTEM INFORMATION TYPE 2bis
	9.1.33

	SYSTEM INFORMATION TYPE 2ter
	9.1.34

	SYSTEM INFORMATION TYPE 2quater
	9.1.34a

	SYSTEM INFORMATION TYPE 3
	9.1.35

	SYSTEM INFORMATION TYPE 4
	9.1.36

	SYSTEM INFORMATION TYPE 5
	9.1.37

	SYSTEM INFORMATION TYPE 5bis
	9.1.38

	SYSTEM INFORMATION TYPE 5ter
	9.1.39

	SYSTEM INFORMATION TYPE 6
	9.1.40

	SYSTEM INFORMATION TYPE 7
	9.1.41

	SYSTEM INFORMATION TYPE 8
	9.1.42

	SYSTEM INFORMATION TYPE 9
	9.1.43

	SYSTEM INFORMATION TYPE 10
	9.1.50

	SYSTEM INFORMATION TYPE 13
	9.1.43a

	SYSTEM INFORMATION TYPE 14
	9.1.43i

	SYSTEM INFORMATION TYPE 15
	9.1.43j

	SYSTEM INFORMATION TYPE 16
	9.1.43d

	SYSTEM INFORMATION TYPE 17
	9.1.43e

	SYSTEM INFORMATION TYPE 18
	9.1.43g

	SYSTEM INFORMATION TYPE 19
	9.1.43f

	SYSTEM INFORMATION TYPE 20
	9.1.43.h

	Specific messages for VBS/VGCS:
	Reference

	NOTIFICATION/FACCH
	9.1.21a

	NOTIFICATION/NCH
	9.1.21b

	NOTIFICATION RESPONSE
	9.1.21d

	TALKER INDICATION
	9.1.44

	UPLINK ACCESS
	9.1.45

	UPLINK BUSY
	9.1.46

	UPLINK FREE
	9.1.47

	UPLINK RELEASE
	9.1.48

	VGCS UPLINK GRANT
	9.1.49

	Measurement specific messages:
	Reference

	EXTENDED MEASUREMENT ORDER
	9.1.51

	EXTENDED MEASUREMENT REPORT
	9.1.52

	MEASUREMENT REPORT
	9.1.21

	MEASUREMENT INFORMATION
	9.1.54

	ENHANCED MEASUREMENT REPORT
	9.1.55

	Miscellaneous messages:
	Reference

	CHANNEL MODE MODIFY
	9.1.5

	CHANNEL MODE MODIFY ACKNOWLEDGE
	9.1.6

	CHANNEL REQUEST
	9.1.8

	CLASSMARK CHANGE
	9.1.11

	CLASSMARK ENQUIRY
	9.1.12

	UTRAN CLASSMARK CHANGE
	9.1.11a

	cdma2000 CLASSMARK CHANGE
	9.1.11b

	GERAN IU MODE CLASSMARK CHANGE
	9.1.11d

	FREQUENCY REDEFINITION
	9.1.13

	MEASUREMENT REPORT
	9.1.21

	SYNCHRONIZATION CHANNEL INFORMATION
	9.1.30

	RR STATUS
	9.1.29

	GPRS SUSPENSION REQUEST
	9.1.13b

	Configuration Change messages:
	Reference

	CONFIGURATION CHANGE COMMAND
	9.1.12b

	CONFIGURATION CHANGE ACKNOWLEDGE
	9.1.12c

	CONFIGURATION CHANGE REJECT
	9.1.12d

	Application messages:
	Reference 

	APPLICATION INFORMATION
	9.1.53


– – – Next modified section – – –

10.5.2.37b
SI 13 Rest Octets

The SI 13 Rest Octets information element is coded according to the syntax specified below and described in tables 10.5.2.37b.1/3GPP TS 44.018 and 10.5.2.37b.2/3GPP TS 44.018.

The SI 13 Rest Octets information element is a type 5 information element with 20 octets length.

Table 10.5.2.37b.1/3GPP TS 44.018: SI 13 Rest Octets information element content

	< SI 13 Rest Octets > ::=


{ L | H



< BCCH_CHANGE_MARK : bit (3) >



< SI_CHANGE_FIELD : bit (4) >



{ 0 | 1
< SI13_CHANGE_MARK : bit (2) >





< GPRS Mobile Allocation : GPRS Mobile Allocation IE > }


-- Defined in 3GPP TS 44.060


{ 0




















-- PBCCH not present in cell :



< RAC : bit (8) >




< SPGC_CCCH_SUP : bit >




< PRIORITY_ACCESS_THR : bit (3) >




< NETWORK_CONTROL_ORDER : bit (2) >




< GPRS Cell Options : GPRS Cell Options IE >






-- Defined in 3GPP TS 44.060




< GPRS Power Control Parameters : GPRS Power Control Parameters struct >



| 1





-- PBCCH present in cell :



< PSI1_REPEAT_PERIOD : bit (4) >




< PBCCH Description : PBCCH Description struct >



}



{ null | L 















-- Receiver compatible with ealier release


 | H 
















-- Additions in release 99 :



< SGSNR : bit > 





{ null | L 















-- Receiver compatible with earlier release



 | H 
















-- Additions in release R4°:



< SI_STATUS_IND°: bit > } }


}


< spare padding > ;



	< GPRS Power Control Parameters struct > ::=


< ALPHA : bit (4) >


< T_AVG_W : bit (5) >


< T_AVG_T : bit (5) >


< PC_MEAS_CHAN : bit >


< N_AVG_I : bit (4) >;



	< PBCCH Description struct > ::=


<Pb : bit (4)


< TSC : bit (3) >


< TN : bit (3) >


{ 00 
-- BCCH carrier

| 01 
< ARFCN : bit (10) >


| 1 

< MAIO : bit (6) >} ;




Table 10.5.2.37b.2/3GPP TS 44.018: SI 13 Rest Octets information element

	BCCH_CHANGE_MARK (3 bit field)
This field indicates the status of the information on BCCH. The value of this field may be changed when information on BCCH is changed, see 3GPP TS 44.060.

	SI_CHANGE_FIELD (4 bit field)
This field is the binary representation of which information was changed at the last indication in BCCH_CHANGE_MARK, see 3GPP TS 44.060. Range 0 to 15:


0

Update of unspecified SI message or SI messages;

1

Update of SI1 message;

2

Update of SI2, SI2 bis or SI2 ter message or any instance of SI2quater messages ;

3

Update of SI3, SI4, SI7, SI8, SI16 or SI17 message;

4

Update of SI9 message;


5

Update of SI18 or SI20 message;

6

Update of SI19 message;

7

Update of SI15 message;

All other values shall be interpreted as 'update of unknown SI message type'.

	SI13_CHANGE_MARK (2 bit field)
This field is the binary representation of the SI change mark identifying the GPRS Mobile Allocation provided in SI13 and PSI13 messages. Range: 0 to 3.

	GPRS Mobile Allocation (information element)
This information element is the representation of the GPRS mobile allocation provided in SI13 and PSI13 messages. It is identified by MA_NUMBER = 14 when referenced from a packet assignment message. The GPRS Mobile Allocation information element is defined in 3GPP TS 44.060. When used in SI13 or PSI13 message, this information element shall refer to the cell allocation defined for the cell in SI1 or PSI2.

	RAC (8 bit field)
This field is the binary representation of the Routing Area Code, see 3GPP TS 23.003.

	SPGC_CCCH_SUP (bit field)
This field indicates the support of the parameter SPLIT_PG_CYCLE on CCCH from the network side:


0

SPLIT_PG_CYCLE is not supported on CCCH in this cell;

1

SPLIT_PG_CYCLE is supported on CCCH in this cell.

	The PRIORITY_ACCESS_THR field (3 bit) is the binary representation of the parameter PRIORITY_ACCESS_THR:


0 0 0
packet access is not allowed in the cell;

0 0 1
spare, shall be interpreted as '000' (packet access not allowed);

0 1 0
spare, shall be interpreted as '000' (packet access not allowed);

0 1 1
packet access is allowed for priority level 1;

1 0 0
packet access is allowed for priority level 1 to 2;

1 0 1
packet access is allowed for priority level 1 to 3;

1 1 0
packet access is allowed for priority level 1 to 4;

1 1 1
spare, shall be interpreted as '110' (packet access allowed).

	The NETWORK_CONTROL_ORDER field (2 bit) is the binary representation of the parameter NETWORK_CONTROL_ORDER, see 3GPP TS 44.060:


0 0

NC0:
MS controlled cell re-selection, no measurement reporting.

0 1

NC1:
MS controlled cell re-selection, MS sends measurement reports.

1 0

NC2:
Network controlled cell re-selection, MS sends measurement reports.

1 1

Reserved for future use, interpreted as NC0 by mobile station.

	GPRS Cell Options (information element)
The GPRS Cell Option information element is defined in 3GPP TS 44.060.

	PSI1_REPEAT_PERIOD (4 bit field) 
This field is the representation of the PSI1 repeat period. The field is coded according to the following table:


0000

PSI1 repeat period = 1 multiframe

0001

PSI1 repeat period = 2 multiframes

:

1111

PSI1 repeat period = 16 multiframes

	GPRS Power Control Parameters struct
The ALPHA field (4 bit) is the binary representation of the parameter ( for MS output power control in units of 0.1, see 3GPP TS 45.008: Range: 0 to 10. Values greater than 10 shall be interpreted as 10 by the mobile station.

The T_AVG_W field (5 bit) is the binary representation of the parameter TAVG_W for MS output power control, see 3GPP TS 45.008: Range: 0 to 25. Values greater than 25 shall be interpreted as 25 by the mobile station.

The T_AVG_T field (5 bit) is the binary representation of the parameter TAVG_T for MS output power control, see 3GPP TS 45.008: Range: 0 to 25. Values greater than 25 shall be interpreted as 25 by the mobile station.

The PC_MEAS_CHAN field (bit) indicates the type of channel which shall be used for downlink measurements for power control:


0

BCCH;

1

PDCH.

The N_AVG_I field (4 bit) is the binary representation of the parameter NAVG_I for MS output power control, see 3GPP TS 45.008: Range: 0 to 15.

	PBCCH Description struct
The PBCCH description struct provides the channel description for the PBCCH. The frequency description for the PBCCH may be specified by an ARFCN (non-hopping radio frequency channel) or a MAIO (hopping radio frequency channel) field. In case of a hopping radio frequency channel, the PBCCH shall use the GPRS mobile allocation specified in this message. If none of the ARFCN or MAIO fields are present, the PBCCH shall use the BCCH carrier.

Pb (4bit) (for encoding and description see the Global Power Control Parameters IE)

The TSC field (3 bit) is the binary representation of the training sequence code used for PBCCH. Range: 0 to 7.

The TN field (3 bit) is the binary representation of the timeslot number for the PBCCH. Range: 0 to 7.

The ARFCN field (10 bit) is the binary representation of the absolute RF channel number. Range: 0 to 1023.

The MAIO field (6 bit) is the binary representation of the mobile allocation index offset. Range: 0 to 63.

SGSNR, SGSN Release (bit field)

0
SGSN is Release '98 or older
1
SGSN is Release '99 onwards

SI_STATUS_IND (1 bit field):
0
The network does not support the PACKET SI STATUS message;
1
The network supports the PACKET SI STATUS message.


NOTE:
The SGSN Release bit indicates the version of the SGSN specific protocols and is not applicable to access stratum protocols.
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