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12.7.4
RLC/MAC block for control message transfer

The RLC/MAC block formats for control message transfer are applicable in both uplink and downlink directions.

Figure 12.7.4.1 represents the RLC/MAC block for control message transfer related to an on-going temporary block flow on FACCH, SACCH or SDCCH.

	Bit

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	PT
	P
	RRBid
	spare
	1

	Control Message Content
	…

	
	21(see note)/23


NOTE:
21 octets apply only in case of SACCH.

Figure 12.7.4.1: RLC/MAC block for control message transfer on FACCH,
SACCH and SDCCH (PT=01)

Figure 12.7.4.2 represents the RLC/MAC block for control message transfer on FACCH related to an on-going temporary block flow on TCH. This message may be used for e.g. acknowledgement of the data transfer on TCH.

	Bit

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	PT
	P
	S
	RBSN
	RTI
	spare
	1

	Control Message Content
	…

	
	23


Figure 12.7.4.2: RLC/MAC block for control message transfer on FACCH (PT=10)

**** FOR INFORMATION ****

12.7.2
Downlink RLC/MAC block for data transfer

	Bit

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	PT
	P
	RRBid
	BSN
	1

	BSN
	AI
	spare
	E
	…

	Length Indicator
	M
	E
	

	Length Indicator
	M
	E
	Extension

	Ack/Nack Description
	Optional

(2 octets)

	RLC Data (byte aligned)
	…

	
	21(see note)/23


NOTE:
21 octets apply only in case of SACCH.
Figure 12.7.2.1: Downlink RLC/MAC block for data transfer on FACCH,
SACCH and SDCCH (PT=00)

12.7.3
Uplink RLC/MAC block for data transfer

	Bit

	8
	7
	6
	5
	4
	3
	2
	1
	Octet

	PT
	P
	RRBid
	BSN
	1

	BSN
	AI
	SI
	GI
	spare
	E
	…

	Length Indicator
	M
	E
	

	Length Indicator
	M
	E
	Extension

	Ack/Nack Description
	Optional

(2 octets)

	G-RNTI
	Optional
(4 octets)

	RLC Data (byte aligned)
	…

	
	21(see note)/23


NOTE:
21 octets apply only in case of SACCH.
Figure 12.7.3.1: Uplink RLC/MAC block for data transfer on FACCH, SACCH and SDCCH (PT=00)
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