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History

Date
Revision
Modification

4.4.2003
1.7
Comments section 20.22.1 to 20.22.15 corrected.

3.4.2003
1.6
Results for section 46.1.*
Results for section 20.22.1 to 20.22.15.

Default conditions section 40 added (responsible Rohde & Schwarz).

27.3.2003
1.5
Company Motorola for tests 20.22.1 to 20.22.15 added.

7.3.2003
1.4
Company Qualcomm for section 44.2.1 added.

5.3.2003
1.3
GPRS RF test cases with company Rohde & Schwarz added.
GPRS cell selection test cases added.

5.3.2003
1.2
Company setcom for section 41,42,43 test cases added.

5.3.2003
1.1
Company Rohde & Schwarz for section 46 test cases (LLC and SNDCP) added.

6.2.2003
1.0
Initial revision created at WG4 Meeting.

Status Table

TC number
Company 
Release
Applicability
Comments
Status

13.16.1
Rohde & Schwarz
R97
GPRS MS supporting multislot operation on the uplink



13.16.2
Rohde & Schwarz
R97
GPRS MS supporting multislot operation on the uplink - MS with permanent antenna connector



13.16.3
Rohde & Schwarz
R97
GPRS MS supporting multislot operation on the uplink 



14.16.1
Rohde & Schwarz
R97
All GPRS MS



14.16.2.1
Rohde & Schwarz
R97
All GPRS MS



15.6
Rohde & Schwarz
R97
All GPRS MS



20.22.1
Motorola
R97
All GPRS MS
Attach Accept, Attach Reject, PMO, PCCO messages must be updated to R99. (this is default conditions section 40)
ok

20.22.2
Motorola
R97
All GPRS MS

ok

20.22.3
Motorola
R97
All GPRS MS

ok

20.22.4
Motorola
R97
All GPRS MS

ok

20.22.5
Motorola
R97
All GPRS MS

ok

20.22.6
Motorola
R97
All GPRS MS

ok

20.22.7
Motorola
R97
All GPRS MS

ok

20.22.8
Motorola
R97
All GPRS MS

ok

20.22.9
Motorola
R97
All GPRS MS

ok

20.22.10
Motorola
R97
All GPRS MS

ok

20.22.11
Motorola
R97
All GPRS MS

ok

20.22.12
Motorola
R97
All GPRS MS

ok

20.22.13
Motorola
R97
All GPRS MS

ok

20.22.14
Motorola
R97
All GPRS MS

ok

20.22.15
Motorola
R97
All GPRS MS

ok

20.22.16

R97
All GPRS MS



20.22.17

R97
All GPRS MS



20.22.18

R97
All GPRS MS



20.22.19

R97
All GPRS MS



20.22.20

R97
All GPRS MS



20.22.21

R97
All GPRS MS



20.22.22

R97
All GPRS MS



20.22.23

R97
All GPRS MS



20.22.24

R97
All GPRS MS



20.22.25

R97
All GPRS MS



20.22.26

R97
All GPRS MS



20.22.28

R97
All GPRS MS



22.3
Rohde & Schwarz
R97
All GPRS MS



22.4
Rohde & Schwarz
R97
All GPRS MS supporting GPRS multislot operation on the uplink



40
Rohde & Schwarz
R97
All GPRS MS
MSCR bit in SI3 must be set to 1 (GP-030779)

There are some more enhancements according to R99 additions in layers 2 and layer 3 default messages. It must be checked which of them are to be activated.
ok

41.1.1.1
setcom
R97
All GPRS MS



41.1.1.2
setcom
R97
All GPRS MS



41.1.1.3
setcom
R97
All GPRS MS



41.1.1.4
setcom
R97
All GPRS MS



41.1.2
setcom
R97
MS supporting GPRS mode A or B



41.1.3
setcom
R97
All GPRS MS



41.1.4.1
setcom
R97
MS supporting GPRS mode A or mode B



41.1.4.2
setcom
R97
MS supporting GPRS mode A or B



41.1.5.1.1
setcom
R97
All GPRS MS



41.1.5.1.2
setcom
R97
All GPRS MS



41.1.5.1.3
setcom
R97
All GPRS MS



41.1.5.2.1
setcom
R97
All GPRS MS



41.1.5.3
setcom
R97
All GPRS MS



41.1.5.4
setcom
R97
All GPRS MS



41.1.6
setcom
R97
All GPRS MS



41.2.1.1
setcom
R97
All GPRS MS



41.2.2.1
setcom
R97
All GPRS MS



41.2.2.2
setcom
R97
All GPRS MS



41.2.2.3
setcom
R97
All GPRS MS



41.2.2.4
setcom
R97
All GPRS MS



41.2.2.5
setcom
R97
All GPRS MS



41.2.3.1
setcom
R97
All GPRS MS



41.2.3.2
setcom
R97
All GPRS MS



41.2.3.3
setcom
R97
All GPRS MS



41.2.3.4
setcom
R97
All GPRS MS



41.2.3.5
setcom
R97
All GPRS MS



41.2.3.6
setcom
R97
All GPRS MS



41.2.3.7
setcom
R97
All GPRS MS



41.2.3.8
setcom
R97
All GPRS MS



41.2.3.9
setcom
R97
All GPRS MS



41.2.3.10
setcom
R97
All GPRS MS



41.2.3.11
setcom
R97
All GPRS MS



41.2.4.1
setcom
R97
All GPRS MS



41.2.4.2
setcom
R97
All GPRS MS



41.2.5.1
setcom
R97
All GPRS MS



41.2.5.2
setcom
R97
All GPRS MS



41.2.6.1
setcom
R97
All GPRS MS



41.2.6.2
setcom
R97
All GPRS MS



41.2.6.3
setcom
R97
All GPRS MS



41.2.6.4
setcom
R97
All GPRS MS



41.2.7.1
setcom
R97
All GPRS MS



41.2.7.2
setcom
R97
All GPRS MS



41.3.1.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.1.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.1.3
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.2.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.2.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.3
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.4.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.4.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.5.1
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.5.2
setcom
R97
All GPRS MS supporting activation of at least one PDP context



41.3.6.1
setcom
Rel-4
All GPRS MS supporting activation of at least one PDP context



41.3.6.2
setcom
Release 4
All GPRS MS supporting activation of at least one PDP context



42.1.1.1
setcom
R97
All GPRS MS



42.1.1.2
setcom
R97
All GPRS MS



42.1.1.3
setcom
R97
All GPRS MS



42.1.1.4.1
setcom
R97
All GPRS MS



42.1.1.4.2
setcom
R97
All GPRS MS



42.1.1.4.3
setcom
R97
All GPRS MS



42.1.2.1.1.1
setcom
R97
All GPRS MS



42.1.2.1.1.2
setcom
R97
All GPRS MS



42.1.2.1.1.3
setcom
R97
All GPRS MS



42.1.2.1.1.4
setcom
R97
All GPRS MS



42.1.2.1.2
setcom
R97
All GPRS MS



42.1.2.1.3.1
setcom
R97
All GPRS MS



42.1.2.1.3.2
setcom
R97
All GPRS MS



42.1.2.1.3.3
setcom
R97
All GPRS MS



42.1.2.1.4
setcom
R97
All GPRS MS



42.1.2.1.5
setcom
R97
All GPRS MS



42.1.2.1.6
setcom
R97
All GPRS MS



42.1.2.1.7
setcom
R97
All GPRS MS



42.1.2.1.8.1.1
setcom
R97
All GPRS MS



42.1.2.1.8.1.2
setcom
R97
All GPRS MS



42.1.2.1.8.1.3
setcom
R97
All GPRS MS



42.1.2.1.8.1.4
setcom
R97
All GPRS MS



42.1.2.1.8.1.5
setcom
R97
All GPRS MS



42.1.2.1.8.2.1
setcom
R97
All GPRS MS



42.1.2.1.8.2.2
setcom
R98
All GPRS MS



42.1.2.1.8.2.3
setcom
R97
All GPRS MS



42.1.2.1.9.1
setcom
R97
All GPRS MS



42.1.2.1.9.2.1
setcom
R97
All GPRS MS



42.1.2.1.9.2.2
setcom
R97
All GPRS MS



42.1.2.1.9.3
setcom
R99
All GPRS MS



42.1.2.1.10.1
setcom
R97
All GPRS MS



42.1.2.1.10.2
setcom
R97
All GPRS MS



42.1.2.1.11
setcom
R97
All GPRS MS



42.1.2.1.12
setcom
R97
All GPRS MS



42.1.2.1.13
setcom
R97
All GPRS MS



42.1.2.2.1
setcom
R97
All GPRS MS



42.1.2.2.2
setcom
R97
All GPRS MS



42.1.2.2.3
setcom
R97
All GPRS MS



42.1.2.2.4
setcom
R97
All GPRS MS



42.1.2.2.5.1
setcom
R97
All GPRS MS



42.1.2.2.5.2
setcom
R97
All GPRS MS



42.2.1.1
setcom
R97 and R98 only
All GPRS MS



42.2.1.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.1.1
setcom
R97 and R98 only
All GPRS MS



42.2.2.1.2-p1
setcom
R97 and R98 only
Procedure 1: All GPRS MS



42.2.2.1.2-p2
setcom
R97 and R98 only
Procedure 2: GPRS MS not operating in multislot classes 1,2,4 or 8



42.2.2.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.3
setcom
R97 and R98 only
GPRS MS not operating in multislot classes 1,2,4 or 8



42.2.2.4
setcom
R97 and R98 only
All GPRS MS



42.2.2.5.1
setcom
R97 and R98 only
All GPRS MS



42.2.2.5.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.5.3
setcom
R97 and R98 only
All GPRS MS



42.2.2.6.1
setcom
R97 and R98 only
All GPRS MS



42.2.2.6.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.6.3
setcom
R97 and R98 only
All GPRS MS



42.2.2.6.4
setcom
R97 and R98 only
All GPRS MS



42.2.2.6.5
setcom
R97 and R98 only
All GPRS MS



42.2.2.7.1
setcom
R97 and R98 only
All GPRS MS



42.2.2.7.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.7.3
setcom
R97 and R98 only
All GPRS MS



42.2.2.7.4
setcom
R97 and R98 only
All GPRS MS



42.2.2.7.5
setcom
R97 and R98 only
All GPRS MS



42.2.2.8.1
setcom
R97 and R98 only
All GPRS MS



42.2.2.8.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.9
setcom
R97 and R98 only
All GPRS MS



42.2.2.10.1
setcom
R97 and R98 only
GPRS MS supporting multislot class 3 and above



42.2.2.10.2
setcom
R97 and R98 only
GPRS MS supporting multislot class 3 and above



42.2.2.10.3
setcom
R97 and R98 only
GPRS MS supporting multislot class 3 and above



42.2.2.11.1
setcom
R97 and R98 only
All GPRS MS



42.2.2.11.2
setcom
R97 and R98 only
All GPRS MS



42.2.2.11.3
setcom
R97 and R98 only
All GPRS MS



42.2.3.1.1
setcom
R97 and R98 only
GPRS MS supporting multislot class 19 and 24.



42.2.3.1.2
setcom
R97 and R98 only
GPRS MS supporting multislot class 10 and above



42.2.3.2.1
setcom
R97 and R98 only
GPRS MS supporting multislot class 19 and 24



42.2.3.2.2
setcom
R97 and R98 only
GPRS MS supporting multislot class 10 and above



42.2.3.3.1
setcom
R97 and R98 only
All GPRS MS



42.2.3.3.2
setcom
R97 and R98 only
GPRS MS supporting multislot class 2



42.2.4.1.1
setcom
R97 and R98 only
All GPRS MS



42.2.4.1.2
setcom
R97 and R98 only
All GPRS MS



42.2.4.2.1
setcom
R97 and R98 only
All GPRS MS



42.2.4.2.2
setcom
R97 and R98 only
GPRS MS supporting multislot classes 19-29



42.2.4.3.1
setcom
R97 and R98 only
All GPRS MS



42.2.4.3.2
setcom
R97 and R98 only
All GPRS MS



42.2.4.4.1
setcom
R97 and R98 only
All GPRS MS



42.2.4.4.2
setcom
R97 and R98 only
All GPRS MS



42.2.4.4.3
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.1
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.2
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.3
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.4
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.5
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.6
setcom
R97 and R98 only
All GPRS MS



42.3.1.1.7
setcom
R97
All GPRS MS



42.3.1.1.8
setcom
R97
All GPRS MS supporting Multislot classes: 3,5,6,7,9,..., 29)



42.3.1.1.9
setcom
R97
All GPRS MS



42.3.1.2.2
setcom
R97
All GPRS MS



42.3.1.2.3
setcom
R97
All GPRS MS



42.3.2.1.1
setcom
R97
All GPRS MS



42.3.2.1.2
setcom
R97
All GPRS MS supporting Multislot classes: 2,3,4,5,6,8,9,10,19,24)



42.3.2.2.1
setcom
R97
All GPRS MS



42.3.2.2.2
setcom
R97
All GPRS MS



42.3.3.1.1
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context



42.3.3.1.2
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context



42.3.3.1.3
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context



42.3.3.2.1
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context 



42.3.3.2.2
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context



42.3.3.3
setcom
R97
GPRS MS supporting two PDP contexts or supporting SMS over GPRS and at least one PDP context



42.4.1.1
setcom
R97
All GPRS MS



42.4.1.2
setcom
R97
All GPRS MS



42.4.1.3
setcom
R97
All GPRS MS



42.4.2.1.1
setcom
R97
All GPRS MS



42.4.2.1.2
setcom
R97
All GPRS MS



42.4.2.1.3
setcom
R97
All GPRS MS



42.4.2.1.4
setcom
R97
All GPRS MS



42.4.2.1.5
setcom
R97
All GPRS MS



42.4.2.1.6
setcom
R97
All GPRS MS



42.4.2.2.1
setcom
R97
All GPRS MS



42.4.2.2.2
setcom
R97
All GPRS MS



42.4.2.2.3
setcom
R97
All GPRS MS



42.4.2.3.1
setcom
R97
All GPRS MS



42.4.2.3.2
setcom
R97
All GPRS MS



42.4.3.1.1
setcom
R97
All GPRS MS



42.4.4.1
setcom
R97
All GPRS MS



42.4.4.2
setcom
R97
All GPRS MS



42.5.1.1
setcom
R97
All GPRS MS



42.5.1.2
setcom
R97
All GPRS MS



42.5.2.1
setcom
R97
All GPRS MS



42.5.2.2
setcom
R97
All GPRS MS



42.5.2.3
setcom
R97
All GPRS MS



42.5.3.1
setcom
R97
All GPRS MS



42.5.4.1
setcom
R97
All GPRS MS



42.5.4.2
setcom
R97
All GPRS MS



42.5.4.3
setcom
R97
All GPRS MS



42.5.5.1
setcom
R97
All GPRS MS



42.5.5.2
setcom
R97
All GPRS MS



42.5.5.3
setcom
R97
All GPRS MS



43.1.1.1
setcom
R97
All GPRS MS



43.1.1.2
setcom
R97
All GPRS MS



43.1.1.3
setcom
R97
All GPRS MS



43.1.1.4
setcom
R97
All GPRS MS



43.1.1.5
setcom
R97
All GPRS MS



43.1.1.6
setcom
R97
All GPRS MS



43.1.2.1
setcom
R97
All GPRS MS



43.1.2.2
setcom
R97
All GPRS MS



43.1.2.3
setcom
R97
All GPRS MS



43.1.2.4
setcom
R97
All GPRS MS



43.2.1
setcom
R97
All GPRS MS



44.2.1.1.1
Qualcomm
R97
All GPRS MS



44.2.1.1.2
Qualcomm
R97
All GPRS MS



44.2.1.1.3
Qualcomm
R97
All GPRS MS



44.2.1.1.4
Qualcomm
R97
All GPRS MS



44.2.1.1.5
Qualcomm
R97
All GPRS MS



44.2.1.1.6
Qualcomm
R97
All GPRS MS



44.2.1.1.7
Qualcomm
R97
All GPRS MS



44.2.1.1.8
Qualcomm
R97
GPRS MS that supports On/Off switch



44.2.1.1.9
Qualcomm
R97
All GPRS MS



44.2.1.1.10
Qualcomm
R97
All GPRS MS



44.2.1.2.1
Qualcomm
R97
All GPRS MS



44.2.1.2.2
Qualcomm
R97
All GPRS MS



44.2.1.2.3
Qualcomm
R97
GPRS MS which do not auto GPRS attach on power up or switch on



44.2.1.2.4
Qualcomm
R97
All GPRS MS



44.2.1.2.5
Qualcomm
R97
All GPRS MS



44.2.1.2.6
Qualcomm
R97
All GPRS MS



44.2.1.2.7
Qualcomm
R97
All GPRS MS



44.2.1.2.8
Qualcomm
R97
All GPRS MS



44.2.1.2.9
Qualcomm
R97
All GPRS MS



44.2.2.1.1

R97
All GPRS MS



44.2.2.1.2

R97
All GPRS MS



44.2.2.1.3

R97
All GPRS MS



44.2.2.1.4

R97
All GPRS MS



44.2.2.1.5

R97
All GPRS MS



44.2.2.1.6

R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.



44.2.2.1.7

R97
All GPRS MS supporting user requested non-GPRS detach.



44.2.2.1.8

R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.



44.2.2.1.9

R97
All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.



44.2.2.2.1

R97
All GPRS MS



44.2.2.2.2

R97
All GPRS MS



44.2.2.2.3

R97
All GPRS MS



44.2.2.2.4

R97
All GPRS MS



44.2.2.2.5

R97
All GPRS MS



44.2.2.2.6

R97
All GPRS MS



44.2.3.1.1

R97
All GPRS MS



44.2.3.1.2

R97
All GPRS MS



44.2.3.1.3

R97
All GPRS MS



44.2.3.1.4

R97
All GPRS MS



44.2.3.1.5

R97
All GPRS MS



44.2.3.1.6

R97
All GPRS MS



44.2.3.1.7

R97
All GPRS MS



44.2.3.1.8

R97
All GPRS MS



44.2.3.2.1

R97
All GPRS MS



44.2.3.2.2

R97
All GPRS MS supporting CS operation



44.2.3.2.3-p1

R97
All GPRS MS



44.2.3.2.3-p2

R97
All GPRS MS



44.2.3.2.4

R97
All GPRS MS



44.2.3.2.5

R97
All GPRS MS



44.2.3.2.6

R97
All GPRS MS



44.2.3.2.7

R97
All GPRS MS



44.2.3.2.8

R97
All GPRS MS



44.2.3.2.9

R97
All GPRS MS



44.2.3.2.10

R97
All GPRS MS



44.2.3.3.1

R97
All GPRS MS



44.2.3.3.2

R97
All GPRS MS



44.2.3.3.3

R97
All GPRS MS



44.2.3.3.4

R97
All GPRS MS



44.2.4

R97
All GPRS MS



44.2.5.1.1

R97
All GPRS MS



44.2.5.1.2

R97
All GPRS MS



44.2.5.2.1

R97
All GPRS MS



44.2.5.2.2

R97
All GPRS MS



44.2.5.2.3

R97
All GPRS MS



44.2.6.1

R97
All GPRS MS



44.2.7

R97
All GPRS MS



45.2.1.1

R97
All GPRS MS



45.2.1.2.1

R97
All GPRS MS supporting user settings of minimum QoS



45.2.1.2.2

R97
All GPRS MS supporting user settings of minimum QoS



45.2.2-c1

R97
All GPRS MS



45.2.2-c2

R97
All GPRS MS not supporting Network requested PDP context activation



45.2.4.1

R97
All GPRS MS



45.2.4.2-c1

R97
All GPRS MS



45.2.4.2-c2

R97
All GPRS MS not supporting Network requested PDP context activation



45.3.1

R97
All GPRS MS supporting user settings of minimum QoS



45.4.1

R97 
All GPRS MS



45.4.2

R97
All GPRS MS



45.4.3.1

R97
All GPRS MS



45.4.3.2

R97
All GPRS MS



45.5.1

R97
All GPRS MS



46.1.2.1.1 
Rohde & Schwarz
R97
All GPRS MS
The existing LLC tests are not affected by some general LLC extensions as:

· new SAPIs (for new TOM Layer)

· Cell update using specific U-Frame called "NULL"-Frame ("Cell Notification". Capability is signalled in "GPRS attach accept" and "RAU accept")

· New ciphering algorithm

The question is whether new LLC test cases are required or existing test cases shall be enhanced regarding those new R99 features.
ok

46.1.2.1.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.1.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.1.5 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.2.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.3.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.4.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.4.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.2.4.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.3.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.3.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.3.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.4.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.2 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.5.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.6.1 
Rohde & Schwarz
R97
GPRS MS supporting two or more PDP contexts

ok

46.1.2.6.2 
Rohde & Schwarz
R97
GPRS MS supporting two or more PDP contexts

ok

46.1.2.7.1 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.2 
Rohde & Schwarz
R97
GPRS MS supporting network initiated PDP context activation

ok

46.1.2.7.3 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.4 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.5 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.6 
Rohde & Schwarz
R97
GPRS MS supporting two or more PDP contexts

ok

46.1.2.7.7 
Rohde & Schwarz
R97
All GPRS MS

ok

46.1.2.7.8 
Rohde & Schwarz
R97
All GPRS MS

ok

46.2.2.1.1 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.2 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.3 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.4 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.1.5 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.2.1 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.2.2 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.2.3 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.3.1 
Rohde & Schwarz
R97
All GPRS MS



46.2.2.4.1
Rohde & Schwarz
R97
All GPRS MS



46.2.2.4.2
Rohde & Schwarz
R97
All GPRS MS



46.2.2.4.3
Rohde & Schwarz
R97
All GPRS MS



46.2.2.5
Rohde & Schwarz
R97
All GPRS MS



