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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the relevant Release.

-
For a GSM Phase 2+ Release 1999 MS, references to GSM documents are to version 8.x.y (for 01.-series to 12.-series) or (3.x.y for 21.-series to 35.-series), when available.

-
For a GSM Phase 2+ Release 1998 MS, references to GSM documents are to version 7.x.y, when available.

-
For a GSM Phase 2+ Release 1997 MS, references to GSM documents are to version 6.x.y, when available.

-
For a GSM Phase 2+ Release 1996 MS, references to GSM documents are to version 5.x.y,. when available.

NOTE:
References to 3GPP Technical Specifications and Technical Reports throughout the present document shall be interpreted according to the Release shown in the formal reference in this clause, based upon the Release of the implementation under test.

EXAMPLE:
References for a R99 MS shall be interpreted as:



[1]

3GPP TS 21.905 R99


[2]

3GPP TS 22.001 R99






etc.

[1]
3GPP TS 01.04 (R96 to R98): "Abbreviations and acronyms".
3GPP TR 21.905 (R99 onwards): "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 02.01 (R96 to R98): "Principles of telecommunication services supported by a GSM Public Land Mobile Network (PLMN)".


3GPP TS 22.001 (R99 onwards): "Principles of circuit telecommunication services supported by a Public Land Mobile Network (PLMN)".

[3]
3GPP TS 02.03 (R96 to R98): "Teleservices supported by a GSM Public Land Mobile Network (PLMN)".
3GPP TS 22.003 (R99 onwards): "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[4]
3GPP TS 02.04 (R96 to R98): "General on supplementary services".
3GPP TS 22.004 (R99 onwards): "General on supplementary services".

[5]
3GPP TS 02.06 (R96 to R98): "Types of Mobile Stations (MS)".

[6]
3GPP TS 02.07 (R96 to R98): "Mobile Station (MS) features".

[7]
3GPP TS 03.38 (R96 to R98): "Alphabets and language-specific information".
3GPP TS 23.038 (R99 onwards): "Alphabets and language-specific information".

[8]
3GPP TS 03.40 (R96 to R98): "Technical realization of the Short Message Service (SMS); Point‑to‑Point (PP)".
3GPP TS 23.040 (R99 onwards): "Technical realization of the Short Message Service (SMS)".

[9]
3GPP TS 03.41 (R96 to R98): "Technical realization of Cell Broadcast Service (CBS)".
3GPP TS 23.041 (R99 onwards): "Technical realization of Cell Broadcast Service (CBS)".

[10]
3GPP TS 04.08 (R96 to R99): "Mobile radio interface layer 3 specification" (see note 1).3GPP TS 24.008 (R99 onwards): "Mobile radio interface layer 3 specification; Core network protocols; Stage 3" (see note 1).

[11]
3GPP TS 04.11 (R96 to R98): "Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface".
3GPP TS 24.011 (R99 onwards): "Point-to-Point (PP) Short Message Service (SMS) Support on mobile radio interface".

[12]
3GPP TS 51.010-1 (Rel-4): " Digital cellular telecommunications system - Mobile Station (MS) conformance specification  Part 1: Conformance specification ".  
[13]
3GPP TS 11.11 (R96 to R99): "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".

[14]
3GPP TS 11.12 (R96): "Specification of the 3 Volt Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".

[15]
3GPP TS 11.14 (R96 to R99): "Specification of the SIM application toolkit for the Subscriber Identity Module – Mobile Equipment (SIM – ME) interface".

[16]
(void) 
[17]
ISO/IEC 10646-1 “Universal Multiple Octet Coded Character Set (UCS)  Part 1: Architecture and Basic Multilingual Plane ”


ISO/IEC 10646-2 “Universal Multiple Octet Coded Character Set (UCS)  Part 2: Supplementary Planes ”

[18]
3GPP TS 27.007 (R99 onwards): "AT Command Set for User Equipment (UE)".

[19]
ISO/IEC 9646‑7 (1995): "Information technology – Open Systems Interconnection – Conformance testing methodology and framework – Part 7: Implementation Conformance Statements".

[20]
ETS 300 406 (January 1995): "Methods for Testing and Specification (MTS); Protocol and profile conformance testing specifications; Standardization methodology".

3
Definitions, symbols and abbreviations

3.1
Mobile station definition and configurations

The mobile station definition and configurations specified in document [12] clause 3.1 shall apply, unless otherwise specified in the present clause.

3.2 Applicability

3.2.1
Applicability of this specification

The present specification applies to a terminal equipment that supports the SIM Application Tookit optional feature.


3.2.2 Applicability of the individual tests 

The table B.1 lists the optional features for which the supplier of the implementation states the support.
3.2.3
Applicability to terminal equipment

The applicability to terminal equipment specified in document [12] clause 3.2.3 shall apply, unless otherwise specified in the present clause.

See table A.1.
3.2.4
Definitions

The definitions specified in document [12] clause 3.3 shall apply, unless otherwise specified in the present clause.
3.5
Conventions for mathematical notations

The conventions for mathematical notations specified in document [12] clause 3.4 shall apply, unless otherwise specified in the present clause.

3.6
Conventions on electrical terms

The conventions on electrical terms specified in document [12] clause 3.5 shall apply, unless otherwise specified in the present clause.

3.7
Terms on test conditions

The terms on test conditions specified in document [12] clause 3.6 shall apply, unless otherwise specified in the present clause.

4
Test Equipment

The test equipment is specified in document [12] clause 4.

5
Testing methodology in general 

5.1
Testing of optional functions and procedures

Any function or procedure which is optional, as indicated in the present document, may be subject to a conformance test if it is implemented in the ME.

5.2
Test interfaces and facilities

The test interfaces and facilities specified in document [12] clause 5.2 shall apply, unless otherwise specified in the present clause.

The SIM interface provides the main test interface for the purpose of performing conformance tests.

5.3
Different protocol layers

The different protocol layers specified in document [12] clause 5.3 shall apply, unless otherwise specified in the present clause.

5.4
Information to be provided by the apparatus supplier

The information to be provided by the apparatus supplier specified in document  [12] clause 5.4 shall apply, unless otherwise specified in the present clause.

In addition, the apparatus supplier shall provide the information with respect the Supported Option Table A.1.

5.5
Definitions of transmit and receive times

The definitions of transmit and receive times specified in document  [12] clause 5.5 shall apply, unless otherwise specified in the present clause.

6
Reference test methods

The reference test methods specified in document [12] clause 6 shall apply, unless otherwise specified.

10
Generic call set up procedures

The generic call set up procedure specified in document[12] clause 10 shall apply, unless otherwise specified in the present clause.

27
Testing of the SIM/ME interface

This clause is an addition to document [12] clause 27 to confirm the correct interpretation of the SIM Application Toolkit commands and the correct operation of the Toolkit facilities.

The definitions, declarations and default values specified in document [12] clause 27 shall apply, unless otherwise specified in the present clause.

A SIM Simulator with the appropriate SIM Application Toolkit functionality will be required. The SIM data defined below shall be used for all test cases unless otherwise specified within the test case.

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





