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51.2.5.2
Packet access rejection / assignment before T3142 expires

51.2.5.2.1
Conformance requirement

On receipt of an IMMEDIATE ASSIGNMENT REJECT message corresponding to one of its 3 last EGPRS PACKET CHANNEL REQUEST messages, the mobile station stops sending EGPRS PACKET CHANNEL REQUEST messages, starts timer T3142 with the indicated value, ("wait indication" information element), starts T3146 if it has not already been started, and listens to the downlink CCCH until T3146 expires. During this time, additional IMMEDIATE ASSIGNMENT REJECT messages are ignored, but any immediate assignment corresponding to any other of its 3 last EGPRS PACKET CHANNEL REQUEST messages make the mobile station follow the assignment procedure. If no such immediate assignment is received, the mobile station returns to packet idle mode.

Reference

3GPP TS 04.18,  subclause 3.5.2.1.3.4.

51.2.5.2.2
Test purpose 

To verify that the MS stops sending EGPRS PACKET CHANNEL REQUEST messages when receiving an IMMEDIATE ASSIGNMENT REJECT and, if an IMMEDIATE ASSIGNMENT containing a correct Request Reference arrives before T = min {T3142, T3146} seconds elapse, then the MS shall accept this assignment. (See below for a note on T3146).

51.2.5.2.3
Method of test

Initial conditions

System Simulator: Default settings except:


Parameter MAX_RETRANS is set to 7 retransmissions.


Parameter TX_INTEGER is set to 32.


CCCH combined with SDCCH.

Mobile Station:


MS is GPRS attached, PDP context 31 has been established and the MS is in Packet Idle mode.

Related PICS/PIXIT statement

-
Support of PDP context.

-
Support of EGPRS.

Test procedure

The MS is triggered to transfer data. After reception of 3 EGPRS PACKET CHANNEL REQUEST messages, the SS sends an IMMEDIATE ASSIGNMENT REJECT with correct Request Reference and including a waiting indication (T3142). The SS verifies that the MS stops sending EGPRS PACKET CHANNEL REQUEST messages.

Before T = min {T3142, T3146} seconds elapse, the SS sends an IMMEDIATE ASSIGNMENT with correct Request Reference. The MS shall switch to the assigned PDCH and transfer the data.

Note on T3146:

NOTE:
T3146 is started when sending the last EGPRS PACKET CHANNEL REQUEST or when receiving the IMMEDIATE ASSIGNMENT REJECT. At its expiry, the packet access is aborted.


The value of T3146 is given by T+2*S (3GPP TS 04.08 / 3GPP TS 44.018, clause 11.1.1), where T is TX_INTEGER and S is given in 3GPP TS 04.08 / 3GPP TS 44.018, Table 3.1. The value of T3146 is 2.15 s. for the current settings.

Maximum duration of the test

5 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	0
	MS
	
	MS is triggered to transfer 200 octets.

	1
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	

	2
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	

	3
	MS -> SS
	EGPRS PACKET CHANNEL REQUEST
	

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	including Request Reference corresponding to the EGPRS PACKET CHANNEL REQUEST in step 2, and waiting time indication with value T3142 = 2 s.

	5
	 
	 
	The SS verifies that the MS stops sending EGPRS PACKET CHANNEL REQUEST messages.

	6
	SS -> MS
	IMMEDIATE ASSIGNMENT
	sent after 1.5s. (of the last IMMEDIATE ASSIGNMENT REJECT) and including Request Reference corresponding to step 1.

	7
	SS<->MS
	Completion of macro {Uplink data transfer }
	SS allows MS to complete the uplink data transfer.


Specific Message Contents:

IMMEDIATE ASSIGNMENT, Step 6:

	Information Element
	value/ remark

	EGPRS Window Size
	192 Max Window size for 1 TS
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