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7.1.3
TBF establishment using two phase access

The two phase access procedure defined in this sub-clause, is applicable also in the case when no PCCCH is provided in the cell. For that case, the first phase is defined in 3GPP TS 44.018.

7.1.3.1
Initiation of the Packet resource request procedure

In the first phase of a two phase access in a cell provided with a PCCCH, the same procedures as for one phase access are used until the network sends a PACKET UPLINK ASSIGNMENT message including a Single Block Allocation struct or Multi Block Allocation struct, denoting two phase access to the mobile station. The Multi Block Allocation struct may be used only if the mobile station has EGPRS capability (i.e. the network received an EGPRS PACKET CHANNEL REQUEST message from the mobile station). In the PACKET UPLINK ASSIGNMENT message, the network reserves a limited resource on one PDCH to the mobile station where the mobile station may transmit a PACKET RESOURCE REQUEST message and optionally an ADDITIONAL MS RADIO ACCESS CAPABILITIES message.

If PCCCH is provided in the cell, a two phase access can be initiated:

-
by the network by ordering the mobile station to send a PACKET RESOURCE REQUEST message. The order is sent implicitly to the mobile station in the PACKET UPLINK ASSIGNMENT message by including either the Single Block Allocation struct or Multi Block Allocation struct;

-
by a mobile station, by requiring a two phase access in the PACKET CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST message. In this case, if access is granted, the network shall order the mobile station to send a PACKET RESOURCE REQUEST message. The order is sent implicitly to the mobile station in the PACKET UPLINK ASSIGNMENT message by including the Single Block Allocation struct or Multi Block Allocation struct.

If no PCCCH is provided in the cell, a two phase access can be initiated:

-
by the network or by a mobile station, as defined in 3GPP TS 44.018.

When the mobile station has received the PACKET UPLINK ASSIGNMENT message it shall respond with a PACKET RESOURCE REQUEST message in the first allocated radio block.

A mobile station supporting EGPRS shall indicate the EGPRS capability in the MS Radio Access Capability 2 IE of the PACKET RESOURCE REQUEST message.

When the mobile station switches to the assigned PDCH, it shall take the power control parameters received in the PACKET UPLINK ASSIGNMENT message into account, perform signal strength measurements and apply output power control procedures as they are defined for packet transfer mode (see 3GPP TS 45.008).

At sending of the PACKET RESOURCE REQUEST message, the mobile station shall start timer T3168. Further more, the mobile station shall not respond to PACKET DOWNLINK ASSIGNMENT messages - but may acknowledge such messages if they contain a valid RRBP field ( while timer T3168 is running.

The mobile station may indicate the number of octets of user data it has to transfer in the PACKET RESOURCE REQUEST message.

(=========================== Next modified section ===========================(
8.1.1.1
Dynamic allocation uplink RLC data block transfer

This sub-clause specifies mobile station behaviour for dynamic allocation uplink RLC data block transfer while in packet transfer mode, MAC-Shared State, dual transfer mode or MAC-DTM state.

When the mobile station receives an uplink assignment that does not contain a TBF starting time, the mobile station shall begin monitoring the assigned PDCHs for the assigned USF value for each assigned PDCH within the reaction time defined in 3GPP TS 45.010. If a TBF starting time information element is present and no uplink TBF is in progress, but a downlink TBF is in progress, the mobile station shall wait until the starting time before beginning to monitor the USFs. While waiting for the starting time, the mobile station shall monitor the assigned PDCHs. If an uplink TBF is already in progress, the mobile station shall continue to use the assigned parameters of the uplink TBF until the TDMA frame number indicated by the TBF starting time occurs, at which time the mobile station shall immediately begin to use the newly assigned uplink TBF parameters. If while waiting for the frame number indicated by the TBF starting time the mobile station receives another uplink assignment, the mobile station shall act upon the most recently received uplink assignment and shall ignore the previous uplink assignment.


In the case the access type in (Packet) Channel Request was ‘Short Access’ (see 7.1.2), only the number of RLC data blocks requested in the (Packet) Channel Request are allowed to be transmitted within the TBF, unless additional resources have been requested and assigned before the countdown procedure has started or the TBF is operated in the extended uplink TBF mode (see sub-clause 9.3.1b, 3GPP TS 44.160 sub-clause 9.4.4). Transmission of RLC/MAC control blocks and retransmissions of RLC data blocks do not count toward the limit. 
Whenever the mobile station detects an assigned USF value on an assigned PDCH, the mobile station shall transmit either a single RLC/MAC block or a sequence of four RLC/MAC blocks on the same PDCH. The time relation between an uplink block, which the mobile station shall use for transmission, and the occurrence of the USF value is defined in 3GPP TS 45.002. The number of RLC/MAC blocks to transmit is controlled by the USF_GRANULARITY parameter characterising the uplink TBF.

When the mobile station transmits an RLC/MAC block to the network, it shall start timer T3180 for the uplink TBF on which the block was sent. When the mobile station detects an assigned USF value on an assigned PDCH for the TBF, the mobile station shall restart timer T3180. If timer T3180 expires, the mobile station shall perform the abnormal release with access retry procedure (see sub-clause 8.7.2, 3GPP TS 44.160 sub-clause 8.8.3).

Whenever the network receives a valid RLC/MAC block from the TBF, it shall reset counter N3101. The network shall increment counter N3101 for each radio block, allocated to that TBF, for which no data is received. If N3101 = N3101max, the network shall stop the scheduling of RLC/MAC blocks from the TBF and start timer T3169. When T3169 expires, the network may reuse the USF and TFI.
(=========================== Next modified section ===========================(
8.1.1.3a
Exclusive allocation RLC data block transfer

8.1.1.3a.1
General

This sub-clause specifies mobile station behaviour for exclusive allocation of radio resources for uplink RLC data block transfer. The exclusive allocation is applicable only in dual transfer mode (for half-rate PDCHs and, optionally, for full-rate PDCHs) and MAC-DTM state (for half-rate PDCHs only). The conditions for using exclusive allocation are specified in sub-clause 8.1.0.

When the mobile station receives an uplink assignment that does not contain a TBF starting time, the mobile station shall switch to the assigned PDCHs and be ready to transmit within the reaction time defined in 3GPP TS 45.010. If a TBF starting time is present, the mobile station shall wait until the starting time before it switches to the assigned PDCHs and starts to transmit. If a TBF starting time is present and an uplink TBF is already in progress, the mobile station shall continue to use the previously assigned resources for the uplink TBF until the TBF starting time occurs. If the mobile station receives another uplink assignment, while waiting for the TBF starting time, the mobile station shall act upon the most recently received uplink assignment and shall ignore the previous one.

When mobile station has received the uplink assignment and been granted the right to transmit using exclusive allocation, the mobile station shall start timer T3184 and transmit an RLC/MAC block in every uplink radio block on the PDCHs assigned for the TBF. The timer T3184 shall be restarted every time the mobile station receives a PACKET UPLINK ACK/NACK message. 

The timer T3184 shall be stopped at the release of the TBF. The timer T3184 shall also be stopped if the resources for the TBF are reallocated, such that the conditions for exclusive allocation are no longer fulfilled and the TBF continues using dynamic or extended dynamic allocation (see sub-clause 8.1.0).

8.1.1.3a.2
Radio link failure

If timer T3184 expires (see sub-clause 8.1.1.3a.1), the mobile station shall regard that as a radio link failure and perform an abnormal release with access retry (see sub-clause 8.7.2, 3GPP TS 44.160 sub-clause 8.8.3).

The network shall increment counter N3101 for each radio block allocated to the TBF for which no RLC/MAC block is received. Whenever the network receives an RLC/MAC block from the mobile station, it shall reset counter N3101 for that TBF. If N3101 reaches the value N3101max, the network shall stop sending PACKET UPLINK ACK/NACK messages to the mobile station for that TBF and shall start timer T3169 for the TBF. If an RLC/MAC block is received from the TBF when timer T3169 is running, the network shall stop timer T3169 and resume sending PACKET UPLINK ACK/NACK messages to the TBF. When T3169 expires, the network may consider the TBF as released and reuse the TFI value.

8.1.1.3a.3
void





(=========================== Next modified section ===========================(
9.3
Operation during RLC data block transfer

9.3.0
General

The RLC ARQ functions support two modes of operation: RLC acknowledged mode, and RLC unacknowledged mode. RLC acknowledged mode operation uses retransmission of RLC data blocks to achieve high reliability. RLC unacknowledged mode operation does not utilize retransmission of RLC data blocks. A TBF may operate in either RLC acknowledged mode or RLC unacknowledged mode.

The mobile station sets the RLC mode of the uplink TBF by setting the RLC_MODE bit to either RLC acknowledged mode or RLC unacknowledged mode in the PACKET RESOURCE REQUEST or the (EGPRS) PACKET DOWNLINK ACK/NACK message. When the establishment cause field in the PACKET CHANNEL REQUEST message indicates ‘one phase access’, the RLC mode defaults to RLC acknowledged mode.

The network sets the RLC mode of the downlink TBF by setting the RLC_MODE bit in the PACKET DOWNLINK ASSIGNMENT, MULTIPLE TBF DOWNLINK ASSIGNMENT (Iu mode only),  PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE (Iu mode only) message.

An uplink TBF may be operating in either non-extended uplink TBF mode or extended uplink TBF mode, see sub-clause 9.3.1b.

When one or more PDCH/Fs are used in conjunction with one PDCH/H in the same direction, the RLC/MAC data blocks may not be received in the same sequence they were sent, due to the different data rates of the channels. In RLC unacknowledged mode, the sending entity shall re-order the RLC/MAC data blocks before transmission to ensure their reception in sequence.

9.3.1
Countdown procedure

9.3.1.1
General

The mobile station shall send the Countdown Value (CV) in each uplink RLC data block to indicate the current number of remaining RLC data blocks for the uplink TBF. The CV shall be calculated as follows:
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where:

TBC =
total number of RLC data blocks currently to be transmitted in the TBF.

BSN' =
absolute block sequence number of the RLC data block, with range from 0 to (TBC - 1).

NTS =
number of timeslots assigned to the uplink TBF in the assignment message, with range 1 to 8.

K =
2 when commanded MCS is MCS-7, MCS-8 or MCS-9, otherwise K=1,


the function round() rounds upwards to the nearest integer.

BS_CV_MAX
is a parameter broadcast in the system information,


the division operation is non-integer and results in zero only for (TBC - BSN' - 1) = 0.

When the mobile station transmits the last RLC data block currently in the send buffer for the TBF (i.e. the RLC data block with BSN' = TBC - 1), the RLC data block shall have CV set to the value '0'.

When an EGPRS RLC/MAC block for data transfer consists of two RLC data blocks, a CV value is calculated for each block and the CV of the RLC/MAC header refers to the second RLC data block.

9.3.1.2
Non-extended uplink TBF mode

In an uplink TBF operating in non-extended uplink TBF mode, the CV shall indicate the absolute BSN (BSN') of the last RLC data block that will be sent in the uplink TBF. The TBC value is the total number of RLC data blocks that will be transmitted in the TBF.

At the point in time the mobile station having an uplink TBF in non-extended TBF mode transmits the first RLC data block indicating a CV other than 15, the mobile station shall transmit afterwards exactly (TBC ‑ BSN' ‑ 1) untransmitted RLC data blocks.

If the mobile station receives a change in the Channel Coding Command in a PACKET UPLINK ACK/NACK message during the countdown procedure, the mobile station shall act upon the new Channel Coding Command. The mobile station shall then recalculate the CV for any untransmitted RLC data block using the new RLC data block size.

If the mobile station successfully complete the contention resolution procedure during one phase access and the countdown procedure is already running,, the mobile station shall recalculate the CV for any untransmitted RLC data blocks.

Any data that arrives from the higher layer after the commencement of the countdown process shall be sent within a future TBF.

The mobile station may retransmit during the countdown in response to a Packet Ack/Nack or if stalled.

If the mobile station receives a new allocation during the countdown, the mobile station shall use this new allocation to the end of the countdown procedure. The network shall provide unsolicited uplink resources for any retransmissions that may be required.

9.3.1.3
Extended uplink TBF mode

In an uplink TBF operating in extended uplink TBF mode, the CV shall indicate the current number of RLC data blocks that has not been transmitted in the uplink TBF. The mobile station shall update the TBC value and recalculate the CV for any untransmitted RLC data block in the following cases:

-
The RLC entity of the mobile station receives new data from upper layers for transmission in the uplink TBF.

-
The mobile station completes the contention resolution at one-phase packet access.

-
The mobile station changes the coding scheme of the RLC data blocks transmitted in an uplink TBF operating in GPRS TBF mode.

-
The mobile station changes the modulation and coding scheme of the RLC data blocks transmitted in an uplink TBF operating in EGPRS TBF mode.

NOTE:
Updating the TBC value shall not result in changing the CV of the RLC data blocks already transmitted, in the case they need to be retransmitted.

9.3.1a
Delayed release of downlink Temporary Block Flow

When the network exhausts its supply of downlink data for the downlink TBF, it may release the TBF by using one of the procedures in sub-clause 9.3.2.6 or sub-clause 9.3.3.5. If the TBF is not instantly released, the network may continue the downlink TBF awaiting new data to be received from the upper layers. After a period of inactivity, the TBF shall be released at a point determined by the network, using one of the procedures in sub-clause 9.3.2.6, sub-clause 9.3.3.5 or sub-clause 8.1.2.8. Once the release of the downlink TBF is initiated, the TBF shall not be continued.

If the network continues the downlink TBF when the supply of downlink data is exhausted, the RLC entity on the network side shall insert filler information into the RLC data blocks that are transmitted to the mobile station. For a mobile station operating in A/Gb mode, this is achieved by the insertion of LLC UI Dummy commands (see 3GPP TS 44.064) into the TBF. For a mobile station operating in Iu mode, the network may directly transmit RLC data blocks with filler information by setting the LI field as described in sections 10.4.14 and 10.4.14a. The FBI bit in the RLC header shall be set to the value '0' unless the network releases the TBF, in which case the FBI bit shall be set to the value 1. 

If new data is received from the upper layers, the network stops sending filler information and resumes normal operation during RLC data block transfer.

RLC data blocks shall be sent to the mobile station as required to prevent the expiry of timer T3190 for each TBF, according to power control requirements, and as needed to poll the mobile station for the provision of PACCH uplink blocks.

NOTE:
Extensive delay of the downlink TBF release might impact badly on the mobile station power consumption and should be avoided. Inactivity periods should not be longer than necessary to keep the overall performance of GPRS services. Inactivity periods longer than 5 s should not be used.

9.3.1b
Extended uplink TBF mode

9.3.1b.1
Application

Network support of the extended uplink TBF mode shall be indicated by the NW_EXT_UTBF parameter that is broadcast on either BCCH or PBCCH, see sub-clause 12.24.

The mobile station shall support the extended uplink TBF mode. The extended uplink TBF mode is a part of the GERAN Feature Package 1. A mobile station indicating support of GERAN Feature Package 1 in the Mobile Station Classmark 3 IE, the MS Radio Access Capability IE and the MS Radio Access Capability 2 IE supports the extended uplink TBF mode (see 3GPP TS 24.008).

The RLC/MAC entity, which has received the indication that the peer supports the extended uplink TBF mode, shall operate an uplink TBF in the extended uplink TBF mode.

NOTE:
The network might not receive the radio access capabilities of the mobile station at one-phase packet access. In that case, the two entities may operate in different mode.

9.3.1b.2
Operation of uplink TBF in extended uplink TBF mode

In extended uplink TBF mode, the uplink TBF may be maintained during temporary inactive periods, where the mobile station has no RLC information to send.

During the temporary inactive periods, the mobile station may stop sending RLC data block, as defined in sub-clause 9.1.3. The network shall continue allocating the mobile station uplink radio blocks during the inactivity period, using the procedures defined in sub-clause 8.1.1 for each medium access mode. Uplink radio blocks shall be allocated as required allowing the mobile station to continue the transfer of RLC data blocks, when a new RLC data block becomes available.

When the mobile station is allocated an uplink radio block and there is no RLC data block ready to send for this TBF, the mobile station shall send an RLC/MAC control block in each uplink radio block allocated by the network. The priority defined in sub-clause 8.1.1 for different kinds of RLC/MAC blocks apply.

During a period when the network does not receive any RLC data blocks from the mobile station, the network may periodically send a PACKET UPLINK ACK/NACK message to the mobile station. When applicable, depending on the medium access mode, the PACKET UPLINK ACK/NACK message shall be sent as required to prevent timer T3184 from expiring.

The network determines the release of the uplink TBF. The network releases the uplink TBF using the procedure in sub-clause 9.5 (A/Gb mode) or 3GPP TS 44.160 sub-clause 10.6 (Iu mode).

NOTE 1:
The uplink TBF may be released also by procedures defined in clause 8.

NOTE 2:
Extensive delay of the uplink TBF release whilst the mobile station does not send any RLC information might impact badly on the mobile station power consumption and should be avoided. Inactivity periods should not be longer than necessary to keep the overall performance of GPRS services. Inactivity periods longer than 5 s should not be allowed.

(=========================== Next modified section ===========================(
11.2.29
Packet Uplink Assignment

This message is sent on the PCCCH or PACCH by the network to the mobile station to assign uplink resources. The mobile station may be addressed by TFI, TQI, or Packet Request Reference depending upon the procedure used. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until new assignment is received or each TBF of the MS are terminated.

Message type:
PACKET UPLINK ASSIGNMENT

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.29.1: Packet UPlink ASSIGNMENT information elements

< Packet Uplink Assignment message content > ::=


< PAGE_MODE : bit (2) >


{ 0 | 1 <PERSISTENCE_LEVEL : bit (4) > * 4 }


{
{ 0
< Global TFI : < Global TFI IE > >



| 10
< TLLI / G-RNTI : bit (32) >



| 110
< TQI : bit (16) >



| 111
< Packet Request Reference : < Packet Request Reference IE > > }



{ 0

-- Message escape



{
< CHANNEL_CODING_COMMAND : bit (2) >





< TLLI_BLOCK_CHANNEL_CODING : bit (1) >





< Packet Timing Advance : < Packet Timing Advance IE > >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 01
<Dynamic Allocation : < Dynamic Allocation struct > >





| 10
<Single Block Allocation : < Single Block Allocation struct > >





| 00
< extension >





| 11 }

-- The value '11' was allocated in an earlier version of the protocol and shall not be used.




{ null | 0 bit** = < no string > -- Receiver backward compatible with earlier version






| 1





-- Additions for R99






{ 0 | 1 <Packet Extended Timing Advance : bit (2)> }







{ null | 0 bit** = <no string>
-- Receiver backward compatible with earlier version








| 1






-- Additions for REL-5









{ 0 | 1 < G-RNTI extension : bit (4) > }









{ 0 | 1 < RB Id : bit (5) > }




< padding bits > } }





! < Non-distribution part error : bit (*) = < no string > > } 



| 1
-- Message escape bit used to define EGPRS message contents




{ 00 {
{ 0 | 1 <CONTENTION_RESOLUTION_TLLI : bit(32) > }




{ 0 | 1 < COMPACT reduced MA : < COMPACT reduced MA IE >> }





< EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE >>






< RESEGMENT : bit (1) >






< EGPRS Window Size : < EGPRS Window Size IE >






{ 0 | 1 < Access Technologies Request : Access Technologies Request struct >}






< ARAC RETRANSMISSION REQUEST : bit (1) >






< TLLI_BLOCK_CHANNEL_CODING : bit (1) >







{ 0 | 1 < BEP_PERIOD2 : bit(4) > }





< Packet Timing Advance : < Packet Timing Advance IE > >







{ 0 | 1 <Packet Extended Timing Advance : bit (2)> }






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






{ 01
<Dynamic Allocation : < Dynamic Allocation struct > >






| 10
<Multi Block Allocation : < Multi Block Allocation struct > >






| 00
< extension >






| 11 }
-- The value '11' was allocated in an earlier version of the protocol and shall not be used.





{ null | 0 bit** = <no string>
-- Receiver backward compatible with earlier version







| 1






-- Additions for REL-5








{ 0 | 1 < G-RNTI extension : bit (4) > }








{ 0 | 1 < RB Id : bit (5) > }






< padding bits > }






! < Non-distribution part error : bit (*) = < no string > > }





! < Message escape : { 01| 10 | 11 } bit (*) = <no string> > }} – Extended for future changes


! < Address information part error : bit (*) = < no string > > } 


! < Distribution part error : bit (*) = < no string > > ;



<extension> ::=
-- Future extension can be done by modifying this structure

null ;



<Dynamic Allocation struct > ::= 


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 




< PR_MODE : bit (1) > }


< USF_GRANULARITY : bit (1) >


{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }


{ 0 | 1 < RLC_DATA_BLOCKS_GRANTED : bit (8) > } – This field was used in an earlier version of the protocol and shall be ignored.

{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF_TN0 : bit (3) > }



{ 0 | 1 < USF_TN1 : bit (3) > }



{ 0 | 1 < USF_TN2 : bit (3) > }



{ 0 | 1 < USF_TN3 : bit (3) > }



{ 0 | 1 < USF_TN4 : bit (3) > }



{ 0 | 1 < USF_TN5 : bit (3) > }



{ 0 | 1 < USF_TN6 : bit (3) > }



{ 0 | 1 < USF_TN7 : bit (3) > }


| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA : bit (4) >



{ 0 | 1
< USF_TN0 : bit (3) >





< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_TN1 : bit (3) >





< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_TN2 : bit (3) >





< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_TN3 : bit (3) >





< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_TN4 : bit (3) >





< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_TN5 : bit (3) >





< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_TN6 : bit (3) >





< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_TN7 : bit (3) >





< GAMMA_TN7 : bit (5) > } } ;



<Single Block Allocation struct > ::=


< TIMESLOT_NUMBER : bit (3) > 


{ 0 | 1 < ALPHA : bit (4) >


< GAMMA_TN : bit (5) >}


{ 0 | 1 < P0 : bit (4) >




0



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.



< PR_MODE : bit (1) > }


< TBF Starting Time : < Starting Frame Number Description IE > > ;



< Multi Block Allocation struct > ::=


< TIMESLOT_NUMBER : bit (3) >


{ 0 | 1 < ALPHA : bit (4) >


< GAMMA_TN : bit (5) >}


{ 0 | 1 < P0 : bit (4) >




0



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.



< PR_MODE : bit (1) > }


< TBF Starting Time : < Starting Frame Number Description IE > >


< NUMBER OF RADIO BLOCKS ALLOCATED: bit (2)>;



<Access Technologies Request struct> ::= -- recursive structure allows any combination of Access technologies

<Access Technology Type : bit (4)>


{ 0 | 1 <Access Technologies Request struct> };



Table 11.2.29.2: Packet UPlink ASSIGNMENT information element details

PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

PERSISTENCE_LEVEL (4 bit field for each Radio Priority 1…4)
This field is defined in sub-clause 12.14, PRACH Control Parameters.

Global TFI
This information element identifies the uplink TFI, if available, or the downlink TFI, to which this message applies. This field is defined in sub-clause 12.10.

TLLI / G-RNTI
This information element is defined in sub-clause 12.16.



TQI (16 bit field)
This field is defined in sub-clause 12.17.

Packet Request Reference
This information element is defined in sub-clause 12.11.

TIMESLOT_ALLOCATION (8 bit field)
This field is defined in sub-clause 12.18. If this field is not present, the timeslot allocation is indicated by the Power
Control Parameters IE.

CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting data on the uplink.

bit
2 1
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

CONTENTION_RESOLUTION_TLLI (32 bit field)
The CONTENTION_RESOLUTION_TLLI field is present only if the network has decoded one of the uplink blocks containing the TLLI or G-RNTI during the EGPRS one phase access. The mobile station shall perform the contention resolution function if this field is present. This field contains a TLLI or G-RNTI, which is defined in sub-clause 12.16. See sub-clause 7.1.2.3a.

COMPACT reduced MA 
This information element is defined in sub-clause 12.29.

EGPRS Modulation and Coding Scheme

The EGPRS Modulation and Coding Scheme information element is defined in sub-clause 12.10d.

RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

EGPRS Window Size

This information element is defined in sub-clause 12.5.2.

TLLI_BLOCK_CHANNEL_CODING (1 bit field)
This field indicates the channel coding command that the mobile station shall use for any RLC data block containing a TLLI field in the RLC data block header. This field is coded as shown:

0
the mobile station shall use CS-1 in GPRS TBF mode and MCS-1 in EGPRS TBF mode.

1
the mobile station shall use the value commanded in the CHANNEL_CODING_COMMAND or EGPRS_CHANNEL_CODING_COMMAND field.



BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. BEP_PERIOD2 when present, or if not, when received in a previous message of the same TBF session, shall be used instead of BEP_PERIOD. For details see 3GPP TS 45.008.

Range: 0 to 15

UPLINK_TFI_ASSIGNMENT (5 bit field)
This information element, if present, assigns the contained TFI to the mobile station to identify to uplink TBF described by this message. This field is coded the same as the TFI field defined in sub-clause 12.15.

Packet Timing Advance
This information element is defined in sub-clause 12.12.

Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink TBF. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.

Dynamic Allocation struct
This information element contains parameters necessary to define the radio resources of a dynamic allocation or an extended dynamic allocation.

EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.
0
Dynamic Allocation
1
Extended Dynamic Allocation

Power Control Parameters
This information element, if present, contains power control parameters and the timeslot allocation for the mobile station. If this information element is not present, the MS shall continue to use the previous parameters. This information element is defined in sub-clause 12.13.




TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

In case of dynamic allocation, if no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred.

In case of single block allocation, the mobile station shall use the assigned timeslot during the RLC/MAC block whose first TDMA burst occurs in the indicated TDMA frame number.

This information element is encoded as the Starting Frame Number Description IE. See sub-clause 12.21.

USF for Timeslot Number 0 (TN0) (3 bit field)
USF for Timeslot Number 1 (TN1) (3 bit field)
USF for Timeslot Number 2 (TN2) (3 bit field)
USF for Timeslot Number 3 (TN3) (3 bit field)
USF for Timeslot Number 4 (TN4) (3 bit field)
USF for Timeslot Number 5 (TN5) (3 bit field)
USF for Timeslot Number 6 (TN6) (3 bit field)
USF for Timeslot Number 7 (TN7) (3 bit field)

These fields indicate the USF value assigned to the MS for allocated timeslots (range 0 to 7). These fields are encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1.

USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

Single Block Allocation struct
This information element contains parameters necessary to define the radio resources of a Single Block allocation. For example for sending of a PACKET RESOURCE REQUEST message in a two phase access or a Measurement report.

TIMESLOT_NUMBER (3 bit field)
This field indicates the timeslot assigned for transfer of a single RLC/MAC block on the uplink. This field is coded as the binary representation of the timeslot number as defined in 3GPP TS 45.010.
Range 0 to 7

ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB

P0 (4 bit field)
This field is an optional downlink power control parameter. If P0 is present, then downlink power control is used; otherwise, if P0 is not present, then downlink power control is not used. It is encoded as follows:

bit
4 3 2 1 
0 0 0 0
P0 = 0 dB
0 0 0 1
P0 = 2 dB
0 0 1 0
P0 = 4 dB
:
1 1 1 1
P0 = 30 dB

PR_MODE (1 bit field)
This field indicates, as defined in 3GPP TS 45.008. It is encoded as follows: 
0
PR mode A: for one addressed MS
1
PR mode B: for all MS

Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

Multi Block Allocation struct
This information element contains parameters necessary to define the radio resources of a Multi Block allocation.

NUMBER OF RADIO BLOCKS ALLOCATED (2 bit field)

Bits
1 0
0 0
1 radio block reserved for uplink transmission
0 1
2 radio blocks reserved for uplink transmission
1 0
reserved for future use
1 1
reserved for future use

ACCESS TECHNOLOGY TYPE

This field indicates the access technology that is requested from the mobile station. The field is coded according to the definition in 3GPP TS 24.008. The access technology types requested from the MS in the Access Technologies Request structure shall be classified by priority, the most important first. The MS shall reply using the same order.
Among the three GSM 900 access technology types GSM P, GSM E and GSM R only one shall be requested by the network.

ARAC RETRANSMISSION REQUEST (1 bit field)

0
indicates that retransmission of an ADDITIONAL MS RADIO ACCESS CAPABILITIES message is not requested
1
indicates that retransmission of an ADDITIONAL MS RADIO ACCESS CAPABILITIES message is requested

G-RNTI extension (4 bit field)

This field contains the extra 4 bits of the G-RNTI not included in the TLLI / G-RNTI field which are necessary to provide a unique identifier for contention resolution in Iu-mode. This field may also be included when an assigned G-RNTI is used in the CONTENTION_RESOLUTION_TLLI field during the contention resolution procedure. 

RB Id (5 bit field)

This field is included in Iu mode when a TBF is assigned in MAC-Shared state.  It contains the radio bearer identifier for the radio bearer using the assigned TBF.

11.2.29.1
Special requirements in dual transfer mode for uplink TBF

Special requirements apply when an uplink TBF is assigned to a mobile station in dual transfer mode or about to enter dual transfer mode.

If the mobile station has an RR connection to the network on a half-rate TCH, the network may assign an uplink TBF using the other sub-channel of the same timeslot for a half-rate PDCH (see 3GPP TS 45.002). In this case, the uplink assignment message shall be encoded with a timeslot allocation including the timeslot number for the half-rate TCH and the half-rate PDCH, and only that timeslot number. The mobile station shall interpret this allocation as an allocation of a half-rate PDCH.

In dual transfer mode, the mobile station may be assigned an uplink TBF using exclusive allocation. The exclusive allocation shall be applied according to the conditions specified in sub-clause 8.1.0. When the exclusive allocation is applied, the mobile station shall ignore the USF values assigned in the uplink assignment message.

11.2.29a
Multiple TBF Uplink Assignment (Iu mode only)

This message is sent on the PACCH by the network to the mobile station to assign uplink resources. The mobile station may be addressed by the G-RNTI or the TFI depending upon the procedure used. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until new assignment is received or each TBF of the MS are terminated.

Message type:
MULTIPLE TBF UPLINK ASSIGNMENT

Direction:
network to mobile station 

Classification :
non-distribution message

Table 11.2.29a.1: MULTIPLE TBF UPlink ASSIGNMENT information elements

< Multiple TBF Uplink Assignment message content > ::=


< PAGE_MODE : bit (2) >


{ 0 | 1 < PERSISTENCE_LEVEL : bit (4) > * 4 }


{
{ 0
< Global TFI : < Global TFI IE > > 



| 10
{ < TLLI / G-RNTI : <TLLI / G-RNTI IE > > < G-RNTI extension : bit (4) > } }



{ 0

-- Message escape bit for GPRS mode TBFs



{
{ 0 | 1 < CHANNEL_CODING_COMMAND : bit (2) > }





< TLLI_BLOCK_CHANNEL_CODING : bit (1) >





< Packet Timing Advance : < Packet Timing Advance IE > >





{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 0 | 1
< Uplink TBF Assignment : < Uplink Assignment struct > > } 





< padding bits > } 




! < Non-distribution part error : bit (*) = < no string > > } 



| 1
-- Message escape bit for EGPRS mode TBFs



{ 00 





{
{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }






{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE > > }






< Resegment : < RESEGMENT IE >>







< TLLI_BLOCK_CHANNEL_CODING : bit (1) >






{ 0 | 1
< BEP_PERIOD2 : bit(4) > }






< Packet Timing Advance : < Packet Timing Advance IE > >







{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






{ 0 | 1
< Uplink TBF Assignment : < Uplink Assignment struct > > }






! < Non-distribution part error : bit (*) = < no string > > }





! < Message escape : { 01| 10 | 11 } bit (*) = < no string > > } } – Extended for future changes


! < Address information part error : bit (*) = < no string > > } 


! < Distribution part error : bit (*) = < no string > > ;



< Uplink Assignment struct > ::=



< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < Uplink Control Timeslot : bit (3) > }


{ 0 | 1 < P0 : bit (4) > 



< PR_MODE : bit(1) > }


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0 | 1 < Timeslot description : < Timeslot description struct > >



{ 1 < Uplink TBF Assignment : < Uplink TBF Assignment struct > > ** 0 } } ;



< Timeslot description struct > ::=


{ 0













-- without power control params


{ 0 | 1
< USF_GRANULARITY : bit(1) > }

-- ‘0’ means TS not assigned


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


| 1












--
with power control params


< ALPHA : bit (4) >





{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > } 



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > } } ;



< Uplink TBF Assignment struct > ::=




-- Recursive for multiple TBFs

< RB Id : bit (5) >


< TFI Assignment : bit (5) >


{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }



{ 0

< USF_ALLOCATION : bit (3) >


| 1

{ 1 < USF Assignment: < USF Assignment struct > > ** 0 } } ;



< USF Assignment struct > ::=



-- Recursive for multiple USFs (per TBF)

{ 0 | 1
< USF_ALLOCATION: bit (3) > } ;







-- ‘0’ indicates no valid USF for this TS 



Table 11.2.29a.2: MULTIPLE TBF UPlink ASSIGNMENT information element details

PAGE_MODE (2 bit field)
This field is defined in sub-clause 12.20.

PERSISTENCE_LEVEL (4 bit field for each Radio Priority 1…4)
This field is defined in sub-clause 12.14, PRACH Control Parameters.

TLLI / G-RNTI
This information element is defined in sub-clause 12.16.

G-RNTI extension (4 bit field)

This field contains the extra 4 bits of the G-RNTI not included in the TLLI / G-RNTI field or CONTENTION_RESOLUTION Identifier field which are necessary to provide a unique identifier for contention resolution in Iu-mode.

Global TFI
This information element identifies one of the mobile station’s downlink or uplink TFIs. This field is defined in sub-clause 12.10.

CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting data on the uplink. If this field is included in the main body of the message, it shall refer to all GPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in GPRS TBF mode shall be assigned either the default value or a specific value.

Bit
2 1
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

EGPRS Window Size

This information element is defined in sub-clause 12.5.2.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

EGPRS Modulation and Coding Scheme

This field contains the EGPRS Modulation and Coding Scheme information element defined in sub-clause 12.10d.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

TLLI_BLOCK_CHANNEL_CODING (1 bit field)
This field indicates the channel coding command that the mobile station shall use for any RLC data block containing a TLLI / G-RNTI field in the RLC data block header. This field is coded as shown:

0
the mobile station shall use CS-1 in GPRS TBF mode and MCS-1 in EGPRS TBF mode.

1
the mobile station shall use the value commanded in the CHANNEL_CODING_COMMAND or EGPRS_CHANNEL_CODING_COMMAND field.

BEP_PERIOD2 (4 bit field)
This field contains a constant which is used for filtering channel quality measurements in EGPRS. BEP_PERIOD2 when present, or if not, when received in a previous message of the same TBF session, shall be used instead of BEP_PERIOD. For details see 3GPP TS 45.008.

Range: 0 to 15

TFI Assignment (5 bit field)
This information element assigns one TFI to each TBF assigned to the mobile station in this message. This field is repeated for each TBF that is assigned in this message. TFI values are encoded as defined in sub-clause 12.15. 

RB Id (5 bit field)

This field contains the radio bearer identifier for the radio bearer using the assigned TBF. This provides the mapping of TFI to RB Id which is necessary to uniquely identify Iu-mode data flows.



Uplink Control Timeslot (3 bit field)

This field contains the timeslot number of the timeslot where the PACCH for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.



Packet Timing Advance
This information element is defined in sub-clause 12.12.

Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink TBF. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.

EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.
0
Dynamic Allocation
1
Extended Dynamic Allocation

Power Control Parameters
This information element, if present, contains power control parameters and the timeslot allocation for the mobile station. If this information element is not present, the MS shall continue to use the previous parameters. This information element is defined in sub-clause 12.13.




TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

In case of dynamic allocation, if no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred.

In case of single block allocation, the mobile station shall use the assigned timeslot during the RLC/MAC block whose first TDMA burst occurs in the indicated TDMA frame number.

This information element is encoded as the Starting Frame Number Description IE. See sub-clause 12.21.

USF_ALLOCATION (3 bit field)

This field indicates the USF value assigned to the MS for one or more allocated timeslots. This field is encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1.

USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB

P0 (4 bit field)
This field is an optional downlink power control parameter. If P0 is present, then downlink power control is used; otherwise, if P0 is not present, then downlink power control is not used. It is encoded as follows:

bit
4 3 2 1 
0 0 0 0
P0 = 0 dB
0 0 0 1
P0 = 2 dB
0 0 1 0
P0 = 4 dB
:
1 1 1 1
P0 = 30 dB

PR_MODE (1 bit field)
This field indicates, as defined in 3GPP TS 45.008. It is encoded as follows: 
0
PR mode A: for one addressed MS
1
PR mode B: for all MS

Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

(=========================== Next modified section ===========================(
11.2.31
Packet Timeslot Reconfigure

This message is sent on the PACCH by the network to the mobile station to assign uplink and downlink resources. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until a new assignment is received or each TBF of the MS are terminated.

Message type:
PACKET TIMESLOT RECONFIGURE

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.31.1: Packet TIMESLOT RECONFIGURE information elements

< Packet Timeslot Reconfigure message content > ::=


< PAGE_MODE : bit (2) >


{
0 < GLOBAL_TFI : < Global TFI IE > >



{ 0

-- Message escape



{
< CHANNEL_CODING_COMMAND : bit (2) >





< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





< DOWNLINK_RLC_MODE : bit (1) >





< CONTROL_ACK : bit (1) >





{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }





{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }





< DOWNLINK_TIMESLOT_ALLOCATION : bit (8) >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





0



-- The value '1' was allocated in an earlier version of the protocol and shall not be used.




< Dynamic Allocation : < Dynamic Allocation struct > >





{ null | 0 bit** = < no string >


-- Receiver backward compatible with earlier version






| 1





-- Additions for R99





{ 0 | 1 <Packet Extended Timing Advance : bit (2)> }






{ null | 0 bit** = < no string >

-- Receiver backward compatible with earlier version







| 1





-- Additions for REL-5






{ 0 | 1 < RB Id of downlink TBF : bit (5) >









< RB Id of uplink TBF: bit (5) > } 







{ 0 | 1 < Uplink Control Timeslot : bit (3) > }






< padding bits > } }





! < Non-distribution part error : bit (*) = < no string > > }



| 1



-- Message escape bit used to define EGPRS message contents




{ 00 {
{ 0 | 1 < COMPACT reduced MA : < COMPACT reduced MA IE >> }






< EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE >>






< RESEGMENT : bit (1) >






{ 0 | 1 < DOWNLINK EGPRS Window Size : < EGPRS Window Size IE >}






{ 0 | 1 < UPLINK EGPRS Window Size : < EGPRS Window Size IE >}






< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1 <Packet Extended Timing Advance : bit (2)> }






< DOWNLINK_RLC_MODE : bit (1) >






< CONTROL_ACK : bit (1) >






{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }






{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }






< DOWNLINK_TIMESLOT_ALLOCATION : bit (8) >






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






0


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.





< Dynamic Allocation : < Dynamic Allocation struct > >











{ null | 0 bit** = < no string >
-- Receiver backward compatible with earlier version






| 1





-- Additions for REL-5






{ 0 | 1 < RB Id of downlink TBF : bit (5) >









< RB Id of uplink TBF: bit (5) > }







{ 0 | 1 < Uplink Control Timeslot : bit (3) > }






< padding bits > }






! < Non-distribution part error : bit (*) = < no string > > }




! < Message escape : { 01| 10 | 11} bit (*) = <no string> > }} –Extended for future changes


! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;



<Dynamic Allocation struct > ::=


< EXTENDED_DYNAMIC_ ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 




< PR_MODE : bit(1) > }


< USF_GRANULARITY : bit (1) >


{ 0 | 1 < RLC_DATA_BLOCKS_GRANTED : bit (8) > } -- This field was used in an earlier version of the protocol and shall be ignored.

{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0





-- Timeslot Allocation


{ 0 | 1 < USF_TN0 : bit (3) > }



{ 0 | 1 < USF_TN1 : bit (3) > }



{ 0 | 1 < USF_TN2 : bit (3) > }



{ 0 | 1 < USF_TN3 : bit (3) > }



{ 0 | 1 < USF_TN4 : bit (3) > }



{ 0 | 1 < USF_TN5 : bit (3) > }



{ 0 | 1 < USF_TN6 : bit (3) > }



{ 0 | 1 < USF_TN7 : bit (3) > }


| 1





-- Timeslot Allocation with Power Control Parameters


< ALPHA : bit (4) >



{ 0 | 1
< USF_TN0 : bit (3) >





< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_TN1 : bit (3) >





< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_TN2 : bit (3) >





< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_TN3 : bit (3) >





< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_TN4 : bit (3) >





< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_TN5 : bit (3) >





< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_TN6 : bit (3) >





< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_TN7 : bit (3) >





< GAMMA_TN7 : bit (5) > } } ;



Table 11.2.31.2: Packet TIMESLOT RECONFIGURE information element details

Global TFI (6 bit field)
This field identifies (one of) the uplink TFI, if available, or (one of) the downlink TFI, to which this message applies. This field is defined in sub-clause 12.10.

CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting on the uplink.

bit
2 1 
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

COMPACT reduced MA 
This information element is defined in sub-clause 12.29.

EGPRS Modulation and Coding Scheme
The EGPRS modulation and coding scheme information element is defined in sub-clause 12.10d.

RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

EGPRS Window Size
This information element is defined in sub-clause 12.5.2.

LINK_QUALITY_MEASUREMENT_MODE (2 bit field)

This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE IE of the PACKET DOWNLINK ASSIGNMENT message, as defined in sub-clause 11.2.7.

Global Packet Timing Advance
This information element is defined in sub-clause 12.12a.

DOWNLINK_RLC_MODE (1 bit field)
This field indicates the RLC mode of the requested TBF.

0
RLC acknowledged mode
1
RLC unacknowledged mode

CONTROL_ACK (1 bit field)
This field shall be set to '1' if the network establishes a new downlink TBF for the mobile station whose timer T3192 is running. Otherwise this field shall be set to '0'.

DOWNLINK_TFI_ASSIGNMENT (5 bit field)
This information element, if present, assigns the contained TFI to the mobile station to identify a downlink TBF described by this message. This field is coded the same as the TFI field defined in sub-clause 12.15.

UPLINK_TFI_ASSIGNMENT (5 bit field)
This information element, if present, assigns the contained TFI to the mobile station to identify an uplink TBF described by this message. This field is coded the same as the TFI field defined in sub-clause 12.15.

UPLINK_TIMESLOT_ALLOCATION (8 bit field)
This field contains the timeslot allocation for the uplink TBF and is defined in sub-clause 12.18. If this field is not present, the timeslot allocation for the uplink TBF is indicated by the Power Control Parameters IE.

DOWNLINK_TIMESLOT_ALLOCATION (8 bit field)
This field is defined in sub-clause 12.18.

Power Control Parameters
This information element, if present, contains the power control parameters and timeslot allocation for the uplink TBF. If this information element is not present, the MS shall continue to use the previous parameters. This information element is defined in sub-clause 12.13.

Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink and downlink TBFs. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.




Dynamic Allocation struct
This information element contains parameters necessary to define the radio resources of a dynamic allocation or an extended dynamic allocation.

EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.

0
Dynamic Allocation
1
Extended Dynamic Allocation

TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

If no downlink TBF is in progress, the mobile station need not monitor the TFI field of downlink RLC data blocks until the indicated TDMA frame number. After the indicated TDMA frame number, the mobile station shall apply the new downlink parameters and then operate as during a downlink TBF. If a downlink TBF is already in progress, the mobile station shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to use the new downlink parameters assigned.

If no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred.

This field is encoded as the Starting Frame Number Description IE. See sub-clause 12.21

USF for Timeslot Number 0 (TN0) (3 bit field)
USF for Timeslot Number 1 (TN1) (3 bit field)
USF for Timeslot Number 2 (TN2) (3 bit field)
USF for Timeslot Number 3 (TN3) (3 bit field)
USF for Timeslot Number 4 (TN4) (3 bit field)
USF for Timeslot Number 5 (TN5) (3 bit field)
USF for Timeslot Number 6 (TN6) (3 bit field)
USF for Timeslot Number 7 (TN7) (3 bit field)

These fields indicate the USF value assigned to the MS for timeslots 0 to 7. These fields are encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1.

ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB

USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

P0 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message.

PR_MODE (1 bit field)
For description and encoding, see the Packet Uplink Assignment message.

Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

RB Id of downlink TBF (5 bit field)

RB Id of uplink TBF (5 bit field)

These fields are included when this message is used to reconfigure TBFs in Iu mode. These fields contain the radio bearer identifier for the radio bearer using the assigned TBF. 

Uplink Control Timeslot (3 bit field)

This field contains the timeslot number of the timeslot where the PACCH/U for the downlink TBF is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

11.2.31.1
Special requirements in dual transfer mode

Special requirements apply when a TBF is assigned to a mobile station in dual transfer mode or about to enter dual transfer mode, see sub-clauses 11.2.7.1 and 11.2.29.1 of the present document.

11.2.31a
Multiple TBF Timeslot Reconfigure (Iu mode only)

This message is sent on the PACCH by the network to the mobile station to assign uplink and downlink resources. A mobile allocation or reference frequency list received as part of this assignment message shall be valid until a new assignment is received or each TBF of the MS are terminated.

Message type:
MULTIPLE TBF TIMESLOT RECONFIGURE

Direction:
network to mobile station

Classification:
non-distribution message

Table 11.2.31a.1: MULTIPLE TBF TIMESLOT RECONFIGURE information elements

< Multiple TBF Timeslot Reconfigure message content > ::=


< PAGE_MODE : bit (2) >


{
0 < GLOBAL_TFI : < Global TFI IE > >



{ 0

-- Message escape for GPRS mode TBFs



{
{ 0 | 1 < CHANNEL_CODING_COMMAND : bit (2) > }





< Global Packet Timing Advance : < Global Packet Timing Advance IE > >





{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }





{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }





{ 1 < Multiple Downlink Assignment : < Multiple Downlink Assignment struct > > } ** 0 





< Multiple Uplink Assignment : < Multiple Uplink Assignment struct > >





< padding bits > }




! < Non-distribution part error : bit (*) = < no string > > }



| 1



-- Message escape bit for EGPRS mode TBFs




{ 00 {







{ 0 | 1 < EGPRS Channel Coding Command : < EGPRS Modulation and Coding IE > > }






< RESEGMENT : bit (1) >






{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > }






{ 0 | 1 { 0 | 1 < Uplink EGPRS Window Size : < EGPRS Window Size IE > > }








< LINK_QUALITY_MEASUREMENT_MODE : bit (2) >






{ 0 | 1
< BEP_PERIOD2 : bit(4) > } }










< Global Packet Timing Advance : < Global Packet Timing Advance IE > >






{ 0 | 1
< Packet Extended Timing Advance : bit (2) > }






{ 0 | 1
< Frequency Parameters : < Frequency Parameters IE > > }






{ 1 < Multiple Downlink Assignment : < Multiple Downlink Assignment struct > > } ** 0 






< Multiple Uplink Assignment : < Multiple Uplink Assignment struct > >






< padding bits > } 





! < Non-distribution part error : bit (*) = < no string > > }




! < Message escape : { 01| 10 | 11} bit (*) = < no string > > } –Extended for future changes


! < Address information part error : bit (*) = < no string > > }


! < Distribution part error : bit (*) = < no string > > ;



< Multiple Downlink Assignment struct > ::=


< TIMESLOT_ALLOCATION : bit (8) >


{ 0 | 1 
< Uplink Control Timeslot : bit (3) > }


{ 1 < Downlink TBF assignment : < Downlink TBF assignment struct > > } ** 0  ;



< Downlink TBF assignment struct > :: =


{ 0 < RB Id : bit (5) >
}


{ 0 | 1 
< Uplink Control Timeslot : bit (3) > }


< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < Downlink EGPRS Window Size : < EGPRS Window Size IE > > } ;



< Multiple Uplink Assignment struct > ::=


< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < P0 : bit (4) > 



< PR_MODE : bit(1) > }


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0 | 1 < Timeslot description : < Timeslot description struct > >



{ 1 < Uplink TBF Assignment : < Uplink TBF Assignment struct > > } ** 0  } ;



< Timeslot description struct > ::=


{ 0












-- without power control params


{ 0 | 1
< USF_GRANULARITY : bit(1) > }
-- ‘0’ means TS not assigned


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


| 1












--
with power control params


< ALPHA : bit (4) >





{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > } 



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN1 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN2 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN3 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN4 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN5 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN6 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN7 : bit (5) > } } ;



< Uplink TBF Assignment struct > ::=




-- Recursive for multiple TBFs

{ 0 < RB Id : bit (5) > }


< TFI Assignment : bit (5) >


{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< Uplink EGPRS Window Size : < EGPRS Window Size IE > > }



{ 0

< USF_ALLOCATION : bit (3) >


| 1

{ 1 < USF Assignment: < USF Assignment struct > > } ** 0  } ;



< USF Assignment struct > ::=



-- Recursive for multiple USFs (per TBF)

{ 0 | 1
< USF_ALLOCATION: bit (3) > } ;







-- ‘0’ indicates no valid USF for this TS 



Table 11.2.31a.2: MULTIPLE TBF TIMESLOT RECONFIGURE information element details

Global TFI
This information element identifies one of the mobile station’s downlink or uplink TFIs. This field is defined in sub-clause 12.10.

CHANNEL_CODING_COMMAND (2 bit field)
The Channel Coding Indicator field indicates the channel coding scheme that the mobile station shall use when transmitting on the uplink. If this field is included in the main body of the message, it shall refer to all GPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every uplink TBF defined in GPRS TBF mode shall be assigned either the default value or a specific value.

bit
2 1 
0 0
CS-1
0 1
CS-2
1 0
CS-3
1 1
CS-4

EGPRS Modulation and Coding SchemeThe EGPRS modulation and coding scheme information element is defined in sub-clause 12.10d.

If this field is included in the main body of the message, it shall refer to all EGPRS TBF mode uplink TBFs assigned in the message (default value). If this field is included in the Uplink TBF Assignment struct, it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every uplink TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

RESEGMENT (1 bit field)
This field is defined in sub-clause 12.10e.

EGPRS Window Size
This information element is defined in sub-clause 12.5.2.

If this field is included in the main body of the message, it shall refer to all TBFs assigned in the message in the direction indicated (default value). If this field is included in the respective TBF Assignment struct (uplink or downlink), it refers only to the TBF given by the TFI Assignment (this specific value overrules the default value). Every TBF defined in EGPRS TBF mode shall be assigned either the default value or a specific value.

LINK_QUALITY_MEASUREMENT_MODE (2 bit field)

This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE IE of the PACKET DOWNLINK ASSIGNMENT message, as defined in sub-clause 11.2.7.

Global Packet Timing Advance
This information element is defined in sub-clause 12.12a.

CONTROL_ACK (1 bit field)
This field shall be set to '1' if the network wishes to instruct the mobile station to release the given TBFs for which T3192 is running. The TBFs to be released are identified by the TFIs given in the TFI Assignment field and have to be valid on the PACCH on which this message was sent. Otherwise this field shall be set to '0'.

TFI Assignment (5 bit field)
This information element assigns one (or more) TFI(s) to each TBF assigned to the mobile station in this message. This field is repeated for each TBF that is assigned in this message. Optionally, this field may be repeated for each timeslot on which the TBF has been assigned resources. This is in order to assign different TFI values for the same TBF on different resources (BPSCH). TFI values are encoded as defined in sub-clause 12.15. 

RB Id (5 bit field)

This field contains the radio bearer identifier for the radio bearer using the assigned TBF. This provides the mapping of TFI to RB Id which is necessary to uniquely identify Iu-mode data flows.



Uplink Control Timeslot (3 bit field)

This field contains the timeslot number of the timeslot where the PACCH/U for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.

If this field is included in the Multiple Downlink Assignment struct, it shall refer to all downlink TBFs assigned in the message. If this field is included in the Downlink TBF assignment struct, it refers only to the TBF given by the TFI Assignment field (this specific value overrules any default value given in the Multiple Downlink Assignment struct). If the Uplink Control Timeslot field is not included in the message at all, then the default rules for the location of PACCH/U apply.



TIMESLOT_ALLOCATION (8 bit field)
This field is defined in sub-clause 12.18.

Power Control Parameters
This information element, if present, contains the power control parameters and timeslot allocation for the uplink TBF. If this information element is not present, the MS shall continue to use the previous parameters. This information element is defined in sub-clause 12.13.

Frequency Parameters
This information element, if present, assigns frequency parameters to the uplink and downlink TBFs. If this information element is not present the mobile station shall use its previously assigned frequency parameters. This information element is defined in sub-clause 12.8.




EXTENDED_DYNAMIC_ALLOCATION (1 bit field)
This information field indicates the medium access mode to be used during the TBF.

0
Dynamic Allocation
1
Extended Dynamic Allocation

TBF Starting Time
The TBF Starting Time field contains a starting time that indicates the frame number during which the assigned TBF may start.

If no downlink TBF is in progress, the mobile station need not monitor the TFI field of downlink RLC data blocks until the indicated TDMA frame number. After the indicated TDMA frame number, the mobile station shall apply the new downlink parameters and then operate as during a downlink TBF. If a downlink TBF is already in progress, the mobile station shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to use the new downlink parameters assigned.

In case of dynamic allocation, if no uplink TBF is in progress, the MS need not monitor the USF field until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred. If an uplink TBF is already in progress, the MS shall continue to use the parameters of the existing TBF until the TDMA frame number occurs. When the indicated TDMA frame number occurs, the mobile station shall immediately begin to monitor the USF field and use the new assigned uplink TBF parameters when its USF has occurred.

This field is encoded as the Starting Frame Number Description IE. See sub-clause 12.21

USF_ALLOCATION (3 bit field)

This field indicates the USF value assigned to the MS for one or more allocated timeslots. This field is encoded as a binary presentation of the USF value as defined in sub-clause 10.4.1.

USF_GRANULARITY (1 bit field)
This information field indicates the USF granularity to be applied by the mobile station when it is assigned a TBF using Dynamic Allocation.

0
the mobile station shall transmit one RLC/MAC block
1
the mobile station shall transmit four consecutive RLC/MAC blocks

ALPHA (4 bit field)
For encoding and description see the Global Power Control Parameters IE.

GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008. The GAMMA_TN field is coded according to the following table:

bit
5 4 3 2 1
0 0 0 0 0
GCH = 0 dB
0 0 0 0 1
GCH = 2 dB
: : : :
1 1 1 1 0
GCH = 60 dB
1 1 1 1 1
GCH = 62 dB

P0 (4 bit field)
For description and encoding, see the Packet Uplink Assignment message.

PR_MODE (1 bit field)
For description and encoding, see the Packet Uplink Assignment message.

Packet Extended Timing Advance (2 bit field) 
This field is defined in sub-clause 12.12b.

(=========================== Next modified section ===========================(
12.7
Channel Request Description

The Channel Request Description information element is sent by the mobile station to the network to request uplink resources.

Table 12.7.1: Channel Request Description information elements

< Channel Request Description IE > ::=


< PEAK_THROUGHPUT_CLASS : bit (4) >


< RADIO_PRIORITY : bit (2) >


< RLC_MODE : bit (1) >


< LLC_ PDU_TYPE : bit (1) >


< RLC_OCTET_COUNT : bit (16) > ;

Table 12.7.2: Channel Request Description information element details

PEAK_THROUGHPUT_CLASS (4 bit field)
This field indicates the peak throughput class for the PDP context of the LLC PDU that caused the Channel Request Description IE to be transmitted. The field is coded as the binary representation of the Peak Throughput Class specified in 3GPP TS 23.060.
Range: 1 to 9

RADIO_PRIORITY (2 bit field)
This field indicates the Radio Priority of the requested TBF. The field is encoded as the Radio Priority field of the Packet Channel Request (see sub-clause 11.2.5).

RLC_MODE (1 bit field)
This field indicates the RLC mode of the requested TBF.

0
RLC acknowledged mode
1
RLC unacknowledged mode

LLC_ PDU_TYPE (1 bit field)
This field indicates the type of the first LLC PDU to be transmitted over the requested uplink TBF.

0
LLC PDU is SACK or ACK
1
LLC PDU is not SACK or ACK

RLC_OCTET_COUNT (16 bit field)
The RLC_OCTET_COUNT field indicates the number of RLC data octets, plus the number of RLC data block length octets, that the mobile station wishes to transfer. The value '0' indicates that the mobile station does not provide any information on the TBF size to the network. 
Range 0 to 65535

12.7a
Iu mode Channel Request Description

The Iu mode Channel Request Description information element is sent by the mobile station to the network to request uplink resources.

Table 12.7a.1: Iu mode Channel Request Description information elements

< Iu mode Channel Request Description IE > ::=


< RB Id : bit (5) >


< RADIO_PRIORITY : bit (2) >

{ 0 | 1 < RLC_BLOCK_COUNT : bit (8) > }


{ 0 | 1 < Iu mode Channel Request Description IE > } ;
-- IE to be repeated only when 

















-- in a Multiple TBF request message

Table 12.7a.2: Iu mode Channel Request Description information element details

RB Id (5 bit field)
This field indicates the radio bearer identity of the upper layer PDU that caused the Iu mode Channel Request Description IE to be transmitted. 

Range: 0 to 31

RADIO_PRIORITY (2 bit field)
This field indicates the Radio Priority of the requested TBF. The field is encoded as the Radio Priority field of the Packet Channel Request (see sub-clause 11.2.5).

RLC_BLOCK_COUNT (8 bit field)
 If present, the RLC_BLOCK_COUNT field indicates the number of RLC data blocks that the mobile station wishes to transfer (assuming a CS-1 coding).

This field is encoded as a binary number as shown:

bit
8 7 6 5 4 3 2 1
0 0 0 0 0 0 0 0

9 RLC data blocks
0 0 0 0 0 0 0 1
10 RLC data blocks
. . .
1 1 1 1 1 1 1 1
264 RLC data blocks
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