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52.1.2.1.7
Packet Uplink Assignment / Most recently received Packet Uplink Assignment

52.1.2.1.7.1
Conformance requirements

A PACKET UPLINK ASSIGNMENT message may indicate an assignment starting time in the TBF Starting Time parameter. The mobile station shall monitor PCCCH until the point in time denoted by the TBF Starting Time. If while monitoring the PCCCH the mobile station receives more than one PACKET UPLINK ASSIGNMENT message, it shall act upon the most recently received message and shall ignore the previous message.

Reference

3GPP TS 04.60/44.060 subclause 7.1.2.2.1 and 7.1.2.1.

52.1.2.1.7.2
Test purpose

To verify that the mobile station monitors PCCCH until the point in time denoted by the TBF Starting Time and that the mobile station acts on the most recently received Packet Uplink Assignment.

52.1.2.1.7.3
Method of test

Initial conditions

System Simulator:


1 cell supporting EGPRS. The packet system information ACCESS_BURST_TYPE indicates 8 bit access.

Mobile Station:


The MS is switched off.  

Related PICS/PIXIT statement

-
Support EGPRS service. 

-
Switch off on button Yes/No.

-
Method of trigger GPRS attach. 

-
Release of EGPRS supported.

-
Support of EGPRS Packet Access enhancement (this PICS statement is only applicable if “Release of EGPRS supported” indicates R99).

Test procedure

The MS is switched on and triggered to perform a GPRS attach. The SS sends PACKET UPLINK ASSIGNMENT message with a TBF starting time. Then send a new PACKET UPLINK ASSIGNMENT message with another TBF starting time and a different timeslot on PCCCH before the first TBF starting time has elapse. The MS shall start to send the RLC data block on the allocated uplink according to the second TBF starting time. The SS allows the MS to complete the GPRS attach procedure.

NOTE:

EGPRS PACKET CHANNEL REQUEST shall be used for triggering MS to perform a GPRS attach in the following cases:

- If Release of EGPRS supported is Release 4 or above.

- If Support of EGPRS Packet Access enhancement is True for a R99 MS.

PACKET CHANNEL REQUEST shall be used for triggering MS to perform a GPRS attach if  Support of EGPRS Packet Access enhancement is False for a R99 MS.

Maximum duration of the test

15 s.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	The MS is switched on and triggered to perform a GPRS attach procedure.

	2
	MS -> SS
	PACKET CHANNEL REQUEST/EGPRS PACKET CHANNEL REQUEST 

(See NOTE above)
	Received on PRACH.

	3
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	See specific message contents. Sent on PAGCH.

	4
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	See specific message contents. Sent on PAGCH.

	5
	
	{GPRS attach procedure}
	Macro. Completion from step 4 in the attach procedure. Sent on allocated uplink resource. The SS verifies that the MS starts to send data according to information in step 4. 


Specific message contents

As default messages contents, except:
PACKET UPLINK ASSIGNMENT in step 3 

	Information element
	Value/remark

	Dynamic allocation struct
	

	
< USF_TN3 >
	1

	< TBF_STARTING_TIME >
	Arbitrarily chosen, high enough so the next message will be sent before the time has elapsed. 


 PACKET UPLINK ASSIGNMENT in step 4

	Information element
	Value/remark

	Dynamic allocation struct
	

	
< USF_TN6 >
	1

	< TBF_STARTING_TIME >
	 Arbitrarily chosen.
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