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9.1.12e
DTM Assignment Command

This message is sent on the main DCCH by the network to the mobile station to change the channel configuration to a configuration with CS and packet connections when no timing adjustment is needed and reallocation of the CS timeslot is required. See table 9.1.12e.1/3GPP TS 44.018.

Message type:
DTM ASSIGNMENT COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.12e.1/3GPP TS 44.018: DTM ASSIGNMENT COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	Length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	DTM Assignment Command Message Type
	Message Type
10.4
	M
	V
	1

	
	CS Power Command
	Power Command
10.5.2.28
	M
	V
	1

	
	Description of the CS Channel
	Channel Description
10.5.2.5
	M
	V
	3

	
	GPRS broadcast information
	GPRS broadcast information
10.5.2.14d
	M
	LV
	7 - n

	10
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	O
	TV
	17

	11
	Channel mode
	Channel mode
10.5.2.6
	O
	TV
	2

	12
	Frequency List
	Frequency List
10.5.2.13
	C
	TLV
	4 - 132

	13
	Mobile Allocation
	Mobile Allocation
10.5.2.21
	C
	TLV
	3 - 10

	14
	TBF starting time
	Starting time
10.5.2.38
	O
	TV
	3

	15
	Description of the Uplink Packet Channel Assignment
	RR Packet Uplink Assignment
10.5.2.25c
	O
	TLV
	3 - n

	16
	Description of the Downlink Packet Channel Assignment
	RR Packet Downlink Assignment
10.5.2.25d
	O
	TLV
	3 - n


9.1.12e.1
TBF starting time

If this information element is not present or has elapsed, the mobile station shall switch to the assigned PDCH(s). Otherwise, the mobile station shall wait until the point in time denoted by the TBF Starting Time and then switch to the assigned PDCH(s).

The mobile station shall establish the RR connection immediately, irrespective of the TBF starting time.

9.1.12e.2
RR Packet Uplink Assignment and RR Packet Downlink Assignment IEs

These information elements are optional, but at least one of them shall be present.

************************ Next modified section ******************************

10.5.2.25c
RR Packet Uplink Assignment

The RR Packet Uplink Assignment information element is sent by the network to the mobile station to indicate the assigned uplink resources.

The RR Packet Uplink Assignment information element is coded as shown in tables 10.5.2.25c.1/3GPP TS 44.018 and 10.5.2.25c.2/3GPP TS 44.018.

The RR Packet Uplink Assignment is a type 4 information element.

Table 10.5.2.25c.1/3GPP TS 44.018: RR Packet UPlink ASSIGNMENT information element

	< RR Packet Uplink Assignment IE > ::=

< LENGTH_IN_OCTETS : bit (8) >


< CHANNEL_CODING_COMMAND : bit (2) >


< TLLI_BLOCK_CHANNEL_CODING : bit (1) >


< Packet Timing Advance : Packet Timing Advance IE >


{01 <Dynamic Allocation : Dynamic Allocation struct>


| 10 <Single Block Allocation : Single Block Allocation struct>


| 11  -- The value '11' was allocated in an earlier version of the protocol and shall not be used

| 00  < Multiple TBF Allocation > }


{ null



-- Receiver compatible with earlier release

|



-- Additions for R99


{ 0 | 1 < EGPRS_MCS_MODE : bit (4) >




< RESEGMENT : bit (1) >




< EGPRS Window Size : < EGPRS Window Size IE >> }



{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }


< SPARE_BITS : bit ** > } ;



	

< Multiple TBF Allocation struct > ::=



< EXTENDED_DYNAMIC_ALLOCATION : bit (1) >


{ 0 | 1 < Uplink Control Timeslot : bit (3) > }


{ 0 | 1 < P0 : bit (4) > 



< PR_MODE : bit(1) > }


{ 0 | 1 < TBF Starting Time : < Starting Frame Number Description IE > > }


{ 0 | 1 < Timeslot description : < Timeslot description struct > >



{ 1 < Uplink TBF Assignment : < Uplink TBF Assignment struct > > ** 0 } } ;



	< Timeslot description struct > ::=


{ 0













-- without power control params


{ 0 | 1
< USF_GRANULARITY : bit(1) > }

-- ‘0’ means TS not assigned


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


{ 0 | 1
< USF_GRANULARITY : bit(1) > }


| 1












--
with power control params


< ALPHA : bit (4) >





{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > } 



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > }



{ 0 | 1
< USF_GRANULARITY : bit(1) >
< GAMMA_TN0 : bit (5) > } } ;



	< Uplink TBF Assignment struct > ::=




-- Recursive for multiple TBFs

< PFI : bit (7) > 

< TFI Assignment : bit (5) >


{ 0 | 1
< CHANNEL_CODING_COMMAND : bit (2) > }


{ 0 | 1
< EGPRS Channel Coding Command : < EGPRS Modulation and Coding Scheme IE > > }


{ 0 | 1
< EGPRS Window Size : < EGPRS Window Size IE > > }


{ 0 | 1
< RLC_DATA_BLOCKS_GRANTED : bit (8) > } 

{ 0

< USF_ALLOCATION : bit (3) >


| 1

{ 1 < USF Assignment: < USF Assignment struct > > ** 0 } } ;



	< USF Assignment struct > ::=



-- Recursive for multiple USFs (per TBF)

{ 0 | 1
< USF_ALLOCATION: bit (3) > } ;







-- ‘0’ indicates no valid USF for this TS 



	<Dynamic Allocation struct > ::=



< Extended Dynamic Allocation : bit(1)>



{0 | 1 < P0 : bit (4) >




< PR_MODE : bit (1) > }



< USF_GRANULARITY : bit (1) >



{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }



{ 0 | 1 < RLC_DATA_BLOCKS_GRANTED : bit (8) > }




{ 0 



-- Timeslot Allocation





{ 0 | 1 < USF_TN0 : bit (3) > }





{ 0 | 1 < USF_TN1 : bit (3) > }





{ 0 | 1 < USF_TN2 : bit (3) > }





{ 0 | 1 < USF_TN3 : bit (3) > }





{ 0 | 1 < USF_TN4 : bit (3) > }





{ 0 | 1 < USF_TN5 : bit (3) > }





{ 0 | 1 < USF_TN6 : bit (3) > }





{ 0 | 1 < USF_TN7 : bit (3) > }




 | 1 



-- Timeslot Allocation with Power Control Parameters





< ALPHA : bit (4) >





{ 0 | 1 < USF_TN0 : bit (3) >






< GAMMA_TN0 : bit (5) > }





{ 0 | 1 < USF_TN1 : bit (3) >






< GAMMA_TN1 : bit (5) > }





{ 0 | 1 < USF_TN2 : bit (3) >






< GAMMA_TN2 : bit (5) > }





{ 0 | 1 < USF_TN3 : bit (3) >






< GAMMA_TN3 : bit (5) > }





{ 0 | 1 < USF_TN4 : bit (3) >






< GAMMA_TN4 : bit (5) > }





{ 0 | 1 < USF_TN5 : bit (3) >






< GAMMA_TN5 : bit (5) > }





{ 0 | 1 < USF_TN6 : bit (3) >






< GAMMA_TN6 : bit (5) > }





{ 0 | 1 < USF_TN7 : bit (3) >






< GAMMA_TN7 : bit (5) > } } ;



	<Single Block Allocation struct > ::=



< TIMESLOT_NUMBER : bit (3) >



{ 0 | 1 < ALPHA : bit (4) >




< GAMMA_TN : bit (5) > }



{ 0 | 1 < P0 : bit (4) >




< BTS_PWR_CTRL_MODE : bit (1) >




< PR_MODE : bit (1) > } ;

	



















Table 10.5.2.25c.2/3GPP TS 44.018: RR Packet UPlink ASSIGNMENT information element details

	LENGTH_IN_OCTETS (8 bit field)
This field encodes (in binary) the number that is equal to one eighth of the number of bits in the RR Packet Uplink Assignment information element that follow the end of this field.

	TIMESLOT_ALLOCATION (8 bit field)
This field is encoded as the TIMESLOT_ALLOCATION field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	CHANNEL_CODING_COMMAND (2 bit field)
This field is encoded as the CHANNEL_CODING_COMMAND field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	EGPRS_MCS_MODE (4 bit field)
For backward compatibility reasons, the receiver of this message shall consider the case that the EGPRS_MCS_MODE parameter may not be present in the message. EGPRS_MCS_MODE is present for EGPRS only and if present the CHANNEL_CODING_COMMAND which is for GPRS mobiles is not valid. This field is coded as the EGPRS Modulation and Coding Scheme IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	RESEGMENT (1 bit field)
This field is coded as the RESEGMENT bit in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	EGPRS Window Size IE
This field is encoded as the EGPRS window size IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	TLLI_BLOCK_CHANNEL_CODING (1 bit field)
This field is encoded as the TLLI_BLOCK_CHANNEL_CODING field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Timing Advance IE
This field is encoded as the Packet Timing Advance IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Dynamic Allocation struct
This information element contains parameters necessary to define the radio resources of a dynamic allocation or an extended dynamic allocation.

	Extended Dynamic Allocation (1 bit field)
This information field indicates the medium access mode to be used during the TBF.
0
Dynamic Allocation
1
Extended Dynamic Allocation

	UPLINK_TFI_ASSIGNMENT (5 bit field)
If present, this field is encoded as the UPLINK_TFI_ASSIGNMENT information element in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Power Control Parameters IE
If present, this field is encoded as the Power Control Parameters IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	RLC_DATA_BLOCKS_GRANTED (8 bit field)
If present, this field is encoded as the RLC_DATA_BLOCKS_GRANTED field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	USF for Timeslot Number 0 (TN0) (3 bit field)
USF for Timeslot Number 1 (TN1) (3 bit field)
USF for Timeslot Number 2 (TN2) (3 bit field)
USF for Timeslot Number 3 (TN3) (3 bit field)
USF for Timeslot Number 4 (TN4) (3 bit field)
USF for Timeslot Number 5 (TN5) (3 bit field)
USF for Timeslot Number 6 (TN6) (3 bit field)
USF for Timeslot Number 7 (TN7) (3 bit field)
If present, these fields are encoded as the USF for Timeslot Number X field (where 0=<X<8) in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Single Block Allocation struct
This information element contains parameters necessary to define the radio resources of a Single Block allocation. For example for sending of a PACKET RESOURCE REQUEST message in a two phase access or a Measurement report.

	ALPHA (4 bit field)
The ALPHA Power control parameter field is coded according to the following table:
bits
4 3 2 1
0 0 0 0

a = 0.0
0 0 0 1

a = 0.1
 : : :
1 0 0 1

a = 0.9
1 0 1 0

a = 1.0
All other values are reserved in this version of the protocol and shall be interpreted by the mobile station as ( = 1.0.

	TIMESLOT_NUMBER (3 bit field)
If present, this field is encoded as the TIMESLOT_NUMBER field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008.

	P0, BTS_PWR_CTRL_MODE and PR_MODE fields
These fields are optional downlink power control parameters and are encoded as in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	

	


	


	


	

	

	

	Packet Extended Timing Advance (2 bit field) 
This bit field is used to support Extended Timing Advance.

Bit
1
bit 7 of the Timing Advance IE defined in clause 10.5.2.40
2
bit 8 of the Timing Advance IE defined in clause 10.5.2.40

	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018.


	Uplink Control Timeslot (3 bit field)

This field contains the timeslot number of the timeslot where the PACCH for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.


	Extension and Message escape fields
For mobile stations implemented according to this version of the protocol, those fields shall be considered as reserved values.


************************ Next modified section ******************************

10.5.2.25d
RR Packet Downlink Assignment

The RR Packet Downlink Assignment information element is sent by the network to the mobile station to indicate the assigned downlink resources.

The RR Packet Downlink Assignment information element is coded as shown in tables 10.5.2.25d.1/3GPP TS 44.018 and 10.5.2.25d.2/3GPP TS 44.018.

The RR Packet Downlink Assignment is a type 4 information element.

For a mobile station assigned to operate in the fixed allocation MAC mode, the network may assign regularly repeating intervals during which the mobile station shall measure neighbour cell power levels.

Table 10.5.2.25d.1/3GPP TS 44.018: RR Packet Downlink ASSIGNMENT information element

	< RR Packet Downlink Assignment IE > ::=


< LENGTH_IN_OCTETS : bit (8) >


< MAC_MODE : bit (2) >


< RLC_MODE : bit (1) >


< TIMESLOT_ALLOCATION : bit (8) >


< Packet Timing Advance : Packet Timing Advance IE >


{ 0 | 1 < P0 : bit (4) >




< BTS_PWR_CTRL_MODE : bit(1) >




< PR_MODE : bit (1) > }


{ 0 | 1 < Power Control Parameters : Power Control Parameters IE > }


{ 0 | 1 < DOWNLINK_TFI_ASSIGNMENT : bit (5) > }


{ 0 | 1 < MEASUREMENT_STARTING_TIME : bit (16) >




< MEASUREMENT_INTERVAL : bit (5) >




< MEASUREMENT_BITMAP : bit (8) > }


{ null




-- Receiver compatible with earlier release

| 



{ 0 | 1-- indicates EGPRS TBF mode, see 3GPP TS 44.060





< EGPRS Window Size : < EGPRS Window Size IE >>





< LINK_QUALITY_MEASUREMENT_MODE : bit (2) > }



{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }


{ null | 0 bit** = < no string >    -- Receiver backward compatible





| 1  -- Additions for REL-6





{ 0 | 1
< Multiple Downlink TBF Assignment > }

< SPARE_BITS : bit ** > } ;


	< Multiple Downlink TBF Assignment struct > ::=


< TIMESLOT_ALLOCATION : bit (8) >


{ 1 < Downlink TBF assignment : < Downlink TBF assignment struct > > ** 0} ;



	< Downlink TBF assignment struct > :: =


< PFI : bit (7) > 

< TFI Assignment : bit (5) >


< CONTROL_ACK : bit (1) >


{ 0 | 1 < EGPRS Window Size : < EGPRS Window Size IE >> } ;




Table 10.5.2.25d.2/3GPP TS 44.018: RR PACKET Downlink ASSIGNMENT
information element details

	LENGTH_IN_OCTETS (8 bit field)
This field encodes (in binary) the number that is equal to one eighth of the number of bits in the RR Packet Downlink Assignment information element that follow the end of this field.

	MAC_MODE (2 bit field)
This field is encoded as the MAC_MODE information field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	RLC_MODE (1 bit field)
This field is encoded as the RLC_MODE field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	TIMESLOT_ALLOCATION (8 bit field)
This field is encoded as the TIMESLOT_ALLOCATION field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Timing Advance IE
This field is encoded as the Packet Timing Advance IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	P0, BTS_PWR_CTRL_MODE and PR_MODE fields
These fields are optional downlink power control parameters and are encoded as in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Power Control Parameters IE
This field is encoded as the Power Control Parameters IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	DOWNLINK_TFI_ASSIGNMENT (5 bit field)
If present, this field is encoded as the DOWNLINK_TFI_ASSIGNMENT information element in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	MEAUREMENT_STARTING_TIME (16 bit field)
If present, this field is encoded as the 16-bit value part of the Starting Time IE defined in clause 10.5.2.38 (starting with bit 8 of octet 2 and ending with bit 1 of octet 3 of the Starting Time IE).MEASUREMENT_STARTING_TIME field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

The frame number shall be aligned to a PDCH block period according to the requirements defined for the 'Absolute Frame Number Encoding' in the 'Starting Time Frame Number Description' IE defined in 3GPP TS 44.060.

	MEASUREMENT_BITMAP (8 bit field)
If present, this field is encoded as the MEASUREMENT BITMAP information field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	MEASUREMENT_INTERVAL (5 bit field)
If present, this field is encoded as the MEASUREMENT_INTERVAL field in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	EGPRS Window Size IE
This field is encoded as the EGPRS window size IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	LINK_QUALITY_MEASUREMENT_MODE (2 bit field)
This field is encoded as the LINK_QUALITY_MEASUREMENT_MODE in the PACKET DOWNLINNK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Extended Timing Advance (2 bit field) 
This bit field is used for support of Extended Timing Advance.

Bit
1
bit 7 of the Timing Advance IE defined in clause 10.5.2.40
2
bit 8 of the Timing Advance IE defined in clause 10.5.2.40

	Uplink Control Timeslot (3 bit field)

This field contains the timeslot number of the timeslot where the PACCH for the MS is located. It is encoded as the binary representation of the timeslot number as defined in 3GPP TS 45.002.


	PFI (7 bit field)
This field contains the PFI parameter identifying a Packet Flow Context. The PFI parameter is encoded as the contents of the PFI information element as defined in 3GPP TS 44.018.




******************* Next modified section **********************

9.1.12i
DTM Request

This message is sent on the main DCCH by the mobile station to request the establishment of dual transfer mode. See table 9.1.12i.1/3GPP TS 44.018.

Message type:
DTM Request

Significance:
dual

Direction:
mobile station to network

Table 9.1.12i.1/3GPP TS 44.018: DTM Request message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	DTM Request Message Type
	Message Type
10.4
	M
	V
	1

	
	TLLI
	TLLI
10.5.2.41a
	M
	V
	4

	
	Channel Request Description
	Channel Request Description 2
10.5.2.8b
	M
	LV
	5 - n


NOTE:
the MS Radio Access capabilities IE is not present since all the relevant information has already been received by the network in Classmark 3.

******************* Next modified section **********************

10.5.2.8b
Channel Request Description 2

The purpose of the Channel Request Description 2 information element is to indicate to the network the reason of the request to enter dual transfer mode.

The Channel Request Description 2 information element is coded as shown in figure 10.5.2.8b.1/3GPP TS 44.018 and table 10.5.2.8b.1/3GPP TS 44.018.

The Channel Request Description 2 information element is a type 4 information element.

	< Channel Request Description 2 IE > ::=


< LENGTH_IN_OCTETS : bit (8) >











-- Remaining length

< PACKET_ESTABLISHMENT_CAUSE :bit (2) >

< Channel Request Description : Channel Request Description IE >

-- Defined in 3GPP TS 44.060


{ 0 | 1 < PFI : bit (7) > }

{ 0 | 1
< Extended Channel Request Description : 





< Extended Channel Request Description IE > >  } 



-- Defined in 3GPP TS 44.060

< spare padding >;




Figure 10.5.2.8b.1/3GPP TS 44.018: Channel Request Description 2 information element

Table 10.5.2.8b.1/3GPP TS 44.018: Channel Request Description 2 information element details

	PACKET_ESTABLISHMENT_CAUSE (2 bit field)
This field indicates the reason for requesting the access.

Bit 
2 1

0 0

User Data 

0 1

Page Response

1 0

Cell Update

1 1

Mobility Management procedure

Channel Request Description (information element)
The Channel Request Description information element is defined in 3GPP TS 44.060. 
Extended Channel Request Description (information element)
The Extended Channel Request Description information element is defined in 3GPP TS 44.060. 
PFI (7 bit field)
The PFI field is defined in 3GPP TS 44.060.
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