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Reason for change:
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The IMMEDIATE ASSIGNMENT for the downlink TBF in step 7 of 43.3.2.2 is sent on AGCH. This needs to be sent on PCH as MS may not listen the AGCH after the uplink TBF.
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The IMMEDIATE ASSIGNMENT for the downlink TBF is sent on PCH instead of AGCH.
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43.3
Default Message Contents and Macros

43.3.1
Message Contents

none

43.3.2
Macros

43.3.2.1
Macro for uplink dynamic allocation two phase access (PBCCH not present)

Step
Direction
Message
Comments



{Uplink dynamic allocation two phase access}
Macro parameters: 

n: the number of data octets to be transferred,

USF_GRANULARITY: 1 or 4 blocks,

RLC_DATA_BLOCKS_GRANTED: 9-261 (close-end), or absent (open-end)

CHANNEL_CODING_COMMAND: CS-1, -2, -3, -4

TBF_STARTING_TIME

0
MS

Trigger the MS initiating uplink transfer n octets data according to the test PDP context activated

1
MS -> SS
CHANNEL REQUEST
Received on RACH.

2
SS -> MS
IMMEDIATE ASSIGNMENT
Single block assignment, to order the MS to follow the two phase access procedure. Sent on AGCH.

3
MS -> SS
PACKET RESOURCE REQUEST
Two phase access procedure. Received on the single block assigned in step 2.

Check that the PEAK_THROUGHPUT, RADIO_PRIORITY and RLC_MODE are compliant with the PDP context used.

4
SS -> MS
PACKET UPLINK ASSIGNMENT
uplink dynamic allocation, no starting time (as defualt, otherwise use TBF_STARTING_TIME), Sent on PACCH of the same PDCH assigned in step 2.

43.3.2.2
Macro for downlink TBF establishment (PBCCH not present)

Step
Direction
Message
Comments



{Downlink TBF establishment}
Macro parameters:
TBF_STARTING_TIME



1
SS -> MS
PAGING REQUEST
Page info contains P-TMSI of the MS. Sent on PCH. 

2
MS -> SS
CHANNEL REQUEST
Establishment cause = "One phase access". Received on RACH.

3
SS -> MS
IMMEDIATE ASSIGNMENT 
Random Reference = pertaining to the message received in step 2. Dynamic allocation for RLC data blocks, Sent on AGCH.

4
MS -> SS
UPLINK RLC DATA BLOCK 
LLC PDU implicitly indicating paging response, containing TLLI in the RLC/MAC header. Received on uplink PDTCH assigned in step 3.

5
SS -> MS
PACKET UPLINK ACK/NACK
Acknowledge the received RLC data block. Sent on uplink PACCH.

6
MS -> SS
PACKET CONTROL ACKNOWLEDGEMENT
Acknowledge the RLC control message. Received on uplink PACCH.

7
SS -> MS
IMMEDIATE ASSIGNMENT
Downlink Assignment, TLLI value as received. Sent on PCH. Macro parameter as assigned in the test case.
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