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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	…SNIP…
	…SNIP…
	…SNIP…
	…SNIP…
	…SNIP…
	…SNIP…

	53.1.1.1
	Acknowledged Mode/ Uplink TBF/ Send State Variable V(S)
	R99
	All EGPRS MS
	C216
	

	53.1.1.2
	Acknowledged Mode/ Uplink TBF/ Acknowledge State Variable V(A
	R99
	All EGPRS MS
	C216
	

	53.1.1.3
	Acknowledged Mode/ Uplink TBF/ Window Size/ Default Value
	R99
	All EGPRS MS
	C216
	

	53.1.1.4

	Acknowledged Mode/ Uplink TBF/ Window Size/ Assigned Value
	R99
	All EGPRS MS
	C216
	

	53.1.1.5
	Acknowledged mode/ Uplink TBF/ Invalid Negative Acknowledgement
	R99
	All EGPRS MS
	C216
	

	53.1.1.6

	Acknowledged Mode/ Uplink TBF/ Countdown Value
	R99
	All EGPRS MS
	C216
	

	53.1.1.7

	Acknowledged Mode/ Uplink TBF/ Interpretation of Receive Block Bitmap
	R99
	All EGPRS MS
	C216
	

	53.1.1.8

	Acknowledged Mode/ Uplink TBF/ Pre-emptive Transmission/ Default Mode
	R99
	All EGPRS MS
	C216
	

	53.1.1.9

	Acknowledged Mode/ Uplink TBF/ Pre-emptive Transmission Bit Set to '1'
	R99
	All EGPRS MS
	C216
	

	53.1.1.10

	Acknowledged Mode/ Uplink TBF/ Pre-emptive Transmission Bit Set to '0'/ PENDING_ACK Blocks
	R99
	All EGPRS MS
	C216
	

	53.1.1.11

	Acknowledged Mode/ Uplink TBF/ Pre-emptive Transmission Bit Set to '0'/ Negative Acknowledgement
	R99
	All EGPRS MS
	C216
	

	53.1.1.12

	Acknowledged Mode/ Uplink TBF/ Retransmission/ Split RLC Data Block
	R99
	All EGPRS MS
	C216
	

	53.1.1.13

	Acknowledged Mode/ Uplink TBF/ Calculation of BSN2
	R99
	All EGPRS MS
	C216
	

	53.1.1.14

	Acknowledged Mode/ Uplink TBF/ Verification of Coding Schemes
	R99
	All EGPRS MS
	C216
	

	53.1.1.15

	Acknowledged Mode/ Uplink TBF/ Recalculation of CV on MCS change
	R99
	All EGPRS MS
	C216
	

	53.1.1.16

	Acknowledged Mode/ Uplink TBF/ Retransmission/ Padding in the Data Field
	R99
	All EGPRS MS
	C216
	

	53.1.1.17

	Acknowledged Mode/ Uplink TBF/ Retransmission/ Puncturing Scheme Cycle
	R99
	All EGPRS MS
	C216
	

	53.1.1.18

	EGPRS Acknowledged mode/Uplink TBF/Link Adaptation Procedure for retransmission
	R99
	All EGPRS MS
	C216
	

	53.1.1.19

	EGPRS Acknowledged mode/Uplink TBF/Link Adaptation Procedure for initial transmission
	R99
	All EGPRS MS
	C216
	

	53.1.1.20

	Acknowledged Mode/ Uplink TBF/ Retransmission/ MCS Selection without Re-segmentation
	R99
	All EGPRS MS
	C216
	

	53.1.1.21

	Acknowledged Mode/ Uplink TBF/ Initial Puncturing Scheme After MCS Switching
	R99
	All EGPRS MS
	C216
	

	53.1.1.22

	Acknowledged Mode/ Uplink TBF/ Recalculation of CV on TBC change
	R99
	All EGPRS MS
	C216
	

	53.1.1.23

	Acknowledged Mode/ Uplink TBF/ Interpretation of Compressed Bitmap


	R99
	All EGPRS MS
	C216
	

	53.1.1.24
	Acknowledged Mode/ Uplink TBF/ Interpretation of PBSN
	R99
	All EGPRS MS
	C216
	

	53.1.1.25
	Acknowledged Mode/ Uplink TBF/ TBF Reallocation/Window Size
	R99
	All EGPRS MS supporting Multislot classes: 5,6,7,9,..., 29)
	C326
	

	53.1.2.1

	Acknowledged Mode/ Downlink TBF/ Receive State Variable V(R)
	R99
	All EGPRS MS
	C216
	

	53.1.2.2

	Acknowledged Mode/ Downlink TBF/ Receive Window State Variable V(Q)
	R99
	All EGPRS MS
	C216
	

	53.1.2.3

	Acknowledged Mode/ Downlink TBF/ Window Size/ Default Value
	R99
	All EGPRS MS
	C216
	

	53.1.2.4

	Acknowledged Mode/ Downlink TBF/ Window Size/ Assigned Value
	R99
	All EGPRS MS
	C216
	

	53.1.2.5

	Acknowledged Mode/ Downlink TBF/ BOW
	R99
	All EGPRS MS
	C216
	

	53.1.2.6

	Acknowledged Mode/ Downlink TBF/ EOW
	R99
	All EGPRS MS
	C216
	

	53.1.2.7

	Acknowledged Mode/ Downlink TBF/ Measurement Report
	R99
	All EGPRS MS
	C216
	

	53.1.2.8

	Acknowledged Mode/ Downlink TBF/ Generation of Bitmap
	R99
	All EGPRS MS
	C216
	

	53.1.2.9

	Acknowledged Mode/ Downlink TBF/ Interpretation of BSN2
	R99
	All EGPRS MS
	C216
	

	53.1.2.10
	
Acknowledged Mode/ Downlink TBF/ Split RLC Data Block
	R99
	All EGPRS MS
	C216
	

	53.1.2.11

	Acknowledged Mode/ Downlink TBF/ First Partial Bitmap and Next Partial Bitmap
	R99
	All EGPRS MS
	C216
	

	53.1.2.12

	Acknowledged Mode/ Downlink TBF/ Decoding of Coding Schemes
	R99
	All EGPRS MS
	C216
	

	53.1.2.13

	Acknowledged Mode/ Downlink TBF/ IR Operation
	R99
	All EGPRS MS
	C216
	

	53.1.2.14
	Acknowledged Mode/ Downlink TBF/ Received Bitmap/ Compressed
	R99
	All EGPRS MS
	C216
	

	53.1.2.15
	Acknowledged Mode/ Downlink TBF/ Received Bitmap/ Uncompressed
	R99
	All EGPRS MS
	C216
	

	53.1.2.16

	Acknowledged Mode/ Downlink TBF/ Received Block Bitmap/ Compressed Bitmap Starting Colour Code
	R99
	All EGPRS MS
	C216
	

	53.1.2.17

	Acknowledged Mode/ Downlink TBF/ Received Block Bitmap/ Terminating Code and Make-up Code
	R99
	All EGPRS MS
	C216
	

	53.1.2.18

	Acknowledged Mode/ Downlink TBF/ Retransmission/Padding
	R99
	All EGPRS MS
	C216
	

	53.1.2.19
	Acknowledged Mode/ Downlink TBF/ Retransmission/Padding
	R99
	All EGPRS MS supporting Multislot classes higher than 1
	C211
	

	53.2.1.1
	Unacknowledged Mode/ Uplink TBF/ Stall Indicator
	R99
	All EGPRS MS
	C216
	

	53.2.1.2
	Unacknowledged Mode/ Uplink TBF/ RBB and SSN
	R99
	All EGPRS MS
	C216
	

	53.2.2.1
	Unacknowledged Mode/ Downlink TBF/ V(R) and V(Q)
	R99
	All EGPRS MS
	C216
	

	60.1
	Inter system handover to UTRAN/From GSM/Speech/Success
	R99
	MS supporting both GSM and UTRAN
	C285
	

	60.2
	Inter system handover to UTRAN/From GSM/Data/Same data rate/Success
	R99
	MS supporting both GSM and UTRAN
	C286
	

	60.3
	Inter system handover to UTRAN/From GSM/ Data/Same data rate upgrading/Success
	R99
	MS supporting both GSM and UTRAN
	C287
	

	60.4
	Inter system handover to UTRAN/From GSM/Speech/Establishment/Success
	R99
	MS supporting both GSM and UTRAN
	C288
	

	60.5
	Inter system handover to UTRAN/From GSM/Speech/Blind HO/Success
	R99
	MS supporting both GSM and UTRAN
	C288
	

	60.6
	Inter system handover to UTRAN/From GSM/Speech/Failure
	R99
	MS supporting both GSM and UTRAN
	C288
	

	60.7
	Inter system handover to UTRAN/From GSM/Failure/Cause: Frequency not implemented
	R99
	MS supporting both GSM and UTRAN
	C289
	

	60.8
	Inter system handover to UTRAN/From GSM/Failure/Cause: UTRAN preconfiguration unknown
	R99
	MS supporting both GSM and UTRAN
	C289
	

	…SNIP…
	…SNIP…
	…SNIP…
	…SNIP…
	…SNIP…
	…SNIP…
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