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45.2.4.3
Network initiated PDP context activation request for an already activated PDP context (on the MS side)



45.2.4.3.1
Definition 

45.2.4.3.2
Conformance requirement

If the MS receives a REQUEST PDP CONTEXT ACTIVATION message with the same combination of APN, PDP type and PDP address as an already activated PDP context, the MS shall deactivate the existing PDP context and, if any, all the linked PDP contexts (matching the combination of APN, PDP type and  PDP address) locally without notification to the network and proceed with the requested PDP context activation.
Reference

3GPP TS 24.008 clause 6.1.3.1.5 d).

45.2.4.3.3
Test purpose

To test the behaviour of the MS when it detects a network initiated PDP context activation for the PDP context already activated on the MS side.

45.2.4.3.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related PICS/PIXIT statements

-
Method of PDP context activation

-
Support of more than one PDP context activation

-
Network requested pdp context activation supported
yes/no.
-
Support of Secondary PDP Context Activation
Test procedure

A PDP context activation is requested by the user. SS accepts PDP context activation. Secondary PDP context activation is requested by the user. SS accepts secondary PDP context activation. SS sends a REQUEST PDP CONTEXT ACTIVATION message with the same combination of APN, PDP type and PDP address as an already activated PDP context. The MS deactivates the existing PDP context and linked secondary PDP context (matching the combination of APN, PDP type and PDP address) locally without notification to the SS and proceeds with the requested PDP context activation.
Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	MS requests a PDP context activation

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	SS accepts the PDP context activation

	4
	MS -> SS
	ACTIVATE  SECONDARY PDP CONTEXT REQUEST
	MS requests a secondary PDP context activation

	5
	SS -> MS
	ACTIVATE SECONDARY PDP CONTEXT ACCEPT
	SS accepts the secondary PDP context activation

	6
	SS -> MS
	REQUEST PDP CONTEXT ACTIVATION
	SS requests a PDP context activation with the same combination of APN, PDP type and PDP address as the activated PDP context

	7
	MS
	
	MS locally deactivates the activated PDP context and the secondary PDP context

	9A
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	MS replies with a Request  PDP context activation 

	10A
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	SS accepts the PDP context activation

	9B
	MS -> SS
	REQUEST PDP CONTEXT ACTIVATION REJECT
	MS replies with a Request  PDP context activation Reject.

	10B
	SS -> MS
	MODIFY PDP CONTEXT REQUEST
	Request the modification of the secondary PDP context

	11B
	MS -> SS
	SM STATUS
	Cause set to #81. This verifies that the secondary PDP context was locally deactivated.

	12B
	SS -> MS
	MODIFY PDP CONTEXT REQUEST
	Request the modification of the first PDP context

	13B
	MS -> SS
	SM STATUS
	Cause set to #81. This verifies that the first PDP context was locally deactivated.

	
	
	
	


Specific message contents

None.

45.2.5
Secondary PDP context activation procedures 

Applicability

This section is applicable only to MS supporting activation of more than one PDP context.

45.2.5.1
Successful Secondary PDP Context Activation Procedure Initiated by the MS

45.2.5.1.1
QoS Offered by Network is the QoS Requested

45.2.5.1.1.1
Definition 

45.2.5.1.1.2
Conformance requirement

In order to request a PDP context activation with the same PDP address and APN as an already active PDP context, the MS shall send an ACTIVATE SECONDARY PDP CONTEXT REQUEST message to the network, enter the state PDP-ACTIVE-PENDING and start timer T3380.  The message shall contain the selected NSAPI. The MS shall ensure that the selected NSAPI is not currently being used by another Session Management entity in the MS. The message shall also include a QoS profile, a requested LLC SAPI and the Linked TI. The QoS profile is the requested QoS.

Reference

3GPP TS 24.008 clauses 6.1.3.2 and 6.1.3.2.1.

45.2.5.1.1.3
Test purpose

To test the behaviour of the MS when SS responds to a Secondary PDP context activation request with the requested QoS.

45.2.5.1.1.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

-
Method of context activation

-
Support of more than one PDP context activation

-
MS GPRS Release
-
Support of Secondary PDP Context Activation
Test procedure

A PDP context activation is requested by the MS and accepted by the SS. Secondary PDP context activation is requested by the MS. On receipt of the ACTIVATE SECONDARY PDP CONTEXT REQUEST message an ACTIVATE SECONDARY PDP CONTEXT ACCEPT is returned by the SS with the same requested QoS. The SS then waits for T3380 seconds to ensure T3380 has been stopped and no more ACTIVATE SECONDARY PDP CONREXT REQUEST messages are sent by the MS. The SS then sends a MODIFY PDP CONTEXT REQUEST message to which the MS shall reply with a MODIFY PDP CONTEXT ACCEPT message to ensure the PDP context has been activated. 

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a PDP context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	MS
	
	Initiate a secondary PDP context activation

	5
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation. The requested QoS shall be different from ‘Best effort’.

Check that TFT filed is present in message and TFT operation is "Create a new TFT".

	6
	SS -> MS
	ACTIVATE SECONDARY PDP CONTEXT ACCEPT
	Accept the Secondary PDP context activation, the QoS is set to the requested QoS.

	7
	SS
	
	Wait for T3380 seconds to ensure no further activate request messages come from the MS

	8
	SS -> MS
	MODIFY PDP CONTEXT REQUEST
	SS sends a modify request to MS for the activated context

	9
	MS -> SS
	MODIFY PDP CONTEXT ACCEPT
	The MS accepts the modification request from the network to show context is activated

	
	
	
	


Specific message contents

45.2.5.1.2
QoS Offered by Network is a lower QoS 

45.2.5.1.2.1
QoS accepted by MS

45.2.5.1.2.1.1
Definition 

This test can only be performed if minimum QoS can be set by the user.

45.2.5.1.2.1.2
Conformance requirement

In order to request a PDP context activation with the same PDP address and APN as an already active PDP context, the MS shall send an ACTIVATE SECONDARY PDP CONTEXT REQUEST message to the network, enter the state PDP-ACTIVE-PENDING and start timer T3380.  The message shall contain the selected NSAPI. The MS shall ensure that the selected NSAPI is not currently being used by another Session Management entity in the MS. The message shall also include a QoS profile, a requested LLC SAPI and the Linked TI. The QoS profile is the requested QoS.

Upon receipt of the message ACTIVATE SECONDARY PDP CONTEXT ACCEPT, the MS shall stop timer T3380 and enter the state PDP-ACTIVE. If the offered QoS parameters received from the network differ from the QoS requested by the MS, the MS shall either accept the negotiated QoS or initiate the PDP context deactivation procedure. 

In GSM the MS shall initiate establishment of the logical link for the LLC SAPI indicated by the network with the offered QoS and selected radio priority level if no logical link has been already established for that SAPI. If the LLC SAPI indicated by the network can not be supported by the MS, the MS shall initiate the PDP context deactivation procedure.

Reference

3GPP TS 24.008 clauses 6.1.3.2 and 6.1.3.2.1.

45.2.5.1.2.1.3
Test purpose

To test the behaviour of the MS when the SS responds to a Secondary PDP context activation request with a lower QoS than that requested.

45.2.5.1.2.1.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

-
User setting of Minimum QoS supported
yes/no

-
Method of setting minimum QoS

-
Method of context activation

-
Support of more than one PDP context activation

-
MS GPRS Release
-
Support of Secondary PDP Context Activation
Test procedure

The requested QoS and Minimum QoS are set. A PDP context activation is requested by the MS and accepted by the SS. Secondary context activation is requested by the user. On receipt of the ACTIVATE SECONDARY PDP CONTEXT REQUEST message an ACTIVATE SECONDARY PDP CONTEXT ACCEPT is returned by the SS with a QoS lower than the requested but higher than or equal to the minimum. The SS then sends a MODIFY PDP CONTEXT REQUEST message and the MS shall respond with a MODIFY PDP CONTEXT ACCEPT message to confirm the context is active.  

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a PDP context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	MS
	
	Initiate a secondary PDP context activation

	5
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation. The requested QoS shall be different from ‘Best effort’.

Check that TFT filed is present in message and TFT operation is "Create a new TFT".

	6
	SS -> MS
	ACTIVATE SECONDARY PDP CONTEXT ACCEPT
	Accept a Secondary PDP context activation, the QoS is lower than the requested QoS and higher that minimum QoS.

	7
	SS -> MS
	MODIFY PDP CONTEXT REQUEST 
	Send a modify request to MS for the activated context

	8
	MS -> SS
	MODIFY PDP CONTEXT ACCEPT 
	Accept the modification request from network to show context is activated

	
	
	
	


Specific message contents

None.

45.2.5.1.2.2
QoS rejected by MS

45.2.5.1.2.2.1
Definition 

This test can only be performed if minimum QoS can be set by the user.

45.2.5.1.2.2.2
Conformance requirement

In order to request a PDP context activation with the same PDP address and APN as an already active PDP context, the MS shall send an ACTIVATE SECONDARY PDP CONTEXT REQUEST message to the network, enter the state PDP-ACTIVE-PENDING and start timer T3380.  The message shall contain the selected NSAPI. The MS shall ensure that the selected NSAPI is not currently being used by another Session Management entity in the MS. The message shall also include a QoS profile, a requested LLC SAPI and the Linked TI. The QoS profile is the requested QoS.

Upon receipt of the message ACTIVATE SECONDARY PDP CONTEXT ACCEPT, the MS shall stop timer T3380 and enter the state PDP-ACTIVE. If the offered QoS parameters received from the network differ from the QoS requested by the MS, the MS shall either accept the negotiated QoS or initiate the PDP context deactivation procedure. 

In GSM the MS shall initiate establishment of the logical link for the LLC SAPI indicated by the network with the offered QoS and selected radio priority level if no logical link has been already established for that SAPI. If the LLC SAPI indicated by the network can not be supported by the MS, the MS shall initiate the PDP context deactivation procedure.

Reference

3GPP TS 24.008 clauses 6.1.3.2 and 6.1.3.2.1.

45.2.5.1.2.2.3
Test purpose

To test the behaviour of the MS when the SS responds to a Secondary PDP context activation request with a lower QoS than that requested and not acceptable by the MS.

45.2.5.1.2.2.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

-
User setting of Minimum QoS supported
yes/no

-
Method of setting minimum QoS

-
Method of context activation

-
Support of more than one PDP context activation

· MS GPRS Release

· Support of Secondary PDP Context Activation
Test procedure

The requested QoS and Minimum QoS are set. PDP context activation is requested by the user and accepted by the SS. Secondary PDP context activation is requested by the user. On receipt of the ACTIVATE SECONDARY PDP CONTEXT REQUEST message an ACTIVATE SECONDARY PDP CONTEXT ACCEPT message is returned by the SS with the QoS lower than the minimum. The MS shall then send a DEACTIVATE PDP CONTEXT REQUEST message for the secondary PDP context. A DEACTIVATE PDP CONTEXT ACCEPT message will be sent in return by the SS.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a PDP context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	MS
	
	Initiate a secondary PDP context activation

	5
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation

Check that TFT filed is present in message and TFT operation is "Create a new TFT".

	6
	SS -> MS
	ACTIVATE SECONDARY PDP CONTEXT ACCEPT
	Accept the Secondary PDP context activation with QoS lower than Minimum QoS

	7
	MS -> SS
	DEACTIVATE PDP CONTEXT REQUEST
	Request deactivation of the secondary PDP context

SM Cause = #37, ‘QoS not accepted’

Tear down indicator IE shall not be included

	8
	SS -> MS
	DEACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context deactivation

	
	
	
	


Specific message contents

None

45.2.5.2
Unsuccessful Secondary PDP Context Activation Procedure Initiated by the MS

45.2.5.2.1
Definition 

45.2.5.2.2
Conformance requirement 

Upon receipt of an ACTIVATE SECONDARY PDP CONTEXT REQUEST message, the network may reject the MS initiated PDP context activation by sending an ACTIVATE SECONDARY PDP CONTEXT REJECT message to the MS.

Upon receipt of an ACTIVATE SECONDARY PDP CONTEXT REJECT message, the MS shall stop timer T3380 and enter the state PDP-INACTIVE.

Reference

3GPP TS 24.008 clauses 6.1.3.2 and 6.1.3.2.2.

45.2.5.2.3
Test purpose

To test the behaviour of the MS when network rejects the MS initiated Secondary PDP context activation.

45.2.5.2.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

-
Method of context activation

-
Support of more than one PDP context activation

-
MS GPRS Release
-
Support of Secondary PDP Context Activation
Test procedure

A PDP context activation is requested by the user and accepted by the SS. Secondary context activation is requested by the user. On receipt of the ACTIVATE SECONDARY PDP CONTEXT REQUEST message from the MS, an ACTIVATE SECONDARY PDP CONTEXT REJECT with cause #43 'unknown PDP context' is returned by the SS. SS shall wait for T3380 seconds to ensure that the MS sends no more ACTIVATE SECONDARY PDP CONTEXT REQUEST messages. 

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a PDP context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	MS
	
	Initiate a secondary PDP context activation

	5
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation.

Check that TFT filed is present in message and TFT operation is "Create a new TFT".

	6
	SS -> MS
	ACTIVATE SECONDARY PDP CONTEXT REJECT
	SS rejects the Secondary PDP context activation with cause '#43: unknown PDP context'

	7
	SS
	
	Wait for T3380 seconds to ensure no further ACTIVATE SECONDARY PDP CONTEXT REQUEST messages come from the MS

	
	
	
	


Specific message contents

None. 

45.2.5.3
Abnormal cases

45.2.5.3.1
T3380 Expiry

45.2.5.3.1.1
Definition 

45.2.5.3.1.2
Conformance requirement

1)
On the first expiry of the timer T3380, the MS shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

2)
On the second expiry of the timer T3380, the MS shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

3)
On the third expiry of the timer T3380, the MS shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

4)
On the fourth expiry of the timer T3380, the MS shall re-send the ACTIVATE SECONDARY PDP CONTEXT REQUEST.

5)
On the fifth expiry of the timer T3380, the MS shall release all resources possibly allocated for this invocation and shall abort the procedure; no automatic secondary PDP context activation re-attempt shall be performed.

Reference

3GPP TS 24.008 clause 6.1.3.2.3 a).

45.2.5.3.1.3
Test purpose

To test the behaviour of the MS when the SS does not reply to ACTIVATE SECONDARY PDP CONTEXT REQUEST message.

45.2.5.3.1.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

-
Method of context activation

-
Support of more than one PDP context activation

-
MS GPRS Release
-
Support of Secondary PDP Context Activation
Test procedure

A PDP context is activated by the user and accepted by the SS. Secondary PDP context activation is requested by the user. The MS shall send ACTIVATE SECONDARY PDP CONTEXT REQUEST message five times with T3380 seconds between each message. After this, no further ACTIVATE SECONDARY PDP CONTEXT REQUEST messages shall be sent by the MS.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a PDP context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	MS
	
	Initiate a secondary PDP context activation

	5
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation

	6
	SS
	
	T3380 +10% seconds

	7
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	8
	SS
	
	T3380 +10% seconds

	9
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	10
	SS
	
	T3380 +10% seconds

	11
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	12
	SS
	
	T3380 +10% seconds

	13
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request the Secondary PDP context activation

	14
	SS
	
	Wait for T3380 +10% seconds to ensure no further ACTIVATE SECONDARY PDP CONTEXT REQUEST messages are sent by the MS

	
	
	
	


Specific message contents

None.

[Next modified section]
45.4.4
PDP context deactivation initiated by the network / Tear down indicator



45.4.4.1
Conformance requirement

The PDP context deactivation may be initiated by the MS or by the network. The tear down indicator information element may be included in the DEACTIVATE PDP CONTEXT REQUEST message in order to indicate whether only the PDP context associated with this specific TI or all active PDP contexts sharing the same PDP address as the PDP context associated with this specific TI shall be deactivated. If the tear down indicator information element is not included in the DEACTIVATE PDP CONTEXT REQUEST message, only the PDP context associated with this specific TI shall be deactivated. 

The Tear down indicator IE is included in the message in order to indicate whether only the PDP context associated with this specific TI or all active PDP contexts sharing the same PDP address as the PDP context associated with this specific TI shall be deactivated.

Reference

3GPP TS 24.008 subclauses 6.1.3.4, 8.3.2 (b) and 9.5.14.1.

45.4.4.2
Test purpose

To test the behaviour of the MS upon receipt of a DEACTIVATE PDP CONTEXT REQUEST message from the network including Tear down indicator IE.

45.4.4.3
Method of test

Related PICS/PIXIT statements

-
GPRS Supported
yes/no.

-
Method of activating a pdp context.

-
MS GPRS release.
-
Support of Secondary PDP Context Activation
Initial conditions

System Simulator:


1 cell, default parameters.

Mobile Station:


The MS is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Test procedure

A PDP context is activated by the user and accepted by the SS. A Secondary PDP context is activated by the user and accepted by the SS. A DEACTIVATE PDP CONTEXT REQUEST message is then sent by the SS indicating the TI of second PDP context and including Tear down indicator IE. The MS shall reply with a DEACTIVATE PDP CONTEXT ACCEPT message. The SS shall then send a MODIFY PDP CONTEXT REQUEST including the TI of second PDP context and the MS shall reply with an SM STATUS message with cause #81 'transaction identifier not known'. The SS shall then send a MODIFY PDP CONTEXT REQUEST including the TI of the first PDP context and the MS shall reply with an SM STATUS message with cause #81 'transaction identifier not known'.
Maximum duration of test

5 minutes.

Expected sequence

	Step
	Direction
	Message
	Comments

	1
	MS
	
	Initiate a context activation

	2
	MS -> SS
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	3
	SS -> MS
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	MS
	
	Initiate a secondary PDP context activation

	5
	MS -> SS
	ACTIVATE SECONDARY PDP CONTEXT REQUEST
	Request a Secondary PDP context activation

	6
	SS -> MS
	ACTIVATE SECONDARY PDP CONTEXT ACCEPT
	Accept the Secondary PDP context activation

	7
	SS -> MS
	DEACTIVATE PDP CONTEXT REQUEST
	Request a deactivation of a pdp context. Include TI of second PDP context and Tear down indicator flag set to 1.

	8
	MS -> SS
	DEACTIVATE PDP CONTEXT ACCEPT
	Accept the pdp context deactivation.

TI is the same as step 7.

	9
	SS -> MS
	MODIFY PDP CONTEXT REQUEST
	Send a modify request including the TI of second PDP context.

	10
	MS -> SS
	SM STATUS
	Cause set to #81

	11
	SS -> MS
	MODIFY PDP CONTEXT REQUEST
	Send a modify request including the TI of first PDP context.

	12
	MS -> SS
	SM STATUS
	Cause set to #81

	
	
	
	


Specific message contents

None.
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