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List of Agreed CRs at end of G2-17bis

These agreed CRs have been submitted by the secretary to TSG GERAN #18 for approval.

	GP-18 #
	G2-17bis #
	Title
	Source

	GP-040103
	G2-040003
	CR 44.060-468 Removal of incorrect text addition (Rel-6)
	MCC

	GP-040104
	G2-040005
	CR 44.006-003 Correction of abbreviation typo (Rel-6)
	MCC

	GP-040105
	G2-040006
	CR 48.071-019 Correction of the Encryption Key IE for U-TDOA (Rel-6)
	Siemens AG

	GP-040106
	G2-040045
	CR 44.018-292 Replacement of "implicit spare" by "spare padding" (Rel-6)
	Siemens AG

	GP-040107
	G2-040073
	CR 44.118-074 HFN initialisation in case of pending security configurations-UTRAN-GERAN alignment (Rel-5)
	Nokia

	GP-040108
	G2-040074
	CR 44.118-075 HFN initialisation in case of pending security configurations-UTRAN-GERAN alignment (Rel-6)
	Nokia

	GP-040109
	G2-040075
	CR 44.160-073 Correction to interpretation of bitmap for FLO (Rel-6)
	Nokia

	GP-040110
	G2-040079
	CR 44.118-077 COUNT-I reverting in case Security Mode Control procedure failure- UTRAN-GERAN alignment (Rel-6)
	Nokia

	GP-040111
	G2-040102
	CR 08.18-A143 Removal of PFC Transfer Result indication (R99)
	Siemens

	GP-040112
	G2-040127
	CR 48.018-103 rev 1 Removal of PFC Transfer Result indication (Rel-4)
	Siemens

	GP-040113
	G2-040120
	CR 48.018-104 rev 1 Removal of PFC Transfer Result indication (Rel-5)
	Siemens

	GP-040114
	G2-040121
	CR 48.018-105 rev 1 Removal of PFC Transfer Result indication (Rel-6)
	Siemens

	GP-040115
	G2-040128
	CR 44.118-072 rev 1 Unsuccessful security mode control procedure and Integrity Protection-UTRAN-GERAN alignment (Rel-5)
	Nokia

	GP-040116
	G2-040129
	CR 44.118-073 rev 1 Unsuccessful security mode control procedure and Integrity Protection-UTRAN-GERAN alignment (Rel-6)
	Nokia

	GP-040117
	G2-040130
	CR 44.118-076 rev 1 COUNT-I reverting in case Security Mode Control procedure failure- UTRAN-GERAN alignment (Rel-5)
	Nokia

	GP-040118
	G2-040131
	CR 44.118-078 rev 1 Network Response Times (Rel-5)
	Nokia

	GP-040119
	G2-040132
	CR 44.118-079 rev 1 Network Response Times (Rel-6)
	Nokia

	GP-040120
	G2-040133
	CR 48.018-095 rev 1 TOM PFI usage on Gb interface (Rel-5)
	Siemens AG

	GP-040121
	G2-040134
	CR 48.018-096 rev 1 TOM PFI usage on Gb interface (Rel-6)
	Siemens AG

	GP-040122
	G2-040138
	CR 44.118-070 rev 1 Signalling TFC on HR channels (Rel-6)
	Nokia

	GP-040123
	G2-040151
	CR 44.005-001 rev 1 Correction of mistyped acronyms and abbreviations (Rel-6)
	MCC

	GP-040124
	G2-040154
	CR 04.18-A278 rev 2 Addition of Multi Rate Config IE to the message DTM ASSIGNMENT COMMAND (R99)
	Ericsson

	GP-040125
	G2-040155
	CR 44.018-289 rev 2 Addition of Multi Rate Config IE to the message DTM ASSIGNMENT COMMAND (Rel-4)
	Ericsson

	GP-040126
	G2-040156
	CR 44.018-290 rev 2 Addition of Multi Rate Config IE to the message DTM ASSIGNMENT COMMAND (Rel-5)
	Ericsson

	GP-040127
	G2-040157
	CR 44.018-291 rev 2 Addition of Multi Rate Config IE to the message DTM ASSIGNMENT COMMAND (Rel-6)
	Ericsson

	GP-040128
	G2-040162
	CR 44.060-471 rev 2 RLC Buffer for MTBF in A/Gb mode (Rel-6)
	Nokia

	GP-040129
	G2-040163
	CR 44.160-076 rev 1 RLC Buffer for MTBF in A/Gb mode (Rel-6)
	Nokia

	GP-040130
	G2-040165
	CR 04.18-A280 rev 3 Lack of FH parameters during VGCS handover (R99)
	Nortel, Siemens

	GP-040131
	G2-040166
	CR 44.018-301 rev 2 Lack of FH parameters during VGCS handover (Rel-4)
	Nortel, Siemens

	GP-040132
	G2-040167
	CR 44.018-302 rev 2 Lack of FH parameters during VGCS handover (Rel-5)
	Nortel, Siemens

	GP-040133
	G2-040168
	CR 44.018-303 rev 2 Lack of FH parameters during VGCS handover (Rel-6)
	Nortel, Siemens


