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Reason for change:
(

In the RRLP MEASURE POSITION REQUEST message there is no code point to trigger a positioning in a MS with the Conventional GPS method, only the MS-Assisted or MS-Based methods can be triggered. On the other hand a MS may report in the Classmark 3 that is supports the Conventional GPS method. Therefore it is not clear how to trigger the Conventional GPS method if the SMLC or the MS support only this method.

It is proposed to clarify in the Position Request procedure to clarify  in which conditions the MS shall perform positioning with the Conventional GPS method. 




Summary of change:
(

The conditions for a MS to trigger the Conventional GPS method are clarified in the Position Request procedure: the current code point MS based shall also be used to trigger a Conventional GPS location procedure.
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not approved:
The RRLP peer entities (MS and SMLC) may not operate with the same positioning method, either Conventional GPS or Assisted GPS methods.
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A.2.2
Elements

A.2.2.1
Positioning Instructions Element

The purpose of Positioning Instructions element is to express the allowed/required location method(s), and to provide information required QoS. This element is mandatory in the Measure Position Request message, and contains the following fields:

Method Type

This field indicates whether MS based or assisted version is allowed/requested. If the Methods field includes more than one method, the Method Type applies to all of them. This field is mandatory, and has the following values:

'0': MS assisted;

'1': MS based;

'2': MS based is preferred, but MS assisted is allowed;

'3': MS assisted is preferred, but MS based is allowed.
In GPS positioning methods, ‘MS based’ may indicate either MS Based Assisted GPS method or Conventional GPS method. If ‘MS based is indicated with no GPS assistance data then the MS may interpret this as either Conventional GPS or MS based A-GPS without assistance data.
Positioning Methods

This field indicates which location method or methods should be used. This field is mandatory.

'0': E-OTD;

'1': GPS;

'2': E-OTD or GPS (i.e. both can be reported).

Response Time
This field indicates the desired response time. However, when performing measurements, the desired response time may be exceeded. This field is mandatory.

The response time is 2N seconds, where N is the value in this field. Thus the desired maximum response time can be 1, 2, 4, 8, 16, 32, 64, or 128 seconds.

Range: 0-7

Accuracy

This field indicates the required accuracy of the location estimate. This is field is mandatory when Method Type is '1', '2', or '3' and optional when Method Type is '0'.
This field is 7 bit Uncertainty Code as defined in 3GPP TS 23.032.
Multiple Sets

This field indicates whether MS is requested to send multiple E-OTD/GPS Measurement Information Sets. The maximum number of measurement sets is three. This is field is mandatory. MS is expected to include the current measurement set. Additionally MS may include historical measurement sets, or measure new additional sets if the response time allows that:
'0': 
multiple IEs can be send;

'1': 
sending of multiple sets is not allowed.

Environment Characterization

Environment Characterization field provides the MS with information about expected multipath and NLOS in the current area. This field is optional.

'0':
possibly heavy multipath and NLOS conditions (e.g. bad urban or urban).

'1':
no or light multipath and usually LOS conditions (e.g. suburban or rural).

'2':
not defined or mixed environment.

'3':
reserved for future use.
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