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Draft CR to TS 43.246: Multislot capabilities for MBMS terminals

The present contribution contains a proposal for the addition of one new subclause to the MBMS Stage 2 specification [1] for multislot capabilities. The text of the subclause reflects the principles contained in [2]. The location of the subclause within the TS and its number assume that the draft CR contained in [3] is agreed.

It is requested that this proposal is discussed and, if agreed, the text be included in the latest version of the specification.

[1] 3GPP TS 43.246 “Multimedia Broadcast Multicast Service (MBMS) in the GERAN; Stage 2”

[2] GP-040714, “Multislot capabilities for MBMS terminals”, Siemens, GERAN#19, Cancun (Mexico), 19-23 April 2004

[3] GP-040721, “Draft CR to TS 43.246: MS and network requirements for MBMS”, Siemens, GERAN#19, Cancun (Mexico), 19-23 April 2004

7.3
Multislot capabilities

An MBMS capable MS shall be capable of receiving MBMS on up to 4 timeslots simultaneously.
NOTE: The 4 timeslots could be used either to transmit one single session or to transmit multiple sessions in parallel.
NOTE: The signalling at session start should nonetheless include an indication of the multislot capabilities required to receive a particular service, in order to allow for future extensions, e.g. to allow in future releases the possibility to receive on up to 6 timeslots.




