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20.22
GPRS Cell Selection and Reselection 

The absolute accuracy of the MS signal level measurements is assumed to be ±6 dB. A difference of at least 8 dB is allowed for cases of discrimination between C1, C31, C32 values and 0.

The relative accuracy of the MS signal level measurements is assumed to be ±3 dB for the signal levels used in the tests of this subclause. A difference of at least 5 dB is allowed for cases of discrimination between C1 and C31 and C32 values on different carriers.

NOTE 1:
The accuracy of MS signal level measurements is specified in 3GPP TS 05.08. For all of the tests in this subclause, the signal levels used are greater than 1 dB above reference sensitivity level.

NOTE 2:
The tolerance on timers specified in 3GPP TS 05.08 is ±10 % except for PENALTY_TIME where it is ±2 s. In the tests of this subclause, the test requirements include these tolerances. Consequently, the times stated in the test requirement sometimes differ from the corresponding timer in the conformance requirement.

Where pulsed signals are specified, the SS tolerance on pulse width is ±2 % and the SS tolerance on power level ±1 dB.

The cell re-selection tests defined in the subclauses 20.22.2 to 20.22.7 apply to the MSs attached to GPRS if a PBCCH exists in the serving cell. The cell re-selection test defined in the subclause 20.22.9 applies to the MSs attached to GPRS when no PBCCH exists in the serving cell. Otherwise the MS shall perform cell re-selection according to the idle mode procedures defined in clause 6 of 3GPP TS 05.08 and therefore tests defined in clause 20 of TS 51.010 apply.

The support of GPRS shall be indicated in SYSTEM INFORMATION TYPE 3 message. In addition, the support of GPRS shall be indicated in either SYSTEM INFORMATION TYPE 4 or SYSTEM INFORMATION TYPE 7 and 8 messages. If GPRS is supported, SYSTEM INFORMATION TYPE 13 message shall be sent. SI 13 message shall not be sent if GPRS is not supported (3GPP TS 04.08 / 3GPP TS 44.018, subclause 3.2.2.1. Additional requirements for the broadcast of system information in a cell supporting GPRS are specified in 3GPP TS 04.60. The GPRS support is indicated by the presence of the field GPRS Indicator in the SI Rest Octets (3GPP TS 04.08 / 3GPP TS 44.018, subclauses 10.5.2.34; 10.5.2.35, 10.5.2.36 and 10.5.2.37).

The following definitions are applicable to tests 20.22.1 to 20.22.28:

-
Carrier X supports GPRS : the SS includes the field GPRS Indicator in SI 3 Rest Octets and in SI 4 Rest Octets.

-
The SS enables GPRS on carrier X : the SS starts including the field GPRS Indicator in SI 3 Rest Octets and in SI 4 Rest Octets.

-
The SS disables GPRS on carrier X : the SS stops including the field GPRS Indicator in SI 3 Rest Octets and in SI 4 Rest Octets.

Unless otherwise stated in the method of test, in all of the tests of this subclause:

-
The SIM is in the idle updated state in the default registration area with a TMSI and PTMSI assigned at the beginning of each test.

-
By default idle paging is transmitted on the PCH according to 3GPP TS 04.08 / 3GPP TS 44.018, subclause 3.2.2.2.

-
Where MS paging is specified within a test, TMSI is to be used on CCCH and PTMSI on PCCCH

-
All carriers support GPRS on BCCH without a separate PBCCH channel.

-
The Scheduling of Packet System information should be such that a complete set of consistent PSI messages can be decoded within 8 multiframes (8 ( 52 frames).

-
The Scheduling of System Information should be such that a complete set of consistent SI messages, including SI13 were applicable, can be decoded within 8 multiframes (8 ( 51 frames).

-
The MS is configured to automatically attach to GPRS at switch on by using the PICS/PIXIT Statement "Automatic GPRS attach procedure at switch on or power on Yes/No" as in GPRS Attach procedure tests (see subclause 44.2.1). For MS that does attach at power on, the SS shall accept access request with cause 'MM procedure' in the case of PRACH and 'one phase access' in the case of RACH in determining test verdict where applicable.
-
The network simulation settings as specified in section 40 shall be applied unless otherwise stated in section 20.22.
Table 20.22.1: Default values of the system information fields

	Parameter
	3GPP TS 04.60 reference
	Abbr.
	Normal Setting

	PRIORITY_CLASS
	11.2.20
	PC
	1

	C31_HYST
	11.2.20
	C31H
	0

	RA_RESELECT_HYSTERESIS
	11.2.20
	RARH
	0 dB

	HCS_THR
	11.2.20
	HT
	-110dBm

	GPRS_RESELECT_OFFSET
	11.2.20
	GRO
	0 dB

	NC_REPORTING_PERIOD_I
	11.2.23
	RP
	 61.44s

	NETWORK_CONTROL_ORDER
	11.2.23
	NCO
	NC0

	GPRS_CELL_RESELECT_HYST
	11.2.20
	GCRH
	0 dB

	GPRS_TEMPORARY_OFFSET
	11.2.20
	GTO
	0 db

	GPRS_PENALTY_TIME
	11.2.20
	GPT
	10s

	SPLIT_PG_CYCLE
	5.5.1.5
	SPGC
	0

	GPRS_MS_TXPWR_MAX_CCH
	11.2.20
	GMTMC
	Max. output power of MS

	GPRS_RXLEV_ACCESS_MIN
	11.2.20
	GRAM
	‑90 dBm

	C32_QUAL
	11.2.20
	C32Q
	0

	BA(GPRS) ARFCN
	11.2.20
	BA
	All 0 except:

	
	
	
	For GSM 450 ARFCNs 259, 263, 269, 275, 279, 283, 287, 292, broadcast in PACKET SYSTEM INFORMATION type 3 and 3bis

	
	
	
	For GSM 480 ARFCNs 306, 310, 316, 322, 326, 330, 334, 339, broadcast in PACKET SYSTEM INFORMATION type 3 and 3bis

	
	
	
	For GSM 750 ARFCNs 441, 446, 452, 455, 461, 462, 466, 470, 477, 485, 493, 511, 207,219, 251, broadcast in PACKET SYSTEM INFORMATION type 3 and 3bis

	
	
	
	For GSM 850 ARFCNs 130, 136, 145, 152, 168, 170, 176, 177, 181, 185, 189, 193, 197, 207,219, 251, broadcast in PACKET SYSTEM INFORMATION type 3 and 3bis

	
	
	
	For GSM900, both P-GSM and E-GSM ARFCNs are broadcast:

	
	
	
	GSM ARFCNs 3, 9, 18, 25, 41, 43, 49, 50, 54, 58, 62, 66, 70, 80, 92, 124, broadcast in PACKET SYSTEM INFORMATION type 3 and 3bis

	
	
	
	E-GSM ARFCNs 985, 989, 995, 1010, 1014 broadcast in PACKET SYSTEM INFORMATION type 3 and 3bis

	
	
	
	For DCS1800 ARFCNs 512, 543, 568, 589, 602, 641, 662, 683, 696, 711, 732, 754, 794, 851, 870, 871, 872, 884 broadcast in PACKET SYSTEM INFORMATION TYPE 3 and 3bis.

	
	
	
	For GSM1900 ARFCNs 512, 543, 568, 589, 602, 629, 641, 653, 662, 683, 696, 711, 727, 732, 754, 777, 794, 809 broadcast in PACKET SYSTEM INFORMATION TYPE  3 and 3bis
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