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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	111
	GPRS attach attempted automatically due to outstanding request
	3GPP TS 04.08, 4.7.3

3GPP TS 24.008, 4.7.3
	R97
	O
	
	TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding

	112
	Speech supported for Half rate version 3 (HR AMR)
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	R98
	O
	
	TSPC_AddInfo_Half_rate_version_3

	113
	AMR LoopBack I
	3GPP TS 44.014
	R5
	C2502
	
	TSPC_AMR_LoopBack_I

	114
	TTY services
	3GPP TS 24.008
	R99
	O
	
	TSPC_AddInfo_TTY

	115
	Support of Secondary PDP Context Activation
	3GPP TS 24.008, 6.1.3
	R99
	O
	
	TSPC_SEC_PDP_CONTEXT

	…
	…
	…
	…
	…
	…
	…

	118
	NITZ Supported
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ

	119
	Handling of Real Time (for NITZ)
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Real_Time

	120
	Deletion of NITZ parameters supported
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Parameters_Deletion

	C2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_ AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12


---------------------------------Next Modified Section-------------------------------------
Table B.1: Applicability of tests

	26.7.5.8.2
	MM connection/follow-on request pending/test 2
	Phase 2
	All MS
	A
	

	26.7.5.8.3
	MM connection/follow-on request pending/test 3
	Phase 2
	All MS
	A
	

	26.7.6.1
	Network Identity and Timezone (NITZ)
	R97
	All NITZ capable MS
	Cxx2
	

	26.8.1.2.1.1
	Outgoing call/U0 null state/MM connection requested
	Phase 2
	MS supporting at least one MO circuit switched basic service
	C36
	

	26.8.1.2.2.1
	Outgoing call/U0.1 MM connection pending/CM service rejected
	Phase 2
	MS supporting at least one MO circuit switched basic service
	C36
	


---------------------------------Next Modified Section-------------------------------------
	Clause
	Title
	Release
	Applicability
	Status
	Supported

	44.2.8.1.1
	Change of cell between two LAs in idle mode / RAU completes first
	R99
	All DTM capable MS
	C305
	

	44.2.8.1.2
	Change of cell between two LAs in idle mode / LAU completes first / SS releases channel
	R99
	All DTM capable MS
	C305
	

	44.2.8.1.3
	Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel
	R99
	All DTM capable MS
	C305
	

	44.2.8.2 
	Void
	
	
	
	

	44.2.9.1.1
	NITZ / GPRS / Timezone, Time and DST Handling
	R97
	All NITZ and GPRS capable MS
	Cxx1
	

	44.2.9.1.2
	NITZ / GPRS / NITZ Parameters / Storage / Deletion
	R97
	All NITZ and GPRS capable MS
	Cxx1
	

	45.2.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R97
	All GPRS MS
	C215
	


---------------------------------Next Modified Section-------------------------------------
	C326
	IF A.2/42 AND (A.1/26 OR A.1/27 OR A.1/28 OR A.1/30 A.1/31 OR A.1/32 OR A.1/33 OR A.1/34 OR A.1/35 OR A.1/36 OR A.1/37 OR A.1/38 OR A.1/39 OR A.1/40 OR A.1/41 OR A.1/42 OR A.1/43 OR A.1/44 OR A.1/45 OR A.1/46 OR A.1/47 OR A.1/48 OR A.1/49 OR A.1/50) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR TSPC_Type_EGPRS_Multislot_Class10 OR...OR TSPC_Type_EGPRS_Multislot_Class29)

	C327
	IF A.25/3 AND A.25/112 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1 AND TSPC_AddInfo_Half_rate_version_3

	C328
	IF A.2/65 THEN A ELSE N/A
	-- TSPC_Conv-GPS

	C329
	If A.25/114 THEN A ELSE N/A
	-- TSPC_AddInfo_TTY

	C330
	IF A.2/41 AND A.2/68 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_EXT_UL_TBF

	C331
	IF A.2/42 AND A.2/68 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_EXT_UL_TBF

	C332
	IF A.2/41 AND A.25/85 AND A.25/115 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_SEC_PDP_CONTEXT

	Cxx1
	IF A.2/41 AND A.25/118 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_NITZ

	Cxx2
	IF A.25/118 THEN A ELSE N/A
	-- TSPC_NITZ
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