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	In the GERAN #16 meeting in New York, the DTM core capability was changed to multislot class 5 and the mandatory support of single slot operation was removed from the basic R99 DTM capability. The single slot DTM support is indicated with Single Slot DTM capability bit in the Classmark 3 and MS Radio Access Capabilities. The use of exclusive allocation was restricted only to PDCH/H.

The corresponding changes in TS 03.64 were forgotten.
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4.4
Packet Traffic Channels
4.4.1
Packet Data Traffic Channel (PDTCH) 

PDTCH is a channel allocated for data transfer. It is temporarily dedicated to one MS or to a group of MSs in the PTM‑M case. In the multislot operation, one MS may use multiple PDTCHs in parallel for individual packet transfer.

All packet data traffic channels are uni-directional, either uplink (PDTCH/U), for a mobile originated packet transfer or downlink (PDTCH/D) for a mobile terminated packet transfer.


4.5
Packet Dedicated Control Channels

4.5.1
Packet Associated Control Channel (PACCH) 

PACCH conveys signalling information related to a given MS. The signalling information includes e.g. acknowledgements and power control information. PACCH carries also resource assignment and reassignment messages, comprising the assignment of a capacity for PDTCH(s) and for further occurrences of PACCH. The PACCH shares resources with PDTCHs,  that are currently assigned to one MS. Additionally, an MS that is currently involved in packet transfer, can be paged for circuit switched services on PACCH.
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