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26.2.4
Establishment cause

The establishment cause set by the MS in the CHANNEL REQUEST message shall be consistent with the requested service or function, with the capabilities of the MS and with the indications given by the network.

If the MS uses a wrong establishment cause, the network might assign an inappropriate or incompatible resource.

In the case of Emergency call a wrong priority might be used.

If a reserved value is used, the network may discard the channel request.

26.2.4.1
Conformance requirements

In the CHANNEL REQUEST message, the MS shall include an establishment cause which correspond to the establishment cause given by the MM sublayer and the broadcasted NECI value, or which correspond to one of the establishment causes "answer to paging" given by the RR entity in response to a PAGING REQUEST message including the Channel Needed information.

Reference(s)

3GPP TS 04.08 / 3GPP TS 44.018, subclause 3.3.1.1.2.

26.2.4.2
Test purpose

To verify that the establishment cause sent by the MS in the Max-Retrans+1 CHANNEL REQUEST messages is consistent with the requested service, with the capabilities of the MS and with the indications of the network in the following cases:

1)
If the MS supports a service on a traffic channel:

1.1
when the NECI bit is set to 0 and call re-establishment is attempted and the call was established on TCH/H if the MS supports a service on half rate channel or on TCH/F otherwise.

2)
If the MS supports a service on half rate channel:

2.1
when the NECI bit is set to 1 and call re-establishment is attempted and the call was established on TCH/H.

3)
If the MS supports speech:

3.1
when the NECI bit is set to 0 and a speech call is attempted.

3.2
when the NECI bit is set to 1 and a speech call is attempted.

4)
If the MS supports a data service:

4.1
when the NECI bit is set to 0 and a data call is attempted.

4.2
when the NECI bit is set to 1 and a data call is attempted for a service supported on half rate channel (if the MS does not support any data call on half rate channel any data service is used).

5)


5.1
when the NECI bit is set to 0 and the MS is paged with the paging indication set to "any channel".

5.2
when the NECI bit is set to 0 and the MS is paged with the paging indication set to "SDCCH".

5.3
when the NECI bit is set to 0 and the MS is paged with the paging indication set to "TCH/F".

5.4
when the NECI bit is set to 0 and the MS is paged with the paging indication set to "TCH/H or TCH/F".

6)


6.1
when the NECI bit is set to 0 and IMSI attach is attempted.

6.2
when the NECI bit is set to 0 and normal location updating is attempted.

6.3
when the NECI bit is set to 0 and periodic location updating is attempted.

6.4
when the NECI bit is set to 0 and IMSI detach is attempted.

6.5
when the NECI bit is set to 1 and IMSI attach is attempted.

6.6
when the NECI bit is set to 1 and normal location updating is attempted.

6.7
when the NECI bit is set to 1 and periodic location updating is attempted.

6.8
when the NECI bit is set to 1 and IMSI detach is attempted.

7)
If the MS supports a non call related supplementary service operation:

7.1
when the NECI bit is set to 0 and a supplementary service operation is attempted at the MS.

7.2
when the NECI bit is set to 1 and a supplementary service operation is attempted at the MS.

8)
If the MS supports SMS/PP MO:

8.1
when the NECI bit is set to 0 and a mobile originated short message service transaction is attempted.

8.2
when the NECI bit is set to 1 and a mobile originated short message service transaction is attempted.

NOTE:
To verify that when the MS supports speech and an emergency call is attempted and the NECI bit is set to 0, then the MS sends a CHANNEL REQUEST message with an establishment cause consistent with the requested service, with the capabilities of the MS and with the indications of the network is done in test 26.9.6.1.1 test purpose 1.

26.2.4.3
Method of test

Initial Conditions

System Simulator:


for all procedures: 1 cell, Max-Retrans = 7 slots. The NECI bit is set to 0.

Mobile Station:


The MS has a valid TMSI. It is "idle updated".

Related PICS/PIXIT Statement(s)

a:
MS supports speech on TCH/F
Yes / No

b:
MS supports speech on TCH/H
Yes / No

c:
MS supports data on TCH/F
Yes / No

d:
MS supports data on TCH/H
Yes / No

e:
MS only supports SDCCH
Yes / No

f:
MS supports a supplementary service operation
Yes / No

g:
MS supports SMS/PP MO
Yes / No

h:
On/Off switch
Yes / No
i:
MS supports AMR
Yes / No

j:
MS supports Speech for Half Rate Version 3
Yes / No
NOTE:
In the above PICS, data and speech refer to the Radio Resource Channel Mode.

Foreseen Final State of the MS

The MS has a valid TMSI. It is "idle updated".

Test Procedures

NOTE:
If the procedures are chained, the SS shall ensure that at the beginning of each procedure, the initial conditions are reached and that the MS had enough time to decode the broadcasted parameters.

Procedure 1

If the MS supports a service on a traffic channel:


A call is established on TCH/H if the MS supports a service on half rate channel or on TCH/F otherwise. The SS stops transmission on the SACCH. The MS attempts call reestablishment. The SS does not answer to Max‑Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "110".

Procedure 2

If the MS supports a service on half rate channel:


The NECI bit is set to 1. A call is established on TCH/H for a supported service. The SS stops transmission on the SACCH. The MS attempts call reestablishment. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "011010".

Procedure 3

If the MS supports speech:


A speech call is attempted. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "111". The NECI bit is set to 1. A speech call is attempted. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "111" if the MS does not support speech on half rate channel (version 1, GSM, nor version 3, AMR) or "0100" if the MS supports speech on half ratechannel (version 1, GSM, or/and version 3, AMR).
Procedure 4

If the MS supports a data service:


A data call is attempted. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "111". The NECI bit is set to 1. A data call is attempted for a service supported on half rate channel (if the MS does not support any data call on half rate channel any data service is used). The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "111"if the MS does not support a data service on half rate channel or "0101" if the MS supports a data service on half rate channel.

Procedure 5

The MS is paged with the paging indication set to "any channel". The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "100". The SS waits for a time sufficient for the MS to be "idle updated". The MS is paged with the paging indication set to "SDCCH". The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "0001". The SS waits for a time sufficient for the MS to be "idle updated". The MS is paged with he paging indication set to "TCH/F". The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "100" if the MS capability is full rate only, "0010" if the MS capability is dual rate and "0001" if the MS capability is SDCCH only. The SS waits for a time sufficient for the MS to be "idle updated". The MS is paged with the paging indication set to "TCH/H or TCH/F". The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "100" if the MS capability is full rate only, "0011" if the MS capability is dual rate and "0001" if the MS capability is SDCCH only.

Procedure 6

This procedure is performed twice. Once for NECI = 0 and once for NECI = 1.

The MS is switched off or powered off. Then system information messages are altered so that IMSI attach/detach is allowed in the cell. The MS is switched on or powered on. The MS performs IMSI attach. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the values "0000" when NECI = 1, or "000" when NECI = 0. The IMSI attach procedure is followed. The location area code of the cell is changed, T3212 is set to 1 deci-hour. The MS performs a location updating. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the values "0000" when NECI = 1, or "000" when NECI = 0. The location updating procedure is followed. The SS waits for at least 7 minutes. The MS performs a periodic updating. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the values "0000". The location updating procedure is followed. The MS is switched off or powered off. If the MS has an On/off switch (see PICS), it attempts IMSI detach. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "0001" when NECI = 1, or "111" when NECI = 0.

Procedure 7

This procedure is performed twice. Once for NECI = 0 and once for NECI = 1.

If the MS supports a non call related supplementary service operation:


A supplementary service operation is attempted at the MS. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "0001".

Procedure 8

If the MS supports SMS/PP MO:


A mobile originated short message service transaction is attempted. The SS does not answer to Max-Retrans CHANNEL REQUEST messages and answers to the next CHANNEL REQUEST with an IMMEDIATE ASSIGNMENT REJECT message. The SS checks that all CHANNEL REQUEST messages contain an establishment cause with the value "0001" when NECI = 1, or "111" when NECI = 0.

Maximum Duration of Test

For procedures 1, 2, 3, 4 and 5: 5 minutes, including 1 minute for any necessary operator actions.

For procedure 6: 20 minutes, including 2 minutes for any necessary operator actions.

For procedures 7, 8: 10 minutes, including 2 minutes for any necessary operator actions.

Expected Sequence

Procedure 1

This procedure is performed if the MS supports a service on a traffic channel.

	Step
	Direction
	Message
	Comments

	1
	
	
	a call is established on TCH/H if the MS supports a service on half rate channel or on TCH/F otherwise. The generic call setup procedure is used.

	2
	SS
	
	the SS stops transmission on the SACCH.

	3
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "110"

	4
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 2

This procedure is performed if the MS supports a service on half rate channel.

	Step
	Direction
	Message
	Comments

	1
	SS
	
	The NECI bit is set to 1, a call is established on

	2
	
	
	TCH/H for a supported service. The generic call setup procedure is used.

	3
	SS
	
	the SS stops transmission on the SACCH.

	4
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "011010"

	5
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 3

This procedure is performed if the MS supports speech.

	Step
	Direction
	Message
	Comments

	1
	MS
	
	a speech call is attempted

	2
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "111"

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	

	4
	SS
	
	The NECI bit is set to 1

	5
	SS
	
	The SS waits for 30 s

	6
	MS
	
	a speech call is attempted

	7
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "0100" if the MS supports speech (GSM and/or AMR) on half rate or set to "111" otherwise

	8
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 4

This procedure is performed if the MS supports a data service.

	Step
	Direction
	Message
	Comments

	1
	MS
	
	a data call is attempted

	2
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "111"

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	

	4
	SS
	
	The NECI bit is set to 1

	5
	SS
	
	The SS waits for 30 s

	6
	MS
	
	a data call is attempted for a service supported by the MS on half rate (for any data service if the MS does not support any data service on half rate)

	7
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "0101" if the MS supports a data service on half rate or set to "111" otherwise

	8
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 5

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PAGING REQUEST TYPE 1
	paging indication = any channel

	2
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "100"

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	

	4
	SS
	
	The SS waits for 5 s

	5
	SS -> MS
	PAGING REQUEST TYPE 1
	paging indication = SDCCH

	6
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "0001"

	7
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	

	8
	SS
	
	The SS waits for 5 s

	9
	SS -> MS
	PAGING REQUEST TYPE 1
	paging indication = TCH/F

	10
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "100" if the MS capability is full rate only or "0010" if the MS capability is dual rate or "0001" if the MS capability is SDCCH only

	11
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	

	12
	SS
	
	The SS waits for 5 s

	13
	SS -> MS
	PAGING REQUEST TYPE 1
	paging indication = TCH/H or TCH/F

	14
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to "100" if the MS capability is full rate only or "0011" if the MS capability is dual rate or "0001" if the MS capability is SDCCH only

	15
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 6

The sequence is executed for execution counter k = 1, 2.

	Step
	Direction
	Message
	Comments

	0
	SS
	
	When k = 1, NECI set to 0 When k = 2, NECI set to 1

	1
	MS
	
	The MS is switched off or has its power source removed

	2
	SS
	
	IMSI attach/detach is set to "MSs in the cell shall apply IMSI attach and detach procedure"

	3
	MS
	
	The MS is switched on or powered on

	4
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to: "000" when k = 1 "0000" when k = 2

	5
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	6
	MS -> SS
	LOCATION UPDATING REQUEST
	"location updating type" = IMSI attach

	7
	SS -> MS
	LOCATION UPDATING ACCEPT
	with no mobile identity

	8
	SS -> MS
	CHANNEL RELEASE
	

	9
	SS
	
	the LAC of the cell is changed and T3212 is set to 6 minutes

	10
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to: "000" when k = 1 "0000" when k = 2. The MS must send its first Channel Request within 33s after the LAC has been changed.

	11
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	12
	MS -> SS
	LOCATION UPDATING REQUEST
	"location updating type" = Normal location updating

	13
	SS -> MS
	LOCATION UPDATING ACCEPT
	with no mobile identity

	14
	SS -> MS
	CHANNEL RELEASE
	

	15
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to: "000" when k = 1 "0000" when k = 2. The MS must send its first Channel Request within 7 minutes after the preceeding Channel Release

	16
	SS -> MS
	IMMEDIATE ASSIGNMENT
	

	17
	MS -> SS
	LOCATION UPDATING REQUEST
	"location updating type" = Periodic updating

	18
	SS -> MS
	LOCATION UPDATING ACCEPT
	with no mobile identity

	19
	SS -> MS
	CHANNEL RELEASE
	

	20
	MS
	
	If possible (see PICS), the MS is switched off, otherwise it has its power source removed

	21
	MS
	
	If the MS was switched off it attempts IMSI detach

	22
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to: "111" when k = 1 "0001" when k = 2

	23
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 7

The sequence is executed for execution counter k = 1, 2.

This procedure is performed if the MS supports a non call related supplementary service operation.

	Step
	Direction
	Message
	Comments

	0
	SS
	
	When k = 1, NECI set to 0 When k = 2, NECI set to 1

	1
	MS
	
	a non call related supplementary service operation is attempted  

	2
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to: "111" when k = 1 "0001" when k = 2

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
	


Procedure 8

This procedure is performed if the MS supports SMS/PP MO.

The sequence is executed for execution counter k = 1, 2.

	Step
	Direction
	Message
	Comments

	0
	SS
	
	When k = 1, NECI set to 0 When k = 2, NECI set to 1

	1
	MS
	
	a mobile originated short message service transaction is attempted

	2
	MS -> SS
	8 CHANNEL REQUEST
	all messages have establishment cause set to: "111" when k = 1 "0001" when k = 2

	3
	SS -> MS
	IMMEDIATE ASSIGNMENT REJECT
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