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	Summary of change:
(

	 Line 26 Replace TCV_ch by TCV_chTch1

	
	

	Consequences if 
(

not approved:
	Correctly implemented phones may unfairly fail the test case 26.6.5.2.4

	
	

	Clauses affected:
(

	26.6.5.2.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This change will be applicable to all phase 2  and later phones


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

	Test Case Dynamic Behaviour

	Test Case Name
	TC_26_6_5_2_4

	Group
	Rel5 _GSM _L3 _MS _v520/RR/

	Test Purpose
	To test that when the MS is ordered to make a non-synchronised handover, it continuously sends 
access bursts on the main DCCH until it receives a PHYSICAL INFORMATION from the SS . To test 
that the MS correctly takes the values of the Timing Advance and Starting Time information elements into account . To test that the MS activates the new channel correctly . To test that the MS correctly retransmits Layer 3 MM or CC messages, that were not acknowledged by Layer 2 before the Handover, after completion of the Handover . 

	Defaults
	OtherEventsFail _01

	Nr
	Label
	Behaviour
	Cref
	Verdict
	Comments

	1
	 
	START T _guard (300) 
	 
	 
	 

	2
	 
	 
+BasicServiceMO (TSPX _MOBscSvcG, TSPX _MOChRateG) 

	 
	 
	 

	3
	 
	 
(TCV _ia _ts: = TSPX _TmSltNotZero, 
TCV _ts: = TSPX _TmSltNotZero, 
TCV _Cntref: = TSPX _NoOfHoAccH, 
TCV _Horf: = TSPX _HoRefD, 
TCV _Pwrlvl _ho: = INT _TO _BIT ( TSPX _PwrlvlB, 5) ) 

	 
	 
	 

	4
	 
	 
+IdleUpdated ( C _E _default, C _CellA, C _SCH _A, C _BCCH _A _1, C _Immass, C _S0, C _SlotNU, C _SlotNU, C _SlotNU, C _BCC, C _TxInt _5, C _Max _1, C _NECI _0, C _ATT _0, TimingAdv ( 30) , C _BABR _0, C _cch _1nonComb, C _BPM _3, C _T3212 _0,  C _ci _cellA, C _MCC _1, C _PLMN _1, C _LAC _1, CellOpt _01, CellChDes _20 _Aman, CellChDes _202 _Adman, C _CellReselectHys12, C _MaxPwrLvlG, C _MaxPwrLvlD, BcchFreqLst _01, BcchFreqLst _Omit, BcchFreqLst _48, BcchFreqLst _Omit, C _noRestablishment, C _BCC, C _NCC, C _Start _Tmsi, TSPX _SDCCH4SubDef, TSPX _CKSNDef, TSPX _RANDDef, C _arfcnA, C _arfcnAd _4, TSPX _IMSI, C _Test _fh, C _NCCP _10) 

	 
	 
	 

	5
	 
	 
(TCV _ia _ts : = TSPX _TmSltNotZero) 

	 
	 
	 

	6
	 
	 
+SDCCH8 _A _1 _nociph ( TSPX _SDCCH8SubDef, C _Immass, TCV _ia _ts, TSPX _TscA, ChMod _sign, FreqTCH ( C _arfcnA) , FreqTCH ( C _arfcnAd _4) , TimingAdv ( 30) , C _BABR _0, C _cch _1nonComb, C _BPM _3) 

	 
	 
	 

	7
	 
	 
+StartCellB _ho ( C _E _neighbourdefault, C _BCCHcarrierB _ho, C _BCCHcarrierB _hod,  C _Immass, TCV _slot, TCV _tsc, TimingAdv ( TSPX _TimadvA) , C _TxInt _5, C _Max _1, C _NECI _0, C _ATT _0, C _BABR _0, C _cch _1nonComb, C _BPM _3, C _T3212 _0, C _MCC _1, C _PLMN _1, C _LAC _1, CellChDes _20 _Bman, CellChDes _202 _Bd, BcchFreqLst _01, BcchFreqLst _48, C _noRestablishment, C _BCC _0, C _NCC _3, TSPX _k, 0) 

	 
	 
	The timeslots of Cells A and B are not coincident at the antenna connector . 

	8
	 
	 
+SDCCH8 _B _1 ( TSPX _SDCCH8SubA, C _Asynho, TCV _ts, TSPX _TscB, ChMod _sign, FreqSDCCH8b _hof2, FreqSDCCH8b _hof2d, TimingAdv ( TSPX _TimadvA) , C _BABR _0, C _cch _1nonComb, C _BPM _3) 

	 
	 
	 

	9
	 
	 
+localtree _setTchArfcn

	 
	 
	 

	10
	 
	 
+Est _MO _Call _init ( C _CHSDCCH8 _NonFH, MoblAllc _omit, MoblAllc _omit, TimingAdv ( 30) , TSPX _TscA, C _one, C _one) 

	 
	 
	1 . 

	11
	 
	 
+localtree _setTchArfcn

	 
	 
	 

	12
	 
	 
(TCV _nc : = '010'B) 

	 
	 
	 

	13
	 
	 
+Check _Cells _Present (TCV _nc, TCV _sacch8) 

	 
	 
	 

	14
	 
	 
(TCV _chTch1 : = TCV _ch) 

	 
	 
	 

	15
	 
	 
(TCV _ch : = OC _SubchOfSdcch8 ( TSPX _SDCCH8SubA, C _CellB, 1) ) 

	 
	 
	 

	16
	 
	 
(TCV _Null : = OM _SendNextOnHO (TCV _ch, TCV _Cntref) ) 

	 
	 
	 

	17
	 
	 
L!DL _DatRqPhyinfo

	PhyInfo _01 (TCV _ch, TimingAdv (TSPX _TimadvA) ) 
	 
	 

	18
	body
	 
+ltree _sendHoCMD

	 
	 
	 

	19
	 
	 
+RR _hocomp1 ( 1500, TCV _chTch1) 

	 
	 
	 

	20
	 
	 
L?DL _DatInSetup 
(TCV _Mt1 : = DL _DatInSetup .msg .mt) 

	SetupRcv ( SetupInd _01) 
	 
	3 . 

	21
	 
	 
+SendSeqNo _chk

	 
	 
	4 . 

	22
	post
	 
+ChanRel _end ( TCV _ch) 

	 
	 
	 

	 
	 
	ltree _sendHoCMD
	 
	 
	 

	23
	 
	[TSPC _PGSM OR TSPC _EGSM] 
	 
	 
	 

	24
	 
	 
L!DL _DatRqHoCmd

	HndOvSnd ( TCV _chTch1, HandOverCmd _fh ( TCV _Tchtype, TCV _ts, TSPX _TscB, C _NCC _3, C _BCC _0, C _BCCHcarrierB _ho, 14, TSPX _HSN, TCV _Horf, TCV _Pwrlvl _ho, Synchi ( C _not _report _otd, C _non _synchronised) , Frql _omit, Frql _omit, CellChDes _Omit, ChMod _omit, Freqchseq _02, MoblAllc _omit, RelTmdDif _omit, TimingAdv _omit, CphMod _omit) ) 
	 
	2 . 

	25
	 
	[TSPC _DCS] 
	 
	 
	 

	26
	 
	 
L!DL _DatRqHoCmd

	HndOvSnd (      TCV_chTch1, HandOverCmd _fh ( TCV _Tchtype, TCV _ts, TSPX _TscB, C _NCC _3, C _BCC _0, C _BCCHcarrierB _hod, 16, C _HSN _0, TCV _Horf, TCV _Pwrlvl _ho, Synchi ( C _not _report _otd, C _non _synchronised) , Frql _20 _B8d, Frql _omit, CellChDes _Omit, ChMod _omit, Freqchseq _omit, MoblAllc _omit, RelTmdDif _omit, TimingAdv _omit, CphMod _omit) ) 
	 
	2 . 

	 
	 
	localtree _setTchArfcn
	 
	 
	 

	27
	 
	(TCV _Tchtype : = INT _TO _BIT ( ( 8 + BIT _TO _INT ( TSPX _SDCCH8SubA) ) , 5) ) 
	 
	 
	 

	28
	 
	 
[TSPC _PGSM OR TSPC _EGSM] 

	 
	 
	 

	29
	 
	 
(TCV _tch _arfcn: = C _arfcnA) 

	 
	 
	 

	30
	 
	 
[TSPC _DCS] 

	 
	 
	 

	31
	 
	 
(TCV _tch _arfcn: = C _arfcnAd _4) 
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